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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 

փաստաթուղթ # 
0-00-RPT-ENV-82196 

Մատակարարի 

փաստաթուղթ  # Տվյալներ չկան 

Ամսաթիվ՝ 
դեկտեմբեր 2017թ. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 Էջ 2 / 38 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Սույն հաշվետվությունն անհրաժեշտ է կարդալ Բնապահպանական մոնիթորինգի պլանի (ԲՄՊ) 
2017թ. հոկտեմբերին հրապարակված Տարբերակ 8-ի հետ միասին: 

Ծրագրի չափանիշներին համապատասխանության վերաբերյալ ամփոփ տվյալներ. 2017թ. 
երրորդ եռամսյակ 

Պարամետր Համապատասխանություն Գործողություն 
N02 & SO2 Համապատասխան է Շարունակել մոնիթորինգը 
Փոշի Մշտադիտարկման տվյալները 

փաստում են Ծրագրի 
չափանիշներին 
չհամապատասխանող իրավիճակ 
ԿՏՀ-ի տեղամասում և դրա շուրջ: 
Դրանք հաստատում են վիզուալ 
դիտարկումները և համայնքներից 
ստացված մի շարք բողոքները. չոր, 
քամոտ եղանակային 
պայմաններում զգալի 
քանակությամբ փոշի է առաջանում 
ԿՏՀ-ից/շինարարական ճամբարի 
աշխատանքային տարածքներից՝ 
անհարմարություններ 
պատճառելով ինչպես 
տեղամասում, այդպես էլ դրանից 
դուրս:  

Մշակել և իրականացնել փոշու 
կառավարման պլան, ավելացնել 
ջրատարների քանակը և 
կիրառումը,  ձեռք բերել 
անհրաժեշտ ջրցաններ և փոշին 
նստեցնող սինթետիկ նյութեր: 

Մասնիկներ Մշտադիտարկման ընթացքում 
արձանագրված PM10 /պինդ 
մասնիկների/ ցուցանիշները 
պարբերաբար գերազանցել են 
սահմանված չափորոշիչները 
Նախնական մոնիթորինգի 
կայանում (ՆՄԿ) և հանքի 
շինարարության ճամբարում: 

Պարզել, թե արդյոք մասնիկները 
վտանգ են ներկայացնում 
ճամբարում բնակվող 
աշխատողների համար: 

Աղմուկ Կետային չափումները ազդակիր 
համայնքներում գերազանցում են 
համապաստասխանության 
թիրախային չափորոշիչները, 
սակայն ենթադրվում է, որ դա 
պայմանավորված չէ Ծրագրի 

Ձեռնարկել վերահսկվող կետային 
չափումներ՝ աղմուկի 
աղբյուրները պարզելու 
նպատակով: 
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Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
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24 հունվարի 
2018թ․ 

շրջանակներում իրականացվող 
աշխատանքներով: ՆՄԿ-ում ու 
Երկրորդային մշտադիտարկման 
կայաններում /ԵՄԿ/ կատարած 
չափումների արդյունքները 
համապատասխանում են Ծրագրի 
չափանիշներին։ 

Օդի գերճնշում և 
վիբրացիա 
(պայթեցումներից) 

Երկու պայթեցումների դեպքում էլ 
գրանցվել է սահմանային 
ցուցանիշների գերազանցում, ինչն 
առաջացնում է լրացուցիչ 
հետազոտման և հետագա 
պայթեցումների համար 
մոտեցումների փոփոխման 
անհրաժեշտություն։  

Ստացված տվյալները կիրառել 
հետագա պայթեցումները 
նախագծելու ժամանակ։  

Մակերևութային ջրեր  Չնայած որոշ անալիտներ 
գերազանցում են Ծրագրի համար 
սահմանված չափորոշիչները, 
այնուամենայնիվ արդյունքները 
համապատասխանում են նախորդ 
տվյալներին և արտացոլում են 
բնական «ելակետային» 
պայմանները: 

Վերջերս տեղադրված 
հորատանցքերից ստացված 
նմուշների վերլուծության 
արդունքներն անհրաժեշտ է 
ուսումնասիրել հետագա 
մոնիթորինգների ընթացքում 
ելակետային տվյալներ ստանալու 
նպատակով։ 

Ստորգետնյա ջրեր և 
աղբյուրներ 

Հող ԿՏՀ-ի որոշ նմուշների 
հետազոտությումբ պարզվել է, որ 
մետաղների որոշ ելակետային 
կոնցենտրացիաներ արդեն իսկ 
գերազանցում են Ծրագրով 
սահմանված չափորոշիչները։  

Շարունակել ԲԿՊ-ով 
սահմանված կարգով 
իրականացնել պարբերական 
նմուշառում ու վերլուծություններ։ 

Նստվածքներ Գետերի նստվածքներում առկա 
ծանր մետաղները երբեմն 
գերազանցում են սահմանված 
նորման։ 

Շարունակել ԲԿՊ-ով 
սահմանված կարգով 
իրականացնել պարբերական 
նմուշառում ու վերլուծություններ։ 

Բիոտա Համապատասխանության 
չափորոշիչները բացակայում են, 
նմուշառումն իրականացվում է 
տեղեկատվական նպատակով։  

Շարունակել ԲԿՊ-ով 
սահմանված կարգով 
իրականացնել պարբերական 
նմուշառում ու վերլուծություններ։ 

Երթևեկություն Երթևեկության ծավալները 
կանխատեսվածից ցածր են։ 

Շարունակել ԲԿՊ-ով 
սահմանված կարգով 
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իրականացնել տարեկան 
մշտադիտարկումներ։ 
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ 

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ 
դեկտեմբեր 2017թ. 

Բնապահպանական մոնիթորինգի 
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եռամսյակ 
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Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը  
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  
 

Տպվեց՝ 
24 հունվարի 
2018թ․ 

 

1. Օդերևութաբանական կայաններ 

Լիդիան ընկերության կողմից շահագործվող երկու օդերևութաբանական կայաններն 
իրականացնում են օդի ջերմաստիճանի, քամու արագության և ուղղության, խոնավության, 
տեղումների և մթնոլորտային ճնշման վերաբերյալ տվյալների շարունակական գրանցում: 
Մինչ Ծրագրի շինարարական աշխատանքների մեկնարկը կայանները մի քանի տարի 
շարունակ գտնվում էին Դատարկ ապարների լցակույտի (ԴԱԼ) և Կույտային 
տարրալվացման հրապարակի (ԿՏՀ) համար նախատեսվող տարածքներում:  2017թ.  
մարտի 27-ին ԿՏՀ-ի կայանը ապամոնտաժվեց և տեղափոխվեց ժամանակավոր տարածք, 
այն է՝ շինարարական ճամբարի հարևանությամբ, վերջնականապես Գնդեվազի 
կաթնամթերքի ֆերմայի մոտակայքում գտնվող Նախնական մոնիթորինգի նոր կայան 
(ՆՄԿ) տեղափոխելու նպատակով: 2017թ-ի հունիսի 20-ին ԴԱԼ-ի Օդերևութաբանական 
կայանը ձորակից տեղափոխվեց լանջի վերնամասում գտնվող հարթավայր՝ 
շինարարության տարածքից դուրս:    

Երկու կայանների կողմից գրանցվող տվյալները պահվում են Լիդիան ընկերության 
սերվերի վրա: ԲՄՊ-ի հաջորդ պաշտոնական վերանայման ընթացքում նախատեսվում է 
թարմացնել և ներկայացնել օդերևութաբանական կայանների տեղակայման նոր վայրերի 
վերաբերյալ տվյալները:  

2. Օդի որակ 

2.1. Ազոտի երկօքսիդ և ծծմբի երկօքսիդ 

Շվեդիայի բնապահպանական հետազոտությունների ինստիտուտի (IVL Svenska 
Miljöinstitutet) կողմից տրամադրված ազոտի երկօքսիդի (NO2) և ծծմբի երկօքսիդի (SO2) 
պասիվ նմուշառիչները տեղադրվել են 11 տեղամասերում ՝երրորդ եռամսյակի ընթացքում 
ամսեկան կտրվածքով կիրառելու նպատակով:   

Հավելված 1-ում ներկայացված են գազի պասիվ մոնիթորինգի արդյունքները: ԲՄՊ-ն 
տրամադրում է օդի որակի պահանջների համապատասխանության մասով ցուցանիշներ: 
Մոնիթորինգի ընթացքում NO2 (40 µg/m3) և SO2 (20 µg/m3)  չափանիշների որևէ գերազանցում 
չի արձանագրվել:   

  

2.2. Փոշի 

Լիդիան ընկերությունը կիրառում է DustScan DS100, կպչուն թաղանթով փոշեչափեր՝ 
Ամուլսարի տարածքի տասներկու տեղամասերում օդում փոշու մակարդակը չափելու 
համար: 
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2017թ․ երրորդ եռամսյակում առկա էր մատակարարման խնդիր, ինչի պատճառով հուլիս 
ամսվա ընթացքում առկա չէին Dustscan փոշեչափեր։ Դրանք կիրառվել են հետևյալ 
ժամանակահատվածներում՝  

 Հունիսի 17 - 30 (փոշեչափերը տեղադրվել եմ միայն վեց տեղամասերում) (Տվյալ 
մոնիթորինգային ժամանակահատվածը համընկնում է 2017 երկրորդ 
եռսամսյակին, սակայն քանի որ արդյունքները պատրաստ չէին երկրորդ 
եռամսյակի հաշվետվության համար, հետևաբար դրանք ներկայացվում են սույն 
զեկույցում), 

 Օգոստոսի 1 – 14, 

 Օգոստոսի 14 – 28, 

 Օգոստոսի 28 մինչև սեպտեմբերի 12, և  

 Սեպտեմբերի 12 – 26․ 

Բացառությամբ վերը նշված հունիս և հուլիս ամիսների, փոշեչափերը տեղադրվել են AQ1-
ից AQ12 գնահատման վայրերում։ Սեպտեմբերի 12-ից, AQ12 (հանքի ճամբարից դեպի 
արևելք) անջատվել և փոխարինվել է AQ13-ով (ճամբարից դեպի արևմուտք, 
հողատարածքի սահմանին)։ Սեպտեմբերի 12-ին, AQ7-ին տեղադրված փոշեչափիչը 
գողացվել է։ Օգոստոսի 1-14, սխալ պիտակավորման արդյունքում AQ2 նմուշը 
պիտակավորվել որպես AQ9, ինչի արդյունքում լաբորատորիա էին ուղարկվել AQ9 
պիտակավորմամբ երկու նմուշ։ Հավելված 1-ում դրանք ներկայացված են որպես AQ9 և 
AQ9B։  

Լաբորատոր անալիզների միջոցով բացահայտվում են երկու հիմնական պարամետրեր՝ 
բացարձակ տարածքի ծածկույթը (AAC%) և ազդեցության տարածքի ծածկույթը (EAC%): 
Տվյալ պարամետրերը DustScan փոշեչափերի հետ միասին ցույց են տալիս «փոշու 
ազդեցության ռիսկը», որը հաշվարկվում է ըստ նմուշառման ինտերվալի յուրաքանչյուր 15-
աստիճան աղեղի: AAC%-ը թույլ է տալիս չափել փոշին անկախ գույնից և շատ 
արդյունավետ է փոշու ցածր մակարդակը չափելու հարցում, ի տարբերություն 
նմուշառման շատ այլ մեթոդների:  EAC% -ը թույլ է տալիս որոշել փոշու 
աղտոտվածությունը: Ի տարբերություն AAC%-ին,  EAC% -ը չափում է մգությունը, 
աղտոտվածությունը (սպիտակից՝ սև, մոխրագույնի բոլոր երանգները): EAC% 
պարամետրերը բարձրանում են փոշու ծածկույթի աճի հետ մեկտեղ: 

Լիդիան ընկերությունն օգտագործում է EAC-ը՝ պահանջներին համապատասխանությունը 
ներկայացնելու համար: Համապատասխանության թիրախային մակարդակը փոշու 
ազդեցության երկշաբաթյա ժամանակահատվածի համար կազմում է 2.5%-ից 5.0% EAC: 
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Երկու շարունակական մոնիթորինգային ժամանակաշրջաններում 2.5% գերազանցող 
EAC-ի մակարդակ գրանցելու դեպքում պահանջվում է լրացուցիչ հետազոտություն: 

Ստորև ներկայացված Աղյուսակը բացահայտում է երրորդ եռամսյակում արձանագրված 
փաստացի (EAC > 5%) և հավանական (EAC > 2.5%) իրավիճակը չափորոշիչների 
համապատասխանության մասով՝ ներառելով ուղղությունները /ժամսլաքի ուղղությամբ/, 
որից ելնելով փոշու ազդեցության ռիսկը գնահատվել է որպես բարձր և շատ բարձր։   

 

Գնահատման 
վայր 

Ժամանակահատված EAC % Փոշու շատ բարձր կամ բարձր ռիսկի 
ազդեցության ուղղությունները  

AQ2 17/6 – 30/6 
1/8 – 14/8 
14/8 – 28/8 
28/8 – 12/9 
12/9 – 26/9 

23.6 
5.7 / 
11.2* 
14.3 
8.4 
10.1 

Հյուսիսից ու հյուսիս-արևելքից դեպի 
արևելք և հարավ-արևելք, հարավ-
արևմուտքից դեպի արևմուտք։ 
Անորոշ*. 
Արևմուտքից և հարավ-արևմուտքից 
դեպի հյուսիս ու հյուսիս-արևմուտք  
Արևելքից դեպի արևելք և հարավ-
արևելք, արմուտքից դեպի հյուսիս և 
հյուսիս-արևմուտք  
Արևմուտքից ու հարավ-արևմուտքից 
դեպի հյուսիս  

AQ3 17/6 – 30/6 
28/8 – 12/9 
12/9 – 26/9 

6.0 
3.8 
3.4 

Հյուսիսից դեպի հյուսիս-արևելք  
Արևելքից ու հարավ-արևելքից դեպի 
հարավ-արրելք  
Հյուսիս-արևելքից դեպի հյուսիս  

AQ5 1/8 – 14/8 
14/8 – 28/8 

3.1 
3.9 

Հյուսիս-արևմուտք  
Արևմուտքից ու հարավ-արևմուտքից 
դեպի հյուսիս-արևմուտք 

AQ6 28/8 – 12/9 3.3 Հարավ-արևմուտք (միայն միջին 
աստիճանի ռիսկ) 

AQ7 1/8 – 14/8 
14/8 – 28/8 
12/9 – 26/9 

8.0 
10.2 
6.2 

Հարավից ու հարավ-արևմուտքից 
դեպի արևմուտք ու հյուսիս-
արևմուտք  
Հարավից դեպի արևմուտք և հյուսիս-
արևմուտք  
Հարավ-արևմուտք և հյուսիս-
արևմուտք  
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Գնահատման 
վայր 

Ժամանակահատված EAC % Փոշու շատ բարձր կամ բարձր ռիսկի 
ազդեցության ուղղությունները  

AQ8DS 17/6 – 30/6 
1/8 – 14/8 
14/8 – 28/8 
28/8 – 12/9 
12/9 – 26/9 

20.4 
12.1 
12.3 
10.4 
10.5 

Հյուսիս-արևմուտքից բոլոր արևելյան 
ուղղություններով դեպի հարավ-
արևմուտք։ 
Հարավ-արևմուտքից դեպի 
հյուսիսճարևելք  
Հյուսիս-արևմուտքից դեպի հյուսիս-
արևելք  
Հյուսիս-արևմուտքից դեպի հյուսիս և 
հյուսիս-արևելք  
Հյուսիս-արևմուտքից դեպի հյուսիս-
արևելք  

AQ9 17/6 – 30/6 
1/8 – 14/8 
14/8 – 28/8 
28/8 – 12/9 
12/9 – 26/9 

18.8 
5.7 / 
11.2* 
7.9 
9.3 
6.5 

Հյուսիսից դեպի արևելք ու հարավ-
արևելք  
Անորոշ*. 
Արևելքից դեպի հարավ-արևելք  
Արևելքից դեպի արևմուտք և հարավ-
արևմուտք  
Արևմուտքից ու հարավ-արևմուտքից 
դեպի հյուսիս-հյուսիս-արևմուտք 

AQ11 17/6 – 30/6  
 
1/8 – 14/8 
14/8 – 28/8 
28/8 – 12/9 
12/9 – 26/9 

15.3 
 
8.0 
3.7 
6.6 
5.1 

Հարավ-արևելքից բոլոր արևմտյան 
ուղղություններով դեպի հյուսիս և 
հյուսիս-արևելք  
Բոլոր արևմտյան ուղղություններով 
հարավի և հյուսիս արանքում  
Հարավ-արևմուտք  
Հարավից և հարավ-արևմուտքից 
դեպի արևմուտք 
Հյուսիսից ու հյուսիս-արևելիքից դեպի 
արևելք  

AQ12 17/6 – 30/6 
1/8 – 14/8 
14/8 – 28/8 
28/8 – 12/9 

51.5 
46.9 
56.8 
34.1 

Բոլոր ուղղություններով 
Բոլոր ուղղություններով 
Բոլոր ուղղություններով 
Արևելքից ու հյուսիս-արևելքից բոլոր 
արևմտյան ուղղություններով դեպի 
հյուսիս 

AQ13 Սեպտեմբերի 12-26  30.1 Հարավից դեպի հյուսիս ու հյուսիս-
արևելք  

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



 

Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ 

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ 
դեկտեմբեր 2017թ. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 Էջ 5 / 15 

 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը  
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  
 

Տպվեց՝ 
24 հունվարի 
2018թ․ 

 

* Երկու նմուշի սխալ պիտակավորմամբ պայմանավորված անճշտություն, մեկը՝ AQ2, իսկ 
մյուսը՝ AQ9։ 

AQ2 մշտադիտարկման կետը տեղակայված է Կեչուտից արևմուտք, հանրային գրունտային 
ճանապարհի մոտ, որը տանում է դեպի Կեչուտի աղբավայր, Որոտանի դաշտավայր և 
ենթակառուցվածքային տեղամաս, Գորայք գյուղն ու Ամուլսարի 
երկրաբանահետախուզական ճամբարը։ Ճանապարհն օգտագործվում է ինչպես Ծրագրի 
մեքենաների, այնպես էլ այլ մեքենաների երթևեկության համար, և փոշու բարձր 
մակարդակը հավանաբար պայմանավորված է  մեքենաների շարժով։  

AQ3 գտնվում է Նախնական մոնիթորինգային կայանից դեպի արևելք, ԿՏՀ-ից հյուսիս-
արևելք։ Այն փաստը, որ փոշու բարձր ռիսկը առաջանում է տվյալ տեղամասի հյուսիսային 
ուղղություններից, ենթադրում է, որ փոշու  աղբյուրը կապված չէ Ծրագրի հետ։ Միևնույն 
ժամանակ, առկա է նաև արևելիքից ու հարավ-արևելքից եկող բաղադրիչ, ինչը 
հավանաբար պայմանավորված է ԿՏՀ-ում Ծրագրի գործողությունների իրականացմամբ։  

AQ5 գտնվում է Սարալանջից դեպի հյուսիս։ Փոշու ռիսկի ազդեցությունը տվյալ վայրում 
առաջանում է արևմուտք-հարավ-արևելիքից դեպի հյուսիս-արևմուտք։ Ուղղությունների 
տվյալ տարբերությունը համապատասխանում է Դարբ գետի հովտի ուղեգծին և 
Ծրագրային գործողություններով դրանց պայմանավորված լինելը քիչ հավանական է։ 

AQ6 տեղակայված է Գորայքից հյուսիս։ Միջին ռիսկի ազդեցության միակ աղբյուրը 
հավանաբար առաջանում է տեղական աղբյուրից։ 

AQ7 գտնվում է Կեչուտից դեպի հարավ-արևելք։ Այս տեղամասում փոշու ազդեցության 
ռիսկերը գոյանում են հարավից մինչև արևմուտք-հյուսիս-արևմուտք՝ կենտրոնանալով 
արևմտյան ուղղությունների վրա։ Սա ենթադրում է Կեչուտում և/կամ Կեչուտի ջրամբարի 
երկայնքով փոշու աղբյուրների առկայություն։  

AQ8DS գտնվում է Գնդեվազից դեպի արևելք։ Տվյալ տեղամասում փոշու ազդեցության 
ռիսկերը գնահատվել են բոլոր ուղղություններում և տարբեր ժամանակահատվածներում։ 
Գերակշռող էր հյուսիսային ուղղություններից եկող բաղադրիչը, ինչը նշանակում է, որ 
դրանց գոյացման ռիսկերը չեն առնչվում Ծրագրին։ Միևնույն ժամանակ, արևելյան ու 
արևմտյան բաղադրիչները հավանաբար պայմանավորված են Ծրագրային ու ԿՏՀ 
գործողություններով։  

AQ9 գտնվում է ԴԱԼ-ի դաշտավայրի հյուսիսային մասում։ Փոշու ազդեցության ռիսկերը 
տվյալ տեղամասում գնահատվել են հյուսիսային ուղղություններից դեպի արևմուտք-
հարավ-արևմուտք և արևելք-հարավ-արևելք տեղայնքներ։ Սա ենթադրում է, որ 
առաջացման աղբյուրները պայմանավորված չեն Ծրագրով, ինչը հասկանալի է, քանի որ 
AQ9 պաշտպանված է Ծրագրի տեղամասից դեպի հարավ ԴԱԼ-ի հյուսիսային եզրով։    
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AQ11 գտնվում է Նախնական մոնիթորինգի կայանում։ Այս տեղավայրում փոշու 
ազդեցության ռիսկերը առաջանում էին գրեթե բոլոր ուղղություններից (բացառությամբ 
արևելքի և հարավ-արևելքի միջակայքի) տարբեր ժամանակահատվածներում։ Սա 
ենթադրում է փոշու գոյացման բազմակի աղբյուրներ, որոնցից հարավային 
ուղղություններից առաջացողները հավանաբար պայմանավորված են ԿՏՀ-ում Ծրագրի 
գործողություններով։ 

AQ12 տեղակայված է հանքի ճամբարի և ԿՏՀ-ի միջև, հանքատար ճանապարհի կողքին և 
այն վայրում, որտեղ երրորդ եռամսյակի ընթացքում իրականացվում էին հողային 
աշխատանքներ։ Տվյալ տեղամասում պարբերաբար իրականացվում էր բոլոր 
ուղղություններից եկող փոշու գոյացման շատ բարձր ռիսկերի գնահատում։ 

AQ13 գտնվում է հանքի ճամբարից դեպի արևմուտք։ Տվյալ տեղամասում առաջին 
չափումներն իրականացվել են սեպտեմբերի 12-26՝ արձանագրելով բարձր կամ շատ բարձր 
ազդեցության ռիսկ հիմնականում արևմտյան ուղղություններից դեպի հարավ ու հարավ-
արևելք։ Սա տրամաբանական չէ, քանի որ Ծրագրի տեղամասից դեպի արևելք շարժվող 
փոշին լավ տեսանելի էր տվյալ ժամանակահատվածում։  Անհրաժեշտ է իրականացնել 
տվյալ տեղամասի մոնիթորինգ։ 

Կարճ ասած, AQ3, AQ8DS, AQ11 (բոլորը Ծրագրի տեղամասի և Գնդեվազի արանքում) և 
AQ12 (ճամբարի կողքին գտնվող տեղամասում) արձանագրված փոշու բարձր 
մակարդակները հիմնականում վերագրվում են Ծրագրին։ Երրորդ եռամսյակի ընթացքում, 
չոր ու քամոտ պայմաններում վիզուալ դիտարկումներով հաստատված արդյունքները  
երբեմն առաջանում էին ԿՏՀ-ից և ճամբարի հարթակի հարակից գոտիներից՝ հնարավոր 
անհարմարություններ ստեղծելով ինչպես տեղամասի սահմաններում, այնպես էլ դրանից 
դուրս։ Չնայած փոշեգոյացման նվազեցման նպատակով Լիդիանի կողմից ձեռնարկված 
քայլերին, որոնք ներառում էին աշխատող ջրցան մեքենաների թվի ավելացում և դրանց 
ավելի ակտիվ կիրառում, ինչպես նաև ուժեղ քամիների ժամանակ աշխատանքների 
դադարեցում, փոշին շարունակում էր անհարմարություններ պատճառել մինչև ամռան 
ավարտը, ինչի հետ կապված մի շարք համայնքներից ստացվում էին բողոքներ։  

Լիդիանը շարունակում է բարելավել փոշու կառավարման իր պլաններն ու 
ընթացակարգերը՝ բացառելու համար այս տարվա ընթացքում արձանագրված խնդիրների 
կրկնությունը։ Ձեռնարկվող միջոցառումները ներառում են՝ անշարժ ջրցան սարքերով 
ապահովված մեքենաների, ինչպես նաև փոշու նստեցման միջոցների ավելի ակտիվ 
կիրառում։ 

2.3. Մանր մասնիկներ 

Մանր մասնիկները չափելու համար Լիդիան ընկերության կողմից կիրառվում են երկու 
Osiris Turnkey մոնիթորինգային սարքեր և երկու EPAM5000 տեսակի մոնիթորներ: 2017թ.  
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3-րդ եռամսյակում Osiris մոնիթորինգային սարքերը, որոնք իրականցում են միաժամանակ 
PM10  և PM2.5 չափումներ, տեղադրվել են մշտական կառույցների վրա հետևյալ գնահատման 
վայրերում՝ AQ11 (Նախնական մոնիթորինգային կայան) և AQ12 (ԿՏՀ-ի և հանքի ճամբարի  
միջև): EPAM մոնիթորինգային սարքերը, որոնց վրա պետք է ընտրել իրականացվելիք 
չափումների տեսակը (PM10  կամ PM2.5), կիրառվել են գնահատման այլ վայրերում 
«կետային» չափումներ իրականացնելու համար:  

Մանր մասնիկների վերաբերյալ 2017թ․ 3-րդ եռամսյակում հավաքված տվյալներն ամփոփ 
ներկայացված են Հավելված 1-ում: Դրանց շարունակական կիրառումից անկախ, Osiris 
սարքերում կարող են տեղի ունենալ տվյալների կորուստներ մարտկոցի փոխարինման 
կամ որևէ այլ պատճառներով։ Տվյալներն արձանագրվում են միայն 24 ժամ անընդհատ 
աշխատելու դեպքում, ինչը հնարավորություն է տալիս կատարել Ծրագրի չափորոշիչների 
հետ համապատասխանության վերլուծություն։ Նախատեսվում է տեղափոխել Osiris 
գործիքներից մեկը ստացիոնար /չընդհատվող/ էլեկտրամատակարարում ունեցող որևէ 
վայր՝ մարտկոցի փոխարինմամբ պայմանավորված տվյալների կորուստից խուսափելու 
նպատակով։  

Նախնական մոնիթորինգային կայանում (AQ11 գնահատման վայր) PM10  և PM2.5   

մասնիկների վերաբերյալ տվյալներն առկա են եռամսյակի 92 օրվա փոխարեն 73 օրվա 
համար: Այդ օրերին Ծրագրի համապատասխանության թիրախային ցուցանիշը՝ PM10 (50 
µg/m3) մասնիկների համար գերազանցվել էր 20 անգամ, իսկ PM2.5 (25 µg/m3) ցուցանիշը՝ ոչ 
մի անգամ: 

Հանքի ճամբարի մոտ գտնվող գնահատման վայրում (AQ12) PM10  և PM2.5   մասնիկների 
վերաբերյալ տվյալներն առկա են եռամսյակի 66 օրվա համար /քանի որ սարքը խափանվել 
է սեպտեմբերի 13-ին և վերադարձվել էր արտադրողին վերանորոգման համար/: Այդ 
օրերին Ծրագրի համապատասխանության թիրախային ցուցանիշը՝ PM10  մասնիկների 
համար, գերազանցվել էր 35 անգամ, իսկ PM2.5 (25 µg/m3) ցուցանիշը՝ ոչ մի անգամ: 

Հաշվի առնելով երրորդ եռամսյակի ընթացքում ԿՏՀ-ից փոշեգոյացման հետ կապված 
խնդիրների պարբերականությունը՝ EPAM սարքերով տվյալների հավաքագրումը 
հիմնականում կենտրոնացած էր Գնդեվազի տեղամասերի վրա։ Կետային չափումները 
իրականացվում էին ինչպես համայնքի կենտրոնում, այնպես էլ հիմնական մայրուղուց 
դեպի գյուղ տանող վայրում, այն է՝ ԿՏՀ տեղամասի և գյուղի կենտրոնի միջև ընկած 
ճամապարհի մեջտեղում։ Այդ տվյալները հավաքագրված են Հավելված 1-ում։ 
Տեղամասերից ոչ մեկում PM10 և PM2.5 համար սահմանված համապատասխանության 
չափորոշիչները չեն գերազանցվել։ 2017թ․ սեպտեմբերի 12-ին PM2.5 համար արձանագրված 
բարձր 46 µg/մ3 ցուցանիշը չափվել է հանքի մուտքի մոտ գտնվող անվտանգության 
դարպասների մոտակայքում։  
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Osiris և EPAM տվյալների համատեղ դիտարկումը թույլ է տալիս պնդել, որ տեղամասում 
PM10 բարձր ցուցանիշները գրանցվում են շինարարության փուլի ժամանակ իրականացվող 
մոնիթորինգի ժամանակահատվածի կեսի ընթացքում։ Փոշեծածկման մակարդակը 
արագորեն նվազում է տեղամասից դուրս՝ արձանագրելով նորմալ մակարդակ 
ամենամոտը գտնվող Գնդեվազ համայնքում։  

3. Աղմուկ և վիբրացիա

3.1. Աղմուկի կետային չափումներ
Աղմուկի մոնիթորինգի համար կիրառվում են Cirrus 1 տեսակի աղմկաչափեր և շրջակա 
միջավայրի մոնիթորինգի գործիքների հավաքածու: Յուրաքանչյուր չափումից առաջ և 
հետո ձայնաչափը դաշտային պայմաններում չափաբերվում է 94դԲ մակարդակի: 

2017թ. 3-րդ եռամսյակի ընթացքում, աղմուկի կետային չափումներ են իրականացվել 
Գնդեվազում, Ջերմուկում, Կեչուտում, Սարավանում, Սարալանջում և Գորայքում, 
ՆՄԿում և ԵՄԿ-ում: Արդյունքները փոխակերպվել են LE /ժամ/դեցիբել արժեքների և 
համառոտ ներկայացված են Հավելված 2-ում։  

Տեղի համայնքների համար աղմուկի չափորոշիչները սահմանվել են ԲՍԱԳ-ով՝ ելնելով 
տվյալ պահի դրությամբ առկա աղմուկի ելակետային մակարդակից։ Հավելված 2-ում 
ներկայացված արդյունքներից պարզ է դառնում, որ 2017թ․ երրրոդ եռամսյակի ընթացքում 
համայնքներում արձանագրված արդյունքները հիմնականում գերազանցել են 
համապատասխան թիրախային ցուցանիշները։ 

Դրա պատճառն այն է, որ այդ ցուցանիշը հնարավոր չէ որոշել միայն տվյալների հիմքով։ 
Բոլոր դեպքերում քիչ հավանական է, որ դրա պատճառը Ամուլսար Ծրագրից առաջացող 
աղմուկն է։ Սարալանջի, Սարավանի և Գորայքի պարագայում, նշված համայնքների 
մոտակայքում Ծրագրի որևէ կարևոր գործողություն չի իրականացվել /օրինակ՝ 
բացահանքերի տեղամասերում/։ Ջերմուկն ու Կեչուտը նմանապես գտնվում են Ծրագրի 
տեղասամերից չափազանց հեռու՝  ազդեցություն կրելու համար։  

Գնդեվազը Ծրագրի տեղամասին ամենամոտը գտնվող համայնքն է և ամենազգայունը՝ 
Ծրագրով պայմանավորված աղմուկի նկատմամբ։ Նախնական մոնիթորինգային 
կայանների և երկրորդային մոնիթորինգային կայանների համար սահմանված 
չափորոշիչները սահմանվել են հաշվի առնելով Գնդեվազի համար 
համապատասխանության թիրախային ցուցանիշները։ Ինչպես երևում է Հավելված 2-ից, 
կայաններից ոչ մեկի դեպքում չեն արձանագրվել աղմուկի ցուցանիշների գերազանցում։ 
Գնդեվազում արձանագրված բարձր մակարդակները պայմանավորված են ավելի շուտ 
տեղական գործողություններով, այլ ոչ Ծրագրով։  
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Ապագայում նախատեսվում է իրականացնել ավելի կարճաժամկետ, սակայն լիովին 
վերահսկվող աղմուկի մշտադիտարկում համայնքներում՝ հայտնաբերելու համար 
սպասվածից ավելի բարձր աղմուկի պատճառ/ներ/ը։ 

3.2. Պայթեցումների մոնիթորինգ 

Օդի գերճնշումը և վիբրացիան չափվում են երկու մոտակա սոցիալական օբյեկտների 
տարածքում Ծրագրի տեղամասում իրականացված յուրաքանչյուր պայթեցման ժամանակ: 
Երկրորդ եռամսյակի արդյունքներն ամփոփ ներկայացված են ստորև, իսկ պայթեցումների 
մոնիթորինգի մանրամասն հաշվետվությունը ներկայացված է Հավելված 2-ում: 

Պայթեցման 
ամսաթիվ 

Պարամետր* Համապատասխանության 
սահմանային արժեք 

Հետազոտության 
պատճառ 
հանդիսացող 
սահմանային 
արժեքների 
գերազանցում  

Կայան 1 
Արդյունք 

Կայան 2 
Արդյունք  

12/07/17 PPV, մմ/վ 5 1 0.221 0.260 
PSL, դԲ 115 110 102.1 105.9 

21/07/17 PPV, մմ/վ 5 1 0.389 0.266 
PSL, դԲ 115 110 114.8 108.6 

29/08/17 PPV, մմ/վ 5 1 0.102 0.260 
PSL, դԲ 115 110 101.9 91.6 

7/09/17 PPV, մմ/վ 5 1 0.41 0.363 
PSL, դԲ 115 110 123.8 113 

7/09/17 PPV, մմ/վ 5 1 0.189 0.552 
PSL, դԲ 115 110 121.0 111.1 

29/09/17a PPV, մմ/վ 5 1 0.166 0.197 
PSL, դԲ 115 110 112.7 108.1 

29/09/17b PPV, մմ/վ 5 1 0.126 0.355 
PSL, դԲ 115 110 113.6 110.0 

29/09/17 PPV, մմ/վ 5 1 0.150 0.331 
PSL, դԲ 115 110 99.7 95.3 

*PPV = գետնի վիբրացիայի հետևանքով առաջացող փոշու մասնիկների առավելագույն
արագություն
  PSL = օդի գերճնշման հետևանքով ձայնային ճնշման առավելագույն մակարդակ 
Շեղագիր նշված են շեմային արժեքների գերազանցման դեպքերը, իսկ թավ 
տառատեսակով նշվում են համապատասխանության սահմանային արժեքների 
գերազանցման դեպքերը։ 
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Միևնույն կապալառուի կողմից սեպտեմբերի 7-ին իրականացված երկու պայթեցումների 
ժամանակ ՆՄԿ-ում արձանագրվել է Ծրագրով սահմանված օդի գերճնշման չափանիշի 
գերազանցում։ Ինչի հետ կապված, Ծրագրի տեխնիկական ծառայության գծով մենեջերի և 
կապալառուի միջև հանդիպում էր կազմակերպվել, որի ընթացքում մանրակրկիտ կերպով 
դիտարկվել են երկու առաջիկա, այն է՝ սեպտեմբերի 29-ի և հոկտեմբերի 9-ի 
պայթեցումների նախագծերը, /հատկանշական է, որ այդ երկու պայթեցումների ժամանակ 
Ծրագրով սահմանված սահմանային արժեքների գերազանցման հավանականությունը 
նախատեսված էր նախագծով/։ 

4. Մակերևութային ջրեր

4.1.  Հոսքի չափումներ

Երրորդ եռամսյակում իրականացված մակերևութային ջրերի չափումները հիմնականում 
կենտրոնացած էին Գնդեվազի վերանորոգված ջրագծի վրա։ Մշտադիտարկման տվյալները 
ներկայացված են Հավելված 3-ում։ 

4.2. Մակերևութային ջրերի նմուշարկում և վերլուծություն  

Երկրորդ եռամսյակում մակերևութային ջրերի նմուշառման վայրերը համապատասխանել 
են ԲՄՊ-ով սահմանված վայրերին, բացառությամբ՝ Տեղամաս 27 և Տեղամաս 28-G-3 
վայրերի, որոնք նմուշառման պահի դրությամբ չոր են եղել: Նմուշառումը կատարվել է 
2017թ. սեպտեմբերի 27-29-ը ընկած ժամանակահատվածում: Դաշտային չափումների 
արդյունքներն ու լաբորատոր հետազոտության տվյալները ներկայացված են Հավելված 4-
ում՝ Լիդիան Արմենիայի տվյալների բազայում դրանց հետագա ներբեռնման հեռանկարով: 
Լաբորատորիայի հաշվետվությունը ներկայացված է Հավելված 11-ում։  

Լաբորատոր հետազոտության արդյունքները համեմատվել են Արփա և Որոտան գետերի 
ավազանների համար սահմանված հայաստանյան Սահմանային թույլատրելի 
կանցենտրացիաների /ՍԹԿ/ հետ, որոնք ընտրվել են որպես Ծրագրի շրջանակներում 
ջրընդունիչի  համար սահմանված համապատասխանության չափորոշիչներ (տես ԲՄՊ 
Բաժին 10): Անհրաժեշտ է նշել, որ ֆենոլի, ծարիրի, բերիլիումի, կոբալտի և անագի 
լաբորատոր մեթոդով որոշվող հայտնաբերման սահմանն ավելի բարձր է, քան Արփայի և 
Որոտանի համար սահմանված ՍԹԿ-ն, իսկ տվյալ մեթոդով որոշվող մոլիբդենի 
հայտնաբերման սահմանը՝ ավելի բարձր է, քան Արփայի համար սահմանված ՍԹԿ-ն: 
Որպես “նավթամթերքի” ամենամոտ հանարժեքն ընտրված  նավթի ածխաջրածնի 
պարունակությունը, որը որոշվել է տվյալ մեթոդով, նույնպես ավելի բարձր էր քան ՍԹԿ-ն։ 
Բոլոր այս դեպքերում հնարավոր չէ որոշել, արդյոք անալիտի պարունակությունը 
համապատասխանում է ՍԹԿ-ին։  
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Ստորև բերված աղյուսակը ներկայացնում է մակերևութային ջրերի նմուշառման 
ժամանակացանկը, ամսաթվերը և ՍԹԿ գերազանցման դեպքերը: 

Համար Ամսաթիվ Ջրհավաք ՍԹԿ-ի գերազանցման կամ ՍԹԿ-ից բարձր 
Առավելագույն ցանկալի կոնցենտրացիայի /ԱՑԿ/ 
դեպքեր 

AW001 28/09/17 Որոտան Կարծրությունը` CaCO3, Ֆենոլ*, Բերիլիում*, Լուծվող 
սիլիկատ`  SiO2, Նավթային ածխաջրածին*, Ծարիր*, 
Կոբալտ*, Անագ* 

AW030A 28/09/17 Որոտան Կարծրությունը` CaCO3, Ֆենոլ*, Բերիլիում*, 
սուլֆատ՝ SO42-, Նավթային ածխաջրածին*, Ծարիր*, 
Կոբալտ*, Երկաթ, Մանգան, Անագ * 

AW026 28/09/17 Որոտան Կարծրությունը` CaCO3, Ֆենոլ, Ալյումին, Բարիում, 
Բերիլիում*, Սուլֆատ՝ SO42-, Նավթային 
ածխաջրածին, pH, Ծարիր*, Կոբալտ, Մանգան, 
Անագ * 

AW027 28/09/17 Որոտան Կարծրությունը` CaCO3, Ֆենոլ*, Ալյումին, Բարիում, 
Բերիլիում, Լիթիում, Լուծվող սիլիկատ՝  SiO2, 
Սուլֆատ՝ SO42-, Նավթային ածխաջրածին*, 
Էլեկտրական հաղորդականություն @ 25°C, pH, 
Ծարիր *, Կոբալտ, Երկաթ, Մանգան, Նիկել , Անագ * 

AW003 28/09/17 Որոտան Կարծրությունը` CaCO3, Ֆենոլ*, Բերիլիում*, Լուծվող 
սիլիկատ՝  SiO2, Նավթային ածխաջրածին*, Ծարիր*, 
Կոբալտ*, Երկաթ, Մանգան, Անագ * 

AW021 28/09/17 Արփա Կարծրությունը` CaCO3, Ֆենոլ, Ալյումին, Բերիլիում, 
Լիթիում, Լուծվող սիլիկատ՝  SiO2, Սուլֆատ՝ SO42-, 
Նավթային ածխաջրածին*, Էլեկտրական 
հաղորդականություն @ 25°C, pH, Ծարիր*, Կոբալտ, 
Copper, Երկաթ, Մանգան, Մոլիբդեն*, Նիկել , Անագ *, 
Zinc 

AW041 27/09/17 Արփա Կարծրությունը`CaCO3, Ֆենոլ*, Բերիլիում*, Լուծվող 
սիլիկատ՝  SiO2, Սուլֆատ՝ SO42-, Նավթային 
ածխաջրածին*, Էլեկտրական հաղորդականություն 
@ 25°C, Ծարիր*, Կոբալտ, Մանգան, Մոլիբդեն*, 
Անագ * 

FM10 27/09/17 Արփա Կարծրությունը` CaCO3, Ֆենոլ*, Բերիլիում*, Լուծվող 
սիլիկատ՝  SiO2, Կախյալ  մասնիկներ, Նավթային 
ածխաջրածին*, Ծարիր*, Կոբալտ*, Երկաթ, Մանգան, 
Մոլիբդեն*, Անագ * 
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24 հունվարի 
2018թ․ 

Համար Ամսաթիվ Ջրհավաք ՍԹԿ-ի գերազանցման կամ ՍԹԿ-ից բարձր 
Առավելագույն ցանկալի կոնցենտրացիայի /ԱՑԿ/ 
դեպքեր 

AWJ-6 27/09/17 Արփա Կարծրությունը`CaCO3, Ֆենոլ*, Բերիլիում*, Լիթիում, 
Կալիում , Sodium, Լուծվող սիլիկատ՝  SiO2, Սուլֆատ՝ 
SO42-, Ընդհանուր ֆոսֆոր՝   P, Նավթային 
ածխաջրածին*, Էլեկտրական հաղորդականություն 
@ 25°C, Ծարիր*, Կոբալտ*, Երկաթ, Մանգան, 
Մոլիբդեն, Անագ *, Վանադիում  

AWJ-5 27/09/17 Արփա Կարծրությունը` CaCO3, Ֆենոլ, Բերիլիում*, Լիթիում, 
Նավթային ածխաջրածին*, Կախյալ  մասնիկներ, 
Ծարիր *, Կոբալտ*, Երկաթ, Մանգան, Մոլիբդեն*, 
Անագ * 

AW010 28/09/17 Արփա Կարծրությունը` CaCO3, Ֆենոլ*, Բերիլիում*, 
Լիթիում, Նատրիում , Նավթային ածխաջրածին*, 
Ծարիր*, Կոբալտ*, Երկաթ, Մանգան, Մոլիբդեն*, 
Անագ * 

AW009 28/09/17 Արփա Կարծրությունը` CaCO3, Ֆենոլ*, Բերիլիում*, 
Լիթիում, Նատրիում , Սուլֆատ՝ SO42-, Նավթային 
ածխաջրածին*, Ծարիր , Կոբալտ*, Երկաթ, Մանգան, 
Մոլիբդեն*, Անագ * 

AW056 29/09/17 Որոտան Կարծրությունը` CaCO3, Ֆենոլ*, Բերիլիում*, 
Լիթիում, Նավթային ածխաջրածին*, Կախյալ 
մասնիկներ, Ծարիր*, Կոբալտ*, Երկաթ, Մանգան, 
Անագ * 

* Հայտնաբերման սահմանն ավելի բարձր է քան ՍԹԿ-ն 

Կարծրությունը` CaCO3 , բարձր է եղել ՍԹԿ-ից մակերևութային ջրերի բոլոր նմուշներում, 
իսկ երկաթի ու մանգանի կոնցենտրացիաները՝ նմուշների մեծ մասում: Լուծվող սիլիկատը 
նույնպես բարձր էր նմուշների մեծամասնությունում։ Սա սպասելի էր՝ հաշվի առնելով 
նախկինում իրականացված անալիզները տվյալներն ու տարածքի ելակետային վիճակը: 

Ամուլսարից հոսող Որոտան գետի երեք վտակներից (AW030A, AW026 և AW027) վերցված 
նմուշներում որոշ դեպքերում գրանցվել է բարիումի և ալումինի բարձր պարունակություն, 
ինչը նույնպես սպասելի էր ՝ հաշվի առնելով նախկինում իրականացված ելակետային 
նմուշառումները:    

Դարբ գետի AW021 վտակում ալյումինի, բերիլիումի, լիթիումի, կոբալտի, պղնձի, նիկելի և 
ցինկի կոնցենտրացիաները բարձր էին, ինչպես նաև գրանցվել է pH 3.42 ցուցանիշ: Այս 
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Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  
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Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

վտակը հոսում է Արշակի գագաթից ներքև գտնվող հանքայնացված տարածքից: 
Հետևաբար՝ մետաղների բարձր կոնցենտրացիան և pH-ի ցածր մակարդակը սպասելի էին 
(գրանցվել էին նաև նախկինում): 

Սպանդարյան-Կեչուտ թունելից դուրս հոսող AWJ6 նմուշառման վայրում  նատրիումի, 
կալիումի, ֆոսֆորի և սուլֆատի բարձր կոնցենտրացիաներ գրանցվել էին նաև նախկինում, 
ինչը կարող է պայմանավորված լինել տվյալ տարածքում գյուղատնտեսական 
գործունեությամբ: 

Երրորդ եռամսյակի ընթացքում առաջին անգամ վերլուծություններում ներառվեցին 
Ֆենոլային ինդեքսն ու Նավթային ածխաջրածին ցուցանիշները։ Նշված չափորոշիչների 
համար առկա ԱՑՄ-ը գերազանցել են ՍԹԿ-ները, հետևաբար հնարավոր չէ պնդել, որ 
տվյալ նմուշը համապատասխանում է ՍԹԿ-ին։ Միևնույն ժամանակ AW026, AW021 և 
AWJ-5-ից ստացված նմուշներում արձանագրվել է ֆենոլի հայտնաբերելի կոնցենտրացիա, 
իսկ AW026-ում առկա էր նաև Նավթային ածխաջրածնի չափելի պարունակություն։ 
Վերոնշյալ պարամետրերի վերլուծությունը նախատեսվում է շարունակել հետագա 
մոնիթորինգային շրջաններում։ 

Մնացած արդյունքները մեծամասամբ համապատասխանում են նախկինում Լիդիանի 
կողմից գրանցված տվյալներին: Ցինկի բարձր մակարդակի հազվադեպ էր հանդիպում, ի 
տարբերություն երկրորդ եռամսյակի նմուշառման ժամանակ մակերևութային ու 
ստորգետնյա ջրերի նմուշների մեծամասնությունում գրանցված վիճակին։ Հետևաբար 
հավանական է, որ երկրորդ եռամսյակում գրանցված բարձր կոնցենտրացիաները 
պայմանավորված են եղել նմուշի աղտոտմամբ կամ լաբորատորիայի սխալով։ 

5. Ստորգետնյա ջրեր

5.1. Ստորգետնյա ջրերի մակարդակը

Երրորդ եռամսյակում մի քանի անգամ կատարվել են բարձրության մակարդակի 
չափումներ ստորգետնյա ջրերի մոնիթորինգային հորերում, արդյունքները ներկայացված 
են Հավելված 5-ում:    

5.2. Ստորգետնյա ջրերի և աղբյուրների ջրերի նմուշառում և անալիզ 

2017թ-ի երրորդ եռամսյակում իրականացված ստորգետնյա ջրերի և աղբյուրների 
նմուշառումը նախատեսված էր ԲՄՊ-ում, բացառությամբ DDGW029A, DDGW030A, 
GGSC037 և DDGW032 նմուշառման վայրերի, որոնք չոր էին նմուշառման ժամանակ։  

Մոնիթորինգի պլանում ներառվել են խմելու ջրի համար օգտագործվող երեք աղբյուրներ՝ 
AW070 (Գորայք), AW052 (Գնդեվազ) և AW083 (Կեչուտ-Մադիկենց աղբյուր): Քանի որ այդ 
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ 
դեկտեմբեր 2017թ. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 Էջ 14 / 15 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

աղբյուրները ներկայացնում են արտահոսող ստորգետնյա ջրեր, դրանք ներառվել են 
հաշվետվության այս բաժնում: 

Լաբորատոր հետազոտության արդյունքները համեմատվել են հայաստանյան 
Սահմանային թույլատրելի կոնցենտրացիաների /ՍԹԿ/ հետ, մակերևութային ջրերի 
համար սահմանված վերոնշյալ եղանակով: Ստորև բերված աղյուսակը ներկայացնում է 
ստորգետնյա ջրերի և աղբյուրների նմուշառման ժամանակացանկը, ամսաթվերը և ՍԹԿ 
գերազանցման դեպքերը: Դաշտային չափումների արդյունքներն ու լաբորատոր 
հետազոտության տվյալները ներկայացված են Հավելված 6-ում՝ Լիդիան Արմենիայի 
տվյալների բազայում դրանց հետագա ներբեռնման հեռանկարով:  Լաբորատոր տվյալների 
հաշվետվությունը ներառված է Հավելված 11-ում: 

Համար Ամսաթիվ Ջրհավաք ՍԹԿ գերազանցման կամ ՍԹԿ-ից բարձր ԱՑԿ-եր  
RCAW408 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բարիում, 

Բերիլիում*, Կախյալ  մասնիկներ, Նավթային 
ածխաջրածին*, Ծարիր*, Կոբալտ*, Երկաթ, 
Մանգան, Մոլիբդեն*, Անագ * 

DDAW007 30/09/17 Որոտան Կարծրությունը՝ CaCO3, Ֆենոլ*, Ալյումին, 
Բարիում, Բերիլիում, Լիթիում, Նատրիում , 
Լուծվող սիլիկատ՝  SiO2, Սուլֆատ՝ SO42-, Կախյալ 
մասնիկներ, Ընդհանուր ֆոսֆոր՝   P, Նավթային 
ածխաջրածին*, Էլեկտրականության 
հաղորդականություն @ 25°C, pH, Ծարիր*, 
Կադմիում , Կոբալտ, Պղինձ, Երկաթ, Կապար , 
Մանգան, Նիկել , Անագ *, Ցինկ  

DDAW009 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բերիլիում*, 
Լուծվող սիլիկատ՝  SiO2, Սուլֆատ՝ SO42-, 
Նավթային ածխաջրածին*, Ընդհանուր ֆոսֆոր՝  
P, pH, Ծարիր*, Կոբալտ, Կապար , Մանգան, 
Մոլիբդեն*, Անագ * 

DDGW029+ 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բարիում, 
Բերիլիում*, Նատրիում , Թթվածնի քիմիական 
պահանջ, Լուծվող սիլիկատ՝  SiO2, Անօրգանական 
ազոտ՝ N, Նիտրատ՝ N, Նիտրիտ՝ N, Կախյալ 
մասնիկներ, Նավթային ածխաջրածին*, 
Էլեկտրականության հաղորդականություն @ 
25°C, Ծարիր*, Կոբալտ*, Մոլիբդեն, Անագ *, 
Վանադիում  

DDGW029A - Արփա (Չոր էր նմուշառման պահին) 
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ 
դեկտեմբեր 2017թ. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 Էջ 15 / 15 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Համար Ամսաթիվ Ջրհավաք ՍԹԿ գերազանցման կամ ՍԹԿ-ից բարձր ԱՑԿ-եր  
DDGW030 Կարծրությունը՝ CaCO3, Ֆենոլ*, Բարիում, 

Բերիլիում*, Լիթիում, Նատրիում , Թթվածնի 
քիմիական պահանջ, Քլորիդ, Լուծվող սիլիկատ՝ 
SiO2, Նիտրիտ՝ N, Կախյալ  մասնիկներ, 
Նավթային ածխաջրածին, Էլեկտրականության 
հաղորդականություն @ 25°C, Ծարիր*, Կոբալտ*, 
Մանգան, Մոլիբդեն, Անագ * 

DDGW030A - Արփա (Չոր էր նմուշառման պահին) 
GGDW011 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բերիլիում*, 

Նատրիում , Կախյալ  մասնիկներ, Նավթային 
ածխաջրածին*, Էլեկտրականության 
հաղորդականություն @ 25°C, Ծարիր*, Կոբալտ*, 
Երկաթ, Կապար , Մանգան, Մոլիբդեն, Անագ * 

GGDW012 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բարիում, 
Բերիլիում*, Լիթիում, Նատրիում , Նավթային 
ածխաջրածին*, Էլեկտրականության 
հաղորդականություն @ 25°C, Ծարիր*, Կոբալտ*, 
Կապար , Մոլիբդեն, Անագ * 

DDGW026+ 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ, Բարիում, 
Բերիլիում*, Կալիում , Նատրիում ,Ամոնիակ ու 
ամոնիումի իոններ՝ N, Թթվածնի քիմիական 
պահանջ, Քլորիդ, Լուծվող սիլիկատ՝  SiO2, 
Սուլֆատ՝ SO42-, Կախյալ  մասնիկներ, Նավթային 
ածխաջրածին, Էլեկտրականության 
հաղորդականություն @ 25˚C, Ծարիր*, Կոբալտ, 
Երկաթ, Կապար , Մանգան, Մոլիբդեն, Անագ * 

DDGW027+ 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բարիում, 
Բերիլիում*, Լիթիում, Նատրիում , Ամոնիակ ու 
ամոնիումի իոններ՝ N, Թթվածնի քիմիական 
պահանջ, Քլորիդ, Լուծվող սիլիկատ՝  SiO2, 
Նիտրիտ՝ N, Սուլֆատ՝ SO42-, Կախյալ  մասնիկներ, 
Նավթային ածխաջրածին, Էլեկտրականության 
հաղորդականություն @ 25˚C, Ծարիր, Կոբալտ*, 
Երկաթ, Կապար , Մանգան, Մոլիբդեն, Անագ * 
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ 
դեկտեմբեր 2017թ. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 Էջ 16 / 15 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Համար Ամսաթիվ Ջրհավաք ՍԹԿ գերազանցման կամ ՍԹԿ-ից բարձր ԱՑԿ-եր  
DDGW028+ 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բարիում, 

Բերիլիում*, Նատրիում , Թթվածնի քիմիական 
պահանջ, Նիտրիտ՝ N, Սուլֆատ՝ SO42-, Կախյալ 
մասնիկներ, Նավթային ածխաջրածին, 
Էլեկտրականության հաղորդականություն @ 
25˚C, Ծարիր*, Կոբալտ*, Երկաթ, Կապար , 
Մանգան, Մոլիբդեն, Անագ * 

GGSC037 - Արփա (Չոր էր նմուշառման պահին) 
DDGW031+ 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բարիում, 

Բերիլիում*, Լիթիում, Կալիում , Նատրիում , 
Ամոնիակ և ամոնիումի իոններ՝  N, Թթվածնի 
քիմիական պահանջ, Քլորիդ, Նիտրիտ՝ N, 
Սուլֆատ՝ SO42-, Կախյալ  մասնիկներ, Նավթային 
ածխաջրածին, Էլեկտրականության 
հաղորդականություն @ 25˚C, Ծարիր*, Կոբալտ, 
Երկաթ, Կապար , Մանգան, Մոլիբդեն, Անագ * 

DDGW032 - Արփա (Չոր էր նմուշառման պահին) 
SP83 27/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բերիլիում*, 

Լուծվող սիլիկատ՝ SiO2, Նավթային 
ածխաջրածին*, Ծարիր*, Կոբալտ*, Մոլիբդեն*, 
Անագ *, Վանադիում  

AW052 27/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բերիլիում*, 
Լուծվող սիլիկատ՝ SiO2, Նավթային 
ածխաջրածին*, Ծարիր*, Կոբալտ*, Մոլիբդեն*, 
Անագ * 

AW070 28/09/17 Որոտան Կարծրությունը՝ CaCO3, Ֆենոլ, Բերիլիում*, 
Լուծվող սիլիկատ՝ SiO2, Նավթային 
ածխաջրածին*, Ծարիր*, Կոբալտ*, Անագ * 

AFF1 30/09/17 Արփա Կարծրությունը՝ CaCO3, Ֆենոլ*, Բերիլիում*, 
Լիթիում, Լուծվող սիլիկատ՝  SiO2, Սուլֆատ՝ SO42-

, Նավթային ածխաջրածին*, Էլեկտրականության 
հաղորդականություն @ 25˚C, Ծարիր*, Կոբալտ*, 
Մոլիբդեն, Անագ *, Վանադիում  
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Համար Ամսաթիվ Ջրհավաք ՍԹԿ գերազանցման կամ ՍԹԿ-ից բարձր ԱՑԿ-եր  
DF-1 29/09/17 Արփա Ֆենոլ, Ալյումին, Բարիում, Բերիլիում*, Calcium, 

Կապար , Լիթիում, Մագնեզի, Կալիում , 
Նատրիում , Ամմոնիակ և ամոնիումի իոններ՝ N, 
Կենսաթթվածնի քիմիական պահանջ, Թթվածնի 
քիմիական պահանջ, Քլորիդ, Լուծվող սիլիկատ՝  
SiO2, Անօրգանական ազոտ՝ N, Նիտրիտ՝ N, 
Կախյալ  մասնիկներ, Ընդհանուր ֆոսֆոր՝   P, 
Նավթային ածխաջրածին, Էլեկտրականության 
հաղորդականություն @ 25˚C, Ծարիր*, Կադմիում 
, Կոբալտ, Պղինձ, Երկաթ, Մանգան, Մոլիբդեն, 
Նիկել , Անագ *, Վանադիում , Ցինկ  

+ վերջերս տեղադրված հորը նմուշառվել է առաջին անգամ  
* Հայտնաբերման սահմանն ավելի բարձր է, քան ՍԹԿ-ը: 
 

Ինչպես և մակերևութային ջրերի դեպքում, կարծրությունը` CaCO3, բարձր են եղել ՍԹԿ-ից 
ստորգետնյա ջրերի բոլոր նմուշներում /բացառությամբ DF-1-ի, որի դեպքում տվյալ 
չափորոշիչը չի չափվել/, իսկ լուծվող սիլիկատը՝ սահմանված մակարդակից բարձր է եղել 
նմուշների մեծ մասում: Դա հավանաբար արտահայտում է տարածքի ելակետային 
պայմանները: Նախկինում ստացված տվյալները ցույց են տալիս, որ երկաթի, մանգանի և 
բարիումի բարձր կոնցենտրացիաներ սպասելի են ողջ տարածքում: 

Ամուլսարի գագաթի հանքային մարմնի հարևանությամբ կամ դրա սահմաններում առկա 
երեք մոնիթորինգային հորերից  (RCAW408, DDAW007 և DDAW009) վերցված նմուշներում 
գրանցվել է երկաթի, կապարի, մանգանի և այլ մետաղների բարձր պարունակություն, 
չնայած որ RCAW408-ի նմուշներում մետաղների բարձր կոնցենտրացիաները տարբերվում 
էին նախորդ դիտարկման ընթացքում արձանագրված մակարդակներից։ DDAW007 և 
DDAW009 նմուշներում հայտնաբերված բարձր ցուցանիշները համապատասխանել են 
նախորդ դիտարկմանը, այդ թվում՝ սուլֆատի և ֆոսֆորի պարունակությունները: 

ԿՀՏ-ի հին հորատանցքերում (GGDW011 և GGDW012) հայտնաբերվել է բարիումի /միայն 
GGDW012/, նատրիումի, կապարի և մոլիբդենի բարձր կոնցենտրացիա, որը նախկինում ևս 
բարձր է եղել: 

Առաջին անգամ նմուշառված երեք նոր ԿՏՀ հորատանցքերում (DDGW026, DDGW027 և 
DDGW028) գրանցվել է բարիումի, նատրիումի , կապարի և մոլիբդենի բարձր 
մակարդակներ, որոնք նկատվել են հին ԿՏՀ հորատանցքերում և որոնք բացի այդ 
բնութագրվում էին նավթային ածխաջրածնի, ամոնիակի, թթվածնի քիմիական պահանջի և 
նիտրիտի բարձր պարունակությամբ։ Այս չափորոշիչները կարող են փաստել շրջակայքում 
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հանքային հանգույցների առկայության մասին, այդ թվում՝ վառելիքի պահեստարանի, 
մեքենաների կայանատեղի և զուգարանների։ Սակայն ավելի հավանական է, որ այդ 
արդյունքները վկայում են DF1-ում /տես ստորև/ գրանցված տեղամասից դուրս գտնվող 
աղբյուրների մասին, որը նոր մոնիթորինգային հորատանցքերի հիդրավլիկ աստիճանից 
բարձր է։  

Հնարավոր է նաև, որ դրանցից մի քանի կամ բոլորը հանդիսանում են հորատման 
գործընթացի մնացորդ։ Առաջարկվող լցակույտի տեղամասի DDGW029 և DDGW030-ից, 
ինչպես նաև ԴԱԼ-ի  DDGW031-ից վերցված նմուշները ունեն նոր ԿՏՀ հորատանցքերի հետ 
նմանատիպ բնութագրեր։ 

Բոլորն ունեն բարձր էլեկտրականության հաղորդակունակություն, ինչը կարող է վկայել 
այն մասին, որ այդ հորատանցքերը բավականաչափ մշակված/չորացված չեն եղել 
նմուշառման պահին։ Ստորգետնյա ջրերի իրական քիմիական պատկերը ստանալու 
համար անհրաժեշտ է կատարել մի քանի լրացուցիչ նմուշառում։ 

 DF-1 նմուշը վերցվել է Գնդեվազի կաթի ֆերմայի տակից հոսող աղբյուրից, սա տվյալ 
աղբյուրի առաջին նմուշառումն էր, որն ի հայտ է բերում որոշ պարամետրերի, այդ թվում՝ 
ֆենոլի, ամոնիակի, քլորիդի, անօրգանական նիտրոգենի, նիտրիտի, ֆոսֆորի, նավթային 
ածխաջրածի, կադմիումի , կոբալտի, պղնձի, նիկելի և ցինկի բարձր կոնցենտրացիաներ։. 
Թթվածնի քիմիական պահանջն ու կենսաթթվածնի քիմիական պահանջը նույնպես բարձր 
էին։ Անհրաժեշտ է տվյալ աղբյուրի կրկնակի նմուշառում։  

Ռադիոլոգիական պարամետրերը բացահայտելու նպատակով իրականացվել է խմելու ջրի 
համար օգտագործվող երեք աղյուրներից վերցված նմուշների անալիզ: AW052  նմուշում 
նկատվել է ընդհանուր թվի բետա ակտիվություն՝ 0.12 բկ/լ մակարդակով։ Վերջին անգամ 
այն գրանցվել է AW052 նմուշում։ Համախառն բետա ակտիվությունը վերջին անգամ 
գրանցվել է 2016 թ․ երրորդ եռամսյակում, նույնպես՝ 0.12 Բկ/լ մակարդակի վրա։ 
Սահմանաչափը գերազանցող որևէ ռադիոլոգիական ակտիվություն չի նկատվել AW052 
նմուշներում 2016թ․ առաջին, երկրորդ և չորրորդ եռամսյակներում և 2017թ․ առաջին ու 
երկրորդ եռամյակներում։ Ըստ ԲՍԱԳ-ի Գլուխ 6.18-ի, խմելու ջրի համար ԱՄԿ-ան կողմից 
սահմանված սքրինինգ մակարդակը կազմում է 1 Բկ/լ բետաների ընդհանուր 
ակտիվության համար։ Այն չգերազանցելու դեպքում, չի գերազանցվում նաև Անհատական 
չափաբաժնի չափորոշիչը /ԱՉՉ/ 0.1 mSv/yr (100 μSv/yr) մակարդակի վրա։  ԱՉՉ-ն 
սահմանում է խմելու ջրի ճառագայթման այն չափը, որն ընդունելի է մարդու օրգանիզմի 
համար։ Տվյալ արժեքը ստացվել է UNSCEAR գործընկեր հանդիսացող Ռադիոլոգիական 
պաշտպանության միջազգային հանձնաժողովի չափանիշներից, քանի որ Հայաստանի 
համար սահմանված չեն խմելու ջրի ԱՉՉ չափորոշիչներ։      
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Հավելված 6-ում առկա առանձին աղյուսակը ներկայացնում է խմելու ջրի երեք նմուշի՝ 
Առողջապահության համաշխարհային կազմակերպության կողմից թողարկված խմելու 
ջրի որակի ուղեցույցներով իրականացված անալիզների արդյունքը: Բոլոր նմուշները 
համապատասխանում են սահմանված չափանիշներին: Համեմատությունը ներկայացված 
է տեղեկատվական նպատակով և չի ենթադրում նմուշառվող ջրի խմելու համար 
պիտանելիության վերաբերյալ դատողություն: 

6. Հող 
Բնապահպանական կառավարման պլանով նախատեսվում է Ծրագրի արդյունահանման 
փուլի ընթացքում հողի վերին շերտի տարեկան նմուշառում բացահանքերի, ջարդիչ 
կայանի, ԴԱԼ-ի ու ԿՏՀ-ի շրջակայքից՝ շինարարությամբ պայմանավորված աղտոտման 
մակարդակը որոշելու նպատակով։ 2017թ․ երրորդ եռամսյակում, ԿՏՀ-ի և ջարդիչի 
հարթակի շրջակայքից վերցվեցին հողի 19 նմուշներ, որոնք ենթարկվեցին մանրակրկիտ 
ուսումնասիրության՝ պարզելու համար դրանցում առկա մետաղական կազմը, ցիանիդը և 
նավթային ածխաջրածինը։ Ստացված տվյալները նախատեսվում է օգտագործել 
ելակետային պայմանների որոշման համար և հետագայում համեմատություններ անելու 
նպատակով։ 2018թ․ նախատեսվում է հիմնել նմանատիպ նմուշառման տեղամասեր ԴԱԼ-
ի և հանքափոսերի շրջակայքում։  

Հավելված 7-ում ներկայացված է հողի նմուշառման տեղամասերի քարտեզն ու 
վերլուծական տվյալների աղյուսակը։ Արդյունքների համար համատեքստ ապահովելու 
համար արդյունքները համեմատվել են Ծրագրի համար որդեգրված վերականգնված հողի 
որակական չափորոշիչների հետ։ Սա արվել է բացառապես տեղեկատվական նպատակով՝ 
ստուգելու համար, արդյոք անալիտների բնական կոնցենտրացիաները գերազանցում են 
սահմանված չափորոշիչները։ 

19 նմուշներից հինգում  (26%) առկա էր սահմանված չափորոշիչը գերազանցող պղինձ, 
հինգ նմուշներում էլ առկա էր սահմանվածից բարձր վանադիում  (չորս նմուշներում 
արձանագրվել է դրանց երկուսի առկայություն)։ Մեկ նմուշում կար մկնդեղի բարձր 
քանակություն։ Սահմանված մակարդակից բարձր մետաղներ պարունակող բոլոր 
նմուշները ԿՏՀ-ի տարածքից էին։ Հատկանշական է, որ մետաղների, այդ թվում ՝  պղնձի ու 
վանադիումի, բարձր պարունակությունները նկատվել են նաև ծրագրի համար 
ելակետային ուսումնասիրություններ կատարելու ժամանակ։ 

Ոչ մի նմուշում չի հայտնաբերվել մեթոդային սահմանից բարձր ցիանիդ։ Բոլոր 
նմուշներում հայտնաբերվել են ալիֆատիկ ածխաջրածիններ, որոնք բնորոշ են 
օրգանական բուսազուրկ հողերին։    
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7. Նստվածքներ 
2017թ․ օգոստոսին հավաքվել են գետային կամ հոսքային նստվածքների հինգ նմուշներ 
/երկուսը՝ Արփա գետից, երկուսը՝ Որոտանից և մեկը՝ Դարբի ջրբաժանից/։ Վերլուծված 
տվյալները ներկայացված են աղյուսակի տեսքով հավելված 8-ում։ Ծրագրով 
նախատեսված հողի վերականգնողական չափանիշները ներկայացված են աղյուսակում, 
քանի որ դրանք ցույց են տալիս Ծրագրի տեղամասում գտնվող հողերի ծանր մետաղների 
ակնկալվող կոնցենտրացիաները։   

Ծրագրի ելակետային վիճակը որոշելու նպատակով 2013թ-ին կատարված նմուշառումը 
բացահայտեց, որ գետահոսքերում ծանր մետաղների պարունակությունները կարող են 
գերազանցել Ծրագրով սահմանված չափորոշիչները, հատկապես՝ մկնդեղի և երբեմն 
պղնձի ու կապարի մասով։ 2017 թ․երրորդ եռամսյակի տվյալները հայտնաբերել են 
նմանատիպ միտում /իսկ մեկ դեպքում առկա էր վանադիումի բարձր պարունակություն/։ 
Նույն հինգ տեղամասերից ստացված նստվածքային նմուշները նախատեսվում է վերլուծել 
երեք տարի հաճախականությամբ։ 

8. Բիոտա  
Մրգերի, բանջարեղենի ու խոտաբույսերի տասնհինգ նմուշներ հավաքվել ու ուղղարկվել 
են լաբորատորիա որոշ ծանր մետաղների (ծարիրի, մկնդեղի, քրոմի, կոբալտ, պղինձ, 
կապար, սնդիկի ու նիկելի, ինչպես նաև ցիանիդի) առկայությունը պարզելու նպատակով։ 
Տվյալները ներառված են Հավելված 9-ում։  

9. Երթևեկության ինտենսիվության  գնահատում 

Երթևեկության ինտենսիվության գնահատման նպատակով 2017թ-ի սեպտեմբերի 29-ին 
Ծրագրի տարածքի շուրջը ձգվող ճանապարհներին կատարվել է երթևեկության 
ինտենսիվության չափում, որի նպատակն էր՝ համեմատել շինարարության փուլի 
ընթացքում երթևեկությամբ պայմանավորված ազդեցությունները ԲՍԱԳ-ի ցուցանիշների 
հետ։ 

 Երեք տեղամասերում տեղադրվել էին շարժը գրանցող տեսախցիկներ․  

 Տեսախցիկ 1՝ տեղադրված Գնդեվազի և Ջերմուկի միջև H-42-ին, դեպի RD-5 տանող 
ոլորանի հյուսիսային մասում, ինչն ապահովում է լեռան գագաթ և 
սարքավորումների հիմնական պահեստավորման վայր տանող ճանապարհի (RD-
2 միջոցով) տեսանելիությունը։  

 Տեսախցիկ 2՝ տեղադրված Գնդեվազի և ԿՏՀ տեղամասի միջև գտնվող H-42 վրա։  

 Տեսախցիկ 3՝ տեղադրված RD-5 վրա։. 
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Հաշվի առնելով այն փաստը, որ M-2 ճանապարհով Գորայք են երթևեկում միայն 
լաբորատորիային առնչվող մեքենաները, և որ Որոտանի հովտի երկայնքով արգելվել է 
իրականացնել Ծրագրի հետ կապված երթևեկություն, տվյալ ճանապարհով երթևեկող 
մեքենաների հաշվարկն անհրաժեշտ չէր։ 

Տվյալները ներառված են Հավելված 10-ում։ Ստորև բերված աղյուսակը համառոտ 
ներկայացնում է արդյունքներն ու համեմատում դրանք ԲՍԱԳ-ի տվյալների հետ։  

Դեպի հյուսիս Դեպի հարավ 
Ելակետային 2017 (կանխատեսված է ԲՍԱԳ-ում) 
Գծի 
թողունակություն 
(ԹՄՄ/ժ) 

1307 1380 

ԹՄՄ/ժ 70 76 
ՀԹՀ (%) 5.1 5.5 
Շինարարության փուլի կանխատեսումներ (ԲՍԱԳ-ից) 
ԹՄՄ/ժ 83 142 
ԾԲ (%) 69.6 56.6 
ՀԹՀ (%) 24.8 26 
Երթևեկության հոսքի հաշվարկ 29/09/2017 

Տեսախցիկ 1 Տեսախցիկ 2 Տեսախցիկ 1 Տեսախցիկ 2 
Առավելագույն 
ԹՄՄ/ժ 

38 77 65 77 

ԾԲ (%) 26 13 9 10 
ՀԹՀ (%) 2.9 5.9 4.7 5.6 

Նշումներ՝ 
ԹՄՄ = թեթև մարդատար մեքենա (մասնավոր/ թեթև բեռնատար = 1; HGV = 2) 
ԾԲ = ծանր բեռնատարներ  
ՀԹՀ = Հոսքի և թողունակության հարաբերակցություն /Ratio of Flow to Capacity/ 

ԲՍԱԳ-ում արված կանխատեսումների համաձայն՝ ելակետային /այն է՝ Ծրագրին 
չառնչվող/ երթևեկությունը  2017թ-ին կգերազանցի մայրուղու թողունակության ցուցանիշը 
մոտ 5%-ով, իսկ Ծրագրով պայմանավորված երթևեկությունը շինարարության փուլի 
ընթացքում կբարձրացնի այդ ցուցանիշը մինչև 25%: Սեպտեմբերի 9-ի հաշվարկով 
երթևեկության   հոսքի հարաբերակցությունը թողունակության նկատմամբ մոտավոր 
կհավասարվի կանխատեսվող «ելակետային» ցուցանիշներին։ Արժե նշել, որ ելակետային 
կանխատեսման հիմքում ընկած է 2013 թ-ի Սուրբ Զատիկի տոնի շաբաթվա ընթացքում 
կատարած հաշվարկները, որը համարվում է ճանապարհների ակտիվ 
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ 
դեկտեմբեր 2017թ. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 Էջ 22 / 15 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

ժամանակահատված։ 2017թ․ սեպտեմբերի 29-ի հաշվարկը կատարվել է ամենաակտիվ 
արձակուրդային սեզոնից հետո, չնայած որ այն համընկնում է ուրբաթ օրվա, երբ 
երթևեկությունը ավելի ծանրաբեռնված է լինում քան շաբաթվա սկզբում՝ հաշվի առնելով 
հանգստյան օրերին դեպի Ջերմուկ և Ջերմուկից ուղևորվող մարդկանց թվաքանակը։ 

Կարճ ասած, սեպտեմբերի 29-ի տվյալները փաստում են, որ երթևեկության հոսքը ԲՍԱԳ-
ով նախատեսվածից ցածր է եղել՝ թողնելով նվազագույն ազդեցություն ճանապարհային 
ցանցի թողունակության վրա։ 

Տեսախցիկ 3-ի տվյալների վերլուծությամբ բացահայտվել է դեպի հյուսիս, այն է՝ տեղամաս 
ուղևորվող ծանր բեռնատարների քանակը։ Տեսախցիկ 2-ով արձանագրված 72 ծանր 
բեռնատարներից 17-ը շրջադարձ են կատարել դեպի RD-5, իսկ 57 նշել են Տեսախցիկ 1-ը՝ 
Ջերմուկ ուղևորվելիս /առկա է մեկ մեքենայի տարբերություն/։ Սա ենթադրում է, որ 
ուսումնասիրության պահին Ծրագիրը պատասխանատու չէ տարածքում ծանր 
բեռնատարների երթևեկության մեծամասնության համար։ 

10. Մասնակցային մոնիթորինգ
Տեղական համայնքների ներկայացուցիչներ հրավիրվել են դիտարկելու և մասնակցելու 
2017թ․ երրորդ եռամսյակի ընթացքում իրականացված մոնիթորինգային 
միջոցառումներին՝ Լիդիանի համապատասխան պլանի շրջանակներում։ Ստորև 
ներկայացված նկարները ներկայացնում են կատարված միջոցառումները։ 

Հողի նմուշառում Փոշու և հատիկների մոնիթորինգային 
սարքավորման տեխսպասարկում  
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ 
դեկտեմբեր 2017թ. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 Էջ 23 / 15 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

 Մասնիկների մոնիթորինգ՝ EPAM 5000-ի 
կիրառմամբ 

Պայթեցումների մոնիթորինգ 
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$+

$+

$+

$+

$+

$+

$+

$+

$+

#*

#*

#*

#*

#*

#*

$+

$+

#*

#*

$+

PMS

SMS

AQ13

BRSF-WS

Jermuk

Saravan

AQ1

AQ2

AQ3

AQ4

AQ5

AQ6

AQ7DS

AQ8DS

AQ9

AQ10

AQ1

AQ2

AQ3

AQ4

AQ5

AQ6

NP1

NP2

NP3

NP4

NP5

NP6

AQ11

AQ12

PMS-WS

Kechut

Gndevaz

Gorayk

Source: Esri, DigitalGlobe, GeoEye, Earthstar Geographics, CNES/Airbus DS, USDA, USGS, AEX,
Getmapping, Aerogrid, IGN, IGP, swisstopo, and the GIS User Community
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Air Quality passive monitoring locations

$+ Current dust monitoring locations
#* Noise monitoring locations

Weather Stations

!

! !

!

!!

Rock_allocation_areaWGSUTM38N

AQ1 557751 4409515
AQ2 558583 4406880
AQ3 553593 4399987
AQ4 555340 4397674
AQ5 558107 4397027
AQ6 564951 4393686

Gndevaz 553224 4401116
Gorayk 565063 4392644
Jermuk 557736 4410479
Kechut 557475 4406082

Saravan 555510 4396861

AQ1 557751 4409515
AQ2 558583 4406880
AQ3 553593 4399987
AQ4 555340 4397674
AQ5 558107 4397027
AQ6 564951 4393686

AQ7DS 557913 4405789
AQ8DS 553387 4401234

AQ9 560672 4403805
AQ10 559983 4398093
AQ11 553147 4400032
AQ12 552398 4398915
AQ13 552128 4399012

NP1 557724 4410486
NP2 557532 4406156
NP3 553229 4401123
NP4 555504 4396867
NP5 557396 4395864
NP6 565238 4392694
PMS 553161 4400129
SMS 552878 4399495

BRSF-WS 560422 4401782
PMS-WS 553149 4400104

Air Quality passive monitoring locations

Current dust monitoring locations

Noise monitoring locations

Weather Stations
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Ground Water Sampling
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ 

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ Error! 
Reference source not 

found. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0  

 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը  
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  
 

Տպվեց՝ 
24 հունվարի 
2018թ․ 

 

Հավելված 1․  
Օդի որակի վերաբերյալ տվյալներ 
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Results from Diffusive Samplers - Simplified report 02/12/2017

Project ID Customer

17-0157 Armenien * STP=Standard Temperature and Pressure 20C 1013hPa
* < = below detection limit

Sp-id Station Indoor/Outdoor Start Stop
Temp

⁰C

SO2

µg/m3

STP

NO2

µg/m3

STP Remark
Date 
Approved

1682 AQ 1 Outdoor 24/06/2017 11:35 24/07/2017 10:00 29 0.4 0.6 24/11/2017
1683 AQ 2 Outdoor 24/06/2017 12:00 24/07/2017 10:20 29 0.3 2.0 SO2: start 11:10 according to protocol 24/11/2017
1684 AQ 3 Outdoor 24/06/2017 18:40 24/07/2017 11:40 32 0.4 0.8 24/11/2017
1685 AQ 4 Outdoor 24/06/2017 15:35 24/07/2017 14:30 30 0.5 0.9 24/11/2017
1686 AQ 5 Outdoor 24/06/2017 15:10 24/07/2017 13:05 31 0.5 0.4 24/11/2017
1687 AQ 6 Outdoor 24/06/2017 14:40 24/07/2017 13:40 28 0.5 1.0 24/11/2017
1678 Jermuk Outdoor 24/06/2017 11:50 24/07/2017 09:35 28 0.5 0.8 24/11/2017
1679 Kechut Outdoor 24/06/2017 12:05 24/07/2017 10:45 29 0.4 1.2 24/11/2017
1677 Gndevaz Outdoor 24/06/2017 18:20 24/07/2017 09:10 30 0.4 1.5 SO2: start 17:50 according to protocol 24/11/2017
1680 Saravan Outdoor 24/06/2017 15:50 24/07/2017 14:45 30 0.5 2.6 old samplers 24/11/2017
1681 Gorayk Outdoor 24/06/2017 14:50 24/07/2017 13:40 28 0.5 2.4 24/11/2017
1682 AQ 1 Outdoor 24/07/2017 10:00 24/08/2017 14:50 27 0.4 1.0 old samplers 24/11/2017
1683 AQ 2 Outdoor 24/07/2017 10:20 24/08/2017 14:10 26 0.5 1.1 24/11/2017
1684 AQ 3 Outdoor 24/07/2017 11:40 24/08/2017 12:10 31 0.6 1.0 24/11/2017
1685 AQ 4 Outdoor 24/07/2017 14:30 24/08/2017 11:20 30 0.5 1.0 SO2: old sampler 24/11/2017
1686 AQ 5 Outdoor 24/07/2017 13:05 24/08/2017 11:05 30 0.7 0.5 24/11/2017
1687 AQ 6 Outdoor 24/07/2017 13:40 24/08/2017 10:35 27 0.6 1.3 24/11/2017
1678 Jermuk Outdoor 24/07/2017 09:35 24/08/2017 13:05 30 0.4 3.5 24/11/2017
1679 Kechut Outdoor 24/07/2017 10:45 24/08/2017 14:20 30 0.5 1.6 24/11/2017
1677 Gndevaz Outdoor 24/07/2017 09:10 24/08/2017 09:40 32 0.5 1.9 24/11/2017
1680 Saravan Outdoor 24/07/2017 14:45 24/08/2017 11:35 31 0.7 3.0 24/11/2017
1681 Gorayk Outdoor 24/07/2017 13:40 24/08/2017 10:50 27 0.5 3.1 old samplers 24/11/2017
1682 AQ 1 Outdoor 24/08/2017 14:50 24/09/2017 11:30 23 0.5 0.6 24/11/2017
1683 AQ 2 Outdoor 24/08/2017 14:10 24/09/2017 12:00 22 0.6 1.1 24/11/2017
1684 AQ 3 Outdoor 24/08/2017 12:10 24/09/2017 12:45 27 0.7 1.3 24/11/2017
1685 AQ 4 Outdoor 24/08/2017 11:20 24/09/2017 14:30 23 0.6 1.1 24/11/2017
1686 AQ 5 Outdoor 24/08/2017 11:05 24/09/2017 14:50 24 0.8 0.4 24/11/2017
1687 AQ 6 Outdoor 24/08/2017 10:35 24/09/2017 15:20 19 0.6 1.0 24/11/2017
1678 Jermuk Outdoor 24/08/2017 13:05 24/09/2017 11:15 23 0.5 3.6 24/11/2017
1679 Kechut Outdoor 24/08/2017 14:20 24/09/2017 10:50 25 0.6 2.0 24/11/2017
1677 Gndevaz Outdoor 24/08/2017 09:40 24/09/2017 10:15 24 0.7 1.8 24/11/2017
1680 Saravan Outdoor 24/08/2017 11:35 24/09/2017 16:10 27 0.8 2.9 24/11/2017
1681 Gorayk Outdoor 24/08/2017 10:50 24/09/2017 15:40 26 0.7 2.6 24/11/2017
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 23.6

Absolute Area Coverage (AAC%) / interval = 96.9

Effective Area Coverage (EAC%) / day = 1.8

Absolute Area Coverage (AAC%) / day = 7.5

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ02 (Kechut)

Date Out: 17-Jun-17 Date In: 30-Jun-17

Interval*: 13 days Our Ref: 80466 / AQ02 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 13.2 100.0 1.0 7.7 High

15°-30° 39.2 100.0 3.0 7.7 Very High

30°-45° 56.4 100.0 4.3 7.7 Very High

45°-60° 65.3 100.0 5.0 7.7 Very High

60°-75° 68.1 100.0 5.2 7.7 Very High

75°-90° 64.3 100.0 4.9 7.7 Very High

90°-105° 54.9 100.0 4.2 7.7 Very High

105°-120° 40.3 100.0 3.1 7.7 Very High

120°-135° 26.1 100.0 2.0 7.7 Very High

135°-150° 14.3 100.0 1.1 7.7 High

150°-165° 7.3 98.8 0.6 7.6 Low

165°-180° 3.7 81.2 0.3 6.2 Very Low

180°-195° 2.3 69.2 0.2 5.3 Very Low

195°-210° 4.8 91.1 0.4 7.0 Very Low

210°-225° 8.3 99.5 0.6 7.7 Medium

225°-240° 12.6 100.0 1.0 7.7 High

240°-255° 16.6 100.0 1.3 7.7 High

255°-270° 16.7 100.0 1.3 7.7 High

270°-285° 14.3 99.8 1.1 7.7 High

285°-300° 10.1 99.1 0.8 7.6 High

300°-315° 6.9 98.9 0.5 7.6 Low

315°-330° 4.5 93.0 0.3 7.2 Very Low

330°-345° 5.1 94.4 0.4 7.3 Very Low

345°-360° 10.9 99.5 0.8 7.7 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High

Tel: +44 (0) 1608 810110 Web: www.DustScan.co.uk
DustScanAQ is a registered trademark and the trading name of DustScan Ltd
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 6.0

Absolute Area Coverage (AAC%) / interval = 87.1

Effective Area Coverage (EAC%) / day = 0.5

Absolute Area Coverage (AAC%) / day = 6.7

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ03 (Gndevaz)

Date Out: 17-Jun-17 Date In: 30-Jun-17

Interval*: 13 days Our Ref: 80467 / AQ03 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 16.8 100.0 1.3 7.7 High

15°-30° 17.0 100.0 1.3 7.7 High

30°-45° 13.8 100.0 1.1 7.7 High

45°-60° 8.9 100.0 0.7 7.7 High

60°-75° 5.1 96.0 0.4 7.4 Very Low

75°-90° 4.2 85.1 0.3 6.5 Very Low

90°-105° 3.0 70.5 0.2 5.4 Very Low

105°-120° 1.8 53.6 0.1 4.1 Very Low

120°-135° 1.7 46.8 0.1 3.6 Very Low

135°-150° 1.6 51.3 0.1 3.9 Very Low

150°-165° 2.2 66.9 0.2 5.1 Very Low

165°-180° 2.6 76.9 0.2 5.9 Very Low

180°-195° 4.5 96.3 0.3 7.4 Very Low

195°-210° 6.3 99.7 0.5 7.7 Medium

210°-225° 7.5 100.0 0.6 7.7 Medium

225°-240° 6.6 99.8 0.5 7.7 Medium

240°-255° 5.7 98.9 0.4 7.6 Very Low

255°-270° 4.5 95.6 0.3 7.4 Very Low

270°-285° 3.2 89.6 0.2 6.9 Very Low

285°-300° 2.9 84.1 0.2 6.5 Very Low

300°-315° 3.1 86.5 0.2 6.7 Very Low

315°-330° 4.4 94.5 0.3 7.3 Very Low

330°-345° 6.0 99.2 0.5 7.6 Medium

345°-360° 11.3 100.0 0.9 7.7 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High

Tel: +44 (0) 1608 810110 Web: www.DustScan.co.uk
DustScanAQ is a registered trademark and the trading name of DustScan Ltd

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 20.4

Absolute Area Coverage (AAC%) / interval = 93.1

Effective Area Coverage (EAC%) / day = 1.6

Absolute Area Coverage (AAC%) / day = 7.2

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ08DS (Gndevaz)

Date Out: 17-Jun-17 Date In: 30-Jun-17

Interval*: 13 days Our Ref: 80468 / AQ08DS / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 60.3 100.0 4.6 7.7 Very High

15°-30° 57.5 100.0 4.4 7.7 Very High

30°-45° 45.6 100.0 3.5 7.7 Very High

45°-60° 28.5 100.0 2.2 7.7 Very High

60°-75° 16.7 100.0 1.3 7.7 High

75°-90° 13.1 100.0 1.0 7.7 High

90°-105° 14.1 100.0 1.1 7.7 High

105°-120° 16.3 100.0 1.3 7.7 High

120°-135° 18.5 100.0 1.4 7.7 High

135°-150° 20.8 100.0 1.6 7.7 High

150°-165° 20.5 100.0 1.6 7.7 High

165°-180° 17.2 100.0 1.3 7.7 High

180°-195° 13.3 100.0 1.0 7.7 High

195°-210° 9.3 100.0 0.7 7.7 High

210°-225° 5.0 96.7 0.4 7.4 Very Low

225°-240° 2.2 66.9 0.2 5.1 Very Low

240°-255° 1.1 41.8 <0.1 3.2 Very Low

255°-270° 1.8 55.6 0.1 4.3 Very Low

270°-285° 3.0 78.9 0.2 6.1 Very Low

285°-300° 5.9 95.7 0.5 7.4 Low

300°-315° 12.4 100.0 1.0 7.7 High

315°-330° 21.2 100.0 1.6 7.7 High

330°-345° 33.0 100.0 2.5 7.7 Very High

345°-360° 51.8 100.0 4.0 7.7 Very High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High

Tel: +44 (0) 1608 810110 Web: www.DustScan.co.uk
DustScanAQ is a registered trademark and the trading name of DustScan Ltd
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 18.8

Absolute Area Coverage (AAC%) / interval = 89.1

Effective Area Coverage (EAC%) / day = 1.4

Absolute Area Coverage (AAC%) / day = 6.9

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ09 (South-west of Tigranes/Artavazdes)

Date Out: 17-Jun-17 Date In: 30-Jun-17

Interval*: 13 days Our Ref: 80469 / AQ09 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 26.1 100.0 2.0 7.7 Very High

15°-30° 45.9 100.0 3.5 7.7 Very High

30°-45° 54.7 100.0 4.2 7.7 Very High

45°-60° 54.4 100.0 4.2 7.7 Very High

60°-75° 50.6 100.0 3.9 7.7 Very High

75°-90° 53.1 100.0 4.1 7.7 Very High

90°-105° 52.5 100.0 4.0 7.7 Very High

105°-120° 34.9 100.0 2.7 7.7 Very High

120°-135° 18.2 100.0 1.4 7.7 High

135°-150° 10.3 99.8 0.8 7.7 High

150°-165° 4.0 89.4 0.3 6.9 Very Low

165°-180° 0.8 38.7 <0.1 3.0 Very Low

180°-195° 0.9 41.9 <0.1 3.2 Very Low

195°-210° 1.4 67.5 0.1 5.2 Very Low

210°-225° 1.9 79.2 0.1 6.1 Very Low

225°-240° 1.7 81.0 0.1 6.2 Very Low

240°-255° 2.0 83.1 0.2 6.4 Very Low

255°-270° 2.2 89.3 0.2 6.9 Very Low

270°-285° 3.2 96.1 0.2 7.4 Very Low

285°-300° 2.8 94.9 0.2 7.3 Very Low

300°-315° 2.6 94.6 0.2 7.3 Very Low

315°-330° 1.9 86.4 0.1 6.6 Very Low

330°-345° 4.2 96.7 0.3 7.4 Very Low

345°-360° 21.1 100.0 1.6 7.7 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High

Tel: +44 (0) 1608 810110 Web: www.DustScan.co.uk
DustScanAQ is a registered trademark and the trading name of DustScan Ltd
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 15.3

Absolute Area Coverage (AAC%) / interval = 98.2

Effective Area Coverage (EAC%) / day = 1.2

Absolute Area Coverage (AAC%) / day = 7.6

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ11 (No point description given)

Date Out: 17-Jun-17 Date In: 30-Jun-17

Interval*: 13 days Our Ref: 80470 / AQ11 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 17.8 100.0 1.4 7.7 High

15°-30° 11.4 100.0 0.9 7.7 High

30°-45° 7.9 99.6 0.6 7.7 Medium

45°-60° 5.8 97.9 0.4 7.5 Very Low

60°-75° 3.8 88.5 0.3 6.8 Very Low

75°-90° 3.0 83.7 0.2 6.4 Very Low

90°-105° 3.9 91.8 0.3 7.1 Very Low

105°-120° 4.4 96.4 0.3 7.4 Very Low

120°-135° 5.5 99.2 0.4 7.6 Low

135°-150° 6.9 100.0 0.5 7.7 Medium

150°-165° 7.6 100.0 0.6 7.7 High

165°-180° 9.0 100.0 0.7 7.7 High

180°-195° 12.6 100.0 1.0 7.7 High

195°-210° 18.7 100.0 1.4 7.7 High

210°-225° 24.9 100.0 1.9 7.7 High

225°-240° 30.0 100.0 2.3 7.7 Very High

240°-255° 31.1 100.0 2.4 7.7 Very High

255°-270° 28.4 100.0 2.2 7.7 Very High

270°-285° 25.3 100.0 1.9 7.7 High

285°-300° 22.1 100.0 1.7 7.7 High

300°-315° 20.7 100.0 1.6 7.7 High

315°-330° 21.6 100.0 1.7 7.7 High

330°-345° 21.9 100.0 1.7 7.7 High

345°-360° 22.3 100.0 1.7 7.7 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 51.5

Absolute Area Coverage (AAC%) / interval = 100.0

Effective Area Coverage (EAC%) / day = 4.0

Absolute Area Coverage (AAC%) / day = 7.7

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ12 (No point description given)

Date Out: 17-Jun-17 Date In: 30-Jun-17

Interval*: 13 days Our Ref: 80471 / AQ12 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 58.0 99.9 4.5 7.7 High

15°-30° 66.6 100.0 5.1 7.7 Very High

30°-45° 71.0 100.0 5.5 7.7 Very High

45°-60° 72.0 100.0 5.5 7.7 Very High

60°-75° 72.3 100.0 5.6 7.7 Very High

75°-90° 71.6 100.0 5.5 7.7 Very High

90°-105° 69.5 100.0 5.3 7.7 Very High

105°-120° 67.2 100.0 5.2 7.7 Very High

120°-135° 66.3 100.0 5.1 7.7 Very High

135°-150° 66.1 100.0 5.1 7.7 Very High

150°-165° 64.2 100.0 4.9 7.7 Very High

165°-180° 53.1 100.0 4.1 7.7 Very High

180°-195° 37.2 100.0 2.9 7.7 Very High

195°-210° 29.8 100.0 2.3 7.7 Very High

210°-225° 33.8 100.0 2.6 7.7 Very High

225°-240° 39.7 100.0 3.1 7.7 Very High

240°-255° 41.3 100.0 3.2 7.7 Very High

255°-270° 38.6 100.0 3.0 7.7 Very High

270°-285° 35.2 100.0 2.7 7.7 Very High

285°-300° 34.4 100.0 2.6 7.7 Very High

300°-315° 33.3 100.0 2.6 7.7 Very High

315°-330° 31.9 100.0 2.5 7.7 Very High

330°-345° 34.7 100.0 2.7 7.7 Very High

345°-360° 48.3 100.0 3.7 7.7 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 0.3

Absolute Area Coverage (AAC%) / interval = 11.5

Effective Area Coverage (EAC%) / day = 0.0

Absolute Area Coverage (AAC%) / day = 0.9

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ01 (Jermuk)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80472 / AQ01 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.2 5.3 <0.1 0.4 Very Low

15°-30° <0.1 3.0 <0.1 0.2 Very Low

30°-45° <0.1 2.3 <0.1 0.2 Very Low

45°-60° <0.1 4.6 <0.1 0.4 Very Low

60°-75° <0.1 4.5 <0.1 0.3 Very Low

75°-90° <0.1 3.2 <0.1 0.2 Very Low

90°-105° <0.1 3.4 <0.1 0.3 Very Low

105°-120° 0.1 5.8 <0.1 0.4 Very Low

120°-135° 0.2 6.2 <0.1 0.5 Very Low

135°-150° 0.1 6.0 <0.1 0.5 Very Low

150°-165° 0.1 5.8 <0.1 0.4 Very Low

165°-180° 0.5 18.0 <0.1 1.4 Very Low

180°-195° 0.9 28.8 <0.1 2.2 Very Low

195°-210° 0.9 35.6 <0.1 2.7 Very Low

210°-225° 1.0 38.3 <0.1 2.9 Very Low

225°-240° 0.9 31.0 <0.1 2.4 Very Low

240°-255° 0.6 23.1 <0.1 1.8 Very Low

255°-270° 0.4 12.6 <0.1 1.0 Very Low

270°-285° 0.2 8.2 <0.1 0.6 Very Low

285°-300° 0.4 12.6 <0.1 1.0 Very Low

300°-315° 0.2 5.5 <0.1 0.4 Very Low

315°-330° <0.1 3.0 <0.1 0.2 Very Low

330°-345° <0.1 4.1 <0.1 0.3 Very Low

345°-360° 0.2 6.3 <0.1 0.5 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 1.9

Absolute Area Coverage (AAC%) / interval = 31.1

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 2.4

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ03 (Gndevaz)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80473 / AQ03 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 3.8 46.9 0.3 3.6 Very Low

15°-30° 1.2 26.5 <0.1 2.0 Very Low

30°-45° 0.2 11.8 <0.1 0.9 Very Low

45°-60° 0.1 8.1 <0.1 0.6 Very Low

60°-75° 0.1 7.8 <0.1 0.6 Very Low

75°-90° 0.2 9.7 <0.1 0.7 Very Low

90°-105° 0.3 14.3 <0.1 1.1 Very Low

105°-120° 0.3 18.7 <0.1 1.4 Very Low

120°-135° 0.4 24.1 <0.1 1.9 Very Low

135°-150° 0.4 24.5 <0.1 1.9 Very Low

150°-165° 0.2 12.7 <0.1 1.0 Very Low

165°-180° <0.1 4.3 <0.1 0.3 Very Low

180°-195° 0.1 6.2 <0.1 0.5 Very Low

195°-210° <0.1 0.9 <0.1 <0.1 Very Low

210°-225° <0.1 2.8 <0.1 0.2 Very Low

225°-240° <0.1 3.4 <0.1 0.3 Very Low

240°-255° 0.2 8.6 <0.1 0.7 Very Low

255°-270° 0.4 17.8 <0.1 1.4 Very Low

270°-285° 1.2 48.2 <0.1 3.7 Very Low

285°-300° 3.6 88.8 0.3 6.8 Very Low

300°-315° 6.9 99.4 0.5 7.6 Medium

315°-330° 9.9 100.0 0.8 7.7 High

330°-345° 9.4 91.7 0.7 7.1 Medium

345°-360° 6.6 70.0 0.5 5.4 Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 0.7

Absolute Area Coverage (AAC%) / interval = 26.3

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 2.0

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ04 (Saravan)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80474 / AQ04 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.8 33.1 <0.1 2.5 Very Low

15°-30° 0.8 36.0 <0.1 2.8 Very Low

30°-45° 1.3 44.2 <0.1 3.4 Very Low

45°-60° 1.5 55.7 0.1 4.3 Very Low

60°-75° 1.8 59.8 0.1 4.6 Very Low

75°-90° 1.7 55.2 0.1 4.2 Very Low

90°-105° 2.4 65.2 0.2 5.0 Very Low

105°-120° 1.7 48.8 0.1 3.8 Very Low

120°-135° 0.7 24.5 <0.1 1.9 Very Low

135°-150° 0.3 14.4 <0.1 1.1 Very Low

150°-165° 0.3 12.5 <0.1 1.0 Very Low

165°-180° 0.2 9.5 <0.1 0.7 Very Low

180°-195° 0.3 15.5 <0.1 1.2 Very Low

195°-210° 0.2 14.6 <0.1 1.1 Very Low

210°-225° 0.1 8.4 <0.1 0.6 Very Low

225°-240° <0.1 4.8 <0.1 0.4 Very Low

240°-255° 0.2 11.1 <0.1 0.9 Very Low

255°-270° <0.1 6.5 <0.1 0.5 Very Low

270°-285° 0.2 9.0 <0.1 0.7 Very Low

285°-300° 0.1 9.6 <0.1 0.7 Very Low

300°-315° 0.3 14.6 <0.1 1.1 Very Low

315°-330° 0.6 23.4 <0.1 1.8 Very Low

330°-345° 0.6 26.0 <0.1 2.0 Very Low

345°-360° 0.7 29.3 <0.1 2.3 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 3.1

Absolute Area Coverage (AAC%) / interval = 32.4

Effective Area Coverage (EAC%) / day = 0.2

Absolute Area Coverage (AAC%) / day = 2.5

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ05 (Saravan)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80475 / AQ05 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 2.1 32.9 0.2 2.5 Very Low

15°-30° 0.5 8.1 <0.1 0.6 Very Low

30°-45° <0.1 1.1 <0.1 <0.1 Very Low

45°-60° <0.1 1.2 <0.1 <0.1 Very Low

60°-75° <0.1 1.5 <0.1 0.1 Very Low

75°-90° <0.1 3.8 <0.1 0.3 Very Low

90°-105° <0.1 1.1 <0.1 <0.1 Very Low

105°-120° <0.1 0.2 <0.1 <0.1 Very Low

120°-135° <0.1 1.5 <0.1 0.1 Very Low

135°-150° <0.1 3.1 <0.1 0.2 Very Low

150°-165° <0.1 0.9 <0.1 <0.1 Very Low

165°-180° <0.1 0.2 <0.1 <0.1 Very Low

180°-195° <0.1 1.1 <0.1 <0.1 Very Low

195°-210° <0.1 1.9 <0.1 0.1 Very Low

210°-225° <0.1 4.1 <0.1 0.3 Very Low

225°-240° 0.3 16.4 <0.1 1.3 Very Low

240°-255° 2.4 68.8 0.2 5.3 Very Low

255°-270° 7.0 95.0 0.5 7.3 Low

270°-285° 12.3 96.0 0.9 7.4 Medium

285°-300° 16.9 100.0 1.3 7.7 High

300°-315° 15.4 100.0 1.2 7.7 High

315°-330° 8.9 95.2 0.7 7.3 Medium

330°-345° 5.4 84.7 0.4 6.5 Very Low

345°-360° 3.9 59.6 0.3 4.6 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 0.9

Absolute Area Coverage (AAC%) / interval = 19.6

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 1.5

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ06 (Gorayk)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80476 / AQ06 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° <0.1 1.1 <0.1 <0.1 Very Low

15°-30° <0.1 1.3 <0.1 <0.1 Very Low

30°-45° <0.1 2.2 <0.1 0.2 Very Low

45°-60° <0.1 3.0 <0.1 0.2 Very Low

60°-75° 0.3 14.4 <0.1 1.1 Very Low

75°-90° 0.9 31.2 <0.1 2.4 Very Low

90°-105° 3.5 79.9 0.3 6.1 Very Low

105°-120° 6.1 99.4 0.5 7.6 Medium

120°-135° 5.4 98.8 0.4 7.6 Very Low

135°-150° 3.0 79.9 0.2 6.1 Very Low

150°-165° 0.9 31.5 <0.1 2.4 Very Low

165°-180° <0.1 4.5 <0.1 0.3 Very Low

180°-195° <0.1 3.9 <0.1 0.3 Very Low

195°-210° <0.1 1.5 <0.1 0.1 Very Low

210°-225° <0.1 0.3 <0.1 <0.1 Very Low

225°-240° <0.1 0.9 <0.1 <0.1 Very Low

240°-255° <0.1 1.6 <0.1 0.1 Very Low

255°-270° <0.1 0.6 <0.1 <0.1 Very Low

270°-285° <0.1 0.7 <0.1 <0.1 Very Low

285°-300° <0.1 1.5 <0.1 0.1 Very Low

300°-315° <0.1 2.2 <0.1 0.2 Very Low

315°-330° <0.1 2.5 <0.1 0.2 Very Low

330°-345° <0.1 3.2 <0.1 0.2 Very Low

345°-360° <0.1 3.7 <0.1 0.3 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 8.0

Absolute Area Coverage (AAC%) / interval = 55.7

Effective Area Coverage (EAC%) / day = 0.6

Absolute Area Coverage (AAC%) / day = 4.3

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ07 (Gorayk)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80477 / AQ07 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 1.8 42.7 0.1 3.3 Very Low

15°-30° 0.7 21.8 <0.1 1.7 Very Low

30°-45° 0.3 14.9 <0.1 1.1 Very Low

45°-60° 0.2 11.5 <0.1 0.9 Very Low

60°-75° 0.1 9.0 <0.1 0.7 Very Low

75°-90° 0.2 9.0 <0.1 0.7 Very Low

90°-105° 0.1 7.5 <0.1 0.6 Very Low

105°-120° <0.1 4.2 <0.1 0.3 Very Low

120°-135° <0.1 4.0 <0.1 0.3 Very Low

135°-150° 0.1 5.3 <0.1 0.4 Very Low

150°-165° 0.2 9.1 <0.1 0.7 Very Low

165°-180° 1.6 53.6 0.1 4.1 Very Low

180°-195° 7.6 98.7 0.6 7.6 Low

195°-210° 15.4 100.0 1.2 7.7 High

210°-225° 23.3 100.0 1.8 7.7 High

225°-240° 28.4 100.0 2.2 7.7 Very High

240°-255° 28.4 100.0 2.2 7.7 Very High

255°-270° 24.4 100.0 1.9 7.7 High

270°-285° 19.4 100.0 1.5 7.7 High

285°-300° 15.2 100.0 1.2 7.7 High

300°-315° 11.1 100.0 0.9 7.7 High

315°-330° 6.0 97.8 0.5 7.5 Low

330°-345° 4.0 84.1 0.3 6.5 Very Low

345°-360° 3.0 64.4 0.2 5.0 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 12.1

Absolute Area Coverage (AAC%) / interval = 73.5

Effective Area Coverage (EAC%) / day = 0.9

Absolute Area Coverage (AAC%) / day = 5.7

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ08DS (Gndevaz)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80478 / AQ08DS / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 42.6 100.0 3.3 7.7 Very High

15°-30° 22.8 100.0 1.8 7.7 High

30°-45° 10.6 100.0 0.8 7.7 High

45°-60° 5.2 95.1 0.4 7.3 Very Low

60°-75° 1.3 49.4 <0.1 3.8 Very Low

75°-90° 0.2 10.4 <0.1 0.8 Very Low

90°-105° <0.1 2.8 <0.1 0.2 Very Low

105°-120° <0.1 2.2 <0.1 0.2 Very Low

120°-135° 0.1 4.9 <0.1 0.4 Very Low

135°-150° 0.1 7.0 <0.1 0.5 Very Low

150°-165° 0.8 30.6 <0.1 2.4 Very Low

165°-180° 2.5 69.7 0.2 5.4 Very Low

180°-195° 4.8 92.7 0.4 7.1 Very Low

195°-210° 6.9 99.3 0.5 7.6 Medium

210°-225° 9.0 100.0 0.7 7.7 High

225°-240° 10.1 100.0 0.8 7.7 High

240°-255° 10.3 100.0 0.8 7.7 High

255°-270° 9.3 100.0 0.7 7.7 High

270°-285° 8.5 100.0 0.7 7.7 High

285°-300° 10.0 100.0 0.8 7.7 High

300°-315° 15.9 100.0 1.2 7.7 High

315°-330° 28.3 100.0 2.2 7.7 Very High

330°-345° 41.6 100.0 3.2 7.7 Very High

345°-360° 49.0 100.0 3.8 7.7 Very High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 5.7

Absolute Area Coverage (AAC%) / interval = 41.3

Effective Area Coverage (EAC%) / day = 0.4

Absolute Area Coverage (AAC%) / day = 3.2

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ09 (South-west of Tigranes/Artavazdes)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80479 / AQ09 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.2 10.6 <0.1 0.8 Very Low

15°-30° <0.1 3.5 <0.1 0.3 Very Low

30°-45° <0.1 4.1 <0.1 0.3 Very Low

45°-60° 0.1 7.2 <0.1 0.6 Very Low

60°-75° <0.1 6.0 <0.1 0.5 Very Low

75°-90° 0.2 10.3 <0.1 0.8 Very Low

90°-105° 0.2 14.4 <0.1 1.1 Very Low

105°-120° <0.1 4.3 <0.1 0.3 Very Low

120°-135° 0.6 23.4 <0.1 1.8 Very Low

135°-150° 3.4 76.5 0.3 5.9 Very Low

150°-165° 14.8 99.7 1.1 7.7 High

165°-180° 32.2 100.0 2.5 7.7 High

180°-195° 34.5 100.0 2.7 7.7 Very High

195°-210° 24.8 100.0 1.9 7.7 High

210°-225° 14.0 100.0 1.1 7.7 High

225°-240° 6.7 98.3 0.5 7.6 Low

240°-255° 2.2 62.2 0.2 4.8 Very Low

255°-270° 0.6 25.3 <0.1 1.9 Very Low

270°-285° 0.3 18.4 <0.1 1.4 Very Low

285°-300° 0.5 23.4 <0.1 1.8 Very Low

300°-315° 0.8 34.0 <0.1 2.6 Very Low

315°-330° 0.6 27.7 <0.1 2.1 Very Low

330°-345° 0.6 25.1 <0.1 1.9 Very Low

345°-360° 0.4 18.0 <0.1 1.4 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 8.0

Absolute Area Coverage (AAC%) / interval = 71.4

Effective Area Coverage (EAC%) / day = 0.6

Absolute Area Coverage (AAC%) / day = 5.5

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ11 (No point description given)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80480 / AQ11 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 3.0 80.8 0.2 6.2 Very Low

15°-30° 2.2 77.1 0.2 5.9 Very Low

30°-45° 0.9 44.9 <0.1 3.5 Very Low

45°-60° 0.4 25.8 <0.1 2.0 Very Low

60°-75° 0.2 11.3 <0.1 0.9 Very Low

75°-90° <0.1 4.7 <0.1 0.4 Very Low

90°-105° <0.1 3.5 <0.1 0.3 Very Low

105°-120° 0.2 11.5 <0.1 0.9 Very Low

120°-135° 0.6 33.0 <0.1 2.5 Very Low

135°-150° 1.3 54.2 0.1 4.2 Very Low

150°-165° 2.4 75.0 0.2 5.8 Very Low

165°-180° 4.3 93.0 0.3 7.2 Very Low

180°-195° 7.9 99.8 0.6 7.7 Medium

195°-210° 12.0 100.0 0.9 7.7 High

210°-225° 16.6 100.0 1.3 7.7 High

225°-240° 20.7 100.0 1.6 7.7 High

240°-255° 21.9 100.0 1.7 7.7 High

255°-270° 20.6 100.0 1.6 7.7 High

270°-285° 17.5 100.0 1.3 7.7 High

285°-300° 14.3 100.0 1.1 7.7 High

300°-315° 12.6 100.0 1.0 7.7 High

315°-330° 12.0 100.0 0.9 7.7 High

330°-345° 10.6 100.0 0.8 7.7 High

345°-360° 8.9 99.9 0.7 7.7 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High

Tel: +44 (0) 1608 810110 Web: www.DustScan.co.uk
DustScanAQ is a registered trademark and the trading name of DustScan Ltd

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 46.9

Absolute Area Coverage (AAC%) / interval = 100.0

Effective Area Coverage (EAC%) / day = 3.6

Absolute Area Coverage (AAC%) / day = 7.7

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ12 (No point description given)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80481 / AQ12 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 55.4 100.0 4.3 7.7 Very High

15°-30° 63.9 100.0 4.9 7.7 Very High

30°-45° 66.9 100.0 5.1 7.7 Very High

45°-60° 67.3 100.0 5.2 7.7 Very High

60°-75° 67.4 100.0 5.2 7.7 Very High

75°-90° 66.7 100.0 5.1 7.7 Very High

90°-105° 65.9 100.0 5.1 7.7 Very High

105°-120° 65.3 100.0 5.0 7.7 Very High

120°-135° 63.6 100.0 4.9 7.7 Very High

135°-150° 60.2 100.0 4.6 7.7 Very High

150°-165° 53.9 100.0 4.1 7.7 Very High

165°-180° 42.1 100.0 3.2 7.7 Very High

180°-195° 29.5 100.0 2.3 7.7 Very High

195°-210° 25.4 100.0 2.0 7.7 Very High

210°-225° 28.8 100.0 2.2 7.7 Very High

225°-240° 33.3 100.0 2.6 7.7 Very High

240°-255° 34.0 100.0 2.6 7.7 Very High

255°-270° 32.1 100.0 2.5 7.7 Very High

270°-285° 29.4 100.0 2.3 7.7 Very High

285°-300° 28.2 100.0 2.2 7.7 Very High

300°-315° 29.4 100.0 2.3 7.7 Very High

315°-330° 32.5 100.0 2.5 7.7 Very High

330°-345° 37.8 100.0 2.9 7.7 Very High

345°-360° 46.3 100.0 3.6 7.7 Very High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 11.2

Absolute Area Coverage (AAC%) / interval = 57.3

Effective Area Coverage (EAC%) / day = 0.9

Absolute Area Coverage (AAC%) / day = 4.4

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ9B (No point description given)

Date Out: 01-Aug-17 Date In: 14-Aug-17

Interval*: 13 days Our Ref: 80615 / AQ9B / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 3.3 82.2 0.3 6.3 Very Low

15°-30° 0.4 24.3 <0.1 1.9 Very Low

30°-45° 0.3 16.9 <0.1 1.3 Very Low

45°-60° 0.4 18.8 <0.1 1.4 Very Low

60°-75° 0.3 19.5 <0.1 1.5 Very Low

75°-90° 0.5 26.5 <0.1 2.0 Very Low

90°-105° 0.8 35.6 <0.1 2.7 Very Low

105°-120° 1.0 39.6 <0.1 3.0 Very Low

120°-135° 0.7 31.6 <0.1 2.4 Very Low

135°-150° 0.2 15.6 <0.1 1.2 Very Low

150°-165° <0.1 5.1 <0.1 0.4 Very Low

165°-180° 0.1 5.9 <0.1 0.5 Very Low

180°-195° 0.7 22.4 <0.1 1.7 Very Low

195°-210° 1.5 48.0 0.1 3.7 Very Low

210°-225° 3.3 83.2 0.3 6.4 Very Low

225°-240° 7.0 99.4 0.5 7.6 Medium

240°-255° 13.8 100.0 1.1 7.7 High

255°-270° 24.0 100.0 1.8 7.7 High

270°-285° 35.8 100.0 2.8 7.7 Very High

285°-300° 45.4 100.0 3.5 7.7 Very High

300°-315° 47.9 100.0 3.7 7.7 Very High

315°-330° 40.5 100.0 3.1 7.7 Very High

330°-345° 29.3 100.0 2.3 7.7 Very High

345°-360° 12.7 100.0 1.0 7.7 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 0.4

Absolute Area Coverage (AAC%) / interval = 13.3

Effective Area Coverage (EAC%) / day = 0.0

Absolute Area Coverage (AAC%) / day = 1.0

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ01 (Jermuk)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80482 / AQ01 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.1 2.8 <0.1 0.2 Very Low

15°-30° <0.1 4.9 <0.1 0.3 Very Low

30°-45° 0.2 15.0 <0.1 1.1 Very Low

45°-60° 0.1 7.6 <0.1 0.5 Very Low

60°-75° <0.1 1.3 <0.1 <0.1 Very Low

75°-90° <0.1 1.1 <0.1 <0.1 Very Low

90°-105° <0.1 2.5 <0.1 0.2 Very Low

105°-120° <0.1 1.2 <0.1 <0.1 Very Low

120°-135° <0.1 2.6 <0.1 0.2 Very Low

135°-150° <0.1 0.9 <0.1 <0.1 Very Low

150°-165° <0.1 2.1 <0.1 0.2 Very Low

165°-180° <0.1 4.0 <0.1 0.3 Very Low

180°-195° 0.3 11.3 <0.1 0.8 Very Low

195°-210° 0.6 20.2 <0.1 1.4 Very Low

210°-225° 1.0 35.1 <0.1 2.5 Very Low

225°-240° 1.5 46.8 0.1 3.3 Very Low

240°-255° 1.6 51.5 0.1 3.7 Very Low

255°-270° 1.7 47.8 0.1 3.4 Very Low

270°-285° 0.6 21.4 <0.1 1.5 Very Low

285°-300° 0.3 14.7 <0.1 1.0 Very Low

300°-315° 0.4 13.5 <0.1 1.0 Very Low

315°-330° <0.1 3.6 <0.1 0.3 Very Low

330°-345° <0.1 4.9 <0.1 0.4 Very Low

345°-360° <0.1 3.0 <0.1 0.2 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 14.3

Absolute Area Coverage (AAC%) / interval = 57.7

Effective Area Coverage (EAC%) / day = 1.0

Absolute Area Coverage (AAC%) / day = 4.1

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ02 (Kechut)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80483 / AQ02 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 13.7 36.8 1.0 2.6 Medium

15°-30° 3.1 10.8 0.2 0.8 Very Low

30°-45° <0.1 4.4 <0.1 0.3 Very Low

45°-60° 0.1 9.2 <0.1 0.7 Very Low

60°-75° 0.9 29.3 <0.1 2.1 Very Low

75°-90° 1.1 45.0 <0.1 3.2 Very Low

90°-105° 1.5 62.3 0.1 4.4 Very Low

105°-120° 1.9 71.9 0.1 5.1 Very Low

120°-135° 1.3 57.6 <0.1 4.1 Very Low

135°-150° 0.4 27.0 <0.1 1.9 Very Low

150°-165° 0.3 16.4 <0.1 1.2 Very Low

165°-180° 0.2 10.7 <0.1 0.8 Very Low

180°-195° 0.2 13.8 <0.1 1.0 Very Low

195°-210° 1.1 43.1 <0.1 3.1 Very Low

210°-225° 4.6 92.0 0.3 6.6 Very Low

225°-240° 10.9 99.9 0.8 7.1 High

240°-255° 20.1 100.0 1.4 7.1 High

255°-270° 32.0 100.0 2.3 7.1 Very High

270°-285° 43.9 100.0 3.1 7.1 Very High

285°-300° 50.6 100.0 3.6 7.1 Very High

300°-315° 50.4 100.0 3.6 7.1 Very High

315°-330° 43.2 100.0 3.1 7.1 High

330°-345° 35.5 90.9 2.5 6.5 High

345°-360° 25.1 64.6 1.8 4.6 Medium

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 1.2

Absolute Area Coverage (AAC%) / interval = 27.9

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 2.0

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ03 (Gndevaz)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80484 / AQ03 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 2.5 38.6 0.2 2.8 Very Low

15°-30° 0.6 14.7 <0.1 1.0 Very Low

30°-45° <0.1 5.6 <0.1 0.4 Very Low

45°-60° <0.1 6.9 <0.1 0.5 Very Low

60°-75° <0.1 8.2 <0.1 0.6 Very Low

75°-90° <0.1 7.4 <0.1 0.5 Very Low

90°-105° 0.3 16.6 <0.1 1.2 Very Low

105°-120° 0.4 28.1 <0.1 2.0 Very Low

120°-135° 0.5 32.4 <0.1 2.3 Very Low

135°-150° 0.4 29.2 <0.1 2.1 Very Low

150°-165° 0.6 31.5 <0.1 2.2 Very Low

165°-180° <0.1 9.2 <0.1 0.7 Very Low

180°-195° 0.2 11.1 <0.1 0.8 Very Low

195°-210° 0.1 7.3 <0.1 0.5 Very Low

210°-225° <0.1 5.0 <0.1 0.4 Very Low

225°-240° <0.1 1.8 <0.1 0.1 Very Low

240°-255° 0.1 8.2 <0.1 0.6 Very Low

255°-270° 0.1 8.9 <0.1 0.6 Very Low

270°-285° 0.4 20.3 <0.1 1.4 Very Low

285°-300° 0.9 43.1 <0.1 3.1 Very Low

300°-315° 3.4 85.1 0.2 6.1 Very Low

315°-330° 6.5 96.6 0.5 6.9 Low

330°-345° 6.5 88.8 0.5 6.3 Low

345°-360° 4.5 64.4 0.3 4.6 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 0.5

Absolute Area Coverage (AAC%) / interval = 23.4

Effective Area Coverage (EAC%) / day = 0.0

Absolute Area Coverage (AAC%) / day = 1.7

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ04 (Saravan)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80485 / AQ04 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.7 28.8 <0.1 2.1 Very Low

15°-30° 0.4 20.6 <0.1 1.5 Very Low

30°-45° 0.2 13.5 <0.1 1.0 Very Low

45°-60° 0.3 15.4 <0.1 1.1 Very Low

60°-75° 0.4 21.0 <0.1 1.5 Very Low

75°-90° 0.2 14.7 <0.1 1.1 Very Low

90°-105° 0.2 11.2 <0.1 0.8 Very Low

105°-120° 0.1 6.6 <0.1 0.5 Very Low

120°-135° 0.2 12.4 <0.1 0.9 Very Low

135°-150° 0.1 9.1 <0.1 0.7 Very Low

150°-165° 0.1 8.7 <0.1 0.6 Very Low

165°-180° 0.3 17.0 <0.1 1.2 Very Low

180°-195° 0.2 11.9 <0.1 0.9 Very Low

195°-210° 0.2 13.9 <0.1 1.0 Very Low

210°-225° 0.3 16.6 <0.1 1.2 Very Low

225°-240° 0.6 27.4 <0.1 2.0 Very Low

240°-255° 0.6 28.0 <0.1 2.0 Very Low

255°-270° 0.7 31.2 <0.1 2.2 Very Low

270°-285° 0.9 36.9 <0.1 2.6 Very Low

285°-300° 1.2 42.7 <0.1 3.1 Very Low

300°-315° 1.1 43.6 <0.1 3.1 Very Low

315°-330° 1.2 45.7 <0.1 3.3 Very Low

330°-345° 1.3 45.8 <0.1 3.3 Very Low

345°-360° 1.0 37.6 <0.1 2.7 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 3.9

Absolute Area Coverage (AAC%) / interval = 36.0

Effective Area Coverage (EAC%) / day = 0.3

Absolute Area Coverage (AAC%) / day = 2.6

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ05 (Saravan)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80486 / AQ05 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.2 8.3 <0.1 0.6 Very Low

15°-30° <0.1 2.0 <0.1 0.1 Very Low

30°-45° <0.1 3.5 <0.1 0.2 Very Low

45°-60° 0.2 11.4 <0.1 0.8 Very Low

60°-75° <0.1 5.6 <0.1 0.4 Very Low

75°-90° 0.1 7.6 <0.1 0.5 Very Low

90°-105° 0.1 8.5 <0.1 0.6 Very Low

105°-120° 0.2 11.3 <0.1 0.8 Very Low

120°-135° 0.2 14.3 <0.1 1.0 Very Low

135°-150° 0.2 8.6 <0.1 0.6 Very Low

150°-165° <0.1 2.2 <0.1 0.2 Very Low

165°-180° <0.1 1.0 <0.1 <0.1 Very Low

180°-195° <0.1 9.3 <0.1 0.7 Very Low

195°-210° <0.1 4.8 <0.1 0.3 Very Low

210°-225° 0.1 9.5 <0.1 0.7 Very Low

225°-240° 1.7 57.9 0.1 4.1 Very Low

240°-255° 6.8 96.2 0.5 6.9 Low

255°-270° 13.5 99.4 1.0 7.1 High

270°-285° 18.4 100.0 1.3 7.1 High

285°-300° 21.0 99.7 1.5 7.1 High

300°-315° 17.7 99.2 1.3 7.1 High

315°-330° 9.5 96.1 0.7 6.9 Medium

330°-345° 3.4 75.3 0.2 5.4 Very Low

345°-360° 0.9 31.4 <0.1 2.2 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 1.4

Absolute Area Coverage (AAC%) / interval = 26.1

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 1.9

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ06 (Gorayk)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80487 / AQ06 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.1 3.4 <0.1 0.2 Very Low

15°-30° <0.1 3.0 <0.1 0.2 Very Low

30°-45° <0.1 1.2 <0.1 <0.1 Very Low

45°-60° <0.1 2.6 <0.1 0.2 Very Low

60°-75° <0.1 8.1 <0.1 0.6 Very Low

75°-90° 1.3 48.8 <0.1 3.5 Very Low

90°-105° 4.3 88.6 0.3 6.3 Very Low

105°-120° 8.4 94.8 0.6 6.8 Low

120°-135° 9.5 97.0 0.7 6.9 Medium

135°-150° 5.5 92.2 0.4 6.6 Very Low

150°-165° 1.7 57.2 0.1 4.1 Very Low

165°-180° 0.2 11.8 <0.1 0.8 Very Low

180°-195° <0.1 3.5 <0.1 0.3 Very Low

195°-210° <0.1 3.6 <0.1 0.3 Very Low

210°-225° <0.1 4.2 <0.1 0.3 Very Low

225°-240° <0.1 5.8 <0.1 0.4 Very Low

240°-255° <0.1 4.4 <0.1 0.3 Very Low

255°-270° 0.1 8.9 <0.1 0.6 Very Low

270°-285° 0.1 10.6 <0.1 0.8 Very Low

285°-300° 0.1 16.7 <0.1 1.2 Very Low

300°-315° 0.2 20.9 <0.1 1.5 Very Low

315°-330° 0.2 15.6 <0.1 1.1 Very Low

330°-345° 0.3 14.3 <0.1 1.0 Very Low

345°-360° 0.2 10.5 <0.1 0.7 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 10.2

Absolute Area Coverage (AAC%) / interval = 64.4

Effective Area Coverage (EAC%) / day = 0.7

Absolute Area Coverage (AAC%) / day = 4.6

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ07 (Gorayk)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80488 / AQ07 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.4 20.8 <0.1 1.5 Very Low

15°-30° 0.2 9.9 <0.1 0.7 Very Low

30°-45° 0.2 10.2 <0.1 0.7 Very Low

45°-60° 0.5 22.4 <0.1 1.6 Very Low

60°-75° 0.5 25.2 <0.1 1.8 Very Low

75°-90° 1.0 38.3 <0.1 2.7 Very Low

90°-105° 1.0 39.9 <0.1 2.9 Very Low

105°-120° 1.4 50.8 <0.1 3.6 Very Low

120°-135° 0.9 39.3 <0.1 2.8 Very Low

135°-150° 1.5 50.8 0.1 3.6 Very Low

150°-165° 5.1 91.9 0.4 6.6 Very Low

165°-180° 12.2 99.8 0.9 7.1 High

180°-195° 21.7 99.9 1.5 7.1 High

195°-210° 31.2 100.0 2.2 7.1 High

210°-225° 34.7 100.0 2.5 7.1 Very High

225°-240° 32.3 100.0 2.3 7.1 Very High

240°-255° 27.9 100.0 2.0 7.1 Very High

255°-270° 24.4 100.0 1.7 7.1 High

270°-285° 20.4 99.9 1.5 7.1 High

285°-300° 15.1 99.6 1.1 7.1 High

300°-315° 8.1 98.2 0.6 7.0 Low

315°-330° 2.4 73.7 0.2 5.3 Very Low

330°-345° 1.0 42.1 <0.1 3.0 Very Low

345°-360° 0.7 32.5 <0.1 2.3 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 12.3

Absolute Area Coverage (AAC%) / interval = 76.0

Effective Area Coverage (EAC%) / day = 0.9

Absolute Area Coverage (AAC%) / day = 5.4

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ08DS (Gndevaz)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80489 / AQ08DS / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 47.9 100.0 3.4 7.1 Very High

15°-30° 32.5 100.0 2.3 7.1 Very High

30°-45° 22.4 100.0 1.6 7.1 High

45°-60° 12.4 100.0 0.9 7.1 High

60°-75° 4.6 90.5 0.3 6.5 Very Low

75°-90° 0.7 29.9 <0.1 2.1 Very Low

90°-105° 0.3 11.3 <0.1 0.8 Very Low

105°-120° 0.1 7.2 <0.1 0.5 Very Low

120°-135° 0.2 12.2 <0.1 0.9 Very Low

135°-150° 0.7 28.6 <0.1 2.0 Very Low

150°-165° 2.0 65.4 0.1 4.7 Very Low

165°-180° 4.8 92.0 0.3 6.6 Very Low

180°-195° 7.2 97.1 0.5 6.9 Low

195°-210° 7.6 97.9 0.5 7.0 Low

210°-225° 7.4 98.0 0.5 7.0 Low

225°-240° 5.6 95.9 0.4 6.8 Very Low

240°-255° 3.6 86.6 0.3 6.2 Very Low

255°-270° 2.6 69.6 0.2 5.0 Very Low

270°-285° 1.8 57.8 0.1 4.1 Very Low

285°-300° 4.1 84.1 0.3 6.0 Very Low

300°-315° 11.3 99.9 0.8 7.1 High

315°-330° 26.0 100.0 1.9 7.1 High

330°-345° 39.3 100.0 2.8 7.1 Very High

345°-360° 50.3 100.0 3.6 7.1 Very High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 7.9

Absolute Area Coverage (AAC%) / interval = 47.4

Effective Area Coverage (EAC%) / day = 0.6

Absolute Area Coverage (AAC%) / day = 3.4

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ09 (South-west of Tigranes/Artavazdes)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80490 / AQ09 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.2 13.6 <0.1 1.0 Very Low

15°-30° 0.2 10.5 <0.1 0.8 Very Low

30°-45° 0.4 17.8 <0.1 1.3 Very Low

45°-60° 1.6 55.8 0.1 4.0 Very Low

60°-75° 9.6 97.8 0.7 7.0 Medium

75°-90° 25.3 100.0 1.8 7.1 High

90°-105° 42.9 100.0 3.1 7.1 Very High

105°-120° 46.0 100.0 3.3 7.1 Very High

120°-135° 32.6 100.0 2.3 7.1 High

135°-150° 16.2 98.9 1.2 7.1 Medium

150°-165° 7.5 95.9 0.5 6.9 Low

165°-180° 1.6 58.2 0.1 4.2 Very Low

180°-195° 0.8 35.3 <0.1 2.5 Very Low

195°-210° 0.4 20.8 <0.1 1.5 Very Low

210°-225° 0.1 8.7 <0.1 0.6 Very Low

225°-240° 0.1 8.3 <0.1 0.6 Very Low

240°-255° 0.1 10.0 <0.1 0.7 Very Low

255°-270° 0.2 13.2 <0.1 0.9 Very Low

270°-285° 0.4 28.2 <0.1 2.0 Very Low

285°-300° 0.8 49.5 <0.1 3.5 Very Low

300°-315° 1.2 52.9 <0.1 3.8 Very Low

315°-330° 0.5 27.2 <0.1 1.9 Very Low

330°-345° 0.3 19.2 <0.1 1.4 Very Low

345°-360° 0.2 16.5 <0.1 1.2 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 3.7

Absolute Area Coverage (AAC%) / interval = 64.4

Effective Area Coverage (EAC%) / day = 0.3

Absolute Area Coverage (AAC%) / day = 4.6

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ11 (No point description given)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80491 / AQ11 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 3.7 81.5 0.3 5.8 Very Low

15°-30° 2.9 76.1 0.2 5.4 Very Low

30°-45° 2.2 70.4 0.2 5.0 Very Low

45°-60° 1.2 48.1 <0.1 3.4 Very Low

60°-75° 0.5 22.3 <0.1 1.6 Very Low

75°-90° 0.2 9.4 <0.1 0.7 Very Low

90°-105° <0.1 6.5 <0.1 0.5 Very Low

105°-120° 0.2 15.0 <0.1 1.1 Very Low

120°-135° 0.1 10.2 <0.1 0.7 Very Low

135°-150° 0.3 17.9 <0.1 1.3 Very Low

150°-165° 0.7 33.9 <0.1 2.4 Very Low

165°-180° 1.7 62.8 0.1 4.5 Very Low

180°-195° 3.6 86.9 0.3 6.2 Very Low

195°-210° 6.5 98.7 0.5 7.1 Low

210°-225° 9.0 99.3 0.6 7.1 Medium

225°-240° 11.6 99.7 0.8 7.1 High

240°-255° 10.8 99.1 0.8 7.1 High

255°-270° 7.5 97.1 0.5 6.9 Low

270°-285° 4.7 88.2 0.3 6.3 Very Low

285°-300° 2.7 72.2 0.2 5.2 Very Low

300°-315° 3.2 78.6 0.2 5.6 Very Low

315°-330° 4.8 91.3 0.3 6.5 Very Low

330°-345° 5.4 93.0 0.4 6.6 Very Low

345°-360° 4.5 87.4 0.3 6.2 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 56.8

Absolute Area Coverage (AAC%) / interval = 100.0

Effective Area Coverage (EAC%) / day = 4.1

Absolute Area Coverage (AAC%) / day = 7.1

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ12 (No point description given)

Date Out: 14-Aug-17 Date In: 28-Aug-17

Interval*: 14 days Our Ref: 80492 / AQ12 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 53.5 100.0 3.8 7.1 Very High

15°-30° 60.6 100.0 4.3 7.1 Very High

30°-45° 63.6 100.0 4.5 7.1 Very High

45°-60° 65.5 100.0 4.7 7.1 Very High

60°-75° 67.1 100.0 4.8 7.1 Very High

75°-90° 68.5 100.0 4.9 7.1 Very High

90°-105° 69.3 100.0 5.0 7.1 Very High

105°-120° 69.7 100.0 5.0 7.1 Very High

120°-135° 69.1 100.0 4.9 7.1 Very High

135°-150° 67.4 100.0 4.8 7.1 Very High

150°-165° 65.1 100.0 4.6 7.1 Very High

165°-180° 61.8 100.0 4.4 7.1 Very High

180°-195° 55.4 100.0 4.0 7.1 Very High

195°-210° 47.2 100.0 3.4 7.1 Very High

210°-225° 45.9 100.0 3.3 7.1 Very High

225°-240° 53.5 100.0 3.8 7.1 Very High

240°-255° 59.4 100.0 4.2 7.1 Very High

255°-270° 58.4 100.0 4.2 7.1 Very High

270°-285° 53.2 100.0 3.8 7.1 Very High

285°-300° 46.5 100.0 3.3 7.1 Very High

300°-315° 41.8 100.0 3.0 7.1 Very High

315°-330° 37.5 100.0 2.7 7.1 Very High

330°-345° 38.4 100.0 2.7 7.1 Very High

345°-360° 45.8 100.0 3.3 7.1 Very High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 1.2

Absolute Area Coverage (AAC%) / interval = 24.5

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 1.6

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ01 (Jermuk)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80495 / AQ01 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° <0.1 1.6 <0.1 0.1 Very Low

15°-30° <0.1 0.5 <0.1 <0.1 Very Low

30°-45° <0.1 0.3 <0.1 <0.1 Very Low

45°-60° <0.1 0.3 <0.1 <0.1 Very Low

60°-75° <0.1 <0.1 <0.1 <0.1 Very Low

75°-90° <0.1 1.4 <0.1 <0.1 Very Low

90°-105° <0.1 5.2 <0.1 0.3 Very Low

105°-120° 0.1 7.9 <0.1 0.5 Very Low

120°-135° <0.1 3.6 <0.1 0.2 Very Low

135°-150° <0.1 1.5 <0.1 0.1 Very Low

150°-165° 0.1 7.2 <0.1 0.5 Very Low

165°-180° 0.4 12.9 <0.1 0.9 Very Low

180°-195° 1.1 31.6 <0.1 2.1 Very Low

195°-210° 2.6 61.0 0.2 4.1 Very Low

210°-225° 4.6 87.0 0.3 5.8 Very Low

225°-240° 5.3 89.8 0.4 6.0 Very Low

240°-255° 5.4 91.2 0.4 6.1 Very Low

255°-270° 4.0 80.7 0.3 5.4 Very Low

270°-285° 1.8 45.5 0.1 3.0 Very Low

285°-300° 1.1 25.3 <0.1 1.7 Very Low

300°-315° 0.8 17.7 <0.1 1.2 Very Low

315°-330° 0.1 5.5 <0.1 0.4 Very Low

330°-345° 0.1 6.8 <0.1 0.5 Very Low

345°-360° <0.1 2.6 <0.1 0.2 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 8.4

Absolute Area Coverage (AAC%) / interval = 71.5

Effective Area Coverage (EAC%) / day = 0.6

Absolute Area Coverage (AAC%) / day = 4.8

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ02 (Kechut)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80496 / AQ02 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 4.3 39.7 0.3 2.6 Very Low

15°-30° 1.1 15.1 <0.1 1.0 Very Low

30°-45° 0.4 20.0 <0.1 1.3 Very Low

45°-60° 2.5 73.0 0.2 4.9 Very Low

60°-75° 5.5 96.3 0.4 6.4 Very Low

75°-90° 10.6 99.8 0.7 6.7 High

90°-105° 13.0 100.0 0.9 6.7 High

105°-120° 11.8 99.9 0.8 6.7 High

120°-135° 8.6 99.6 0.6 6.6 Medium

135°-150° 4.0 87.8 0.3 5.9 Very Low

150°-165° 1.2 45.4 <0.1 3.0 Very Low

165°-180° 0.3 13.9 <0.1 0.9 Very Low

180°-195° <0.1 5.4 <0.1 0.4 Very Low

195°-210° 0.2 13.5 <0.1 0.9 Very Low

210°-225° 1.5 54.9 0.1 3.7 Very Low

225°-240° 5.5 96.5 0.4 6.4 Very Low

240°-255° 11.3 99.5 0.8 6.6 High

255°-270° 17.7 99.7 1.2 6.6 High

270°-285° 23.3 99.9 1.6 6.7 High

285°-300° 25.3 99.9 1.7 6.7 High

300°-315° 21.1 100.0 1.4 6.7 High

315°-330° 14.3 99.8 1.0 6.7 High

330°-345° 10.7 91.1 0.7 6.1 Medium

345°-360° 7.6 66.0 0.5 4.4 Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 3.8

Absolute Area Coverage (AAC%) / interval = 61.8

Effective Area Coverage (EAC%) / day = 0.3

Absolute Area Coverage (AAC%) / day = 4.1

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ03 (Gndevaz)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80497 / AQ03 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 2.4 44.3 0.2 3.0 Very Low

15°-30° 0.7 21.9 <0.1 1.5 Very Low

30°-45° 0.4 24.3 <0.1 1.6 Very Low

45°-60° 1.1 50.1 <0.1 3.3 Very Low

60°-75° 2.8 84.4 0.2 5.6 Very Low

75°-90° 4.8 98.0 0.3 6.5 Very Low

90°-105° 7.4 99.9 0.5 6.7 Medium

105°-120° 9.4 99.9 0.6 6.7 Medium

120°-135° 11.1 99.3 0.7 6.6 High

135°-150° 11.3 99.4 0.8 6.6 High

150°-165° 9.7 99.5 0.6 6.6 Medium

165°-180° 5.9 97.5 0.4 6.5 Very Low

180°-195° 3.0 84.2 0.2 5.6 Very Low

195°-210° 1.4 54.6 <0.1 3.6 Very Low

210°-225° 0.5 27.6 <0.1 1.8 Very Low

225°-240° 0.1 7.7 <0.1 0.5 Very Low

240°-255° <0.1 6.8 <0.1 0.5 Very Low

255°-270° 0.2 9.3 <0.1 0.6 Very Low

270°-285° 0.2 10.3 <0.1 0.7 Very Low

285°-300° 0.7 31.5 <0.1 2.1 Very Low

300°-315° 2.5 75.1 0.2 5.0 Very Low

315°-330° 5.7 98.3 0.4 6.6 Very Low

330°-345° 6.0 91.4 0.4 6.1 Very Low

345°-360° 4.2 68.4 0.3 4.6 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 0.6

Absolute Area Coverage (AAC%) / interval = 22.5

Effective Area Coverage (EAC%) / day = 0.0

Absolute Area Coverage (AAC%) / day = 1.5

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ04 (Saravan)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80498 / AQ04 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 1.0 34.1 <0.1 2.3 Very Low

15°-30° 0.5 19.2 <0.1 1.3 Very Low

30°-45° 0.2 13.4 <0.1 0.9 Very Low

45°-60° 0.2 17.3 <0.1 1.2 Very Low

60°-75° 0.4 22.3 <0.1 1.5 Very Low

75°-90° 0.2 15.2 <0.1 1.0 Very Low

90°-105° 0.4 21.6 <0.1 1.4 Very Low

105°-120° 0.4 25.5 <0.1 1.7 Very Low

120°-135° 0.4 26.1 <0.1 1.7 Very Low

135°-150° 0.2 11.7 <0.1 0.8 Very Low

150°-165° <0.1 1.0 <0.1 <0.1 Very Low

165°-180° <0.1 1.3 <0.1 <0.1 Very Low

180°-195° <0.1 1.3 <0.1 <0.1 Very Low

195°-210° <0.1 6.9 <0.1 0.5 Very Low

210°-225° <0.1 4.0 <0.1 0.3 Very Low

225°-240° <0.1 2.9 <0.1 0.2 Very Low

240°-255° <0.1 5.2 <0.1 0.3 Very Low

255°-270° <0.1 3.7 <0.1 0.2 Very Low

270°-285° 0.4 21.8 <0.1 1.5 Very Low

285°-300° 1.0 40.0 <0.1 2.7 Very Low

300°-315° 1.7 57.7 0.1 3.8 Very Low

315°-330° 2.4 70.6 0.2 4.7 Very Low

330°-345° 2.4 66.9 0.2 4.5 Very Low

345°-360° 1.7 50.7 0.1 3.4 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 1.8

Absolute Area Coverage (AAC%) / interval = 39.2

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 2.6

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ05 (Saravan)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80499 / AQ05 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.8 25.6 <0.1 1.7 Very Low

15°-30° 0.2 6.8 <0.1 0.5 Very Low

30°-45° <0.1 0.7 <0.1 <0.1 Very Low

45°-60° <0.1 3.7 <0.1 0.2 Very Low

60°-75° <0.1 5.1 <0.1 0.3 Very Low

75°-90° 0.3 14.1 <0.1 0.9 Very Low

90°-105° 0.3 19.6 <0.1 1.3 Very Low

105°-120° 0.7 36.8 <0.1 2.5 Very Low

120°-135° 0.8 41.0 <0.1 2.7 Very Low

135°-150° 0.7 37.2 <0.1 2.5 Very Low

150°-165° 0.2 15.4 <0.1 1.0 Very Low

165°-180° 0.2 14.8 <0.1 1.0 Very Low

180°-195° 0.1 11.9 <0.1 0.8 Very Low

195°-210° <0.1 8.4 <0.1 0.6 Very Low

210°-225° 0.3 19.9 <0.1 1.3 Very Low

225°-240° 0.7 39.4 <0.1 2.6 Very Low

240°-255° 2.2 75.7 0.1 5.0 Very Low

255°-270° 5.1 91.2 0.3 6.1 Very Low

270°-285° 7.8 94.8 0.5 6.3 Low

285°-300° 9.4 93.9 0.6 6.3 Low

300°-315° 7.2 93.5 0.5 6.2 Low

315°-330° 3.4 82.9 0.2 5.5 Very Low

330°-345° 1.9 63.6 0.1 4.2 Very Low

345°-360° 1.4 45.4 <0.1 3.0 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 3.3

Absolute Area Coverage (AAC%) / interval = 61.8

Effective Area Coverage (EAC%) / day = 0.2

Absolute Area Coverage (AAC%) / day = 4.1

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ06 (Gorayk)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80500 / AQ06 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 1.3 27.8 <0.1 1.9 Very Low

15°-30° 0.4 11.7 <0.1 0.8 Very Low

30°-45° 0.3 9.7 <0.1 0.6 Very Low

45°-60° 0.3 12.1 <0.1 0.8 Very Low

60°-75° 0.2 8.9 <0.1 0.6 Very Low

75°-90° 0.3 13.6 <0.1 0.9 Very Low

90°-105° 0.6 25.9 <0.1 1.7 Very Low

105°-120° 1.3 45.8 <0.1 3.1 Very Low

120°-135° 2.7 73.6 0.2 4.9 Very Low

135°-150° 2.2 71.3 0.1 4.8 Very Low

150°-165° 2.6 72.6 0.2 4.8 Very Low

165°-180° 3.0 79.9 0.2 5.3 Very Low

180°-195° 4.9 92.8 0.3 6.2 Very Low

195°-210° 7.0 95.8 0.5 6.4 Low

210°-225° 8.5 97.6 0.6 6.5 Low

225°-240° 8.6 99.2 0.6 6.6 Medium

240°-255° 7.1 97.7 0.5 6.5 Low

255°-270° 5.7 95.4 0.4 6.4 Very Low

270°-285° 4.5 89.8 0.3 6.0 Very Low

285°-300° 4.2 89.4 0.3 6.0 Very Low

300°-315° 4.3 88.3 0.3 5.9 Very Low

315°-330° 4.2 78.5 0.3 5.2 Very Low

330°-345° 3.1 61.0 0.2 4.1 Very Low

345°-360° 2.3 45.5 0.2 3.0 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High

Tel: +44 (0) 1608 810110 Web: www.DustScan.co.uk
DustScanAQ is a registered trademark and the trading name of DustScan Ltd

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 10.4

Absolute Area Coverage (AAC%) / interval = 70.5

Effective Area Coverage (EAC%) / day = 0.7

Absolute Area Coverage (AAC%) / day = 4.7

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ08DS (Gndevaz)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80501 / AQ08DS / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 25.2 100.0 1.7 6.7 High

15°-30° 6.5 96.2 0.4 6.4 Very Low

30°-45° 2.2 69.1 0.1 4.6 Very Low

45°-60° 0.5 23.6 <0.1 1.6 Very Low

60°-75° 0.1 6.0 <0.1 0.4 Very Low

75°-90° 0.1 7.6 <0.1 0.5 Very Low

90°-105° 0.3 14.0 <0.1 0.9 Very Low

105°-120° 1.1 40.5 <0.1 2.7 Very Low

120°-135° 4.0 86.2 0.3 5.7 Very Low

135°-150° 7.9 97.2 0.5 6.5 Low

150°-165° 11.6 98.8 0.8 6.6 Medium

165°-180° 13.4 98.6 0.9 6.6 Medium

180°-195° 12.6 98.6 0.8 6.6 Medium

195°-210° 9.5 98.0 0.6 6.5 Low

210°-225° 5.7 93.1 0.4 6.2 Very Low

225°-240° 2.4 71.9 0.2 4.8 Very Low

240°-255° 1.0 41.6 <0.1 2.8 Very Low

255°-270° 0.4 19.4 <0.1 1.3 Very Low

270°-285° 1.3 41.3 <0.1 2.8 Very Low

285°-300° 5.2 89.7 0.3 6.0 Very Low

300°-315° 17.0 100.0 1.1 6.7 High

315°-330° 35.2 100.0 2.3 6.7 Very High

330°-345° 44.0 100.0 2.9 6.7 Very High

345°-360° 41.3 100.0 2.8 6.7 Very High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 9.3

Absolute Area Coverage (AAC%) / interval = 64.1

Effective Area Coverage (EAC%) / day = 0.6

Absolute Area Coverage (AAC%) / day = 4.3

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ09 (South-west of Tigranes/Artavazdes)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80502 / AQ09 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.3 7.5 <0.1 0.5 Very Low

15°-30° 0.2 9.5 <0.1 0.6 Very Low

30°-45° 0.6 29.5 <0.1 2.0 Very Low

45°-60° 2.0 65.0 0.1 4.3 Very Low

60°-75° 4.8 92.6 0.3 6.2 Very Low

75°-90° 7.8 99.2 0.5 6.6 Medium

90°-105° 10.8 99.9 0.7 6.7 High

105°-120° 12.9 99.8 0.9 6.7 High

120°-135° 15.0 99.9 1.0 6.7 High

135°-150° 16.1 99.9 1.1 6.7 High

150°-165° 16.1 99.9 1.1 6.7 High

165°-180° 17.4 99.9 1.2 6.7 High

180°-195° 21.8 99.9 1.5 6.7 High

195°-210° 26.3 99.9 1.8 6.7 High

210°-225° 27.3 99.9 1.8 6.7 High

225°-240° 23.6 99.7 1.6 6.6 High

240°-255° 14.6 99.4 1.0 6.6 High

255°-270° 5.3 90.8 0.4 6.1 Very Low

270°-285° 0.7 28.7 <0.1 1.9 Very Low

285°-300° 0.1 5.7 <0.1 0.4 Very Low

300°-315° <0.1 2.7 <0.1 0.2 Very Low

315°-330° <0.1 3.4 <0.1 0.2 Very Low

330°-345° <0.1 4.2 <0.1 0.3 Very Low

345°-360° <0.1 2.5 <0.1 0.2 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 6.6

Absolute Area Coverage (AAC%) / interval = 80.4

Effective Area Coverage (EAC%) / day = 0.4

Absolute Area Coverage (AAC%) / day = 5.4

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ11 (No point description given)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80503 / AQ11 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 4.2 69.6 0.3 4.6 Very Low

15°-30° 5.7 90.9 0.4 6.1 Very Low

30°-45° 7.2 99.4 0.5 6.6 Medium

45°-60° 8.9 99.8 0.6 6.7 Medium

60°-75° 8.8 99.6 0.6 6.6 Medium

75°-90° 6.4 98.5 0.4 6.6 Very Low

90°-105° 3.1 83.7 0.2 5.6 Very Low

105°-120° 1.5 56.3 0.1 3.8 Very Low

120°-135° 1.3 48.4 <0.1 3.2 Very Low

135°-150° 1.7 61.6 0.1 4.1 Very Low

150°-165° 3.1 84.0 0.2 5.6 Very Low

165°-180° 5.3 97.6 0.4 6.5 Very Low

180°-195° 9.1 99.2 0.6 6.6 Medium

195°-210° 13.5 99.9 0.9 6.7 High

210°-225° 16.5 100.0 1.1 6.7 High

225°-240° 17.4 100.0 1.2 6.7 High

240°-255° 15.6 99.9 1.0 6.7 High

255°-270° 11.6 99.7 0.8 6.6 High

270°-285° 8.0 99.1 0.5 6.6 Medium

285°-300° 4.3 87.1 0.3 5.8 Very Low

300°-315° 1.8 59.7 0.1 4.0 Very Low

315°-330° 0.5 24.2 <0.1 1.6 Very Low

330°-345° 0.9 24.5 <0.1 1.6 Very Low

345°-360° 2.5 46.6 0.2 3.1 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 34.1

Absolute Area Coverage (AAC%) / interval = 97.1

Effective Area Coverage (EAC%) / day = 2.3

Absolute Area Coverage (AAC%) / day = 6.5

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ12 (No point description given)

Date Out: 28-Aug-17 Date In: 12-Sep-17

Interval*: 15 days Our Ref: 80504 / AQ12 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 7.1 94.0 0.5 6.3 Low

15°-30° 2.3 67.4 0.2 4.5 Very Low

30°-45° 3.0 75.8 0.2 5.1 Very Low

45°-60° 5.8 95.7 0.4 6.4 Very Low

60°-75° 8.3 99.1 0.6 6.6 Medium

75°-90° 10.5 99.2 0.7 6.6 High

90°-105° 13.2 99.2 0.9 6.6 High

105°-120° 15.8 99.7 1.1 6.6 High

120°-135° 19.6 100.0 1.3 6.7 High

135°-150° 24.3 100.0 1.6 6.7 High

150°-165° 29.6 100.0 2.0 6.7 Very High

165°-180° 34.6 100.0 2.3 6.7 Very High

180°-195° 40.7 100.0 2.7 6.7 Very High

195°-210° 48.6 100.0 3.2 6.7 Very High

210°-225° 57.4 100.0 3.8 6.7 Very High

225°-240° 64.6 100.0 4.3 6.7 Very High

240°-255° 68.6 100.0 4.6 6.7 Very High

255°-270° 69.7 100.0 4.6 6.7 Very High

270°-285° 67.8 100.0 4.5 6.7 Very High

285°-300° 61.9 100.0 4.1 6.7 Very High

300°-315° 53.2 100.0 3.5 6.7 Very High

315°-330° 48.2 100.0 3.2 6.7 Very High

330°-345° 42.1 100.0 2.8 6.7 Very High

345°-360° 22.3 100.0 1.5 6.7 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 0.2

Absolute Area Coverage (AAC%) / interval = 10.1

Effective Area Coverage (EAC%) / day = 0.0

Absolute Area Coverage (AAC%) / day = 0.7

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ01 (Jermuk)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80505 / AQ01 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° <0.1 3.2 <0.1 0.2 Very Low

15°-30° 0.2 11.3 <0.1 0.8 Very Low

30°-45° <0.1 2.7 <0.1 0.2 Very Low

45°-60° <0.1 3.6 <0.1 0.3 Very Low

60°-75° 0.1 6.3 <0.1 0.5 Very Low

75°-90° <0.1 3.9 <0.1 0.3 Very Low

90°-105° 0.3 17.4 <0.1 1.2 Very Low

105°-120° <0.1 5.2 <0.1 0.4 Very Low

120°-135° <0.1 2.9 <0.1 0.2 Very Low

135°-150° <0.1 1.3 <0.1 <0.1 Very Low

150°-165° <0.1 3.2 <0.1 0.2 Very Low

165°-180° 0.2 7.3 <0.1 0.5 Very Low

180°-195° <0.1 5.9 <0.1 0.4 Very Low

195°-210° 0.2 10.7 <0.1 0.8 Very Low

210°-225° 0.5 23.8 <0.1 1.7 Very Low

225°-240° 0.6 29.6 <0.1 2.1 Very Low

240°-255° 0.8 34.5 <0.1 2.5 Very Low

255°-270° 0.5 25.4 <0.1 1.8 Very Low

270°-285° 0.3 16.4 <0.1 1.2 Very Low

285°-300° 0.5 15.7 <0.1 1.1 Very Low

300°-315° 0.2 6.9 <0.1 0.5 Very Low

315°-330° <0.1 1.9 <0.1 0.1 Very Low

330°-345° <0.1 2.0 <0.1 0.1 Very Low

345°-360° <0.1 1.9 <0.1 0.1 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 10.1

Absolute Area Coverage (AAC%) / interval = 65.9

Effective Area Coverage (EAC%) / day = 0.7

Absolute Area Coverage (AAC%) / day = 4.7

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ02 (Kechut)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80506 / AQ02 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 8.2 97.2 0.6 6.9 Low

15°-30° 2.4 76.2 0.2 5.4 Very Low

30°-45° 1.4 57.0 0.1 4.1 Very Low

45°-60° 1.1 47.5 <0.1 3.4 Very Low

60°-75° 1.2 48.4 <0.1 3.5 Very Low

75°-90° 1.8 63.5 0.1 4.5 Very Low

90°-105° 2.8 79.0 0.2 5.6 Very Low

105°-120° 2.9 78.5 0.2 5.6 Very Low

120°-135° 1.5 56.8 0.1 4.1 Very Low

135°-150° 0.6 27.4 <0.1 2.0 Very Low

150°-165° 0.2 9.7 <0.1 0.7 Very Low

165°-180° <0.1 4.5 <0.1 0.3 Very Low

180°-195° <0.1 5.4 <0.1 0.4 Very Low

195°-210° 0.3 14.2 <0.1 1.0 Very Low

210°-225° 0.7 30.7 <0.1 2.2 Very Low

225°-240° 4.1 84.9 0.3 6.1 Very Low

240°-255° 10.5 99.9 0.7 7.1 High

255°-270° 19.3 100.0 1.4 7.1 High

270°-285° 29.7 100.0 2.1 7.1 Very High

285°-300° 37.8 100.0 2.7 7.1 Very High

300°-315° 39.3 100.0 2.8 7.1 Very High

315°-330° 34.1 100.0 2.4 7.1 Very High

330°-345° 27.3 100.0 2.0 7.1 Very High

345°-360° 14.6 100.0 1.0 7.1 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 3.4

Absolute Area Coverage (AAC%) / interval = 50.1

Effective Area Coverage (EAC%) / day = 0.2

Absolute Area Coverage (AAC%) / day = 3.6

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ03 (Gndevaz)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80507 / AQ03 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 8.8 91.0 0.6 6.5 Low

15°-30° 1.0 39.4 <0.1 2.8 Very Low

30°-45° 0.4 23.0 <0.1 1.6 Very Low

45°-60° 0.3 16.8 <0.1 1.2 Very Low

60°-75° 0.3 19.0 <0.1 1.4 Very Low

75°-90° 0.6 32.3 <0.1 2.3 Very Low

90°-105° 1.4 55.5 <0.1 4.0 Very Low

105°-120° 1.8 65.7 0.1 4.7 Very Low

120°-135° 2.4 75.6 0.2 5.4 Very Low

135°-150° 2.3 75.4 0.2 5.4 Very Low

150°-165° 1.9 69.5 0.1 5.0 Very Low

165°-180° 0.9 36.1 <0.1 2.6 Very Low

180°-195° 0.3 16.0 <0.1 1.1 Very Low

195°-210° 0.2 10.2 <0.1 0.7 Very Low

210°-225° 0.3 11.3 <0.1 0.8 Very Low

225°-240° 0.2 11.3 <0.1 0.8 Very Low

240°-255° 0.3 15.8 <0.1 1.1 Very Low

255°-270° 0.3 14.2 <0.1 1.0 Very Low

270°-285° 1.2 38.3 <0.1 2.7 Very Low

285°-300° 4.5 87.1 0.3 6.2 Very Low

300°-315° 9.4 99.5 0.7 7.1 High

315°-330° 14.4 100.0 1.0 7.1 High

330°-345° 16.0 99.9 1.1 7.1 High

345°-360° 13.6 100.0 1.0 7.1 High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

 

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 1.2

Absolute Area Coverage (AAC%) / interval = 34.8

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 2.5

 

 

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.
 

Directional dust assessment matrix
 

 

*We recommend 1-14 day sampling intervals
 

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ04 (Saravan)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80508 / AQ04 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 1.0 35.5 <0.1 2.5 Very Low

15°-30° 0.5 24.4 <0.1 1.7 Very Low

30°-45° 0.4 20.4 <0.1 1.5 Very Low

45°-60° 0.3 14.0 <0.1 1.0 Very Low

60°-75° 0.2 9.2 <0.1 0.7 Very Low

75°-90° 0.3 14.2 <0.1 1.0 Very Low

90°-105° 0.2 6.8 <0.1 0.5 Very Low

105°-120° <0.1 2.8 <0.1 0.2 Very Low

120°-135° <0.1 4.1 <0.1 0.3 Very Low

135°-150° 0.2 14.0 <0.1 1.0 Very Low

150°-165° <0.1 4.0 <0.1 0.3 Very Low

165°-180° <0.1 6.9 <0.1 0.5 Very Low

180°-195° 0.2 9.6 <0.1 0.7 Very Low

195°-210° 0.2 14.0 <0.1 1.0 Very Low

210°-225° 0.3 15.0 <0.1 1.1 Very Low

225°-240° 0.9 38.6 <0.1 2.8 Very Low

240°-255° 2.5 69.5 0.2 5.0 Very Low

255°-270° 4.1 89.3 0.3 6.4 Very Low

270°-285° 4.5 94.1 0.3 6.7 Very Low

285°-300° 4.2 92.9 0.3 6.6 Very Low

300°-315° 2.9 80.3 0.2 5.7 Very Low

315°-330° 2.2 68.9 0.2 4.9 Very Low

330°-345° 1.9 58.3 0.1 4.2 Very Low

345°-360° 1.5 47.4 0.1 3.4 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 2.1

Absolute Area Coverage (AAC%) / interval = 30.0

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 2.1

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ05 (Saravan)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80509 / AQ05 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 0.3 7.8 <0.1 0.6 Very Low

15°-30° <0.1 2.1 <0.1 0.1 Very Low

30°-45° <0.1 0.7 <0.1 <0.1 Very Low

45°-60° <0.1 1.7 <0.1 0.1 Very Low

60°-75° 0.1 9.0 <0.1 0.6 Very Low

75°-90° 0.2 12.0 <0.1 0.9 Very Low

90°-105° 0.2 11.7 <0.1 0.8 Very Low

105°-120° <0.1 6.1 <0.1 0.4 Very Low

120°-135° <0.1 6.4 <0.1 0.5 Very Low

135°-150° <0.1 6.3 <0.1 0.4 Very Low

150°-165° <0.1 6.5 <0.1 0.5 Very Low

165°-180° <0.1 4.6 <0.1 0.3 Very Low

180°-195° <0.1 2.3 <0.1 0.2 Very Low

195°-210° <0.1 5.3 <0.1 0.4 Very Low

210°-225° 0.1 9.0 <0.1 0.6 Very Low

225°-240° 0.4 22.7 <0.1 1.6 Very Low

240°-255° 1.3 58.4 <0.1 4.2 Very Low

255°-270° 4.5 93.2 0.3 6.7 Very Low

270°-285° 9.6 96.5 0.7 6.9 Medium

285°-300° 13.8 96.8 1.0 6.9 Medium

300°-315° 12.0 96.6 0.9 6.9 Medium

315°-330° 5.0 91.7 0.4 6.5 Very Low

330°-345° 1.1 50.1 <0.1 3.6 Very Low

345°-360° 0.4 22.4 <0.1 1.6 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 0.8

Absolute Area Coverage (AAC%) / interval = 30.8

Effective Area Coverage (EAC%) / day = 0.1

Absolute Area Coverage (AAC%) / day = 2.2

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ06 (Gorayk)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80510 / AQ06 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 1.0 30.3 <0.1 2.2 Very Low

15°-30° 0.2 12.4 <0.1 0.9 Very Low

30°-45° <0.1 8.0 <0.1 0.6 Very Low

45°-60° <0.1 5.5 <0.1 0.4 Very Low

60°-75° <0.1 4.8 <0.1 0.3 Very Low

75°-90° <0.1 5.6 <0.1 0.4 Very Low

90°-105° <0.1 2.8 <0.1 0.2 Very Low

105°-120° 0.1 5.6 <0.1 0.4 Very Low

120°-135° 0.2 9.8 <0.1 0.7 Very Low

135°-150° 0.3 11.5 <0.1 0.8 Very Low

150°-165° 0.1 7.8 <0.1 0.6 Very Low

165°-180° 0.4 17.9 <0.1 1.3 Very Low

180°-195° 1.2 40.5 <0.1 2.9 Very Low

195°-210° 2.2 72.5 0.2 5.2 Very Low

210°-225° 3.7 90.9 0.3 6.5 Very Low

225°-240° 2.9 91.6 0.2 6.5 Very Low

240°-255° 1.3 67.9 <0.1 4.9 Very Low

255°-270° 0.6 33.6 <0.1 2.4 Very Low

270°-285° 0.2 18.0 <0.1 1.3 Very Low

285°-300° 0.4 20.9 <0.1 1.5 Very Low

300°-315° 0.6 30.0 <0.1 2.1 Very Low

315°-330° 0.8 37.7 <0.1 2.7 Very Low

330°-345° 1.0 51.8 <0.1 3.7 Very Low

345°-360° 1.3 61.5 <0.1 4.4 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 6.2

Absolute Area Coverage (AAC%) / interval = 78.3

Effective Area Coverage (EAC%) / day = 0.4

Absolute Area Coverage (AAC%) / day = 5.6

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ07 (Gorayk)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80511 / AQ07 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 4.1 72.6 0.3 5.2 Very Low

15°-30° 2.4 61.6 0.2 4.4 Very Low

30°-45° 1.9 62.1 0.1 4.4 Very Low

45°-60° 2.3 70.6 0.2 5.0 Very Low

60°-75° 2.6 70.9 0.2 5.1 Very Low

75°-90° 2.9 72.5 0.2 5.2 Very Low

90°-105° 2.5 69.1 0.2 4.9 Very Low

105°-120° 2.7 74.0 0.2 5.3 Very Low

120°-135° 2.7 76.2 0.2 5.4 Very Low

135°-150° 1.7 56.9 0.1 4.1 Very Low

150°-165° 1.3 42.2 <0.1 3.0 Very Low

165°-180° 0.5 23.1 <0.1 1.6 Very Low

180°-195° 2.0 58.8 0.1 4.2 Very Low

195°-210° 6.2 94.5 0.4 6.7 Very Low

210°-225° 11.0 98.9 0.8 7.1 Medium

225°-240° 14.8 99.7 1.1 7.1 High

240°-255° 15.3 99.2 1.1 7.1 High

255°-270° 13.5 99.1 1.0 7.1 High

270°-285° 12.3 98.7 0.9 7.0 Medium

285°-300° 11.9 99.6 0.9 7.1 High

300°-315° 11.8 99.8 0.8 7.1 High

315°-330° 9.5 99.5 0.7 7.1 High

330°-345° 7.6 95.8 0.5 6.8 Low

345°-360° 6.0 84.5 0.4 6.0 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 10.5

Absolute Area Coverage (AAC%) / interval = 71.1

Effective Area Coverage (EAC%) / day = 0.8

Absolute Area Coverage (AAC%) / day = 5.1

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ08DS (Gndevaz)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80512 / AQ08DS / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 42.8 100.0 3.1 7.1 Very High

15°-30° 22.6 100.0 1.6 7.1 High

30°-45° 14.8 100.0 1.1 7.1 High

45°-60° 8.4 99.9 0.6 7.1 Medium

60°-75° 3.0 76.8 0.2 5.5 Very Low

75°-90° 0.7 28.7 <0.1 2.1 Very Low

90°-105° 0.1 6.5 <0.1 0.5 Very Low

105°-120° <0.1 3.6 <0.1 0.3 Very Low

120°-135° <0.1 6.5 <0.1 0.5 Very Low

135°-150° 0.3 15.6 <0.1 1.1 Very Low

150°-165° 1.0 48.2 <0.1 3.4 Very Low

165°-180° 2.1 71.3 0.1 5.1 Very Low

180°-195° 3.3 86.9 0.2 6.2 Very Low

195°-210° 4.2 92.0 0.3 6.6 Very Low

210°-225° 4.1 91.7 0.3 6.5 Very Low

225°-240° 3.6 88.5 0.3 6.3 Very Low

240°-255° 2.9 80.6 0.2 5.8 Very Low

255°-270° 1.9 63.2 0.1 4.5 Very Low

270°-285° 1.8 62.5 0.1 4.5 Very Low

285°-300° 3.7 83.5 0.3 6.0 Very Low

300°-315° 11.1 99.7 0.8 7.1 High

315°-330° 26.5 100.0 1.9 7.1 High

330°-345° 42.5 100.0 3.0 7.1 Very High

345°-360° 51.1 100.0 3.7 7.1 Very High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 6.5

Absolute Area Coverage (AAC%) / interval = 75.5

Effective Area Coverage (EAC%) / day = 0.5

Absolute Area Coverage (AAC%) / day = 5.4

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ09 (South-west of Tigranes/Artavazdes)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80513 / AQ09 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 4.3 82.2 0.3 5.9 Very Low

15°-30° 1.3 49.2 <0.1 3.5 Very Low

30°-45° 2.2 62.8 0.2 4.5 Very Low

45°-60° 3.7 84.8 0.3 6.1 Very Low

60°-75° 6.3 97.2 0.4 6.9 Very Low

75°-90° 6.9 99.5 0.5 7.1 Medium

90°-105° 6.7 99.1 0.5 7.1 Medium

105°-120° 5.0 93.7 0.4 6.7 Very Low

120°-135° 3.5 85.3 0.2 6.1 Very Low

135°-150° 2.7 74.8 0.2 5.3 Very Low

150°-165° 2.3 70.7 0.2 5.0 Very Low

165°-180° 1.9 60.9 0.1 4.4 Very Low

180°-195° 1.4 49.7 <0.1 3.6 Very Low

195°-210° 1.5 51.9 0.1 3.7 Very Low

210°-225° 1.1 42.6 <0.1 3.0 Very Low

225°-240° 0.8 32.2 <0.1 2.3 Very Low

240°-255° 0.6 32.1 <0.1 2.3 Very Low

255°-270° 1.0 49.6 <0.1 3.5 Very Low

270°-285° 4.7 94.4 0.3 6.7 Very Low

285°-300° 15.3 100.0 1.1 7.1 High

300°-315° 27.2 100.0 1.9 7.1 High

315°-330° 27.5 100.0 2.0 7.1 Very High

330°-345° 19.5 100.0 1.4 7.1 High

345°-360° 9.0 99.7 0.6 7.1 Medium

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 5.1

Absolute Area Coverage (AAC%) / interval = 69.3

Effective Area Coverage (EAC%) / day = 0.4

Absolute Area Coverage (AAC%) / day = 5.0

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ11 (No point description given)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80514 / AQ11 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 8.0 99.7 0.6 7.1 Medium

15°-30° 11.2 100.0 0.8 7.1 High

30°-45° 13.9 100.0 1.0 7.1 High

45°-60° 16.3 100.0 1.2 7.1 High

60°-75° 16.9 100.0 1.2 7.1 High

75°-90° 12.8 100.0 0.9 7.1 High

90°-105° 8.6 99.7 0.6 7.1 Medium

105°-120° 5.5 94.9 0.4 6.8 Very Low

120°-135° 4.2 89.2 0.3 6.4 Very Low

135°-150° 3.8 85.4 0.3 6.1 Very Low

150°-165° 3.6 83.4 0.3 6.0 Very Low

165°-180° 2.6 72.7 0.2 5.2 Very Low

180°-195° 2.0 64.7 0.1 4.6 Very Low

195°-210° 2.0 63.9 0.1 4.6 Very Low

210°-225° 1.9 66.1 0.1 4.7 Very Low

225°-240° 1.6 59.1 0.1 4.2 Very Low

240°-255° 1.2 46.7 <0.1 3.3 Very Low

255°-270° 0.5 28.4 <0.1 2.0 Very Low

270°-285° 0.3 17.2 <0.1 1.2 Very Low

285°-300° 0.6 22.9 <0.1 1.6 Very Low

300°-315° 0.6 25.2 <0.1 1.8 Very Low

315°-330° 1.0 35.1 <0.1 2.5 Very Low

330°-345° 1.3 44.2 <0.1 3.2 Very Low

345°-360° 2.5 65.7 0.2 4.7 Very Low

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High
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DS100 DIRECTIONAL DUST FLUX REPORT

DIRECTIONAL DUST FLUX DATA
Effective Area Coverage (EAC%) / interval = 30.1

Absolute Area Coverage (AAC%) / interval = 98.4

Effective Area Coverage (EAC%) / day = 2.1

Absolute Area Coverage (AAC%) / day = 7.0

The rose diagrams represent the soiling (EAC) and presence (AAC) of dust for each 15 degree arc per sampling interval.

Directional dust assessment matrix

*We recommend 1-14 day sampling intervals

Please see our 'Quick Guide to DustScan DS100 Reporting' for more information on our assessment matrix and criteria

Client: Lydian International Ltd Site: Amulsar

Point: AQ13 (No point description given)

Date Out: 12-Sep-17 Date In: 26-Sep-17

Interval*: 14 days Our Ref: 80515 / AQ13 / ZLTIG

Segment EAC%
/Interval

AAC%
/Interval

EAC%
/Day

AAC%
/Day

Dust
Impact Risk

00°-15° 28.2 100.0 2.0 7.1 High

15°-30° 12.7 99.8 0.9 7.1 High

30°-45° 6.5 95.7 0.5 6.8 Low

45°-60° 3.6 85.1 0.3 6.1 Very Low

60°-75° 3.7 89.0 0.3 6.4 Very Low

75°-90° 5.2 96.1 0.4 6.9 Very Low

90°-105° 6.2 98.4 0.4 7.0 Very Low

105°-120° 6.7 98.5 0.5 7.0 Low

120°-135° 7.6 99.1 0.5 7.1 Medium

135°-150° 8.2 99.3 0.6 7.1 Medium

150°-165° 8.7 99.6 0.6 7.1 Medium

165°-180° 9.9 100.0 0.7 7.1 High

180°-195° 13.0 99.9 0.9 7.1 High

195°-210° 24.0 100.0 1.7 7.1 High

210°-225° 42.6 100.0 3.0 7.1 Very High

225°-240° 56.7 100.0 4.1 7.1 Very High

240°-255° 63.1 100.0 4.5 7.1 Very High

255°-270° 66.5 100.0 4.8 7.1 Very High

270°-285° 66.3 100.0 4.7 7.1 Very High

285°-300° 63.4 100.0 4.5 7.1 Very High

300°-315° 60.2 100.0 4.3 7.1 Very High

315°-330° 58.2 100.0 4.2 7.1 Very High

330°-345° 54.8 100.0 3.9 7.1 Very High

345°-360° 45.5 100.0 3.3 7.1 Very High

AAC: dust coverage

Level 0:
<80%/interval

Level 1:
80 to

<95%/interval

Level 2:
95 to

<99%/interval

Level 3:
99 to

100%/interval

Level 4:
100% over
45°/interval

EAC: dust soiling Level 0:
<0.5%/day

Very Low Very Low Very Low Low Medium

Level 1:
0.5 to <0.7%/day

Low Low Low Medium High

Level 2:
0.7 to <2.0%/day

Medium Medium Medium High High

Level 3:
2.0 to <5.0%/day

High High High High Very High

Level 4:
>5%/day

Very High Very High Very High Very High Very High

Tel: +44 (0) 1608 810110 Web: www.DustScan.co.uk
DustScanAQ is a registered trademark and the trading name of DustScan Ltd
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Q3 2017 Particulate Matter (PM) Air Quality Monitoring Data 

Osiris monitoring at AQ11 Primary Monitoring Station & AQ12 mine camp 

(Note: results are only reported when a full set of hourly average data exists per 24-hour period) 

Date Duration AQ11: Primary Monitoring 
Station 

AQ12: mine camp 

24-hour averages (µg/m3) 
PM10 PM2.5 PM10 PM2.5 

Project compliance criteria 50 25 50 25 
1/07/17 24 hours 16.01 2.78 24.67 3.62 
2/07/17 24 hours 18.72 3.65 19.78 3.54 
3/07/17 24 hours 41.50 8.69 82.50 10.73 
4/07/17 24 hours 55.45 11.97   
5/07/17 24 hours 48.95 10.92   
6/07/17 24 hours 41.25 8.39   
7/07/17 24 hours 25.31 5.73   
8/07/17 24 hours 16.98 4.67   
9/07/17 24 hours     

10/07/17 24 hours     
11/07/17 24 hours 14.78 3.99 32.98 5.25 
12/07/17 24 hours 11.73 3.02 17.56 3.47 
13/07/17 24 hours 12.41 2.75 31.11 3.63 
14/07/17 24 hours 12.39 3.02 21.26 3.36 
15/07/17 24 hours 14.41 3.41 59.84 6.15 
16/07/17 24 hours 18.25 4.46 29.43 5.07 
17/07/17 24 hours 29.99 6.30 67.05 9.09 
18/07/17 24 hours 30.80 6.89 70.93 9.10 
19/07/17 24 hours 26.87 5.64 70.53 8.78 
20/07/17 24 hours 23.78 5.13 187.88 13.99 
21/07/17 24 hours 27.86 5.65 233.65 18.04 
22/07/17 24 hours 31.22 6.55 188.10 15.37 
23/07/17 24 hours 45.38 10.46 130.25 16.41 
24/07/17 24 hours 31.07 7.02 214.65 23.19 
25/07/17 24 hours 30.83 5.81 44.98 7.16 
26/07/17 24 hours 19.58 4.07 39.64 5.44 
27/07/17 24 hours 19.80 4.21 34.24 5.32 
28/07/17 24 hours 23.3 4.24 62.48 6.40 
29/07/17 24 hours 40.76 7.55 105.85 10.61 
30/07/17 24 hours 32.14 6.43 47.96 7.94 
31/07/17 24 hours 40.78 7.58 102.55 12.09 
1/08/17 24 hours 24.39 5.30 63.18 7.39 
2/08/17 24 hours 24.61 4.21 54.67 6.70 
3/08/17 24 hours 20.28 3.88 51.90 6.63 
4/08/17 24 hours 20.83 4.1 75.18 7.96 
5/08/17 24 hours 24.22 4.64 94.71 10.05 
6/08/17 24 hours 16.66 3.4 76.73 8.76 
7/08/17 24 hours 18.38 3.96 99.95 10.08 
8/08/17 24 hours 21.52 3.91 111.74 9.83 
9/08/17 24 hours 22.60 4.55 101.8 9.22 
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Date Duration AQ11: Primary Monitoring 
Station 

AQ12: mine camp 

24-hour averages (µg/m3) 
PM10 PM2.5 PM10 PM2.5 

Project compliance criteria 50 25 50 25 
10/08/17 24 hours 27.44 5.29 83.28 11.02 
11/08/17 24 hours 26.23 4.41 76.73 9.17 
12/08/17 24 hours 25.23 5.53 135.63 12.87 
13/08/17 24 hours 27.85 6.60 118.69 12.56 
14/08/17 24 hours 38.76 7.98 96.93 12.83 
15/08/17 24 hours 32.67 6.70 91.85 10.94 
16/08/17 24 hours 21.53 5.24 29.65 6.76 
17/08/17 24 hours 18.81 6.08 41.24 8.19 
18/08/17 24 hours 31.29 7 115.99 12.42 
19/08/17 24 hours 50.98 10.76 102.81 114.74 
20/08/17 24 hours 34.03 6.84 61.03 8.67 
21/08/17      
22/08/17 24 hours   26.79 5.54 
23/08/17 24 hours   34.51 7.26 
24/08/17 24 hours   71.77 15.35 
25/08/17 24 hours   87.75 18.15 
26/08/17 24 hours   38.89 8.24 
27/08/17 24 hours   32.11 7.54 
28/08/17 24 hours   37.14 8.34 
29/08/17 24 hours 146.88 15.17 40.96 8.28 
30/08/17 24 hours 122.69 16.12 48.88 10.16 
31/08/17 24 hours 100.18 11.73 33.84 7.29 
1/09/17 24 hours 101.94 14.19 33.51 7.81 
2/09/17 24 hours 102.61 13.83 38.98 8.31 
3/09/17 24 hours 61.60 9.87 37.66 7.29 
4/09/17 24 hours 82.20 8.91 29.27 5.17 
5/09/17 24 hours 45.56 6.05 23.11 3.90 
6/09/17 24 hours 62.16 8.94 42.73 6.22 
7/09/17 24 hours 105.40 14.97 79.19 9.81 
8/09/17 24 hours 56.46 8.78 51.28 6.30 
9/09/17 24 hours 44.06 6.32 24.79 3.53 

10/09/17 24 hours 40.38 5.94 25.90 4.14 
11/09/17 24 hours 92.95 10.65 23.18 4.86 
12/09/17 24 hours 51.81 7.87 21.87 4.90 
13/09/17 24 hours 53.38 7.64   
14/09/17 24 hours 53.67 9.46   
15/09/17 24 hours 71.05 8.69   
16/09/17 24 hours 77.76 11.20   
17/09/17 24 hours 60.02 10.04   
18/09/17      
19/09/17      
20/09/17      
21/09/17      
22/09/17 24 hours 96.55 16.98   
23/09/17      
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Date Duration AQ11: Primary Monitoring 
Station 

AQ12: mine camp 

24-hour averages (µg/m3) 
PM10 PM2.5 PM10 PM2.5 

Project compliance criteria 50 25 50 25 
24/09/17      
25/09/17      
26/09/17      
27/09/17 24 hours 37.63 9.02   
28/09/17 24 hours 16.49 4.13   
29/09/17 24 hours 29.26 11.49   
30/09/17      
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Q3 2017 Particulate Matter (PM) Air Quality Monitoring Data

Spot-PM Measurements

EPAM 5000, PM2.5

ID Date Start time Stop time Duration Average 

µg/m3

Gndevaz ent. 07/07/2017 14:41:54 5:41:54 39:00:00 14
Gndevaz 07/07/2017 14:29:52 22:59:52 56:30:00 15
Gndevaz ent. 02/08/2017 14:47:57 16:00:57 25:13:00 17
Gndevaz 02/08/2017 13:47:03 5:47:03 40:00:00 18
Gndevaz ent. 08/08/2017 11:11:16 5:11:16 18:00:00 16
Gndevaz 08/08/2017 09:53:28 14:47:28 28:54:00 13
Gndevaz 22/08/2017 10:11:17 0:06:17 13:55:00 21
Gndevaz ent. 22/08/2017 10:23:18 18:53:18 56:30:00 17
Gndevaz 03/09/2017 10:31:52 12:06:52 25:35:00 15
Gndevaz ent. 03/09/2017 11:49:26 9:19:26 21:30:00 21
Gndevaz ent. 05/09/2017 09:37:19 18:00:19 32:23:00 14
Gndevaz 07/09/2017 15:36:06 15:06:06 23:30:00 24
Gndevaz ent. 07/09/2017 15:37:59 0:07:59 32:30:00 19
Security Post 12/09/2017 10:56:41 8:26:41 21:30:00 46
Gndevaz ent. 14/09/2017 13:37:23 16:36:23 26:59:00 14
Gndevaz 14/09/2017 13:50:48 12:20:48 22:30:00 18

EPAM 5000, PM10  
 

ID Date Start time Stop time Duration Average 

µg/m3

Gndevaz 12/07/2017 14:47:57 16:00:50 25:13:00 17
Gndevaz ent. 12/07/2017 14:31:57 15:56:57 25:25:00 13
Gndevaz 05/08/2017 14:43:11 03:13:00 36:30:00 16
Gndevaz ent. 05/08/2017 12:50:16 13:50:16 25:00:00 16
Gnevaz 17/08/2017 17:03:08 13:24:08 44:21:00 19
Gndevaz ent. 19/08/2017 10:22:23 19:22:23 33:00:00 18
Gndevaz 29/08/2017 15:45:58 17:05:58 25:20:00 21
Gndevaz ent. 29/08/2017 17:06:30 17:21:30 17:21:30 22
Gndevaz 05/09/2017 09:51:59 02:21:59 16:30:00 18
Gndevaz ent. 05/09/2017 09:37:19 18:00:19 32:23:00 14
Site 27 12/09/2017 10:38:40 16:02:40 29:24:00 32
Gndevaz ent. 16/09/2017 00:00:00 15:31:50 08:45:50 17
Gndevaz 16/09/2017 15:42:59 16:42:59 25:00:00 30
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Q3 2017: Spot Noise Measurements at the Primary Monitoring Station

Day time Night time
Date End time 1-hr Leq (dB) Date End time 1-hr Leq (dB)

60 58
11/07/2017 11:00 54.23 11/07/2017 23:00 50.07
11/07/2017 12:00 55.54 12/07/2017 00:00 46.57
11/07/2017 13:00 52.86 12/07/2017 01:00 54.36
11/07/2017 14:00 52.70 12/07/2017 02:00 44.71
11/07/2017 15:00 53.00 12/07/2017 03:00 47.02
11/07/2017 16:00 55.76 12/07/2017 04:00 39.00
11/07/2017 17:00 50.20 12/07/2017 05:00 44.40
11/07/2017 18:00 49.90 12/07/2017 06:00 43.08
11/07/2017 19:00 43.25 12/07/2017 07:00 51.67
11/07/2017 20:00 49.09
11/07/2017 21:00 52.04 12/07/2017 23:00 49.69
11/07/2017 22:00 54.91 13/07/2017 00:00 40.86

13/07/2017 01:00 54.98
12/07/2017 08:00 49.93 13/07/2017 02:00 53.35
12/07/2017 09:00 41.80 13/07/2017 03:00 52.56
12/07/2017 10:00 42.86 13/07/2017 04:00 49.76
12/07/2017 11:00 50.32 13/07/2017 05:00 46.29
12/07/2017 12:00 51.91 13/07/2017 06:00 42.02
12/07/2017 13:00 54.17 13/07/2017 07:00 50.73
12/07/2017 14:00 51.53
12/07/2017 15:00 52.56 08/08/2017 23:00 48.99
12/07/2017 16:00 54.55 09/08/2017 00:00 48.10
12/07/2017 17:00 56.43 09/08/2017 01:00 48.49
12/07/2017 18:00 55.90 09/08/2017 02:00 48.76
12/07/2017 19:00 52.80 09/08/2017 03:00 50.06
12/07/2017 20:00 52.52 09/08/2017 04:00 50.99
12/07/2017 21:00 57.30 09/08/2017 05:00 49.04
12/07/2017 22:00 45.63 09/08/2017 06:00 47.05

09/08/2017 07:00 50.28
13/07/2017 08:00 57.30

25/08/2017 23:00 41.40
08/08/2017 12:00 41.41 26/08/2017 00:00 40.68
08/08/2017 13:00 42.06 26/08/2017 01:00 44.27
08/08/2017 14:00 42.94 26/08/2017 02:00 40.35
08/08/2017 15:00 46.48 26/08/2017 03:00 47.14
08/08/2017 16:00 48.81 26/08/2017 04:00 42.06
08/08/2017 17:00 48.38 26/08/2017 05:00 45.86
08/08/2017 18:00 50.30 26/08/2017 06:00 46.54
08/08/2017 19:00 51.08 26/08/2017 07:00 49.96
08/08/2017 20:00 49.32
08/08/2017 21:00 42.74 05/09/2017 23:00 49.42
08/08/2017 22:00 50.99 06/09/2017 00:00 48.47

06/09/2017 01:00 47.41
09/08/2017 08:00 50.01 06/09/2017 02:00 51.06
09/08/2017 09:00 49.12 06/09/2017 03:00 49.86

Compliance target: Compliance target:
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Q3 2017: Spot Noise Measurements at the Primary Monitoring Station

Day time Night time
Date End time 1-hr Leq (dB) Date End time 1-hr Leq (dB)

60 58Compliance target: Compliance target:
09/08/2017 10:00 43.66 06/09/2017 04:00 48.86
09/08/2017 11:00 48.29 06/09/2017 05:00 47.82
09/08/2017 12:00 43.41 06/09/2017 06:00 46.15

06/09/2017 07:00 47.00
25/08/2017 18:00 42.28
25/08/2017 19:00 43.46 14/09/2017 23:00 36.36
25/08/2017 20:00 49.02 15/09/2017 00:00 35.51
25/08/2017 21:00 49.77 15/09/2017 01:00 34.95
25/08/2017 22:00 48.52 15/09/2017 02:00 34.26

15/09/2017 03:00 35.92
26/08/2017 08:00 43.89 15/09/2017 04:00 35.81
26/08/2017 09:00 39.40 15/09/2017 05:00 38.47
26/08/2017 10:00 42.11 15/09/2017 06:00 40.15
26/08/2017 11:00 46.39 15/09/2017 07:00 41.76
26/08/2017 12:00 44.67
26/08/2017 13:00 41.48
26/08/2017 14:00 42.54
26/08/2017 15:00 44.22
26/08/2017 16:00 48.70

30/08/2017 16:10 50.50
30/08/2017 17:10 46.70
30/08/2017 18:10 44.95
30/08/2017 19:10 41.62
30/08/2017 20:10 47.09
30/08/2017 21:10 48.23
30/08/2017 22:10 48.34

01/09/2017 11:10 43.37
01/09/2017 12:10 39.97

05/09/2017 18:00 39.23
05/09/2017 19:00 38.61
05/09/2017 20:00 40.19
05/09/2017 21:00 39.64
05/09/2017 22:00 43.31

06/09/2017 08:00 43.85
06/09/2017 09:00 42.81
06/09/2017 10:00 39.18

14/09/2017 15:00 36.75
14/09/2017 16:00 38.30
14/09/2017 17:00 37.73
14/09/2017 18:00 44.90
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Q3 2017: Spot Noise Measurements at the Primary Monitoring Station

Day time Night time
Date End time 1-hr Leq (dB) Date End time 1-hr Leq (dB)

60 58Compliance target: Compliance target:
14/09/2017 19:00 49.20
14/09/2017 20:00 46.26
14/09/2017 21:00 39.81
14/09/2017 22:00 37.20

15/09/2017 08:00 39.61
15/09/2017 09:00 35.21
15/09/2017 10:00 36.56
15/09/2017 11:00 39.80
15/09/2017 12:00 38.33
15/09/2017 13:00 36.89
15/09/2017 14:00 42.30
15/09/2017 15:00 40.92
15/09/2017 16:00 40.96
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Q3 2017: Spot Noise Measurements at the Secondary Monitoring Station

Date End time 1-hr Leq (dB) Date End time 1-hr Leq (dB)
Compliance target: 58 Compliance target: 56

01/09/2017 10:55 46.45 01/09/2017 22:55 38.47
01/09/2017 11:55 35.08 01/09/2017 23:55 39.77
01/09/2017 12:55 36.41 02/09/2017 00:55 38.38
01/09/2017 13:55 40.67 02/09/2017 01:55 43.01
01/09/2017 14:55 42.60 02/09/2017 02:55 38.14
01/09/2017 15:55 41.60 02/09/2017 03:55 41.66
01/09/2017 16:55 40.99 02/09/2017 04:55 41.61
01/09/2017 17:55 41.93 02/09/2017 05:55 41.62
01/09/2017 18:55 47.48 02/09/2017 06:55 39.93
01/09/2017 19:55 49.58
01/09/2017 20:55 54.95 02/09/2017 22:55 42.31
01/09/2017 21:55 51.04 02/09/2017 23:55 52.31

03/09/2017 00:55 39.47
02/09/2017 07:55 38.68 03/09/2017 01:55 34.64
02/09/2017 08:55 38.23 03/09/2017 02:55 32.93
02/09/2017 09:55 35.73 03/09/2017 03:55 41.78
02/09/2017 10:55 39.21 03/09/2017 04:55 31.15
02/09/2017 11:55 37.31 03/09/2017 05:55 33.02
02/09/2017 12:55 40.42 03/09/2017 06:55 33.26
02/09/2017 13:55 43.65
02/09/2017 14:55 43.49 04/09/2017 22:30 42.37
02/09/2017 15:55 43.64 04/09/2017 23:30 42.24
02/09/2017 16:55 49.28 05/09/2017 00:30 47.19
02/09/2017 17:55 34.96 05/09/2017 01:30 45.88
02/09/2017 18:55 34.35 05/09/2017 02:30 46.67
02/09/2017 19:55 41.58 05/09/2017 03:30 46.01
02/09/2017 20:55 40.13 05/09/2017 04:30 47.12
02/09/2017 21:55 43.69 05/09/2017 05:30 45.60

05/09/2017 06:30 41.81
03/09/2017 07:55 35.43
03/09/2017 08:55 31.99 05/09/2017 23:00 39.59

06/09/2017 00:00 40.49
04/09/2017 11:30 35.62 06/09/2017 01:00 38.83
04/09/2017 12:30 37.77 06/09/2017 02:00 41.20
04/09/2017 13:30 38.61 06/09/2017 03:00 40.60
04/09/2017 14:30 37.81 06/09/2017 04:00 38.12
04/09/2017 15:30 37.32 06/09/2017 05:00 40.19
04/09/2017 16:30 37.77 06/09/2017 06:00 36.97
04/09/2017 17:30 36.35 06/09/2017 07:00 36.44
04/09/2017 18:30 39.30
04/09/2017 19:30 38.38
04/09/2017 20:30 38.17
04/09/2017 21:30 39.69

05/09/2017 07:30 42.14

Day time Night time
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Q3 2017: Spot Noise Measurements at the Secondary Monitoring Station

Date End time 1-hr Leq (dB) Date End time 1-hr Leq (dB)
Compliance target: 58 Compliance target: 56

Day time Night time

05/09/2017 08:30 39.13
05/09/2017 09:30 30.47
05/09/2017 10:30 34.63
05/09/2017 11:30 35.35
05/09/2017 12:30 36.79
05/09/2017 13:30 37.31

05/09/2017 18:00 36.99
05/09/2017 19:00 40.36
05/09/2017 20:00 47.60
05/09/2017 21:00 38.50
05/09/2017 22:00 35.43

06/09/2017 08:00 35.96
06/09/2017 09:00 32.06
06/09/2017 10:00 32.91
06/09/2017 11:00 38.41
06/09/2017 12:00 42.30
06/09/2017 13:00 48.12
06/09/2017 14:00 44.91
06/09/2017 15:00 42.75
06/09/2017 16:00 44.52
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Q3 2017: Spot Noise Measurements in Communities

Date End time 1-hr Leq (dB) Date End time 1-hr Leq (dB)

43 39
05/08/2017 16:00 41.22 05/08/2017 23:00 43.06
05/08/2017 17:00 43.37 06/08/2017 00:00 42.86
05/08/2017 18:00 45.23 06/08/2017 01:00 45.26
05/08/2017 19:00 44.82 06/08/2017 02:00 43.35
05/08/2017 20:00 45.52 06/08/2017 03:00 42.04
05/08/2017 21:00 43.54 06/08/2017 04:00 43.74
05/08/2017 22:00 44.65 06/08/2017 05:00 41.91

06/08/2017 06:00 40.80
06/08/2017 08:00 43.60 06/08/2017 07:00 41.83
06/08/2017 09:00 42.09
06/08/2017 10:00 43.70 06/08/2017 23:00 44.59
06/08/2017 11:00 40.15 07/08/2017 00:00 44.30
06/08/2017 12:00 40.74 07/08/2017 01:00 45.47
06/08/2017 13:00 40.60 07/08/2017 02:00 42.75
06/08/2017 14:00 42.91 07/08/2017 03:00 41.68
06/08/2017 15:00 42.66 07/08/2017 04:00 44.15
06/08/2017 16:00 43.78 07/08/2017 05:00 42.76
06/08/2017 17:00 41.77 07/08/2017 06:00 43.11
06/08/2017 18:00 44.70 07/08/2017 07:00 40.49
06/08/2017 19:00 46.16
06/08/2017 20:00 43.60
06/08/2017 21:00 42.75
06/08/2017 22:00 42.95

07/08/2017 08:00 41.50
07/08/2017 09:00 41.66
07/08/2017 10:00 38.87
07/08/2017 11:00 40.00
07/08/2017 12:00 43.17
07/08/2017 13:00 42.13

07/09/2017 16:40 45.52
07/09/2017 17:40 47.97
07/09/2017 18:40 51.76

16/09/2017 16:50 41.78

43 36
05/08/2017 15:00 54.72 05/08/2017 23:00 40.63
05/08/2017 16:00 53.20 06/08/2017 00:00 41.28
05/08/2017 17:00 54.35 06/08/2017 01:00 45.39
05/08/2017 18:00 51.23 06/08/2017 02:00 44.43
05/08/2017 19:00 49.67 06/08/2017 03:00 40.23

Compliance target: Compliance target:

Day time Night time

Compliance target: Compliance target:

Gndevaz Gndevaz

Kechut Kechut

LYDIAN AMULSAR PROJECT  
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Q3 2017: Spot Noise Measurements in Communities

Date End time 1-hr Leq (dB) Date End time 1-hr Leq (dB)
Day time Night time

05/08/2017 20:00 49.92 06/08/2017 04:00 38.22
05/08/2017 21:00 45.84 06/08/2017 05:00 44.55
05/08/2017 22:00 51.15 06/08/2017 06:00 45.40

06/08/2017 07:00 47.63
06/08/2017 08:00 53.24
06/08/2017 09:00 45.80 30/08/2017 23:00 36.12
06/08/2017 10:00 56.35 31/08/2017 00:00 35.34
06/08/2017 11:00 56.67 31/08/2017 01:00 31.14

31/08/2017 02:00 31.70
30/08/2017 15:00 42.20 31/08/2017 03:00 34.91
30/08/2017 16:00 44.33 31/08/2017 04:00 31.51
30/08/2017 17:00 40.88 31/08/2017 05:00 32.92
30/08/2017 18:00 45.46 31/08/2017 06:00 34.48
30/08/2017 19:00 48.54 31/08/2017 07:00 37.26
30/08/2017 20:00 52.27
30/08/2017 21:00 47.86
30/08/2017 22:00 34.50

31/08/2017 08:00 48.72
31/08/2017 09:00 46.68
31/08/2017 10:00 42.45
31/08/2017 11:00 43.04
31/08/2017 12:00 39.36
31/08/2017 13:00 42.40
31/08/2017 14:00 39.24
31/08/2017 15:00 43.98

50 42
08/08/2017 12:00 55.41 08/08/2017 23:00 53.51
08/08/2017 13:00 54.50 09/08/2017 00:00 47.35
08/08/2017 14:00 53.13 09/08/2017 01:00 45.23
08/08/2017 15:00 60.28 09/08/2017 02:00 41.43
08/08/2017 16:00 54.81 09/08/2017 03:00 42.20
08/08/2017 17:00 54.94 09/08/2017 04:00 42.86
08/08/2017 18:00 53.30 09/08/2017 05:00 41.71
08/08/2017 19:00 62.07 09/08/2017 06:00 41.74
08/08/2017 20:00 60.20 09/08/2017 07:00 46.95
08/08/2017 21:00 60.55
08/08/2017 22:00 53.32

09/08/2017 08:00 49.81
09/08/2017 09:00 53.55
09/08/2017 10:00 54.26
09/08/2017 11:00 53.90
09/08/2017 12:00 55.41

Compliance target: Compliance target:
Jermuk Jermuk
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Q3 2017: Spot Noise Measurements in Communities

Date End time 1-hr Leq (dB) Date End time 1-hr Leq (dB)
Day time Night time

09/08/2017 13:00 54.88
09/08/2017 14:00 61.49

47 38
19/08/2017 16:00 46.91 19/08/2017 23:00 42.96
19/08/2017 17:00 48.06 20/08/2017 00:00 45.09
19/08/2017 18:00 45.05 20/08/2017 01:00 42.69
19/08/2017 19:00 49.00 20/08/2017 02:00 35.23
19/08/2017 20:00 49.00 20/08/2017 03:00 36.80
19/08/2017 21:00 47.92 20/08/2017 04:00 34.83
19/08/2017 22:00 44.76 20/08/2017 05:00 39.03

20/08/2017 06:00 46.79
20/08/2017 08:00 50.73 20/08/2017 07:00 44.10
20/08/2017 09:00 55.15
20/08/2017 10:00 49.22
20/08/2017 11:00 54.27
20/08/2017 12:00 46.63
20/08/2017 13:00 49.19
20/08/2017 14:00 48.41
20/08/2017 15:00 47.93

49 43
22/08/2017 16:00 55.55 22/08/2017 23:00 59.32
22/08/2017 17:00 52.00 23/08/2017 00:00 58.12
22/08/2017 18:00 51.77 23/08/2017 01:00 56.86
22/08/2017 19:00 55.85 23/08/2017 02:00 58.83
22/08/2017 20:00 58.62 23/08/2017 03:00 58.56
22/08/2017 21:00 57.58 23/08/2017 04:00 54.23
22/08/2017 22:00 58.55 23/08/2017 05:00 52.12

23/08/2017 06:00 49.26
23/08/2017 08:00 54.30 23/08/2017 07:00 52.40
23/08/2017 09:00 54.20
23/08/2017 10:00 55.39 23/08/2017 23:00 56.93
23/08/2017 11:00 55.66 24/08/2017 00:00 58.09
23/08/2017 12:00 54.27 24/08/2017 01:00 56.71
23/08/2017 13:00 50.00 24/08/2017 02:00 54.91
23/08/2017 14:00 50.89 24/08/2017 03:00 55.37
23/08/2017 15:00 51.18 24/08/2017 04:00 52.81
23/08/2017 16:00 50.96 24/08/2017 05:00 51.35
23/08/2017 17:00 55.24 24/08/2017 06:00 51.80
23/08/2017 18:00 57.41 24/08/2017 07:00 56.63
23/08/2017 19:00 59.07
23/08/2017 20:00 60.80 24/08/2017 23:00 56.27
23/08/2017 21:00 59.56 25/08/2017 00:00 51.79

Compliance target: Compliance target:

Compliance target: Compliance target:

Gorayk Gorayk

Saralanj Saralanj
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Q3 2017: Spot Noise Measurements in Communities

Date End time 1-hr Leq (dB) Date End time 1-hr Leq (dB)
Day time Night time

23/08/2017 22:00 58.02 25/08/2017 01:00 53.31
25/08/2017 02:00 51.85

24/08/2017 08:00 56.00 25/08/2017 03:00 48.16
24/08/2017 09:00 56.16 25/08/2017 04:00 53.60
24/08/2017 10:00 58.21 25/08/2017 05:00 51.86
24/08/2017 11:00 59.04 25/08/2017 06:00 48.96
24/08/2017 12:00 58.16 25/08/2017 07:00 55.59
24/08/2017 13:00 55.47
24/08/2017 14:00 54.88
24/08/2017 15:00 55.24
24/08/2017 16:00 55.27
24/08/2017 17:00 56.50
24/08/2017 18:00 58.27
24/08/2017 19:00 60.10
24/08/2017 20:00 59.60
24/08/2017 21:00 59.29
24/08/2017 22:00 58.52

25/08/2017 08:00 54.62
25/08/2017 09:00 57.27
25/08/2017 10:00 55.80
25/08/2017 11:00 57.74
25/08/2017 12:00 55.70
25/08/2017 13:00 54.96
25/08/2017 14:00 53.80
25/08/2017 15:00 54.90

48 40
28/08/2017 16:00 47.71 28/08/2017 23:00 49.80
28/08/2017 17:00 44.53 29/08/2017 00:00 47.59
28/08/2017 18:00 43.47 29/08/2017 01:00 45.44
28/08/2017 19:00 44.04 29/08/2017 02:00 45.28
28/08/2017 20:00 51.62 29/08/2017 03:00 42.56
28/08/2017 21:00 49.65 29/08/2017 04:00 43.02
28/08/2017 22:00 48.28 29/08/2017 05:00 44.14

29/08/2017 06:00 55.14
29/08/2017 08:00 52.88 29/08/2017 07:00 58.32
29/08/2017 09:00 45.79
29/08/2017 10:00 52.31
29/08/2017 11:00 42.80

Compliance target: Compliance target:
Saravan Saravan
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PROJECT: AMULSAR GOLD PROJECT 

PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  #  0‐00‐RPT‐ENV‐82910 

Vendor Doc #  N/A 

Date: 12‐Jul‐17  Blast Monitoring Report  Rev#  0  Page 1 of 1 

Document Template # 0‐00‐FRM‐ENV‐82900 

Blast location / number  RD‐12 

Blast date & time  12 July 2017, 6pm (brought forward from 18:15 due to storm risk) 

Number of blast holes  160 

Maximum depth (m)  1.2 

Explosive charge (kg)  96 

Weather conditions   Light wind from north‐east 

Monitored by  A.Pepanyan

Monitoring summary 

Monitored parameters were below the Project trigger and compliance limits at both monitoring locations. 

Note however that only the initial (main) blast was monitored; a second blast occurred 20 minutes 

following the main blast which was not monitored. 

Monitoring data 

Monitoring Station ID:  1: Primary Monitoring Station 

Distance from blast (km):  1.273 

Compliance limit  Trigger limitc  Result 

Ground vibration (peak particle velocity, mm/s)  5a  1  0.221 

Air overpressure (peak sound pressure level, dBL)  115b  110  102.1 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Monitoring Station ID:  2: Gndevaz Monitoring Point 

Distance from blast (km):  1.785 

Compliance limit  Trigger limitc  Result 

Ground vibration (peak particle velocity, mm/s)  5a  1  0.260 

Air overpressure (peak sound pressure level, dBL)  115b  110  105.9 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Instrumentation:  

 Instantel MiniMate PRO self‐triggering, digital seismograph / air‐blast monitors.

 Triaxial geophones of PPV range up to 254 mm/s and operating frequency range of 2 – 250 Hz.

 Microphones with PSPL range up to 142 dBL ad frequency response 2 – 250 Hz.

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196
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PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82912 

Vendor Doc # N/A 

Date: 23-May-17 Blast Monitoring Report Rev# 0 Page 1 of 2 

Document Template # 0-00-FRM-ENV-82900 

Blast location / number HLF/ #11 
Blast date & time 21 July 2017, 18:49 
Number of blast holes 242 
Maximum depth (m) 
Explosive charge (kg) 1140.9 
Weather conditions High wind from north east 
Monitored by A.Pepanyan

Monitoring summary 

Trigger limit for air overpressure exceeded at Primary Monitoring Station. 

Monitoring data 

Monitoring Station ID: 1: Primary Monitoring Station 
Distance from blast (km): 1273 m 

Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.389 
Air overpressure (peak sound pressure level, dBL) 115b 110 114.8 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Monitoring Station ID: 2: Gndevaz Monitoring Point 
Distance from blast (km): 1785m 

Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.266 
Air overpressure (peak sound pressure level, dBL) 115b 110 108.6 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Instrumentation:  

 Instantel MiniMate PRO  self-triggering, digital seismograph/air-blast monitors.

 Triaxial geophones of PPV range up to 254 mm/s and operating frequency range of 2 – 250 Hz.

 Microphones with PSPL range up to 142 dBL ad frequency response 2 – 250 Hz.

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82912 

Vendor Doc # N/A 

Date: 23-May-17 Blast Monitoring Report Rev# 0 Page 2 of 2 

Document Template # 0-00-FRM-ENV-82900 
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PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82912 

Vendor Doc # N/A 

Date: 29-Aug-17 Blast Monitoring Report Rev# 0 Page 1 of 1 

Document Template # 0-00-FRM-ENV-82900 

Blast location / number Conveyor Platform PL-4 / #12 
Blast date & time 29 August 2017, 18:00 
Number of blast holes 70 
Maximum depth (m) 4.0 
Explosive charge (kg) 1386 
Weather conditions Moderate wind from south-west 
Monitored by G.Yeghiyan / G.Karapetyan

Monitoring summary 

Neither the trigger nor the compliance limit was exceeded at any monitoring location. 

Monitoring data 

Monitoring Station ID: 1: Residence near Kechut (0557216, 4404924) 
Distance from blast (km): 3434 m 

Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.102 
Air overpressure (peak sound pressure level, dBL) 115b 110 101.9 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Monitoring Station ID: 2: Closest residence in Gndevaz (0553582, 4401567) 
Distance from blast (km): 5053 m 

Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.260 
Air overpressure (peak sound pressure level, dBL) 115b 110 91.6 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Instrumentation:  

 Instantel MiniMate PRO  self-triggering, digital seismograph/air-blast monitors.

 Triaxial geophones of PPV range up to 254 mm/s and operating frequency range of 2 – 250 Hz.

 Microphones with PSPL range up to 142 dBL ad frequency response 2 – 250 Hz.
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PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82913 

Vendor Doc # N/A 

Date: 08-Sep-17 Blast Monitoring Report Rev# 0 Page 1 of 3 

Blast location / number HLF / #13 
Blast date & time 07 September 2017, 16:00 
Number of blast holes 280 
Maximum depth (m) 
Explosive charge (kg) 6394.7 
Weather conditions Moderate wind, with occasional stronger gusts, from south-west 
Monitored by G.Yeghiyan / G.Karapetyan

Monitoring summary 

Compliance limit for air overpressure exceeded at Primary Monitoring Station. 

Trigger limit for air overpressure exceeded at the Gndevaz Monitoring point (i.e. an investigation into the 
reason for this exceedence is required). 

Monitoring data 

Monitoring Station ID: 1: Primary Monitoring Station 
Distance from blast (km): 0.84 m 

Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.41 
Air overpressure (peak sound pressure level, dBL) 115b 110 123.8 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Monitoring Station ID: 2: Gndevaz <Monitoring point 
Distance from blast (km): 1,29m 

Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.363 
Air overpressure (peak sound pressure level, dBL) 115b 110 113 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Instrumentation:  

 Instantel MiniMate PRO self-triggering, digital seismograph/air-blast monitors.

 Triaxial geophones of PPV range up to 254 mm/s and operating frequency range of 2 – 250 Hz.

 Microphones with PSPL range up to 142 dBL ad frequency response 2 – 250 Hz.

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82913 

Vendor Doc # N/A 

Date: 08-Sep-17 Blast Monitoring Report Rev# 0 Page 2 of 3 

Photographs 

Notes: This blast generated a large dust plume. The plume moved slowly towards the north east along 
the HLF valley. There was no significant movement of dust out of the valley. 
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Date: 08-Sep-17 Blast Monitoring Report Rev# 0 Page 3 of 3 

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



 

PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82914 

Vendor Doc # N/A 

Date: 08-Sep-17 Blast Monitoring Report Rev# 0 Page 1 of 3 

 

 

Blast location / number HLF Oversized rocks / #14 
Blast date & time 07 September 2017, 16:30 
Number of blast holes 70 
Maximum depth (m) 1.8 
Explosive charge (kg) 56 
Weather conditions  Moderate wind, with occasional stronger gusts, from south-west 
Monitored by G.Yeghiyan / G.Karapetyan 
 

Monitoring summary 

Compliance limit for air overpressure exceeded at Primary Monitoring Station. 

Trigger limit for air overpressure exceeded at the Gndevaz Monitoring point (i.e. an investigation into the 
reason for this exceedence is required). 

Monitoring data 

Monitoring Station ID: 1: Primary Monitoring Station 
Distance from blast (km): 0.84 m 
 Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.189 
Air overpressure (peak sound pressure level, dBL) 115b 110 121.0 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 
 

Monitoring Station ID: 2: Gndevaz Monitoring point 
Distance from blast (km): 1.29 m 
 Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.552 
Air overpressure (peak sound pressure level, dBL) 115b 110 111.1 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 
 

Instrumentation:  

 Instantel MiniMate PRO self-triggering, digital seismograph/air-blast monitors. 

 Triaxial geophones of PPV range up to 254 mm/s and operating frequency range of 2 – 250 Hz. 

 Microphones with PSPL range up to 142 dBL ad frequency response 2 – 250 Hz. 
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PROJECT LOCATION: JERMUK, ARMENIA 
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Vendor Doc # N/A 
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PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82914 

Vendor Doc # N/A 

Date: 08-Sep-17 Blast Monitoring Report Rev# 0 Page 3 of 3 

Photographs 

Notes: These two blasts of oversized rocks generated a small dust plume each. The plumes merged 
moved slowly towards the north east along the HLF valley. There was no significant movement of dust 
out of the valley. 
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PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82915 

Vendor Doc # N/A 

Date: 29-Sep-17 Blast Monitoring Report Rev# 0 Page 1 of 3 

 
Blast location / number Blast #15a and 15b: HLF (PD-5, RD-4, D-1) 
Blast date & time 29 September 2017, 14:22 & 14:34 
Number of blast holes Blast 15a: 268; Blast 15b: 155 
Maximum depth (m) Blast 15a: 10.5; Blast 15b: 3.5 
Explosive charge (kg) Blast 15a: 5626.8; Blast 15b: 380.1 
Weather conditions  Moderate, gusty wind from east 
Monitored by A.Pepanyan / G.Yeghiyan 
 

Monitoring summary 

The blast event comprised four blasts in two groups. Blast 15a (planned time 14:00; actual time 14:22) 
comprised two blasts detonated in sequence at PD-5. Blast 15b (planned time 14:15; actual time 14:34) 
comprised two blasts detonated in sequence at RD-4 and D-1.  

Project compliance limits for air overpressure and ground vibration were not exceeded. However, the 
Project trigger limit for air overpressure was exceeded at the Primary Monitoring Station (PMS) for both 
Blast 15a and Blast 15b. This triggers an investigation into why the compliance limit was almost reached. 

Monitoring data 

Blast 15a 

Monitoring Station ID: 1: Primary Monitoring Station 
Distance from blast (km): 1773 m 
 Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.166 
Air overpressure (peak sound pressure level, dBL) 115b 110 112.7 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 
 

Monitoring Station ID: 2: Gndevaz Monitoring point 
Distance from blast (km): 2191 m 
 Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.197 
Air overpressure (peak sound pressure level, dBL) 115b 110 108.1 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 
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PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82915 

Vendor Doc # N/A 

Date: 29-Sep-17 Blast Monitoring Report Rev# 0 Page 2 of 3 

Blast 15b 

Monitoring Station ID: 1: Primary Monitoring Station 
Distance from blast (km): 875 m 

Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.126 
Air overpressure (peak sound pressure level, dBL) 115b 110 113.6 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Monitoring Station ID: 2: Gndevaz Monitoring point 
Distance from blast (km): 1357 m 

Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.355 
Air overpressure (peak sound pressure level, dBL) 115b 110 110.0 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 

Instrumentation:  

 Instantel MiniMate PRO self-triggering, digital seismograph/air-blast monitors.

 Triaxial geophones of PPV range up to 254 mm/s and operating frequency range of 2 – 250 Hz.

 Microphones with PSPL range up to 142 dBL ad frequency response 2 – 250 Hz.

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!

!!!!!!!!!!!!!!!!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!

!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!

! ! ! ! ! ! ! !

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!!
!

!
!

!
!

!
!

!
!

!
!

!
!

!

!
!

!
!

!
!

!
!

!
!

!
!

!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

! !
!

!
!

!
!

! ! ! ! ! ! ! ! ! !
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!

!
!

!

!

!
!

!
!

!
!

!
!

!
!

!
!

!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
! !

! ! ! !
! ! ! !

! ! ! !
! ! ! !

! ! ! !
! ! ! !

! ! ! !
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! !

!
! !

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!

!
!

!
!!!!!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!

!

!

!

!

!

! ! ! ! ! !

!

!

!

!

!

!

!

!

! ! ! ! !

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

!
!

&I

&I

d2

d2

d2

Primary
monitoring
station

Gndevaz
monitoring
point

PD-5
Blasts
2 & 3

RD-4

D-1

552000.000000

552000.000000

553000.000000

553000.000000

554000.000000

554000.000000

43
98

00
0.00

00
00

43
98

00
0.00

00
00

43
99

00
0.00

00
00

43
99

00
0.00

00
00

44
00

00
0.00

00
00

44
00

00
0.00

00
00

44
01

00
0.00

00
00

44
01

00
0.00

00
00

³

1:10,000

GNDEVAZ
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Primary monitoring station 1773
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PROJECT: AMULSAR GOLD PROJECT 
PROJECT LOCATION: JERMUK, ARMENIA 

Lydian Doc  # 0-00-RPT-ENV-82916 

Vendor Doc # N/A 

Date: 29-Sep-17 Blast Monitoring Report Rev# 0 Page 1 of 1 

 

Document Template # 0-00-FRM-ENV-82900 

Blast location / number Conveyor Platform PL-4 / #16 
Blast date & time 29 September 2017, 17:00 
Number of blast holes 224 
Maximum depth (m) 10.0 
Explosive charge (kg) 4606.1 
Weather conditions  Moderate, gusty wind from east 
Monitored by G.Yeghiyan  
 

Monitoring summary 

Neither the trigger nor the compliance limit was exceeded at any monitoring location. 

Monitoring data 

Monitoring Station ID: 1: Residence near Kechut (0557216, 4404924) 
Distance from blast (km): 3434 m 
 Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.150 
Air overpressure (peak sound pressure level, dBL) 115b 110 99.7 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 
 

Monitoring Station ID: 2: Closest residence in Gndevaz (0553582, 4401567) 
Distance from blast (km): 5053 m 
 Compliance limit Trigger limitc Result 
Ground vibration (peak particle velocity, mm/s) 5a 1 0.331 
Air overpressure (peak sound pressure level, dBL) 115b 110 95.3 
a may be exceeded for 5% of blasts in a year, to a maximum of 10 mm/s 
b may be exceeded for 5% of blasts in a year, to a maximum of 120 dBL 
c above which investigation will be undertaken, potentially resulting in change in methodology or 
application of additional management / mitigation measures 
 

Instrumentation:  

 Instantel MiniMate PRO  self-triggering, digital seismograph/air-blast monitors. 

 Triaxial geophones of PPV range up to 254 mm/s and operating frequency range of 2 – 250 Hz. 

 Microphones with PSPL range up to 142 dBL ad frequency response 2 – 250 Hz. 
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ Error! 
Reference source not 

found. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Հավելված 3․  
Մակերևութային ջրերի հոսքի 
չափումների արդյունքներ 
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Sample Point* Location Time Date Flow (l/s)

1 Gndevaz channel 11:25:00 20.08.2017 245
2 Gndevaz channel 11:40:00 20.08.2017 240
3 Gndevaz channel 12:10:00 20.08.2017 225
4 Gndevaz channel 14:20:00 23.08.2017 209
5 Gndevaz channel 15:20:00 23.08.2017 177
1 Gndevaz channel 10:20:00 06.09.2017 151
5 Gndevaz channel 14:55:00 06.09.2017 188
5 Gndevaz channel 11:15:00 10.09.2017 209
1 Gndevaz channel 15:30:00 10.09.2017 165
1 Gndevaz channel 10:44:00 14.09.2017 185
5 Gndevaz channel 15:45:00 14.09.2017 146
1 Gndevaz channel 14:40:00 18.09.2017 183
5 Gndevaz channel 17:05:00 18.09.2017 145

AW-021 11:15:00 18.09.2017 0.33
AW-026 10:25:00 28.09.2017 7.5
AW-027 10:45:00 28.09.2017 3

AW-030A 12:10:00 28.09.2017 1.5
FM-10 14:30:00 28.09.2017 2

1 Gndevaz channel 10:25:00 03.10.2017 201
2 Gndevaz channel 10:45:00 03.10.2017 215
3 Gndevaz channel 11:20:00 03.10.2017 171
4 Gndevaz channel 13:15:00 03.10.2017 153

No Easting Northing
1 566469 4407445
2 566214 4407369
3 563566 4404229
4 557593 4402702
5 555381 4401883

*Coordinates for Gndevaz Channel points

Q3 2017 Surface Water Flow Measurements
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
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# 
0-00-RPT-ENV-82196 

Մատակարար
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փաստաթուղթ  
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Տվյալներ չկան 

Ամսաթիվ՝ Error! 
Reference source not 

found. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Հավելված 4․ 
Մակերևութային ջրերի 
նմուշառման և անալիզի տվյալներ 
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Q3 2017 Surface Water Sampling: Field-Measured Parameters

dd mm yy
AW-001 28 9 17 9.66 0.06 2.9 0.34 9.09 -99.2 153.1

9.74 0.06 2.9 0.33 9.09 -99.5 154.3
9.82 0.06 2.9 0.33 9.1 99.8 154.4

AW-030A 28 9 17 16.71 0.12 2.2 0.21 7.51 -17.9 223
16.74 0.12 2.2 0.21 7.52 -18.9 222.3
16.77 0.12 2.2 0.21 7.53 -20.1 221.5

AW-026 28 9 17 13.54 0.091 2.5 0.26 4.37 147.5 349.3
13.61 0.091 2.5 0.26 4.37 147.3 351.3
13.66 0.091 2.5 0.26 4.37 147.2 353

AW-027 28 9 17 13.62 0.162 2.5 0.026 4.45 142.9 377.3
13.71 0.161 2.5 0.026 4.45 142.9 377.2
13.79 0.161 2.5 0.026 4.45 142.9 378.6

AW-003 28 9 17 15.14 0.065 2.3 0.23 9.21 -107.4 170.3
15.21 0.056 2.3 0.23 9.21 -107.3 170.1
15.23 0.065 2.3 0.23 9.21 -107.1 170.1

AW-021 19 9 17 14.78 0.412 2 0.21 3.45 196.2 468.8
14.91 0.411 2 0.21 3.46 196 469.3
14.95 0.411 2 0.21 3.46 195.8 469.8

AW-021 28 9 17 15.11 0.405 2.8 0.28 3.51 193.4 446.1
15.12 0.404 2.8 0.28 3.51 193.6 446.4
15.15 0.404 2.8 0.28 3.51 193.8 446.8

AW-041 27 9 17 15.49 0.379 2.2 0.22 8.08 -48 156.8
15.53 0.379 2.2 0.22 8.08 -48.1 157.1
15.58 0.379 2.2 0.22 8.08 -48.1 157.3

FM-10 27 9 17 14.16 0.119 2.2 0.23 8.6 -74.8 187.4
14.25 0.119 2.2 0.23 8.6 -74.7 187.5
14.34 0.119 2.2 0.23 8.59 -74.7 187.6

AWJ-6 27 9 17 14.36 0.456 2.1 0.22 8.94 -93.2 203.1
14.43 0.456 2.1 0.22 9.94 -93.2 202.6
14.51 0.456 2.1 0.22 8.94 -93.2 202.2

AWJ-5 27 9 17 18.17 0.142 1.8 0.17 8.78 -85.5 175
18.21 0.142 1.8 0.17 8.77 -85.1 175.1
18.27 0.142 1.8 0.17 8.77 -84.7 175.2

AW-010 28 9 17 15.62 0.167 4.3 0.42 8.52 -70.9 78
15.64 0.167 4.3 0.43 8.52 -71 77.7
15.67 0.167 4.3 0.43 8.52 -71.2 77.6

AW-009 28 9 17 16.78 0.194 3.6 0.35 7.81 -34.2 266.2
16.78 0.194 3.6 0.35 7.82 -35.5 265.2
16.84 0.194 3.6 0.35 7.87 -37.1 264.1

AW-056 29 9 17 15.13 0.144 8.2 0.82 8.43 66.5 48.1
15.28 0.144 8.2 0.82 8.42 66.1 49.1
15.35 0.145 8.2 0.82 8.41 65.3 50.2

BJ-1 29 9 17 18.98 1.062 7 0.64 8.61 -76.2 56.9
18.85 0.062 7 0.65 8.61 -76.2 55.3
18.77 0.062 7 0.65 8.61 -76.2 54.1

GL-1 2 10 17 15.21 0.337 41.5 4.16 3.91 172.2 502.6
15.21 0.337 41.2 4.12 3.91 172.2 502.6
15.21 0.337 41.2 4.12 3.91 172.2 502.7

pH pHmV ORPID
Date

°C mS/cm DO % DO mg/l
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Q3 2017 Surface Water Sample Chemical Analytical Results
(Orange highlight = MAC exceeded; yellow highlight = MAC is lower than limit of reporting)

AW001 AW030A AW026 AW027 AW003 AW021 GL-1 AW041 FM10 AWJ6 AWJ5 AW010 AW009 AW056 BJ1

Vorotan Vorotan Vorotan Vorotan Vorotan Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa

PR1765044007 PR1765044010 PR1765044008 PR1765044009 PR1765044011 PR1765044013 PR1765044030 PR1765044006 PR1765044004 PR1765044002 PR1765044003 PR1765044015 PR1765044014 PR1765044018 PR1765044016
28/09/2017 28/09/2017 28/09/2017 28/09/2017 28/09/2017 28/09/2017 30/09/2017 27/09/2017 27/09/2017 27/09/2017 27/09/2017 28/09/2017 28/09/2017 29/09/2017 29/09/2017

RESULTS OF ANALYSIS

Parameter Method Unit LOR

Agregate Parameters

Calcium (Ca) W-HARD-DG mmol/L 0.0020
Calcium Hardness W-HARD-FX mmol/L 0.00020 0.119 0.304 0.123 0.251 0.142 0.456 0.210 1.18 0.340 1.48 0.284 0.377 0.462 0.275 0.382
Hardness W-HARD-FX mmol/L 0.00020 0.203 0.461 0.177 0.386 0.236 0.717 0.530 1.61 0.489 1.91 0.452 0.584 0.705 0.438 0.626
Hardness as CaCO3 W-HARD-FX mg CaCO3/L 0.020 10 10 20.3 46.1 17.7 38.6 23.6 71.7 53.0 161 48.9 191 45.2 58.4 70.5 43.8 62.6
Magnesium (Mg) W-HARD-DG mmol/L 0.00040
Magnesium Hardness W-HARD-FX mg CaCO3/L 0.020 8.35 15.7 5.39 13.4 9.43 26.0 31.9 42.8 14.9 43.2 16.7 20.7 24.3 16.2 24.4
Phenol Index W-PHI-PHO mg/L 0.005 0.000005 0.000005 <0.005 <0.005 2.11 <0.005 <0.005 0.054 <0.005 <0.005 <0.005 <0.005 1.78 <0.005 <0.005 <0.005 <0.005
Sum of Calcium and Magnesium as CaCO3 W-HARD-DG mg CaCO3/L 0.20
Sum of calcium and magnesium W-HARD-DG mmol/L 0.0020

Dissolved Metals / Major Cations

Aluminium W-METAXFL1 mg/L 0.010 0.144 0.144 <0.010 <0.010 1.36 1.67 0.017 6.87 1.25 0.043 <0.010 0.014 <0.010 <0.010 <0.010 <0.010 0.030
Antimony W-METAXFL1 mg/L 0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010
Arsenic W-METAXFL1 mg/L 0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050
Barium W-METAXFL1 mg/L 0.00050 0.028 0.012 0.00369 0.00985 0.0395 0.0655 0.00386 0.0277 0.00943 0.0124 0.00822 0.0211 0.0136 0.0124 0.0130 0.0122 0.0156
Beryllium W-METAXFL1 mg/L 0.00020 0.000038 0.000054 <0.00020 <0.00020 <0.00020 0.00047 <0.00020 0.00071 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020
Boron W-METAXFL1 mg/L 0.010 0.45 0.45 <0.010 <0.010 <0.010 <0.010 <0.010 0.010 0.011 0.017 0.010 0.072 0.056 0.063 0.081 0.053 0.111
Cadmium W-METAXFL1 mg/L 0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040
Calcium W-METAXFL1 mg/L 0.0050 100 100 4.37 11.6 4.46 9.36 5.14 16.4 8.15 44.2 12.5 53.4 10.7 14.0 17.0 10.3 15.4
Chromium W-METAXFL1 mg/L 0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 0.0012
Cobalt W-METAXFL1 mg/L 0.0020 <0.0020 <0.0020 0.0081 0.0096 <0.0020 0.0204 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020
Copper W-METAXFL1 mg/L 0.0010 <0.0010 0.0014 0.0114 <0.0010 <0.0010 0.0245 0.0012 0.0015 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 0.0046
Hexavalent Chromium - Soluble W-CR6-IC µg/L 0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40
Iron W-METAXFL1 mg/L 0.0020 0.0133 0.249 0.145 0.0690 0.0369 2.26 0.226 0.0104 0.0020 0.0053 0.0151 0.0261 0.0172 0.0122 0.344
Lead W-METAXFL1 mg/L 0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050
Lithium W-METAXFL1 mg/L 0.0010 0.003 0.002 0.0018 <0.0010 <0.0010 0.0050 0.0013 0.0051 <0.0010 <0.0010 <0.0010 0.0055 0.0115 0.0120 0.0126 0.0104 0.0158
Magnesium W-METAXFL1 mg/L 0.0030 50 50 1.79 3.42 1.13 2.86 1.94 5.52 7.63 9.20 3.14 9.23 3.62 4.42 5.25 3.52 6.06
Manganese W-METAXFL1 mg/L 0.00050 <0.00050 <0.00050 0.0666 0.370 <0.00050 1.74 0.00459 0.0531 <0.00050 <0.00050 <0.00050 <0.00050 <0.00050 <0.00050 0.0384
Molybdenum W-METAXFL1 mg/L 0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020
Nickel W-METAXFL1 mg/L 0.0020 <0.0020 <0.0020 <0.0020 0.0069 <0.0020 0.0082 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020
Phosphorus W-METAXFL1 mg/L 0.050 0.057 <0.050 <0.050 <0.050 0.052 <0.050 <0.050 <0.050 0.078 0.176 <0.050 <0.050 <0.050 <0.050 7.35
Potassium W-METAXFL1 mg/L 0.015 3.12 4.46 1.99 1.69 1.10 3.00 2.04 2.52 35.3 0.559 2.23 3.40 2.51 2.74 2.67 2.43 30.4
Selenium W-METAXFL1 mg/L 0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010
Silver W-METAXFL1 mg/L 0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010
Sodium W-METAXFL1 mg/L 0.030 10 8.46 2.83 4.88 1.42 4.28 3.03 5.04 3.73 8.32 4.26 18.8 9.25 10.4 11.6 8.87 86.0
Thallium W-METAXFL1 mg/L 0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010
Vanadium W-METAXFL1 mg/L 0.0010 0.0063 <0.0010 <0.0010 <0.0010 0.0063 <0.0010 <0.0010 <0.0010 0.0071 0.0090 0.0030 0.0041 0.0048 0.0024 <0.0010
Zinc W-METAXFL1 mg/L 0.0020 <0.0020 <0.0020 0.0420 0.0609 <0.0020 0.0449 0.0024 0.0029 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 0.0600

Microbiological Parameters

Coliform Bacteria W-COLIF CFU/100mL 136 288

Nonmetallic Inorganic Parameters

Acid neutralizing capacity (alkalinity) pH 4.5 W-ALK-PCT mmol/L 0.150 0.491 0.590 <0.150 <0.150 0.522 <0.150 <0.150 0.279 0.984 2.22 1.04 1.24 1.47 1.02 6.66
Acid neutralizing capacity (alkalinity) pH 8.3 W-ALK-PCT mmol/L 0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150
Aggressive CO2 W-CO2F-CC2 mg/L 0 0 1.90 13.5 15.0 0 64.2 17.4 0 0 0 0 0 1.14 1.59 0
Ammonia and ammonium ions as N W-NH4-SPC mg/L 0.040 0.4 0.4 <0.040 <0.040 <0.040 <0.040 <0.040 <0.040 <0.040 <0.040 <0.040 <0.040 0.060 <0.040 <0.040 <0.040 67.8
Ammonia and ammonium ions as NH4 W-NH4-SPC mg/L 0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 0.078 <0.050 <0.050 <0.050 87.4
Base neutralizing capacity (acidity) pH 4.5 W-ACID-PCT mmol/L 0.150 <0.150 <0.150 <0.150 <0.150 <0.150 0.667 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150
Base neutralizing capacity (acidity) pH 8.3 W-ACID-PCT mmol/L 0.150 <0.150 <0.150 0.308 0.343 <0.150 1.61 0.397 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150
Biochemical Oxygen Demand (BOD 5) W-BOD5-OXY mg/L 1.0 5 5 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 29.8
Carbonates (CO3 2-) W-CO2F-CC2 mg/L 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Chemical Oxygen Demand (COD-Cr) W-COD-SPC mg/L 5.0 25 25 12.0 9.0 <5.0 <5.0 <5.0 <5.0 <5.0 13.0 7.0 <5.0 8.0 <5.0 <5.0 5.0 153
Chemical Oxygen Demand (COD-Mn) W-CODMN-SPC mg/L 0.50 10 10 0.78 1.97 <0.50 <0.50 0.95 <0.50 <0.50 <0.50 2.32 1.11 1.76 0.78 0.99 0.68 23.2
Chloride W-CL-IC mg/L 1.00 6.88 8 <1.00 1.02 <1.00 <1.00 <1.00 <1.00 1.05 1.09 <1.00 3.96 3.40 4.62 4.70 3.42 54.5
Dissolved Oxygen W-O2D-ELE mg/L 0.20 7.50 6.23 7.47 7.22 7.04 4.23 5.70 8.12 5.01 5.00 4.83 8.53 5.71 6.98 0.43
Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L 0.100 50.1 30.0 24.1 44.4 46.8 63.6 60.4 32.7 46.8 54.3 22.6 31.9 32.4 25.6 37.4
Dissolved silicate as SiO2 W-SIO3-SPC mg/L 0.080 25 23.64 38.5 23.1 18.6 34.2 36.0 48.9 46.4 25.1 36.0 41.8 17.4 24.6 24.9 19.7 28.8
Dissolved silicate as SiO3 W-SIO3-SPC mg/L 0.100 48.8 29.2 23.5 43.3 45.5 61.9 58.8 31.8 45.5 52.9 22.1 31.1 31.5 24.9 36.4
Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L 0 0 1.94 13.6 15.1 0 70.9 17.5 0 0 0 0 0 2.07 1.89 5.81
Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L 0.00 30.0 36.0 0 0 31.9 0 0 17.0 60.1 135 63.6 75.8 89.7 62.1 406
Inorganic Nitrogen as N W-NING-CC mg/L 0.500 4 4 <0.500 <0.500 <0.500 <0.500 <0.500 <0.500 11.9 <0.500 <0.500 <0.500 <0.500 0.661 0.786 <0.500 67.8
Nitrate as N W-NO3-SPC mg/L 0.060 2.5 2.5 0.225 <0.060 <0.060 <0.060 0.147 <0.060 11.9 <0.060 0.425 0.086 <0.060 0.651 0.778 0.122 <0.060
Nitrates W-NO3-SPC mg/L 0.27 1.00 <0.27 <0.27 <0.27 0.65 <0.27 52.7 <0.27 1.88 0.38 <0.27 2.88 3.45 0.54 <0.27

Arpa 
MAC

Vorotan 
MAC

Client Sample ID
Watershed

Laboratory Sample ID
Client Sampling Date
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Q3 2017 Surface Water Sample Chemical Analytical Results
(Orange highlight = MAC exceeded; yellow highlight = MAC is lower than limit of reporting)

AW001 AW030A AW026 AW027 AW003 AW021 GL-1 AW041 FM10 AWJ6 AWJ5 AW010 AW009 AW056 BJ1

Vorotan Vorotan Vorotan Vorotan Vorotan Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa

PR1765044007 PR1765044010 PR1765044008 PR1765044009 PR1765044011 PR1765044013 PR1765044030 PR1765044006 PR1765044004 PR1765044002 PR1765044003 PR1765044015 PR1765044014 PR1765044018 PR1765044016
28/09/2017 28/09/2017 28/09/2017 28/09/2017 28/09/2017 28/09/2017 30/09/2017 27/09/2017 27/09/2017 27/09/2017 27/09/2017 28/09/2017 28/09/2017 29/09/2017 29/09/2017

RESULTS OF ANALYSIS

Parameter Method Unit LOR

Arpa 
MAC

Vorotan 
MAC

Client Sample ID
Watershed

Laboratory Sample ID
Client Sampling Date

Nitrite + Nitrate as N W-NNO-SPC mg/L 0.060 0.229 <0.060 <0.060 <0.060 0.152 <0.060 11.9 <0.060 0.428 0.086 <0.060 0.661 0.786 0.133 <0.060
Nitrite as N W-NO2-SPC mg/L 0.0020 0.06 0.06 0.0037 <0.0020 <0.0020 <0.0020 0.0050 <0.0020 <0.0020 <0.0020 0.0027 <0.0020 0.0044 0.0092 0.0081 0.0103 <0.0020
Nitrites W-NO2-SPC mg/L 0.0050 0.0122 <0.0050 <0.0050 <0.0050 0.0163 <0.0050 <0.0050 <0.0050 0.0089 <0.0050 0.0146 0.0303 0.0266 0.0338 0.0060
Orthophosphate W-PO4O-SPC mg/L 0.040 0.172 0.056 <0.040 <0.040 0.153 <0.040 <0.040 <0.040 0.234 0.597 <0.040 0.106 0.124 <0.040 19.1
Orthophosphate as P W-PO4O-SPC mg/L 0.010 0.056 0.018 <0.010 <0.010 0.050 <0.010 <0.010 <0.010 0.076 0.195 <0.010 0.034 0.040 <0.010 6.23
Oxygen Saturation W-O2D-ELE % 1 88 74 87 85 81 51 70 95 60 60 59 105 67 86 5
Phosphorus (as P2O5) W-PTOT-SPC mg/L 0.120 <0.120 <0.120 <0.120 <0.120 0.146 <0.120 <0.120 <0.120 0.209 0.474 <0.120 <0.120 <0.120 <0.120 18.0
Sulfide as S2- W-H2S-PHO mg/L 0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050
Sulfides as H2S W-H2S-PHO mg/L 0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050
Sulphate as SO4 2- W-SO4-IC mg/L 5.00 16.04 17.02 <5.00 28.2 35.7 70.9 <5.00 143 89.4 177 7.46 124 13.0 14.0 20.6 13.2 60.4
Suspended solids dried at 105 °C W-TSS-GR mg/L 5.0 6.8 5.5 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 11.5 <5.0 5.5 <5.0 <5.0 <5.0 14.0
Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L 0.00 21.6 27.9 13.6 15.1 23.0 70.9 17.5 12.3 43.3 97.7 45.9 54.6 66.7 46.7 299
Total Kjeldahl Nitrogen as N W-NKJ-PHO mg/L 0.50 0.98 77.9
Total Nitrogen as N W-NTOT-CC mg/L 1.0 12.9 77.9
Total Phosphorus as P W-PTOT-SPC mg/L 0.050 0.2 0.2 0.050 <0.050 <0.050 <0.050 0.064 <0.050 <0.050 <0.050 0.091 0.207 <0.050 <0.050 <0.050 <0.050 7.88
Total Phosphorus as PO4 3- W-PTOT-SPC mg/L 0.150 0.154 <0.150 <0.150 <0.150 0.195 <0.150 <0.150 <0.150 0.279 0.635 <0.150 <0.150 <0.150 <0.150 24.2

Petroleum Hydrocarbons - FTIR

Total extractable aliphates W-OIL-IR mg/L 0.10 <0.10 <0.10 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 0.67
Total extractable aromatics W-OIL-IR mg/L 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Unpolar Aliphates W-OIL-IR mg/L 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10

Physical Parameters

Colour (True) W-COL-SPC mgPt/l 2.0 8.3 19.1 <2.0 <2.0 13.1 2.7 <2.0 2.8 5.8 3.6 6.8 6.4 7.6 6.0 218
Electrical Conductivity @ 25°C W-CON-PCT mS/m 0.10 21.562 16.2 5.88 12.5 10.0 16.6 6.64 44.1 33.4 37.8 12.0 45.5 14.0 17.1 20.0 13.8 107
pH Value W-PH-PCT 1.00 6.5 - 9.0 6.5 - 9.0 8.04 7.62 4.29 4.44 7.96 3.42 3.90 7.71 8.00 8.39 7.99 8.02 7.92 7.82 8.20

Radiological Parameters

Gross alpha activity W-GAA-SCI Bq/L 0.04
Gross beta activity W-GBA-PRO Bq/L 0.10

Total Metals / Major Cations

Aluminium W-METMSDG2 µg/L 5.0
Aluminium W-METMSFX2 µg/L 5.0 24.1 67.5 1320 1600 79.4 6710 1220 53.4 243 62.2 37.2 50.5 48.9 33.2 45.5
Antimony W-METMSDG1 µg/L 1.0
Antimony W-METMSFX1 µg/L 1.0 0.28 0.28 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0
Arsenic W-METMSDG1 µg/L 1.0
Arsenic W-METMSFX1 µg/L 1.0 20 20 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 7.0 10.6 10.4 9.6 9.3 7.0
Barium W-METMSDG2 µg/L 1.0
Barium W-METMSFX2 µg/L 1.0 4.0 10.0 36.4 59.9 4.8 26.9 8.9 11.6 11.3 20.3 15.0 14.6 14.3 12.3 15.1
Beryllium W-METMSDG1 µg/L 0.20
Beryllium W-METMSFX1 µg/L 0.20 <0.20 <0.20 <0.20 0.54 <0.20 0.62 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20 <0.40
Bismuth W-METMSDG2 µg/L 1.0
Bismuth W-METMSFX2 µg/L 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0
Boron W-METAXDG1 mg/L 0.010
Boron W-METAXFX1 mg/L 0.010 <0.010 <0.010 <0.010 <0.010 <0.010 0.011 0.012 0.017 0.011 0.072 0.056 0.063 0.080 0.054 0.120
Cadmium W-METMSDG1 µg/L 0.20
Cadmium W-METMSFX1 µg/L 0.50 1.014 1.01 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <1.00
Calcium W-METAXDG1 mg/L 0.050
Calcium W-METAXFX1 mg/L 0.0050 4.78 12.2 4.92 10.1 5.69 18.3 8.42 47.2 13.6 59.2 11.4 15.1 18.5 11.0 15.3
Chromium W-METMSDG1 µg/L 5.0
Chromium W-METMSFX1 µg/L 5.0 11 10.5 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <10.0
Cobalt W-METMSDG2 µg/L 0.50
Cobalt W-METMSFX2 µg/L 0.50 0.36 0.28 <0.50 <0.50 7.02 9.24 <0.50 19.6 <0.50 0.52 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <1.00
Copper W-METMSDG2 µg/L 1.0
Copper W-METMSFX2 µg/L 1.0 21 22 <1.0 1.7 11.1 <1.0 1.3 22.8 1.3 1.7 1.2 <1.0 <1.0 <1.0 <1.0 <1.0 5.8
Iron W-METAXDG1 mg/L 0.0050
Iron W-METAXFX1 mg/L 0.0020 0.072 0.16 0.0570 0.715 0.159 0.202 0.164 5.08 1.10 0.0683 0.249 0.387 0.201 0.245 0.211 0.232 0.350
Lead W-METMSDG1 µg/L 1.0
Lead W-METMSFX1 µg/L 1.0 10.14 10.14 <1.0 <1.0 3.1 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0
Lithium W-METMSDG2 µg/L 1.0
Lithium W-METMSFX2 µg/L 1.0 2.1 <1.0 1.4 5.5 2.1 4.9 <1.0 <1.0 1.2 4.7 12.3 10.0 12.0 9.4 9.9
Magnesium W-METAXDG1 mg/L 0.020
Magnesium W-METMSDG2 µg/L 10
Magnesium W-METMSFX2 µg/L 10 1720 3250 1060 2610 1960 5280 7730 9100 3680 9050 4200 4360 5270 3640 5610

0.001
('oil products')
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Q3 2017 Surface Water Sample Chemical Analytical Results
(Orange highlight = MAC exceeded; yellow highlight = MAC is lower than limit of reporting)

AW001 AW030A AW026 AW027 AW003 AW021 GL-1 AW041 FM10 AWJ6 AWJ5 AW010 AW009 AW056 BJ1

Vorotan Vorotan Vorotan Vorotan Vorotan Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa

PR1765044007 PR1765044010 PR1765044008 PR1765044009 PR1765044011 PR1765044013 PR1765044030 PR1765044006 PR1765044004 PR1765044002 PR1765044003 PR1765044015 PR1765044014 PR1765044018 PR1765044016
28/09/2017 28/09/2017 28/09/2017 28/09/2017 28/09/2017 28/09/2017 30/09/2017 27/09/2017 27/09/2017 27/09/2017 27/09/2017 28/09/2017 28/09/2017 29/09/2017 29/09/2017

RESULTS OF ANALYSIS

Parameter Method Unit LOR

Arpa 
MAC

Vorotan 
MAC

Client Sample ID
Watershed

Laboratory Sample ID
Client Sampling Date

Manganese W-METMSDG2 µg/L 0.50
Manganese W-METMSFX2 µg/L 0.50 12 8 5.26 26.8 58.2 323 15.3 1620 4.86 61.4 34.6 34.6 24.0 79.8 48.9 63.7 37.8
Mercury W-HG-AFSDG µg/L 0.020
Mercury W-HG-AFSFX µg/L 0.010 0.3 0.3 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010
Molybdenum W-METMSDG1 µg/L 1.0
Molybdenum W-METMSFX1 µg/L 1.0 0.82 2 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 2.9 <1.0 <1.0 <1.0 <1.0 <2.0
Nickel W-METMSDG1 µg/L 3.0
Nickel W-METMSFX1 µg/L 3.0 10.34 10.45 <3.0 <3.0 4.8 10.6 <3.0 12.9 <3.0 <3.0 <3.0 <3.0 <3.0 <3.0 <3.0 <3.0 <6.0
Phosphorus W-METAXDG1 mg/L 0.050
Phosphorus W-METAXFX1 mg/L 0.050 0.075 <0.050 <0.050 <0.050 0.070 <0.050 <0.050 <0.050 0.097 0.232 <0.050 0.062 0.059 <0.050 7.49
Potassium W-METAXDG1 mg/L 0.015
Potassium W-METAXFX1 mg/L 0.015 2.15 1.85 1.24 3.34 2.33 2.83 33.2 0.652 2.48 3.72 2.74 2.98 2.90 2.65 27.7
Selenium W-METMSDG1 µg/L 5.0
Selenium W-METMSFX1 µg/L 1.0 20 20 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0
Silver W-METMSDG2 µg/L 1.0
Silver W-METMSFX2 µg/L 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0
Sodium W-METAXDG1 mg/L 0.030
Sodium W-METAXFX1 mg/L 0.030 3.32 5.61 1.71 5.07 3.70 6.08 3.85 9.80 4.99 22.2 10.8 12.3 13.6 10.4 85.2
Strontium W-METMSDG2 µg/L 1.0
Strontium W-METMSFX2 µg/L 1.0 41.3 99.6 31.9 56.4 41.6 107 59.8 267 104 498 119 130 148 102 122
Tellurium W-METMSDG2 µg/L 5.0
Tellurium W-METMSFX2 µg/L 5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <10.0
Thallium W-METMSDG1 µg/L 0.50
Thallium W-METMSFX1 µg/L 0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <1.00
Tin W-METMSDG2 µg/L 1.0
Tin W-METMSFX2 µg/L 1.0 0.08 0.16 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 1.2 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0
Titanium W-METMSDG2 µg/L 5.0
Titanium W-METMSFX2 µg/L 5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 20.5 <5.0 <5.0 <5.0 <5.0 <5.0 <10.0
Uranium W-METMSDG3 µg/L 0.10
Uranium W-METMSFX3 µg/L 0.10 <0.10 0.11 0.12 <0.10 <0.10 0.31 0.18 <0.10 0.15 0.51 0.10 0.34 0.50 <0.10 <0.20
Vanadium W-METMSDG2 µg/L 5.0
Vanadium W-METMSFX2 µg/L 5.0 10 16 7.2 <5.0 <5.0 <5.0 7.5 <5.0 <5.0 <5.0 9.9 10.0 5.3 5.9 6.5 <5.0 <10.0
Zinc W-METMSDG2 µg/L 2.0
Zinc W-METMSFX2 µg/L 2.0 100 100 14.7 66.3 59.8 69.5 66.4 111 65.1 18.1 15.5 15.0 16.6 71.3 73.7 65.2 175
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Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Հավելված 5․ 
Ստորգետնյա ջրերի խորության 
վերաբերյալ տվյալներ 
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Febr.18 Mar.06 Mar.29 Apr.26 Apr.28 Jun.07 Jul.23 Jul.24 Aug.25 Aug.31 Sep.04 Sep.15 Sep.20 Sep.27 Oct.12
BH-409 GCSC-035  7.4  4.35 6  13.2 x x  x

GW-401A GGDW-016 x x x x
GW-401B GGDW-016A x x x x
GW-403 GGDW-014 70  69.25 69.25 71 73.2  69.1

GW-404B GGDW-013  13.05  11.65  10.6  10.8 x x x x
GW-405A GGDW-010A  6.8 8 8.15  8.4
GW-405B GGDW-010B 18  18.2 19 19.25  19.4
GW-406 GGDW-015  19.35 19.35 21.25
GW-407 GGDW-007  12.  12.22 11  10.35 x x x x
GW-408 GGDW-008  11.10  8.55  9.3 x x x x
GW-409 GGDW-011  36.8 41.1  41.3 42 42.1  42.65
GW-410 GGDW-012  27.25  26.7 27 28.1 28.5  28.85

GW-411B GGDW-009  36.3  35.5  19.5 35.5 35.6 20
GW-404A GGDW 013A  12.6 x  11.7 x x x
GW-412 GGDW-017  16.12 4  4.8 14.65
GW-413 DDGW-021 x x x x x x
GW-813 DDGW-022  22.5 27.7 28  28.15
GW-816 DDGW-023 13  13.15 13.4 13.75  13.8
GW-815 DDGW-024  4.45  4.5 4.6 4.6  4.65
GW-814 DDGW-025  8.7  9.8  10.5 13.4 14
GW-414 DDGW-026 3.77 5.57 5.7  5.9  6.02
GW-415 DDGW-027 13 13.25  13.5  13.75
GW-416 DDGW-028 7.1 7.25  7.25  7.4
GW-817 DDGW-029 14.7 14.75 14.75  14.8

GW-817A DDGW-029A no water no water no water no water
GW-818 DDGW-030 5.1 5.1  5.8  5.9

GW-818A DDGW-030A no water no water no water no water
GW-819 DDGW031 13.23  15.4  15.2
GW-820 DDGW-032 16.07  15.9  15.75
BH-805 GGSC-078 8

BH-805a DDGW-019 7
BH-806 GGSC-079  21.35
BH-802 DDGW-020

RCAW-408  35.1 37 38.5 39
DDAW-007  24.1 23.9 24  24.5
DDAW-009  20.2 19.55 20
GGSC-049 14.6 x x
GGSC-050 12 x x
GGSC-037 no water

DDAW-011A
DDAW-011
DDAW-013

Note: 'x' symbol indicates well abandoned or destroyed

Water Level Measurements in Standpipe Piezometers (m below ground surface)

Groundwater Monitoring Well Water Depth Measurements, 2017

Borehole/ 
Corehole

Lydian Armenia 
Identification
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ Error! 
Reference source not 

found. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Հավելված 6․ 
Ստորգետնյա ջրերի նմուշառման և 
անալիզի տվյալներ  
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Q3 2017 Groundwater Sampling - Field-Measured Parameters

dd mm yy
RCAW-408 1 10 17 11.62 0.035 16.2 1.76 7.35 -9.2 15.1

11.77 0.035 16.2 1.76 7.36 -9.5 13.6
11.99 0.035 16.2 1.76 7.37 -9.8 12.2

DDAW-007 1 10 17 11.34 0.398 21.4 2.34 3.76 177.6 398.6
11.41 0.398 21.5 2.34 3.76 177.6 399.7
1.49 0.398 21.5 2.34 3.76 178.1 400.4

DDAW-009 1 10 17 14.38 0.159 6.4 0.65 5.94 -65.1 180.6
14.51 0.159 6.4 0.65 5.95 -65.1 180.3
14.66 0.159 6.4 0.65 5.94 -65.1 180.1

DDGW-029 2 10 17 14.96 0.375 42.7 4.28 8.06 -46.8 289.4
14.99 0.375 42.5 4.26 8.06 -46.9 289.4
15.05 0.375 42.1 4.23 8.07 -46.9 289.4

DDGW-030 30 9 17 17.64 0.552 9.6 0.91 7.73 -29.9 111.5
17.71 0.552 9.6 0.91 7.74 -30.1 112.3
17.79 0.552 9.5 0.91 7.74 -30.3 112.7

GGDW-011 30 9 17 18.16 0.457 8 0.75 8.04 -46.2 120.2
18.34 0.457 7.9 0.74 8.04 -46.2 120.1
18.51 0.458 7.9 0.74 8.04 -46.3 119.9

GGDW-012 30 9 17 16.28 0.507 8.2 0.81 7.97 -42.4 123.1
16.36 0.507 8.1 0.79 7.97 -42.5 122.6
16.44 0.507 8.1 0.79 7.98 -42.5 122.4

DDGW-026 30 9 17 16.73 0.564 6.2 0.61 7.83 -34.9 -54.3
16.78 0.565 6.2 0.6 7.83 -35.1 -51.3
16.84 0.565 6.2 0.6 7.83 -35.1 -49.4

DDGW-027 30 9 17 13.96 0.461 7 0.72 8.65 -77.4 66.7
14.01 0.461 7 0.72 8.65 -77.5 66.7
14.06 0.461 7 0.72 8.65 -77.6 66.7

DDGW-028 30 9 17 15.19 0.508 9.8 0.98 7.99 -43 130.9
15.35 0.508 9.6 0.96 7.99 -43 130.8
15.46 0.598 9.4 0.94 7.99 -43 130.6

DDGW-031 1 10 17 10.85 0.418 29.4 3.24 7.87 -36.2 201.2
10.93 0.418 29.3 3.23 7.87 -37.4 200.2
10.99 0.418 29.2 3.21 7.87 -38.5 199.2

SP-83 27 9 17 11.73 0.129 2.6 0.28 7.72 -28.3 180.6
11.92 0.129 2.6 0.28 7.7 -27.3 180.7
12.03 0.129 2.6 0.28 7.69 -26.7 180.7

AW-052 27 9 17 14.71 0.069 2 0.21 7.87 -36.5 221.8
14.74 0.069 2 0.21 7.78 -36.8 221.3
14.79 0.069 2 0.21 7.88 -37.1 229.9

AW-070 28 9 17 10.98 0.079 3.2 0.35 8.27 -56.7 168.1
11.06 0.079 3.2 0.35 8.26 -56.2 167.9
11.15 0.079 3.1 0.34 8.25 -55.9 167.9

 AFF-1 16 8 17 13.57 0.325 2.2 0.23 8.22 -55.1 255.3
13.54 0.326 2.2 0.23 8.22 -54.9 255.9
13.51 0.325 2.2 0.23 8.22 -54.7 256.6

AFF-1 30 9 17 15.65 0.332 12.1 1.19 8.52 -71.1 122.6
15.92 0.332 12.1 1.18 8.52 -71.2 122.4
5.15 0.332 12.1 1.18 8.52 -71.3 121.9

DF-1 29 9 17 14.91 3.108 8.1 0.81 8.11 -49.4 -17.1
14.97 3.105 8.1 0.81 8.11 -49.4 -20.2
14.99 3.101 8.1 0.81 8.11 -49.4 -22.2

GL-1 2 10 17 15.21 0.337 41.5 4.16 3.91 172.2 502.6
15.21 0.337 41.2 4.12 3.91 172.2 502.6
15.21 0.337 41.2 4.12 3.91 172.2 502.7

pH pHmV ORPID
Date

°C mS/cm DO % DO mg/l
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Q3 2017 Groundwater and Spring Water Sample Chemical Analytical Results
(Orange highlight = MAC exceeded; yellow highlight = MAC is lower than limit of reporting)

RCAW408 DDAW007 DDAW009 DDGW029 DDGW030 GGDW011 GGDW012 DDGW026 DDGW027 DDGW028 DDGW031 SP83 AW052 AW070 AFF1 DF1

Arpa Vorotan Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Vorotan Arpa Arpa

PR1765044026 PR1765044027 PR1765044025 PR1765044029 PR1768924001 PR1765044022 PR1765044023 PR1765044019 PR1765044020 PR1765044021 PR1765044028 PR1765044005 PR1765044001 PR1765044012 PR1765044024 PR1765044017
30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 27/09/2017 27/09/2017 28/09/2017 30/09/2017 29/09/2017

RESULTS OF ANALYSIS

Parameter Method Unit LOR

Agregate Parameters

Calcium (Ca) W-HARD-DG mmol/L 0.0020 4.57
Calcium Hardness W-HARD-FX mmol/L 0.00020 0.0951 0.224 0.225 1.53 1.91 1.36 1.46 1.63 1.14 1.76 0.748 0.359 0.137 0.191 0.970
Hardness W-HARD-FX mmol/L 0.00020 0.134 0.343 0.370 2.10 2.41 1.83 2.49 2.25 1.70 2.46 1.23 0.532 0.244 0.302 1.45
Hardness as CaCO3 W-HARD-FX mg CaCO3/L 0.020 10 10 13.4 34.3 37.0 210 241 183 249 225 170 246 123 53.2 24.4 30.2 145
Magnesium (Mg) W-HARD-DG mmol/L 0.00040 2.93
Magnesium Hardness W-HARD-FX mg CaCO3/L 0.020 3.86 11.9 14.5 57.3 50.0 46.5 102 62.6 55.7 70.2 48.0 17.2 10.7 11.0 48.4
Phenol Index W-PHI-PHO mg/L 0.005 0.000005 0.000005 <0.005 <0.005 <0.005 <0.005 <0.005 <0.005 <0.005 0.016 <0.005 <0.005 <0.005 <0.005 <0.005 1.14 <0.005 0.262
Sum of Calcium and Magnesium as CaCO3 W-HARD-DG mg CaCO3/L 0.20 750
Sum of calcium and magnesium W-HARD-DG mmol/L 0.0020 7.50

Dissolved Metals / Major Cations

Aluminium W-METAXFL1 mg/L 0.010 0.144 0.144 <0.010 20.2 0.114 0.020 0.011 0.011 0.011 0.021 0.018 0.012 0.085 <0.010 <0.010 <0.010 <0.010 0.373
Antimony W-METAXFL1 mg/L 0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.020
Arsenic W-METAXFL1 mg/L 0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0050 <0.0100
Barium W-METAXFL1 mg/L 0.00050 0.028 0.012 0.0281 0.0197 0.0170 0.0326 0.0683 0.0119 0.201 0.0639 0.0223 0.0283 0.0546 0.00408 0.00137 0.00847 0.00730 0.607
Beryllium W-METAXFL1 mg/L 0.00020 0.000038 0.000054 <0.00020 0.00139 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00020 <0.00040
Boron W-METAXFL1 mg/L 0.010 0.45 0.45 <0.010 <0.010 0.016 0.045 0.051 0.049 0.073 0.150 0.149 0.102 0.107 0.010 <0.010 <0.010 0.050 0.256
Cadmium W-METAXFL1 mg/L 0.00040 <0.00040 0.00218 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00040 <0.00080
Calcium W-METAXFL1 mg/L 0.0050 100 100 3.41 8.63 7.94 57.9 75.7 51.3 54.1 66.4 42.4 61.7 27.1 12.9 5.14 7.24 35.6 167
Chromium W-METAXFL1 mg/L 0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0020
Cobalt W-METAXFL1 mg/L 0.0020 <0.0020 0.0934 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0040
Copper W-METAXFL1 mg/L 0.0010 <0.0010 0.0550 <0.0010 0.0092 0.0031 0.0018 <0.0010 0.0112 0.0028 0.0026 0.0113 <0.0010 <0.0010 <0.0010 <0.0010 0.103
Hexavalent Chromium - Soluble W-CR6-IC µg/L 0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <2.00
Iron W-METAXFL1 mg/L 0.0020 0.0059 0.937 <0.0020 0.0419 <0.0020 <0.0020 0.0043 0.307 0.737 0.123 5.58 <0.0020 <0.0020 <0.0020 <0.0020 3.25
Lead W-METAXFL1 mg/L 0.0050 <0.0050 0.0339 <0.0050 <0.0050 <0.0050 <0.0050 0.0412 <0.0050 0.0249 <0.0050 0.0762 <0.0050 <0.0050 <0.0050 <0.0050 <0.0100
Lithium W-METAXFL1 mg/L 0.0010 0.003 0.002 <0.0010 0.0036 <0.0010 0.0026 0.0042 0.0029 0.0048 0.0026 0.0050 0.0024 0.0070 <0.0010 <0.0010 <0.0010 0.0052 0.0188
Magnesium W-METAXFL1 mg/L 0.0030 50 50 0.799 2.69 3.03 12.4 12.7 10.1 22.6 14.7 12.0 14.1 9.87 3.63 2.31 2.42 10.3 68.7
Manganese W-METAXFL1 mg/L 0.00050 0.0870 0.106 0.119 0.0103 0.0137 <0.00050 <0.00050 0.264 0.00208 0.00493 0.0122 <0.00050 <0.00050 <0.00050 <0.00050 1.67
Molybdenum W-METAXFL1 mg/L 0.0020 <0.0020 <0.0020 <0.0020 0.0049 <0.0020 0.0028 0.0038 0.0139 0.0204 0.0048 0.0118 <0.0020 <0.0020 <0.0020 <0.0020 <0.0040
Nickel W-METAXFL1 mg/L 0.0020 <0.0020 0.0491 <0.0020 <0.0020 <0.0020 <0.0020 <0.0020 0.0021 <0.0020 <0.0020 0.0020 <0.0020 <0.0020 <0.0020 <0.0020 <0.0040
Phosphorus W-METAXFL1 mg/L 0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 0.077 0.055 <0.050 0.082 0.123 0.076 <0.050 <0.050 38.5
Potassium W-METAXFL1 mg/L 0.015 3.12 4.46 0.236 2.74 1.47 0.841 1.01 0.251 0.885 6.42 1.65 1.23 3.14 2.32 2.12 2.04 1.71 490
Selenium W-METAXFL1 mg/L 0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.020
Silver W-METAXFL1 mg/L 0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0010 <0.0020
Sodium W-METAXFL1 mg/L 0.030 10 8.46 0.793 9.38 9.77 14.6 18.7 27.4 14.3 42.0 32.0 21.9 52.0 4.44 2.90 3.10 8.71 52.3
Thallium W-METAXFL1 mg/L 0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.020
Vanadium W-METAXFL1 mg/L 0.0010 <0.0010 <0.0010 <0.0010 0.0103 0.0090 0.0010 0.0026 0.0037 0.0088 0.0062 0.0052 0.0110 0.0066 0.0037 0.0238 0.0098
Zinc W-METAXFL1 mg/L 0.0020 <0.0020 0.117 0.0160 0.0600 <0.0020 0.0025 0.0045 <0.0020 0.0048 <0.0020 0.0117 <0.0020 0.0078 <0.0020 <0.0020 0.349

Microbiological Parameters

Coliform Bacteria W-COLIF CFU/100mL

Nonmetallic Inorganic Parameters

Acid neutralizing capacity (alkalinity) pH 4.5 W-ALK-PCT mmol/L 0.150 <0.150 <0.150 <0.150 3.82 5.46 4.32 5.16 5.20 3.37 4.54 3.41 1.01 0.598 0.717 2.60 28.3
Acid neutralizing capacity (alkalinity) pH 8.3 W-ALK-PCT mmol/L 0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150
Aggressive CO2 W-CO2F-CC2 mg/L 0 2.64 106 10.3 0 14.5 0 0 0 0 0 0 2.18 0 1.72 0 0
Ammonia and ammonium ions as N W-NH4-SPC mg/L 0.040 0.4 0.4 0.081 0.046 <0.040 <0.040 0.096 <0.040 <0.040 0.823 0.810 0.205 0.752 <0.040 0.050 <0.040 <0.040 72.1
Ammonia and ammonium ions as NH4 W-NH4-SPC mg/L 0.050 0.105 0.059 <0.050 <0.050 0.124 <0.050 <0.050 1.06 1.04 0.264 0.969 <0.050 0.065 <0.050 <0.050 92.9
Base neutralizing capacity (acidity) pH 4.5 W-ACID-PCT mmol/L 0.150 <0.150 0.797 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150
Base neutralizing capacity (acidity) pH 8.3 W-ACID-PCT mmol/L 0.150 <0.150 3.08 0.234 0.162 1.72 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 <0.150 1.87
Biochemical Oxygen Demand (BOD 5) W-BOD5-OXY mg/L 1.0 5 5 1.1 <1.0 <1.0 2.6 <1.0 <1.0 <1.0 2.3 2.3 <1.0 4.0 <1.0 <1.0 2.8 <1.0 295
Carbonates (CO3 2-) W-CO2F-CC2 mg/L 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Chemical Oxygen Demand (COD-Cr) W-COD-SPC mg/L 5.0 25 25 <5.0 8.0 7.0 245 56.0 8.0 <5.0 128 103 39.0 266 <5.0 <5.0 <5.0 <5.0 3370
Chemical Oxygen Demand (COD-Mn) W-CODMN-SPC mg/L 0.50 10 10 2.69 1.44 1.50 1.26 1.44 1.80 <0.50 3.85 5.38 1.09 7.66 <0.50 0.51 0.78 <0.50
Chloride W-CL-IC mg/L 1.00 6.88 8 <1.00 1.29 1.67 5.32 8.16 2.67 4.97 10.2 14.9 6.50 16.3 <1.00 <1.00 <1.00 3.31 160
Dissolved Oxygen W-O2D-ELE mg/L 0.20 1.83 0.25 1.98 1.55 3.92 2.90 3.56 0.89 2.19 4.73 2.38 8.80 9.57 6.88 8.26 0.33
Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L 0.100 4.89 87.1 78.4 35.2 34.9 23.6 23.1 33.3 33.4 30.6 24.6 48.8 51.8 60.8 51.2 87.7
Dissolved silicate as SiO2 W-SIO3-SPC mg/L 0.080 25 23.64 3.76 67.0 60.3 27.1 26.8 18.1 17.8 25.6 25.7 23.5 18.9 37.6 39.8 46.8 39.4 67.5
Dissolved silicate as SiO3 W-SIO3-SPC mg/L 0.100 4.77 84.8 76.4 34.3 34.0 23.0 22.5 32.4 32.6 29.8 24.0 47.6 50.4 59.2 49.8 85.4
Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L 0 2.64 135 10.3 7.13 75.9 0 3.92 4.75 0 3.17 2.64 2.51 0 1.80 0 82.2
Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L 0.00 8.04 0 5.57 233 333 264 315 317 205 277 208 61.8 36.5 43.8 159 1730
Inorganic Nitrogen as N W-NING-CC mg/L 0.500 4 4 <0.500 <0.500 <0.500 5.31 1.19 1.62 <0.500 0.823 2.10 2.18 1.55 0.728 0.502 <0.500 2.82 72.1
Nitrate as N W-NO3-SPC mg/L 0.060 2.5 2.5 0.305 <0.060 0.074 5.25 1.02 1.62 0.309 <0.060 1.18 1.88 0.554 0.728 0.452 0.470 2.82 <0.300
Nitrates W-NO3-SPC mg/L 0.27 1.35 <0.27 0.33 23.2 4.53 7.17 1.37 <0.27 5.22 8.34 2.45 3.22 2.00 2.08 12.5 <1.32
Nitrite + Nitrate as N W-NNO-SPC mg/L 0.060 0.307 <0.060 0.074 5.31 1.09 1.62 0.309 <0.060 1.29 1.97 0.826 0.728 0.452 0.470 2.82 <0.300
Nitrite as N W-NO2-SPC mg/L 0.0020 0.06 0.06 <0.0020 <0.0020 <0.0020 0.0637 0.0666 0.0021 <0.0020 0.0036 0.114 0.0882 0.272 <0.0020 <0.0020 <0.0020 <0.0020 <0.0200
Nitrites W-NO2-SPC mg/L 0.0050 0.0057 <0.0050 <0.0050 0.209 0.219 0.0069 <0.0050 0.0119 0.376 0.290 0.894 <0.0050 <0.0050 <0.0050 <0.0050 <0.0656
Orthophosphate W-PO4O-SPC mg/L 0.040 <0.040 <0.040 0.125 <0.040 <0.040 <0.040 0.127 0.338 0.181 0.101 0.152 0.368 0.248 0.131 0.160 55.7

Arpa 
MAC

Vorotan 
MAC

Client Sample ID
Watershed

Laboratory Sample ID
Client Sampling Date
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Q3 2017 Groundwater and Spring Water Sample Chemical Analytical Results
(Orange highlight = MAC exceeded; yellow highlight = MAC is lower than limit of reporting)

RCAW408 DDAW007 DDAW009 DDGW029 DDGW030 GGDW011 GGDW012 DDGW026 DDGW027 DDGW028 DDGW031 SP83 AW052 AW070 AFF1 DF1

Arpa Vorotan Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Vorotan Arpa Arpa

PR1765044026 PR1765044027 PR1765044025 PR1765044029 PR1768924001 PR1765044022 PR1765044023 PR1765044019 PR1765044020 PR1765044021 PR1765044028 PR1765044005 PR1765044001 PR1765044012 PR1765044024 PR1765044017
30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 27/09/2017 27/09/2017 28/09/2017 30/09/2017 29/09/2017

RESULTS OF ANALYSIS

Parameter Method Unit LOR

Arpa 
MAC

Vorotan 
MAC

Client Sample ID
Watershed

Laboratory Sample ID
Client Sampling Date

Orthophosphate as P W-PO4O-SPC mg/L 0.010 <0.010 <0.010 0.041 <0.010 <0.010 <0.010 0.041 0.110 0.059 0.033 0.050 0.120 0.081 0.043 0.052 18.2
Oxygen Saturation W-O2D-ELE % 1 22 3 26 20 47 32 42 11 25 56 28 103 114 83 94 3
Phosphorus (as P2O5) W-PTOT-SPC mg/L 0.120 <0.120 0.525 1.01 0.220 <0.120 <0.120 <0.120 0.340 0.144 0.136 0.246 0.268 0.153 <0.120 <0.120 102
Sulfide as S2- W-H2S-PHO mg/L 0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050
Sulfides as H2S W-H2S-PHO mg/L 0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050 <0.050
Sulphate as SO4 2- W-SO4-IC mg/L 5.00 16.04 17.02 <5.00 192 54.9 10.5 16.7 12.7 14.7 36.5 46.2 25.9 53.0 9.85 <5.00 <5.00 17.4 <5.00
Suspended solids dried at 105 °C W-TSS-GR mg/L 5.0 6.8 5.5 244 19.1 6.5 130 325 12.5 <5.0 32.2 15.3 12.9 125 <5.0 <5.0 <5.0 <5.0 727
Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L 0.00 8.44 135 14.3 175 316 190 231 234 148 203 153 47.1 26.3 33.4 114 1330
Total Kjeldahl Nitrogen as N W-NKJ-PHO mg/L 0.50
Total Nitrogen as N W-NTOT-CC mg/L 1.0
Total Phosphorus as P W-PTOT-SPC mg/L 0.050 0.2 0.2 <0.050 0.229 0.440 0.096 <0.050 <0.050 <0.050 0.148 0.063 0.059 0.108 0.117 0.067 <0.050 <0.050 44.5
Total Phosphorus as PO4 3- W-PTOT-SPC mg/L 0.150 <0.150 0.702 1.35 0.294 <0.150 <0.150 <0.150 0.455 0.192 0.182 0.330 0.359 0.205 <0.150 <0.150 136

Petroleum Hydrocarbons - FTIR

Total extractable aliphates W-OIL-IR mg/L 0.10 <0.10 <0.10 <0.10 <0.10 0.23 <0.10 <0.10 0.35 0.46 0.23 0.75 <0.10 <0.10 <0.10 <0.10 3.20
Total extractable aromatics W-OIL-IR mg/L 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Unpolar Aliphates W-OIL-IR mg/L 0.10 <0.10 <0.10 <0.10 <0.10 0.13 <0.10 <0.10 0.12 0.12 0.12 0.25 <0.10 <0.10 <0.10 <0.10 0.26

Physical Parameters

Colour (True) W-COL-SPC mgPt/l 2.0 <2.0 <2.0 <2.0 5.9 11.8 3.4 4.8 25.0 56.5 11.8 178 <2.0 <2.0 <2.0 <2.0 3380
Electrical Conductivity @ 25°C W-CON-PCT mS/m 0.10 21.562 16.2 3.36 44.8 14.7 38.3 64.8 44.8 50.6 56.1 45.3 50.1 43.2 12.8 6.71 7.93 31.5 310
pH Value W-PH-PCT 1.00 6.5 - 9.0 6.5 - 9.0 7.27 3.46 6.10 7.68 7.12 8.25 8.06 8.00 8.25 8.10 8.06 7.73 7.96 7.83 8.26 7.71

Radiological Parameters

Gross alpha activity W-GAA-SCI Bq/L 0.04 <0.04 <0.04 <0.04
Gross beta activity W-GBA-PRO Bq/L 0.10 <0.10 0.12 <0.10

Total Metals / Major Cations

Aluminium W-METMSDG2 µg/L 5.0 944
Aluminium W-METMSFX2 µg/L 5.0 6.4 18400 136 13.3 15.2 89.7 7.6 29.0 22.6 9.6 147 76.2 14.4 12.0 6.8
Antimony W-METMSDG1 µg/L 1.0 0.28 0.28 <1.0
Antimony W-METMSFX1 µg/L 1.0 0.28 0.28 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0 1.8 <1.0 <2.0 <1.0 <1.0 <1.0 <1.0
Arsenic W-METMSDG1 µg/L 1.0 20 20 6.7
Arsenic W-METMSFX1 µg/L 1.0 20 20 <1.0 3.3 <1.0 3.4 2.9 1.0 <1.0 3.3 10.9 3.5 9.4 <1.0 <1.0 <1.0 2.6
Barium W-METMSDG2 µg/L 1.0 515
Barium W-METMSFX2 µg/L 1.0 25.5 17.5 16.2 30.2 62.7 12.4 174 55.0 21.2 26.2 51.4 4.4 1.3 8.1 6.9
Beryllium W-METMSDG1 µg/L 0.20 <0.20
Beryllium W-METMSFX1 µg/L 0.20 <0.20 1.76 <0.20 <0.20 <0.20 <0.20 <0.20 <0.40 <0.20 <0.20 <0.40 <0.20 <0.20 <0.20 <0.20
Bismuth W-METMSDG2 µg/L 1.0 <1.0
Bismuth W-METMSFX2 µg/L 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0 <1.0 <1.0 <2.0 <1.0 <1.0 <1.0 <1.0
Boron W-METAXDG1 mg/L 0.010 0.258
Boron W-METAXFX1 mg/L 0.010 <0.010 <0.010 0.016 0.043 0.050 0.050 0.072 0.136 0.147 0.109 0.108 0.011 <0.010 0.010 0.050
Cadmium W-METMSDG1 µg/L 0.20 1.014 1.01 1.21
Cadmium W-METMSFX1 µg/L 0.50 1.014 1.01 <0.50 3.28 <0.50 <0.50 <0.50 <0.50 <0.50 <1.00 <0.50 <0.50 <1.00 <0.50 <0.50 <0.50 <0.50
Calcium W-METAXDG1 mg/L 0.050 183
Calcium W-METAXFX1 mg/L 0.0050 3.81 8.98 9.01 61.4 76.6 54.7 58.7 65.2 45.7 70.6 30.0 14.4 5.48 7.67 38.9
Chromium W-METMSDG1 µg/L 5.0 11 10.5 8.9
Chromium W-METMSFX1 µg/L 5.0 11 10.5 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <10.0 <5.0 <5.0 <10.0 <5.0 <5.0 <5.0 <5.0
Cobalt W-METMSDG2 µg/L 0.50 0.36 0.28 7.20
Cobalt W-METMSFX2 µg/L 0.50 0.36 0.28 <0.50 83.2 2.16 <0.50 <0.50 <0.50 <0.50 1.23 <0.50 <0.50 1.25 <0.50 <0.50 <0.50 <0.50
Copper W-METMSDG2 µg/L 1.0 21 22 291
Copper W-METMSFX2 µg/L 1.0 21 22 <1.0 51.2 <1.0 9.2 3.1 9.4 1.2 2.8 5.0 1.5 9.9 1.2 <1.0 <1.0 <1.0
Iron W-METAXDG1 mg/L 0.0050 0.072 0.16 4.17
Iron W-METAXFX1 mg/L 0.0020 0.072 0.16 0.536 6.45 0.0202 0.0456 0.0244 0.339 0.0130 0.455 1.37 0.435 5.13 0.0470 0.0202 0.0111 0.0089
Lead W-METMSDG1 µg/L 1.0 10.14 10.14 3.0
Lead W-METMSFX1 µg/L 1.0 10.14 10.14 <1.0 36.0 10.9 <1.0 2.0 48.1 45.4 18.7 58.4 14.2 84.2 <1.0 <1.0 <1.0 <1.0
Lithium W-METMSDG2 µg/L 1.0 9.2
Lithium W-METMSFX2 µg/L 1.0 <1.0 3.6 1.0 2.4 3.0 3.2 3.6 <2.0 3.7 2.3 4.9 <1.0 <1.0 <1.0 5.5
Magnesium W-METAXDG1 mg/L 0.020 71.2
Magnesium W-METMSDG2 µg/L 10 72700
Magnesium W-METMSFX2 µg/L 10 753 2640 3200 11800 15700 11400 21400 13400 11700 13900 9860 3600 2410 2250 10200
Manganese W-METMSDG2 µg/L 0.50 12 8 1640
Manganese W-METMSFX2 µg/L 0.50 12 8 76.2 94.1 114 9.84 22.7 19.2 0.86 236 24.0 35.8 26.0 0.88 1.47 0.69 <0.50
Mercury W-HG-AFSDG µg/L 0.020 0.3 0.3 0.086
Mercury W-HG-AFSFX µg/L 0.010 0.3 0.3 <0.010 <0.010 <0.010 <0.010 0.013 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010 <0.010
Molybdenum W-METMSDG1 µg/L 1.0 0.82 2 74.5
Molybdenum W-METMSFX1 µg/L 1.0 0.82 2 <1.0 <1.0 <1.0 5.4 3.0 4.6 4.7 14.2 20.0 4.7 12.1 <1.0 <1.0 <1.0 1.1
Nickel W-METMSDG1 µg/L 3.0 10.34 10.45 22.5
Nickel W-METMSFX1 µg/L 3.0 10.34 10.45 <3.0 50.6 <3.0 <3.0 <3.0 <3.0 <3.0 7.7 5.7 <3.0 8.2 <3.0 <3.0 <3.0 <3.0

0.001
('oil products')
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Q3 2017 Groundwater and Spring Water Sample Chemical Analytical Results
(Orange highlight = MAC exceeded; yellow highlight = MAC is lower than limit of reporting)

RCAW408 DDAW007 DDAW009 DDGW029 DDGW030 GGDW011 GGDW012 DDGW026 DDGW027 DDGW028 DDGW031 SP83 AW052 AW070 AFF1 DF1

Arpa Vorotan Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Arpa Vorotan Arpa Arpa

PR1765044026 PR1765044027 PR1765044025 PR1765044029 PR1768924001 PR1765044022 PR1765044023 PR1765044019 PR1765044020 PR1765044021 PR1765044028 PR1765044005 PR1765044001 PR1765044012 PR1765044024 PR1765044017
30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 30/09/2017 27/09/2017 27/09/2017 28/09/2017 30/09/2017 29/09/2017

RESULTS OF ANALYSIS

Parameter Method Unit LOR

Arpa 
MAC

Vorotan 
MAC

Client Sample ID
Watershed

Laboratory Sample ID
Client Sampling Date

Phosphorus W-METAXDG1 mg/L 0.050 50.5
Phosphorus W-METAXFX1 mg/L 0.050 <0.050 0.060 0.059 <0.050 <0.050 <0.050 0.054 0.089 0.060 <0.050 0.076 0.136 0.086 0.053 0.072
Potassium W-METAXDG1 mg/L 0.015 489
Potassium W-METAXFX1 mg/L 0.015 0.286 2.83 1.66 0.988 0.976 0.280 0.972 6.63 1.92 1.58 3.73 2.58 2.26 2.22 1.91
Selenium W-METMSDG1 µg/L 5.0 20 20 <5.0
Selenium W-METMSFX1 µg/L 1.0 20 20 <1.0 <1.0 1.3 <1.0 <1.0 <1.0 <1.0 <2.0 <1.0 <1.0 6.3 <1.0 <1.0 <1.0 <1.0
Silver W-METMSDG2 µg/L 1.0 <1.0
Silver W-METMSFX2 µg/L 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0 <1.0 <1.0 <2.0 <1.0 <1.0 <1.0 <1.0
Sodium W-METAXDG1 mg/L 0.030 51.5
Sodium W-METAXFX1 mg/L 0.030 1.05 10.4 11.8 17.9 17.8 32.5 16.5 45.6 38.2 28.7 65.5 5.27 3.38 3.65 10.5
Strontium W-METMSDG2 µg/L 1.0 1120
Strontium W-METMSFX2 µg/L 1.0 23.6 36.9 36.2 545 686 763 822 440 318 414 221 99.2 57.0 54.4 260
Tellurium W-METMSDG2 µg/L 5.0 <5.0
Tellurium W-METMSFX2 µg/L 5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <10.0 <5.0 <5.0 <10.0 <5.0 <5.0 <5.0 <5.0
Thallium W-METMSDG1 µg/L 0.50 <0.50
Thallium W-METMSFX1 µg/L 0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <1.00 <0.50 <0.50 <1.00 <0.50 <0.50 <0.50 <0.50
Tin W-METMSDG2 µg/L 1.0 0.08 0.16 <1.0
Tin W-METMSFX2 µg/L 1.0 0.08 0.16 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <2.0 <1.0 <1.0 <2.0 <1.0 <1.0 <1.0 <1.0
Titanium W-METMSDG2 µg/L 5.0 61.0
Titanium W-METMSFX2 µg/L 5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <10.0 <5.0 <5.0 <10.0 <5.0 <5.0 <5.0 <5.0
Uranium W-METMSDG3 µg/L 0.10 0.30
Uranium W-METMSFX3 µg/L 0.10 <0.10 0.83 <0.10 1.02 1.56 2.20 1.64 2.47 2.72 4.88 0.98 0.16 <0.10 0.16 2.46
Vanadium W-METMSDG2 µg/L 5.0 10 16 15.5
Vanadium W-METMSFX2 µg/L 5.0 10 16 <5.0 8.8 <5.0 10.8 10.0 <5.0 <5.0 <10.0 12.3 7.9 <10.0 11.6 7.8 <5.0 24.5
Zinc W-METMSDG2 µg/L 2.0 100 100 390
Zinc W-METMSFX2 µg/L 2.0 100 100 51.3 162 66.6 57.6 52.0 3.5 58.4 55.8 62.1 50.0 66.1 11.1 11.8 72.2 52.2
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Q3 2017 Spring Water Sample Chemical Analytical Results
(Orange highlight = WHO standard for drinking water exceeded)

SP83 AW052 AW070

Arpa Arpa Vorotan

PR1765044005 PR1765044001 PR1765044012
27/09/2017 27/09/2017 28/09/2017

RESULTS OF ANALYSIS

Parameter Method Unit LOR

Agregate Parameters

Calcium (Ca) W-HARD-DG mmol/L 0.0020
Calcium Hardness W-HARD-FX mmol/L 0.00020 0.359 0.137 0.191
Hardness W-HARD-FX mmol/L 0.00020 0.532 0.244 0.302
Hardness as CaCO3 W-HARD-FX mg CaCO3/L 0.020 53.2 24.4 30.2
Magnesium (Mg) W-HARD-DG mmol/L 0.00040
Magnesium Hardness W-HARD-FX mg CaCO3/L 0.020 17.2 10.7 11.0
Phenol Index W-PHI-PHO mg/L 0.005 <0.005 <0.005 1.14
Sum of Calcium and Magnesium as CaCO3 W-HARD-DG mg CaCO3/L 0.20
Sum of calcium and magnesium W-HARD-DG mmol/L 0.0020

Dissolved Metals / Major Cations

Aluminium W-METAXFL1 mg/L 0.010 <0.010 <0.010 <0.010
Antimony W-METAXFL1 mg/L 0.010 0.02 <0.010 <0.010 <0.010
Arsenic W-METAXFL1 mg/L 0.0050 0.01 <0.0050 <0.0050 <0.0050
Barium W-METAXFL1 mg/L 0.00050 0.7 0.00408 0.00137 0.00847
Beryllium W-METAXFL1 mg/L 0.00020 <0.00020 <0.00020 <0.00020
Boron W-METAXFL1 mg/L 0.010 2.4 0.010 <0.010 <0.010
Cadmium W-METAXFL1 mg/L 0.00040 0.003 <0.00040 <0.00040 <0.00040
Calcium W-METAXFL1 mg/L 0.0050 12.9 5.14 7.24
Chromium W-METAXFL1 mg/L 0.0010 0.05 <0.0010 <0.0010 <0.0010
Cobalt W-METAXFL1 mg/L 0.0020 <0.0020 <0.0020 <0.0020
Copper W-METAXFL1 mg/L 0.0010 2 <0.0010 <0.0010 <0.0010
Hexavalent Chromium - Soluble W-CR6-IC µg/L 0.40 <0.40 <0.40 <0.40
Iron W-METAXFL1 mg/L 0.0020 <0.0020 <0.0020 <0.0020
Lead W-METAXFL1 mg/L 0.0050 0.01 <0.0050 <0.0050 <0.0050
Lithium W-METAXFL1 mg/L 0.0010 <0.0010 <0.0010 <0.0010
Magnesium W-METAXFL1 mg/L 0.0030 3.63 2.31 2.42
Manganese W-METAXFL1 mg/L 0.00050 <0.00050 <0.00050 <0.00050
Molybdenum W-METAXFL1 mg/L 0.0020 <0.0020 <0.0020 <0.0020
Nickel W-METAXFL1 mg/L 0.0020 <0.0020 <0.0020 <0.0020
Phosphorus W-METAXFL1 mg/L 0.050 0.123 0.076 <0.050
Potassium W-METAXFL1 mg/L 0.015 2.32 2.12 2.04
Selenium W-METAXFL1 mg/L 0.010 <0.010 <0.010 <0.010
Silver W-METAXFL1 mg/L 0.0010 <0.0010 <0.0010 <0.0010
Sodium W-METAXFL1 mg/L 0.030 4.44 2.90 3.10
Thallium W-METAXFL1 mg/L 0.010 <0.010 <0.010 <0.010
Vanadium W-METAXFL1 mg/L 0.0010 0.0110 0.0066 0.0037
Zinc W-METAXFL1 mg/L 0.0020 <0.0020 0.0078 <0.0020

Microbiological Parameters

Coliform Bacteria W-COLIF CFU/100mL

Nonmetallic Inorganic Parameters

Acid neutralizing capacity (alkalinity) pH 4.5 W-ALK-PCT mmol/L 0.150 1.01 0.598 0.717
Acid neutralizing capacity (alkalinity) pH 8.3 W-ALK-PCT mmol/L 0.150 <0.150 <0.150 <0.150
Aggressive CO2 W-CO2F-CC2 mg/L 0 2.18 0 1.72
Ammonia and ammonium ions as N W-NH4-SPC mg/L 0.040 <0.040 0.050 <0.040
Ammonia and ammonium ions as NH4 W-NH4-SPC mg/L 0.050 <0.050 0.065 <0.050
Base neutralizing capacity (acidity) pH 4.5 W-ACID-PCT mmol/L 0.150 <0.150 <0.150 <0.150
Base neutralizing capacity (acidity) pH 8.3 W-ACID-PCT mmol/L 0.150 <0.150 <0.150 <0.150
Biochemical Oxygen Demand (BOD 5) W-BOD5-OXY mg/L 1.0 <1.0 <1.0 2.8
Carbonates (CO3 2-) W-CO2F-CC2 mg/L 0 0 0 0
Chemical Oxygen Demand (COD-Cr) W-COD-SPC mg/L 5.0 <5.0 <5.0 <5.0

WHO
DW

Client Sample ID
Watershed

Laboratory Sample ID
Client Sampling Date
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Q3 2017 Spring Water Sample Chemical Analytical Results
(Orange highlight = WHO standard for drinking water exceeded)

Chemical Oxygen Demand (COD-Mn) W-CODMN-SPC mg/L 0.50 <0.50 0.51 0.78
Chloride W-CL-IC mg/L 1.00 <1.00 <1.00 <1.00
Dissolved Oxygen W-O2D-ELE mg/L 0.20 8.80 9.57 6.88
Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L 0.100 48.8 51.8 60.8
Dissolved silicate as SiO2 W-SIO3-SPC mg/L 0.080 37.6 39.8 46.8
Dissolved silicate as SiO3 W-SIO3-SPC mg/L 0.100 47.6 50.4 59.2
Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L 0 2.51 0 1.80
Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L 0.00 61.8 36.5 43.8
Inorganic Nitrogen as N W-NING-CC mg/L 0.500 0.728 0.502 <0.500
Nitrate as N W-NO3-SPC mg/L 0.060 50 0.728 0.452 0.470
Nitrates W-NO3-SPC mg/L 0.27 3.22 2.00 2.08
Nitrite + Nitrate as N W-NNO-SPC mg/L 0.060 0.728 0.452 0.470
Nitrite as N W-NO2-SPC mg/L 0.0020 3 <0.0020 <0.0020 <0.0020
Nitrites W-NO2-SPC mg/L 0.0050 <0.0050 <0.0050 <0.0050
Orthophosphate W-PO4O-SPC mg/L 0.040 0.368 0.248 0.131
Orthophosphate as P W-PO4O-SPC mg/L 0.010 0.120 0.081 0.043
Oxygen Saturation W-O2D-ELE % 1 103 114 83
Phosphorus (as P2O5) W-PTOT-SPC mg/L 0.120 0.268 0.153 <0.120
Sulfide as S2- W-H2S-PHO mg/L 0.050 <0.050 <0.050 <0.050
Sulfides as H2S W-H2S-PHO mg/L 0.050 <0.050 <0.050 <0.050
Sulphate as SO4 2- W-SO4-IC mg/L 5.00 9.85 <5.00 <5.00
Suspended solids dried at 105 °C W-TSS-GR mg/L 5.0 <5.0 <5.0 <5.0
Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L 0.00 47.1 26.3 33.4
Total Kjeldahl Nitrogen as N W-NKJ-PHO mg/L 0.50
Total Nitrogen as N W-NTOT-CC mg/L 1.0
Total Phosphorus as P W-PTOT-SPC mg/L 0.050 0.117 0.067 <0.050
Total Phosphorus as PO4 3- W-PTOT-SPC mg/L 0.150 0.359 0.205 <0.150

Petroleum Hydrocarbons - FTIR

Total extractable aliphates W-OIL-IR mg/L 0.10 <0.10 <0.10 <0.10
Total extractable aromatics W-OIL-IR mg/L 0.10 <0.10 <0.10 <0.10
Unpolar Aliphates W-OIL-IR mg/L 0.10 <0.10 <0.10 <0.10

Physical Parameters

Colour (True) W-COL-SPC mgPt/l 2.0 <2.0 <2.0 <2.0
Electrical Conductivity @ 25°C W-CON-PCT mS/m 0.10 12.8 6.71 7.93
pH Value W-PH-PCT 1.00 7.73 7.96 7.83

Radiological Parameters

Gross alpha activity W-GAA-SCI Bq/L 0.04 <0.04 <0.04 <0.04
Gross beta activity W-GBA-PRO Bq/L 0.10 <0.10 0.12 <0.10

Total Metals / Major Cations

Aluminium W-METMSDG2 µg/L 5.0
Aluminium W-METMSFX2 µg/L 5.0 76.2 14.4 12.0
Antimony W-METMSDG1 µg/L 1.0
Antimony W-METMSFX1 µg/L 1.0 20 <1.0 <1.0 <1.0
Arsenic W-METMSDG1 µg/L 1.0
Arsenic W-METMSFX1 µg/L 1.0 10 <1.0 <1.0 <1.0
Barium W-METMSDG2 µg/L 1.0
Barium W-METMSFX2 µg/L 1.0 700 4.4 1.3 8.1
Beryllium W-METMSDG1 µg/L 0.20
Beryllium W-METMSFX1 µg/L 0.20 <0.20 <0.20 <0.20
Bismuth W-METMSDG2 µg/L 1.0
Bismuth W-METMSFX2 µg/L 1.0 <1.0 <1.0 <1.0
Boron W-METAXDG1 mg/L 0.010
Boron W-METAXFX1 mg/L 0.010 2.4 0.011 <0.010 0.010
Cadmium W-METMSDG1 µg/L 0.20
Cadmium W-METMSFX1 µg/L 0.50 3 <0.50 <0.50 <0.50
Calcium W-METAXDG1 mg/L 0.050
Calcium W-METAXFX1 mg/L 0.0050 14.4 5.48 7.67
Chromium W-METMSDG1 µg/L 5.0
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Q3 2017 Spring Water Sample Chemical Analytical Results
(Orange highlight = WHO standard for drinking water exceeded)

Chromium W-METMSFX1 µg/L 5.0 <5.0 <5.0 <5.0
Cobalt W-METMSDG2 µg/L 0.50
Cobalt W-METMSFX2 µg/L 0.50 <0.50 <0.50 <0.50
Copper W-METMSDG2 µg/L 1.0
Copper W-METMSFX2 µg/L 1.0 2000 1.2 <1.0 <1.0
Iron W-METAXDG1 mg/L 0.0050
Iron W-METAXFX1 mg/L 0.0020 0.0470 0.0202 0.0111
Lead W-METMSDG1 µg/L 1.0
Lead W-METMSFX1 µg/L 1.0 10 <1.0 <1.0 <1.0
Lithium W-METMSDG2 µg/L 1.0
Lithium W-METMSFX2 µg/L 1.0 <1.0 <1.0 <1.0
Magnesium W-METAXDG1 mg/L 0.020
Magnesium W-METMSDG2 µg/L 10
Magnesium W-METMSFX2 µg/L 10 3600 2410 2250
Manganese W-METMSDG2 µg/L 0.50
Manganese W-METMSFX2 µg/L 0.50 0.88 1.47 0.69
Mercury W-HG-AFSDG µg/L 0.020
Mercury W-HG-AFSFX µg/L 0.010 6 <0.010 <0.010 <0.010
Molybdenum W-METMSDG1 µg/L 1.0
Molybdenum W-METMSFX1 µg/L 1.0  <1.0 <1.0 <1.0
Nickel W-METMSDG1 µg/L 3.0
Nickel W-METMSFX1 µg/L 3.0 70 <3.0 <3.0 <3.0
Phosphorus W-METAXDG1 mg/L 0.050
Phosphorus W-METAXFX1 mg/L 0.050 0.136 0.086 0.053
Potassium W-METAXDG1 mg/L 0.015
Potassium W-METAXFX1 mg/L 0.015 2.58 2.26 2.22
Selenium W-METMSDG1 µg/L 5.0
Selenium W-METMSFX1 µg/L 1.0 40 <1.0 <1.0 <1.0
Silver W-METMSDG2 µg/L 1.0
Silver W-METMSFX2 µg/L 1.0 <1.0 <1.0 <1.0
Sodium W-METAXDG1 mg/L 0.030
Sodium W-METAXFX1 mg/L 0.030 5.27 3.38 3.65
Strontium W-METMSDG2 µg/L 1.0
Strontium W-METMSFX2 µg/L 1.0 99.2 57.0 54.4
Tellurium W-METMSDG2 µg/L 5.0
Tellurium W-METMSFX2 µg/L 5.0 <5.0 <5.0 <5.0
Thallium W-METMSDG1 µg/L 0.50
Thallium W-METMSFX1 µg/L 0.50 <0.50 <0.50 <0.50
Tin W-METMSDG2 µg/L 1.0
Tin W-METMSFX2 µg/L 1.0 <1.0 <1.0 <1.0
Titanium W-METMSDG2 µg/L 5.0
Titanium W-METMSFX2 µg/L 5.0 <5.0 <5.0 <5.0
Uranium W-METMSDG3 µg/L 0.10
Uranium W-METMSFX3 µg/L 0.10 0.16 <0.10 0.16
Vanadium W-METMSDG2 µg/L 5.0
Vanadium W-METMSFX2 µg/L 5.0 11.6 7.8 <5.0
Zinc W-METMSDG2 µg/L 2.0
Zinc W-METMSFX2 µg/L 2.0 11.1 11.8 72.2
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ Error! 
Reference source not 

found. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Հավելված 7․ 
Հողի վերաբերյալ վերլուծական 
տվյալներ 
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Q3 2017 Soil Sample Chemical Analytical Results

SS1 SS2 SS3 SS4 SS5 SS6 SS7 SS8 SS9

HLF HLF HLF HLF HLF HLF HLF HLF HLF

PR1765041001 PR1765041002 PR1765041003 PR1765041004 PR1765041005 PR1765041006 PR1765041007 PR1765041008 PR1765041009
20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017

Parameter Method Unit LOR

Extractable Metals / Major Cations

Aluminium S-METAXHB2 mg/kg DW 1.0 10400 20600 31200 20600 24700 26200 44600 43800 32400
Antimony S-METAXHB1 mg/kg DW 0.50 20 20 <0.50 1.47 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50
Arsenic S-METAXHB1 mg/kg DW 0.50 15.4 23.6 1.78 46.0 4.99 12.2 7.89 5.36 1.97 3.60 3.19
Barium S-METAXHB1 mg/kg DW 0.20 57.4 117 176 87.5 169 155 150 156 150
Beryllium S-METAXHB1 mg/kg DW 0.010 0.426 0.804 0.742 0.548 1.04 0.856 0.794 0.646 0.612
Bismuth S-METAXHB2 mg/kg DW 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Boron S-METAXHB2 mg/kg DW 1.0 <1.0 1.1 6.9 2.2 12.2 14.7 7.3 7.1 4.8
Cadmium S-METAXHB1 mg/kg DW 0.40 <0.40 0.76 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40
Calcium S-METAXHB2 mg/kg DW 50 4680 4000 17600 11900 57900 69400 17700 22300 49800
Chromium S-METAXHB1 mg/kg DW 0.50 19.6 24.5 22.4 19.9 40.9 39.2 26.8 25.1 20.4
Cobalt S-METAXHB1 mg/kg DW 0.20 40 40 10.1 14.8 19.3 18.8 13.5 13.9 19.3 24.2 18.1
Copper S-METAXHB1 mg/kg DW 1.0 63 93 20.5 64.7 81.0 54.5 40.6 41.3 66.0 84.3 71.2
Iron S-METAXHB1 mg/kg DW 10 32100 38300 55600 70700 31500 31800 62500 68900 52000
Lead S-METAXHB1 mg/kg DW 1.0 70 70 6.6 19.1 10.1 13.8 11.8 9.6 9.7 7.9 7.3
Lithium S-METAXHB1 mg/kg DW 1.0 10.5 19.5 26.5 15.6 30.5 34.4 19.5 21.4 20.1
Magnesium S-METAXHB2 mg/kg DW 5.0 4070 4760 11700 9900 11800 11900 10600 12400 9200
Manganese S-METAXHB1 mg/kg DW 0.50 1967 1967 339 397 1030 885 578 566 1060 1150 816
Mercury S-METAXHB1 mg/kg DW 0.20 6.6 6.6 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20
Molybdenum S-METAXHB1 mg/kg DW 0.40 0.48 1.61 0.55 0.71 0.50 0.47 <0.40 <0.40 <0.40
Nickel S-METAXHB1 mg/kg DW 1.0 100 67.6 17.3 26.1 29.0 14.9 53.3 48.9 29.4 26.7 23.1
Phosphorus S-METAXHB1 mg/kg DW 5.0 1250 1560 382 1060 683 795 426 566 561
Potassium S-METAXHB2 mg/kg DW 5.0 1040 1740 3470 1410 3120 3410 2270 2510 2210
Selenium S-METAXHB2 mg/kg DW 2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0
Silicon S-METAXHB2 mg/kg DW 50 150 159 191 115 174 159 202 183 174
Silver S-METAXHB1 mg/kg DW 0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50
Sodium S-METAXHB2 mg/kg DW 15 242 231 1340 679 240 334 1320 1800 1600
Strontium S-METAXHB1 mg/kg DW 0.10 39.2 57.6 104 110 115 135 155 283 287
Sulphur S-METAXHB2 mg/kg DW 30 204 888 185 234 685 699 318 312 329
Tellurium S-METAXHB2 mg/kg DW 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 6.4 <1.0
Thallium S-METAXHB1 mg/kg DW 0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50
Tin S-METAXHB1 mg/kg DW 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Titanium S-METAXHB2 mg/kg DW 0.20 1360 1140 2230 2770 699 1050 2930 3470 2240
Vanadium S-METAXHB1 mg/kg DW 0.10 130 130 94.5 84.3 174 255 55.2 57.6 231 256 160
Zinc S-METAXHB1 mg/kg DW 3.0 200 200 48.1 61.2 64.3 81.0 50.3 50.8 78.8 82.0 60.6
Zirconium S-METAXHB2 mg/kg DW 5.0 5.6 5.7 9.9 10.6 5.9 <5.0 12.2 8.5 7.3

Nonmetallic Inorganic Parameters

Easily released cyanides S-CNF-PHO mg/kg DW 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Free Cyanide S-CNF-PHO mg/kg DW 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10

Petroleum Hydrocarbons - FTIR

Total extractable aliphates S-OIL-IR mg/kg DW 21 58 133 28 52 39 36 26 <21 34
Total extractable aromatics S-OIL-IR mg/kg DW 20 <20 <20 <20 <20 <20 <20 <20 <20 <20
Unpolar Aliphates S-OIL-IR mg/kg DW 21 34 52 <21 29 <21 <21 <21 <21 <21

Physical Parameters

Dry matter @ 105°C S-DRY-GRCI % 0.10 99.6 98.4 97.4 99.1 96.2 96.6 96.3 96.6 97.0

HLF 
Standard

BRSF 
Standard

Client Sample ID
Location

Laboratory Sample ID
Client Sampling Date
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Q3 2017 Soil Sample Chemical Analytical Results

Parameter Method Unit LOR

Extractable Metals / Major Cations

Aluminium S-METAXHB2 mg/kg DW 1.0
Antimony S-METAXHB1 mg/kg DW 0.50 20 20
Arsenic S-METAXHB1 mg/kg DW 0.50 15.4 23.6
Barium S-METAXHB1 mg/kg DW 0.20
Beryllium S-METAXHB1 mg/kg DW 0.010
Bismuth S-METAXHB2 mg/kg DW 1.0
Boron S-METAXHB2 mg/kg DW 1.0
Cadmium S-METAXHB1 mg/kg DW 0.40
Calcium S-METAXHB2 mg/kg DW 50
Chromium S-METAXHB1 mg/kg DW 0.50
Cobalt S-METAXHB1 mg/kg DW 0.20 40 40
Copper S-METAXHB1 mg/kg DW 1.0 63 93
Iron S-METAXHB1 mg/kg DW 10
Lead S-METAXHB1 mg/kg DW 1.0 70 70
Lithium S-METAXHB1 mg/kg DW 1.0
Magnesium S-METAXHB2 mg/kg DW 5.0
Manganese S-METAXHB1 mg/kg DW 0.50 1967 1967
Mercury S-METAXHB1 mg/kg DW 0.20 6.6 6.6
Molybdenum S-METAXHB1 mg/kg DW 0.40
Nickel S-METAXHB1 mg/kg DW 1.0 100 67.6
Phosphorus S-METAXHB1 mg/kg DW 5.0
Potassium S-METAXHB2 mg/kg DW 5.0
Selenium S-METAXHB2 mg/kg DW 2.0
Silicon S-METAXHB2 mg/kg DW 50
Silver S-METAXHB1 mg/kg DW 0.50
Sodium S-METAXHB2 mg/kg DW 15
Strontium S-METAXHB1 mg/kg DW 0.10
Sulphur S-METAXHB2 mg/kg DW 30
Tellurium S-METAXHB2 mg/kg DW 1.0
Thallium S-METAXHB1 mg/kg DW 0.50
Tin S-METAXHB1 mg/kg DW 1.0
Titanium S-METAXHB2 mg/kg DW 0.20
Vanadium S-METAXHB1 mg/kg DW 0.10 130 130
Zinc S-METAXHB1 mg/kg DW 3.0 200 200
Zirconium S-METAXHB2 mg/kg DW 5.0

Nonmetallic Inorganic Parameters

Easily released cyanides S-CNF-PHO mg/kg DW 0.10
Free Cyanide S-CNF-PHO mg/kg DW 0.10

Petroleum Hydrocarbons - FTIR

Total extractable aliphates S-OIL-IR mg/kg DW 21
Total extractable aromatics S-OIL-IR mg/kg DW 20
Unpolar Aliphates S-OIL-IR mg/kg DW 21

Physical Parameters

Dry matter @ 105°C S-DRY-GRCI % 0.10

HLF 
Standard

BRSF 
Standard

Client Sample ID
Location

Laboratory Sample ID
Client Sampling Date

SS10 SS11 SS12 SS13 SS14 SS15 SS16 SS17 SS18

HLF HLF HLF HLF BRSF BRSF BRSF BRSF BRSF

PR1765041010 PR1765041011 PR1765041012 PR1765041013 PR1765041014 PR1765041015 PR1765041016 PR1765041017 PR1765041018
20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017 20/08/2017

23000 33400 22000 18800 41000 39300 48900 39900 32000
<0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50
3.54 5.11 5.34 3.80 6.27 5.34 5.70 6.10 5.06
153 196 140 147 250 222 272 220 204
0.950 0.925 0.858 0.588 1.33 1.26 1.56 1.38 0.923
<1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
6.0 9.6 8.4 8.5 11.0 10.2 8.2 9.0 8.5
<0.40 <0.40 <0.40 <0.40 0.44 0.62 <0.40 <0.40 <0.40
58800 45300 95500 143000 6360 6040 6000 5060 5320
30.2 36.8 29.0 22.7 60.9 56.7 46.0 58.0 48.6
14.1 18.0 12.9 10.0 27.0 22.6 21.8 22.7 16.6
45.5 60.8 40.9 35.2 38.1 39.4 53.0 34.0 28.3
37600 42800 32700 26000 45500 42300 51400 42100 32900
9.0 9.2 7.8 6.1 16.2 15.0 14.8 13.8 13.2
29.8 31.2 32.5 25.5 43.5 39.8 38.4 44.9 32.9
8780 11900 8670 7620 9010 9150 8370 7880 7340
628 836 485 351 1360 1240 1180 1060 972
<0.20 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20 <0.20
<0.40 0.40 <0.40 <0.40 1.30 1.15 1.13 0.98 0.91
35.5 45.0 37.5 31.0 60.8 55.6 51.0 58.7 47.0
360 490 392 443 976 1060 1320 690 873
2930 3870 2840 2880 5870 5130 4760 5300 4430
<2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0
170 164 173 190 186 177 202 165 191
<0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50
268 381 332 265 116 145 198 108 119
162 126 190 249 62.7 59.6 66.7 51.6 51.4
207 246 309 393 812 851 842 644 805
<1.0 3.6 <1.0 <1.0 1.5 <1.0 <1.0 <1.0 <1.0
<0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50 <0.50
<1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
862 1190 924 744 1720 1410 1930 1590 1100
89.5 108 71.7 56.2 94.3 84.7 111 87.8 65.9
45.5 51.2 38.4 30.0 82.2 91.2 89.2 74.3 73.5
28.3 13.0 14.0 6.5 7.4 <5.0 9.0 8.8 5.1

<0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
<0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10

57 29 36 38 105 147 116 99 113
<20 <20 <20 <20 <20 <20 <20 <20 <20
35 28 <21 <21 35 71 45 33 42

97.3 96.6 97.4 97.7 96.4 96.4 96.4 96.9 96.4
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Q3 2017 Soil Sample Chemical Analytical Results

Parameter Method Unit LOR

Extractable Metals / Major Cations

Aluminium S-METAXHB2 mg/kg DW 1.0
Antimony S-METAXHB1 mg/kg DW 0.50 20 20
Arsenic S-METAXHB1 mg/kg DW 0.50 15.4 23.6
Barium S-METAXHB1 mg/kg DW 0.20
Beryllium S-METAXHB1 mg/kg DW 0.010
Bismuth S-METAXHB2 mg/kg DW 1.0
Boron S-METAXHB2 mg/kg DW 1.0
Cadmium S-METAXHB1 mg/kg DW 0.40
Calcium S-METAXHB2 mg/kg DW 50
Chromium S-METAXHB1 mg/kg DW 0.50
Cobalt S-METAXHB1 mg/kg DW 0.20 40 40
Copper S-METAXHB1 mg/kg DW 1.0 63 93
Iron S-METAXHB1 mg/kg DW 10
Lead S-METAXHB1 mg/kg DW 1.0 70 70
Lithium S-METAXHB1 mg/kg DW 1.0
Magnesium S-METAXHB2 mg/kg DW 5.0
Manganese S-METAXHB1 mg/kg DW 0.50 1967 1967
Mercury S-METAXHB1 mg/kg DW 0.20 6.6 6.6
Molybdenum S-METAXHB1 mg/kg DW 0.40
Nickel S-METAXHB1 mg/kg DW 1.0 100 67.6
Phosphorus S-METAXHB1 mg/kg DW 5.0
Potassium S-METAXHB2 mg/kg DW 5.0
Selenium S-METAXHB2 mg/kg DW 2.0
Silicon S-METAXHB2 mg/kg DW 50
Silver S-METAXHB1 mg/kg DW 0.50
Sodium S-METAXHB2 mg/kg DW 15
Strontium S-METAXHB1 mg/kg DW 0.10
Sulphur S-METAXHB2 mg/kg DW 30
Tellurium S-METAXHB2 mg/kg DW 1.0
Thallium S-METAXHB1 mg/kg DW 0.50
Tin S-METAXHB1 mg/kg DW 1.0
Titanium S-METAXHB2 mg/kg DW 0.20
Vanadium S-METAXHB1 mg/kg DW 0.10 130 130
Zinc S-METAXHB1 mg/kg DW 3.0 200 200
Zirconium S-METAXHB2 mg/kg DW 5.0

Nonmetallic Inorganic Parameters

Easily released cyanides S-CNF-PHO mg/kg DW 0.10
Free Cyanide S-CNF-PHO mg/kg DW 0.10

Petroleum Hydrocarbons - FTIR

Total extractable aliphates S-OIL-IR mg/kg DW 21
Total extractable aromatics S-OIL-IR mg/kg DW 20
Unpolar Aliphates S-OIL-IR mg/kg DW 21

Physical Parameters

Dry matter @ 105°C S-DRY-GRCI % 0.10

HLF 
Standard

BRSF 
Standard

Client Sample ID
Location

Laboratory Sample ID
Client Sampling Date

SS19

BRSF

PR1765041019
20/08/2017

36900
<0.50
5.23
211
1.10
<1.0
9.5
0.63
6480
55.3
18.5
29.7
40500
15.8
44.0
9520
1040
<0.20
0.97
55.0
1320
4850
<2.0
207
<0.50
136
58.5
1020
<1.0
<0.50
<1.0
1300
72.5
90.1
<5.0

<0.10
<0.10

151
<20
54

96.3
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ Error! 
Reference source not 

found. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Հավելված 8․ 
Նստավածքների վերաբերյալ 
վերլուծական տվյալներ 
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Q3 2017 Sediment Sample Chemical Analytical Results

AWS001 AWS015 AWS021 AWS009 AWS010

PR1765040001 PR1765040002 PR1765040003 PR1765040004 PR1765040005
13/08/2017 13/08/2017 13/08/2017 13/08/2017 13/08/2017

Parameter Method Unit LOR

Extractable Metals / Major Cations

Aluminium S-METAXHB2 mg/kg DW 1.0 10600 14900 7900 23000 30200
Antimony S-METAXHB1 mg/kg DW 0.50 20 20 <0.50 <0.50 <0.50 <0.50 <0.50
Arsenic S-METAXHB1 mg/kg DW 0.50 15.4 23.6 2.24 37.9 26.0 12.0 7.40
Barium S-METAXHB1 mg/kg DW 0.20 60.7 98.7 151 85.7 85.6
Beryllium S-METAXHB1 mg/kg DW 0.010 0.440 0.633 0.223 0.535 0.548
Bismuth S-METAXHB2 mg/kg DW 1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Boron S-METAXHB2 mg/kg DW 1.0 <1.0 <1.0 <1.0 4.8 3.2
Cadmium S-METAXHB1 mg/kg DW 0.40 <0.40 0.64 0.47 <0.40 <0.40
Calcium S-METAXHB2 mg/kg DW 50 4650 3540 277 12400 22200
Chromium S-METAXHB1 mg/kg DW 0.50 18.1 17.6 8.79 18.0 5.95
Cobalt S-METAXHB1 mg/kg DW 0.20 40 40 11.0 12.8 2.60 21.4 16.2
Copper S-METAXHB1 mg/kg DW 1.0 63 93 21.3 52.3 82.8 58.7 74.8
Iron S-METAXHB1 mg/kg DW 10 31000 34500 114000 66000 45900
Lead S-METAXHB1 mg/kg DW 1.0 70 70 6.0 16.1 17.2 13.9 6.4
Lithium S-METAXHB1 mg/kg DW 1.0 11.1 13.8 1.2 15.6 13.8
Magnesium S-METAXHB2 mg/kg DW 5.0 4000 3940 986 10500 13300
Manganese S-METAXHB1 mg/kg DW 0.50 1967 1967 360 384 103 834 987
Mercury S-METAXHB1 mg/kg DW 0.20 6.6 6.6 <0.20 <0.20 <0.20 <0.20 <0.20
Molybdenum S-METAXHB1 mg/kg DW 0.40 0.51 1.52 4.04 0.67 0.41
Nickel S-METAXHB1 mg/kg DW 1.0 100 67.6 17.2 19.2 3.1 13.6 8.8
Phosphorus S-METAXHB1 mg/kg DW 5.0 1300 1470 1090 1030 978
Potassium S-METAXHB2 mg/kg DW 5.0 1120 1280 1660 1280 1580
Selenium S-METAXHB2 mg/kg DW 2.0 <2.0 <2.0 3.4 <2.0 <2.0
Silicon S-METAXHB2 mg/kg DW 50 178 154 158 136 91
Silver S-METAXHB1 mg/kg DW 0.50 <0.50 <0.50 <0.50 <0.50 <0.50
Sodium S-METAXHB2 mg/kg DW 15 263 222 326 719 964
Strontium S-METAXHB1 mg/kg DW 0.10 40.5 52.9 48.2 117 152
Sulphur S-METAXHB2 mg/kg DW 30 203 609 5240 343 184
Tellurium S-METAXHB2 mg/kg DW 1.0 <1.0 <1.0 <1.0 7.9 <1.0
Thallium S-METAXHB1 mg/kg DW 0.50 <0.50 <0.50 <0.50 <0.50 <0.50
Tin S-METAXHB1 mg/kg DW 1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Titanium S-METAXHB2 mg/kg DW 0.20 1340 973 55.1 2630 1920
Vanadium S-METAXHB1 mg/kg DW 0.10 130 130 88.8 74.0 75.1 245 123

HLF 
Standard

BRSF 
Standard

Client Sample ID

Laboratory Sample ID

Client Sampling Date
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Q3 2017 Sediment Sample Chemical Analytical Results

AWS001 AWS015 AWS021 AWS009 AWS010

PR1765040001 PR1765040002 PR1765040003 PR1765040004 PR1765040005
13/08/2017 13/08/2017 13/08/2017 13/08/2017 13/08/2017

Parameter Method Unit LOR HLF 
Standard

BRSF 
Standard

Client Sample ID

Laboratory Sample ID

Client Sampling Date

Zinc S-METAXHB1 mg/kg DW 3.0 200 200 45.9 53.3 13.5 80.0 58.4
Zirconium S-METAXHB2 mg/kg DW 5.0 5.4 5.4 <5.0 9.8 13.8

Nonmetallic Inorganic Parameters

Easily released cyanides S-CNF-PHO mg/kg DW 0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Free Cyanide S-CNF-PHO mg/kg DW 0.10 <0.10 <0.10 <0.10 <0.10 <0.10

Petroleum Hydrocarbons - FTIR

Total extractable aliphates S-OIL-IR mg/kg DW 21 50 96 54 54 65
Total extractable aromatics S-OIL-IR mg/kg DW 20 <20 <20 <20 <20 <20
Unpolar Aliphates S-OIL-IR mg/kg DW 21 33 55 39 36 38

Physical Parameters

Dry matter @ 105°C S-DRY-GRCI % 0.10 99.7 99.2 97.5 97.9 99.6
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ 

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ Error! 
Reference source not 

found. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0  

 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը  
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  
 

Տպվեց՝ 
24 հունվարի 
2018թ․ 

 

Հավելված 9․ 
Բիոտայի վերաբերյալ վերլուծական 
տվյալներ 
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CERTIFICATE OF ANALYSIS

Work Order Issue Date: :FP1705671 01-Aug-2017 

:: LaboratoryClient ALS Czech Republic, s.r.o.Lydian CJSC

: :ContactContact F&P Client ServiceArtur Pepanyan

:: AddressAddress Na Harfe 336/9 Prague 9 - Vysocany

190 00  Czech Republic

V. Sargsyan str. 26/1

0010 Yerevan Armenia

:: E-mailE-mail artur.pepanyan@lydianinternational.co.

uk

czsupport.food@alsglobal.com

:: TelephoneTelephone ---- +420 226 226 998

:: FacsimileFacsimile ---- +420 284 081 635

::Project Page 1 of 3 Laboratory analysis - Amulsar Project

:Order number :Date Samples 

Received

19-Jul-2017

::C-O-C number ---- Quote number PR2015GEOAM-AM0291 

(CZ-200-15-0357)
Site : ---- :Date of test 20-Jul-2017 - 01-Aug-2017

::Sampled by Client QC Level ALS CR Standard Quality Control 

Schedule

General Comments

This report shall not be reproduced except in full, without prior written approval from the laboratory.

The laboratory declares that the test results relate only to the listed samples.

B-CNT-COL: The analysis is accredited for these matrices: macaroons, almonds, feed, raw materials, bakery

products.

Responsible for accuracy Testing Laboratory Accredited by CAI 

according to CSN EN ISO/IEC 17025:2005

Signatories Position

Marek Jiricek Food & Pharmaceutical Manager

Sample Information

Date Samples ReceivedNo. of samples received : 5

19-Jul-2017 14:39No. of samples analysed : 5

When no sampling time is provided, the sampling time will default 00:00 on the date of sampling. If no sampling 

date is provided, the sampling date will be assumed by the laboratory and displayed in brackets without a time 

component. Bracketted 'Laboratory sample ID' indicates that no analysis was performed on the sample.

Sub-Matrix : DRIED HERBS

Laboratory sample ID Client sample ID Client sampling date / time

FP1705671-001 FR21 [19-Jul-2017]

FP1705671-002 FR22 [19-Jul-2017]

FP1705671-003 FR23 [19-Jul-2017]

FP1705671-004 FR24 [19-Jul-2017]

FP1705671-005 FR25 [19-Jul-2017]

Right Solutions • Right Partner www.alsglobal.eu
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:Issue Date

2 of 3:Page

Work Order :

:Client

FP1705671

Lydian CJSC

01-Aug-2017 

Analytical Results

FP1705671-003FP1705671-002FP1705671-001Sub-Matrix: DRIED HERBS Laboratory sample ID

19-Jul-2017 00:0019-Jul-2017 00:0019-Jul-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters
Total Cyanide B-CNT-COL mg/kg1 <1<1----<1 --------

Total Metals / Major Cations
Antimony B-METMSDT2 mg/kg0.050 <0.050<0.050----<0.050 --------

Arsenic B-METMSDT1 mg/kg0.10 0.140.24----<0.10 ± 20.0%± 20.0%

Chromium B-METMSDT1 mg/kg0.20 0.652.33----<0.20 ± 20.0%± 20.0%

Cobalt B-METMSDT2 mg/kg0.050 0.2230.293----<0.050 ± 20.0%± 20.0%

Copper B-METMSDT1 mg/kg0.10 7.345.68± 20.0%1.40 ± 20.0%± 20.0%

Lead B-METMSDT1 mg/kg0.050 0.1080.487± 20.0%0.067 ± 20.0%± 20.0%

Mercury B-HG-AMAT mg/kg0.0030 0.00560.0077----<0.0030 ± 20.0%± 20.0%

Nickel B-METMSDT1 mg/kg0.20 1.152.01± 20.0%0.55 ± 20.0%± 20.0%

--------FP1705671-005FP1705671-004Sub-Matrix: DRIED HERBS Laboratory sample ID

----19-Jul-2017 00:0019-Jul-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters
Total Cyanide B-CNT-COL mg/kg1 ----<1----<1 --------

Total Metals / Major Cations
Antimony B-METMSDT2 mg/kg0.050 ----<0.050----<0.050 --------

Arsenic B-METMSDT1 mg/kg0.10 ----<0.10----<0.10 --------

Chromium B-METMSDT1 mg/kg0.20 ----<0.20----<0.20 --------

Cobalt B-METMSDT2 mg/kg0.050 ----<0.050----<0.050 --------

Copper B-METMSDT1 mg/kg0.10 ----1.21± 20.0%1.08 ----± 20.0%

Lead B-METMSDT1 mg/kg0.050 ----<0.050----<0.050 --------

Mercury B-HG-AMAT mg/kg0.0030 ----<0.0030----<0.0030 --------

Nickel B-METMSDT1 mg/kg0.20 ----0.31----<0.20 ----± 20.0%

If no sampling time is provided, the sampling time will default 00:00 on the date of sampling. If no sampling date is provided, delivery date in brackets 

without a time component will be displayed instead. Measurement uncertainty is expressed as expanded measurement uncertainty with coverage 

factor k = 2, representing 95% confidence level.

Key: LOR = Limit of reporting;  MU = Measurement Uncertainty

The end of result part of the certificate of analysis

Brief Method Summaries

Analytical Methods Method Descriptions

Location of test performance: Na Harfe 336/9 Prague 9 - Vysocany  Czech Republic 190 00

Total cyanide by colorimetric method [Subcontracted]* B-CNT-COL

CZ_SOP_D06_02_003 (CSN 46 5735, CSN 75 7440, CL, PhEur, USP samples prepared as per CZ_SOP_D06_02_J02 

chap.10.1 to 10.17.14, 10.20)  Determination of Hg by atomic absorption spectrometry.

B-HG-AMAT

CZ_SOP_D06_02_002 (US EPA 200.8, CSN EN ISO 17294-2, samples prepared as per CZ_SOP_D06_02_J02 chap. 

10.17.1, 10.17.2, 10.17.4, 10.17.7, 10.17.8) Determination of elements by mass spectrometry with inductively coupled 

plasma and stoichiometric calculations of compounds concentration from measured values. Sample was homogenized and 

mineralized by acids and hydrogen peroxide prior to analysis.

B-METMSDT1

CZ_SOP_D06_02_002 (US EPA 200.8, CSN EN ISO 17294-2, samples prepared as per CZ_SOP_D06_02_J02 chap. 

10.17.1, 10.17.2, 10.17.4, 10.17.7, 10.17.8) Determination of elements by mass spectrometry with inductively coupled 

plasma and stoichiometric calculations of compounds concentration from measured values.  Sample was homogenized and 

mineralized by acids and hydrogen peroxide prior to analysis.

B-METMSDT2

Right Solutions • Right Partner www.alsglobal.eu
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:Issue Date

3 of 3:Page

Work Order :

:Client

FP1705671

Lydian CJSC

01-Aug-2017 

A `*` symbol preceeding any method indicates non-accredited test. In the case when a procedure belonging to an accredited method 

was used for non-accredited matrix, would apply that the reported results are non-accredited. Please refer to General Comment 

section on front page for information.

The calculation methods of summation parameters are available on request in the client service.

Right Solutions • Right Partner www.alsglobal.eu
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CERTIFICATE OF ANALYSIS

Work Order Issue Date: :FP1706521 18-Aug-2017 

:: LaboratoryClient ALS Czech Republic, s.r.o.Lydian CJSC

: :ContactContact F&P Client ServiceArtur Pepanyan

:: AddressAddress Na Harfe 336/9 Prague 9 - Vysocany

190 00  Czech Republic

V. Sargsyan str. 26/1

0010 Yerevan Armenia

:: E-mailE-mail artur.pepanyan@lydianinternational.co.

uk

czsupport.food@alsglobal.com

:: TelephoneTelephone ---- +420 226 226 998

:: FacsimileFacsimile ---- +420 284 081 635

::Project Page 1 of 3Laboratory analysis Amulsar Project

:Order number 9.8.2017-18.8.2017 :Date Samples 

Received

07-Aug-2017

::C-O-C number ---- Quote number PR2015GEOAM-AM0291 

(CZ-200-15-0357)
Site : ---- :Date of test 07-Aug-2017 - 18-Aug-2017

::Sampled by Client QC Level ALS CR Standard Quality Control 

Schedule

General Comments

This report shall not be reproduced except in full, without prior written approval from the laboratory.

The laboratory declares that the test results relate only to the listed samples.

B-CNT-COL: The analysis is accredited for these matrices: macaroons, almonds, feed, raw materials, bakery

products.

Responsible for accuracy Testing Laboratory Accredited by CAI 

according to CSN EN ISO/IEC 17025:2005

Signatories Position

Marek Jiricek Food & Pharmaceutical Manager

Sample Information

Date Samples ReceivedNo. of samples received : 10

07-Aug-2017 12:53No. of samples analysed : 10

When no sampling time is provided, the sampling time will default 00:00 on the date of sampling. If no sampling 

date is provided, the sampling date will be assumed by the laboratory and displayed in brackets without a time 

component. Bracketted 'Laboratory sample ID' indicates that no analysis was performed on the sample.

Sub-Matrix : VEGETABLES

Laboratory sample ID Client sample ID Client sampling date / time

FP1706521-001 FR1 [07-Aug-2017]

FP1706521-002 FR6 [07-Aug-2017]

FP1706521-003 FR4 [07-Aug-2017]

FP1706521-004 FR5 [07-Aug-2017]

FP1706521-005 FR7 [07-Aug-2017]

FP1706521-006 FR26 [07-Aug-2017]

FP1706521-007 FR3 [07-Aug-2017]

FP1706521-008 FR2 [07-Aug-2017]

FP1706521-009 FR10 [07-Aug-2017]

FP1706521-010 FR9 [07-Aug-2017]

Right Solutions • Right Partner www.alsglobal.eu
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:Issue Date

2 of 3:Page

Work Order :

:Client

FP1706521

Lydian CJSC

18-Aug-2017 

Analytical Results

FP1706521-003FP1706521-002FP1706521-001Sub-Matrix: VEGETABLES Laboratory sample ID

07-Aug-2017 00:0007-Aug-2017 00:0007-Aug-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters
Total Cyanide B-CNT-COL mg/kg1 1.4±0.715.1±2.2----1.7±0.7 --------

Total Metals / Major Cations
Antimony B-METMSDT2 mg/kg0.050 <0.050<0.050----<0.050 --------

Arsenic B-METMSDT1 mg/kg0.10 <0.10<0.10----<0.10 --------

Chromium B-METMSDT1 mg/kg0.20 <0.20<0.20----<0.20 --------

Cobalt B-METMSDT2 mg/kg0.050 <0.050<0.050----<0.050 --------

Copper B-METMSDT1 mg/kg0.10 0.750.38± 20.0%1.88 ± 20.0%± 20.0%

Lead B-METMSDT1 mg/kg0.050 <0.050<0.050± 20.0%0.082 --------

Mercury B-HG-AMAT mg/kg0.0030 <0.0030<0.0030----<0.0030 --------

Nickel B-METMSDT1 mg/kg0.20 0.41<0.20± 20.0%0.30 ± 20.0%----

FP1706521-006FP1706521-005FP1706521-004Sub-Matrix: VEGETABLES Laboratory sample ID

07-Aug-2017 00:0007-Aug-2017 00:0007-Aug-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters
Total Cyanide B-CNT-COL mg/kg1 < 1< 1----< 1 --------

Total Metals / Major Cations
Antimony B-METMSDT2 mg/kg0.050 <0.050<0.050----<0.050 --------

Arsenic B-METMSDT1 mg/kg0.10 <0.10<0.10----<0.10 --------

Chromium B-METMSDT1 mg/kg0.20 <0.20<0.20----<0.20 --------

Cobalt B-METMSDT2 mg/kg0.050 <0.050<0.050----<0.050 --------

Copper B-METMSDT1 mg/kg0.10 0.680.74± 20.0%0.56 ± 20.0%± 20.0%

Lead B-METMSDT1 mg/kg0.050 <0.050<0.050----<0.050 --------

Mercury B-HG-AMAT mg/kg0.0030 <0.0030<0.0030----<0.0030 --------

Nickel B-METMSDT1 mg/kg0.20 <0.20<0.20----<0.20 --------

FP1706521-009FP1706521-008FP1706521-007Sub-Matrix: VEGETABLES Laboratory sample ID

07-Aug-2017 00:0007-Aug-2017 00:0007-Aug-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters
Total Cyanide B-CNT-COL mg/kg1 < 1< 1----1.2±0.7 --------

Total Metals / Major Cations
Antimony B-METMSDT2 mg/kg0.050 <0.050<0.050----<0.050 --------

Arsenic B-METMSDT1 mg/kg0.10 <0.10<0.10----<0.10 --------

Chromium B-METMSDT1 mg/kg0.20 <0.20<0.20----<0.20 --------

Cobalt B-METMSDT2 mg/kg0.050 <0.050<0.050----<0.050 --------

Copper B-METMSDT1 mg/kg0.10 0.450.45± 20.0%11.4 ± 20.0%± 20.0%

Lead B-METMSDT1 mg/kg0.050 <0.050<0.050----<0.050 --------

Mercury B-HG-AMAT mg/kg0.0030 <0.0030<0.0030----<0.0030 --------

Nickel B-METMSDT1 mg/kg0.20 <0.200.41----<0.20 ----± 20.0%

----------------FP1706521-010Sub-Matrix: VEGETABLES Laboratory sample ID

--------07-Aug-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters
Total Cyanide B-CNT-COL mg/kg1 ------------< 1 --------

Total Metals / Major Cations
Antimony B-METMSDT2 mg/kg0.050 ------------<0.050 --------

Arsenic B-METMSDT1 mg/kg0.10 ------------<0.10 --------

Chromium B-METMSDT1 mg/kg0.20 ------------<0.20 --------

Cobalt B-METMSDT2 mg/kg0.050 ------------<0.050 --------

Copper B-METMSDT1 mg/kg0.10 --------± 20.0%0.59 --------

Lead B-METMSDT1 mg/kg0.050 ------------<0.050 --------
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3 of 3:Page

Work Order :

:Client

FP1706521

Lydian CJSC

18-Aug-2017 

----------------FP1706521-010Sub-Matrix: VEGETABLES Laboratory sample ID

--------07-Aug-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Total Metals / Major Cations - Continued

Mercury B-HG-AMAT mg/kg0.0030 ------------<0.0030 --------

Nickel B-METMSDT1 mg/kg0.20 ------------<0.20 --------

If no sampling time is provided, the sampling time will default 00:00 on the date of sampling. If no sampling date is provided, delivery date in brackets 

without a time component will be displayed instead. Measurement uncertainty is expressed as expanded measurement uncertainty with coverage 

factor k = 2, representing 95% confidence level.

Key: LOR = Limit of reporting;  MU = Measurement Uncertainty

The end of result part of the certificate of analysis

Brief Method Summaries

Analytical Methods Method Descriptions

Location of test performance: Na Harfe 336/9 Prague 9 - Vysocany  Czech Republic 190 00

Total cyanide by colorimetric method [Subcontracted]* B-CNT-COL

CZ_SOP_D06_02_003 (CSN 46 5735, CSN 75 7440, CL, PhEur, USP samples prepared as per CZ_SOP_D06_02_J02 

chap.10.1 to 10.17.14, 10.20)  Determination of Hg by atomic absorption spectrometry.

B-HG-AMAT

CZ_SOP_D06_02_002 (US EPA 200.8, CSN EN ISO 17294-2, samples prepared as per CZ_SOP_D06_02_J02 chap. 

10.17.1, 10.17.2, 10.17.4, 10.17.7, 10.17.8) Determination of elements by mass spectrometry with inductively coupled 

plasma and stoichiometric calculations of compounds concentration from measured values. Sample was homogenized and 

mineralized by acids and hydrogen peroxide prior to analysis.

B-METMSDT1

CZ_SOP_D06_02_002 (US EPA 200.8, CSN EN ISO 17294-2, samples prepared as per CZ_SOP_D06_02_J02 chap. 

10.17.1, 10.17.2, 10.17.4, 10.17.7, 10.17.8) Determination of elements by mass spectrometry with inductively coupled 

plasma and stoichiometric calculations of compounds concentration from measured values.  Sample was homogenized and 

mineralized by acids and hydrogen peroxide prior to analysis.

B-METMSDT2

A `*` symbol preceeding any method indicates non-accredited test. In the case when a procedure belonging to an accredited method 

was used for non-accredited matrix, would apply that the reported results are non-accredited. Please refer to General Comment 

section on front page for information.

The calculation methods of summation parameters are available on request in the client service.
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ Error! 
Reference source not 

found. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Հավելված 10․ 
Երթևեկության հոսքի հաշվարկ 
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Q3 2017 Traffic Counts: Camera 1

Cam 1 to Jermuk Cam 1 to Vayk Cam 1 to Jermuk Cam 1  to Vayk Cam 1  to Jermuk Cam 1  to Vayk
24-01.29.09.2017 1 2 0 0 0 0
01-02.29.09.2017 0 2 0 2 0 3
02-03.29.09.2017 0 0 0 0 0 0
03-04.29.09.2017 0 1 0 0 0 5
04-05.29.09.2017 0 0 0 0 0 0
05-06.29.09.2017 0 0 0 0 0 0
06-07.29.09.2017 0 2 0 0 0 1
07-08.29.09.2017 4 19 0 9 4 1
08-09.29.09.2017 8 36 1 25 2 2
09-10.29.09.2017 7 29 1 8 2 3
10-11.29.09.2017 7 44 8 11 3 5
11-12.29.09.2017 5 41 4 6 5 3
12-13.29.09.2017 9 33 4 9 5 7
13-14.29.09.2017 6 45 8 8 6 5
14-15.29.09.2017 5 37 3 10 1 4
15-16.29.09.2017 15 41 3 1 7 8
16-17.29.09.2017 9 27 2 15 1 5
17-18.29.09.2017 10 29 1 15 6 2
18-19.29.09.2017 27 32 5 8 3 2
19-20.29.09.2017 7 16 0 5 2 1
20-21.29.09.2017 2 16 1 1 10 5
21-22.29.09.2017 0 0 0 0 0 0
22-23.29.09.2017 1 16 0 2 0 0
23-24.29.09.2017 0 0 0 0 0 0

123 468 41 135 57 62

Total northbound = 221 % HGVs = 25.8
Total southbound = 665 % HGVs = 9.3

Time
Light vehicle Middle truck Heavy vehicles
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Q3 2017 Traffic Counts: Camera 2

Cam 2 to Jermuk Cam 2 to Vayk Cam 2 to Jermuk Cam 2 to Vayk Cam 2 to Jermuk Cam 2 to Vayk
24-01.29.09.2017 0 0 0 0 0 0
01-02.29.09.2017 2 5 1 1 0 2
02-03.29.09.2017 0 0 0 0 0 0
03-04.29.09.2017 0 0 0 0 0 0
04-05.29.09.2017 0 0 0 0 0 0
05-06.29.09.2017 1 8 0 0 0 8
06-07.29.09.2017 0 0 0 0 0 0
07-08.29.09.2017 11 20 5 8 3 2
08-09.29.09.2017 14 31 0 21 5 3
09-10.29.09.2017 24 37 9 5 10 4
10-11.29.09.2017 27 50 5 9 6 9
11-12.29.09.2017 24 40 15 16 13 8
12-13.29.09.2017 47 43 18 10 6 6
13-14.29.09.2017 28 50 8 12 4 6
14-15.29.09.2017 41 47 6 9 11 7
15-16.29.09.2017 35 40 4 13 4 6
16-17.29.09.2017 55 40 4 17 8 9
17-18.29.09.2017 52 46 6 11 2 4
18-19.29.09.2017 28 19 0 6 0 1
19-20.29.09.2017 9 23 1 2 1 2
20-21.29.09.2017 12 12 1 2 0 1
21-22.29.09.2017 5 8 0 0 0 0
22-23.29.09.2017 3 9 0 2 0 0
23-24.29.09.2017 0 0 0 0 0 0

418 528 83 144 73 78

Total northbound = 574 % HGVs = 12.7
Total southbound = 750 % HGVs = 10.4

Time
Light vehicle Middle truck Heavy vehicles
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Q3 2017 Traffic Counts: Camera 3

Cam 3 to RD-5 Cam3 to Gndevaz   Cam3to RD-5Cam 3to RD-5 Cam3to Gndevaz Cam 3 to RD-5 Cam3to Gndevaz
24-01.29.09.2017 0 0 0 0 0 0
01-02.29.09.2017 0 0 0 0 0 0
02-03.29.09.2017 0 0 0 0 0 0
03-04.29.09.2017 0 0 0 0 0 0
04-05.29.09.2017 0 0 0 0 0 0
05-06.29.09.2017 0 0 0 0 0 0
06-07.29.09.2017 0 0 0 0 0 0
07-08.29.09.2017 0 0 0 0 0 0
08-09.29.09.2017 0 0 0 0 0 0
09-10.29.09.2017 0 0 0 0 0 0
10-11.29.09.2017 19 14 14 5 9 7
11-12.29.09.2017 0 0 0 0 0 0
12-13.29.09.2017 0 0 0 0 0 0
13-14.29.09.2017 0 0 0 0 0 0
14-15.29.09.2017 23 21 10 14 8 9
15-16.29.09.2017 0 0 0 0 0 0
16-17.29.09.2017 0 0 0 0 0 0
17-18.29.09.2017 0 0 0 0 0 0
18-19.29.09.2017 17 21 4 11 0 0
19-20.29.09.2017 0 0 0 0 0 0
20-21.29.09.2017 0 0 0 0 0 0
21-22.29.09.2017 0 0 0 0 0 0
22-23.29.09.2017 0 0 0 0 0 0
23-24.29.09.2017 0 0 0 0 0 0

59 56 28 30 17 16

Total eastbound = 104 % HGVs = 16.3
Total westbound = 102 % HGVs = 15.7

Time
Light vehicle Middle truck Heavy vehicles
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Ծրագրի անվանում՝ ԱՄՈՒԼՍԱՐԻ 
ՈՍԿՈԻ ՀԱՆՔԻ ԾՐԱԳԻՐ 

Ծրագրի տեղադիրքը՝ Վայոց ձորի մարզ, 
ՀՀ 

Լիդիանի 
փաստաթուղթ

# 
0-00-RPT-ENV-82196 

Մատակարար
ի 

փաստաթուղթ  

# 

Տվյալներ չկան 

Ամսաթիվ՝ Error! 
Reference source not 

found. 

Բնապահպանական մոնիթորինգի 
հաշվետվություն, 2017թ. երրորդ 

եռամսյակ 
Տարբերակ # 0 

Կազմեց՝  
Ալան Բլեքմորը  
Բնապահպանության 
բաժնի ղեկավար  

Ստուգեց՝  
Էդրիան Միլթոնը 
Բնապահպանության գծով 
մենեջեր  

Հաստատեց՝  
Արմեն Ստեփանյանը  
Կայուն զարգացման գծով 
տնօրեն  

Տպվեց՝ 
24 հունվարի 
2018թ․ 

Հավելված 11․ 
Լաբորատոր անալիզի վերաբերյալ 
հաշվետվություններ  
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CERTIFICATE OF ANALYSIS

Work Order Issue Date: :PR1765044 07-Nov-2017 

:Amendment 1

:: LaboratoryCustomer ALS Czech Republic, s.r.o.Lydian CJSC

: :ContactContact Client ServiceArmen Stepanyan

:: AddressAddress Na Harfe 336/9 Prague 9 - Vysocany

190 00  Czech Republic

V. Sargsyan str. 26/1

0010 Yerevan Armenia

:: E-mailE-mail armen@lydianinternational.co.uk customer.support@alsglobal.com

:: TelephoneTelephone ---- +420 226 226 228

:: FacsimileFacsimile ---- +420 284 081 635

::Project Page 1 of 27Laboratory analysis 6.10-17.10.2017

:Order number ---- :Date Samples 

Received

06-Oct-2017

::C-O-C number ---- Quote number PR2015GEOAM-AM0291 

(CZ-200-15-0357)
Site : ---- :Date of test 10-Oct-2017 - 25-Oct-2017

::Sampled by Client QC Level ALS CR Standard Quality Control 

Schedule

General Comments

This report shall not be reproduced except in full, without prior written approval from the laboratory.

The laboratory declares that the test results relate only to the listed samples.

Amendment no. 1: In this report are change samples matrix. This Amendment no. 1 replaces test report No. 

PR1765044 dated 6. November 2017.

Sample(s) PR1765044/017, method W-CODMN-SPC - unsuitable matrix.

Sample(s) PR1765044/017, method W-CR6-IC - required dilution due to higher conducitivity, LOR has been adjusted 

accordingly.

Sample(s) PR1765044/017, method W-NNO-SPC, W-NO2-SPC, W-NO3-SPC - LOR for particular sample(s) raised 

due to color of sample.

Sample(s) PR1765044/19,28 method W-METMSFX - LOR for particular sample(s) raised due to matrix interference.

Sample(s) PR1765044/017, method W-METAXFL1 - LOR for particular sample(s) raised due to matrix interference.

Sample(s) PR1765044/016, method W-METMSFX - LOR for particular sample(s) raised due to matrix interference.

Sample(s) PR1765044/001-030, method W-O2D-ELE was/were determinated in the laboratory.

Responsible for accuracy Testing Laboratory  No. 1163 

Accredited by CAI according to 

CSN EN ISO/IEC 17025:2005

Signatories Position

Zdeněk Jirák Environmental Business Unit 

Manager

Right Solutions • Right Partner www.alsglobal.eu
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:Issue Date

2 of 27:Page

Work Order :

:Customer

PR1765044  Amendment 1

Lydian CJSC

07-Nov-2017 

Analytical Results

AWJ5AWJ6AW052Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-001 PR1765044-002 PR1765044-003

27-Sep-2017 00:0027-Sep-2017 00:0027-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 6.83.6----<2.0 ± 30.0%± 30.0%

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 14.045.5± 10.0%6.71 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 7.998.39± 1.0%7.96 ± 1.0%± 1.0%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 1.78<0.005----<0.005 ± 20.0%----

Hardness W-HARD-FX mmol/L0.00020 0.4521.91----0.244 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 0.2841.48----0.137 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 16.743.2----10.7 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 45.2191----24.4 --------

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 0.060<0.040± 15.0%0.050 ± 15.0%----

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 0.078<0.050± 15.0%0.065 ± 15.0%----

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 <1.0<1.0----<1.0 --------

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 8.0<5.0----<5.0 ± 21.2%----

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 1.761.11± 30.0%0.51 ± 30.0%± 30.0%

Chloride W-CL-IC mg/L1.00 3.403.96----<1.00 ± 15.0%± 15.0%

Dissolved Oxygen W-O2D-ELE mg/L0.20 4.835.00± 30.0%9.57 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 17.441.8± 20.0%39.8 ± 20.0%± 20.0%

Inorganic Nitrogen as N W-NING-CC mg/L0.500 <0.500<0.500----0.502 --------

Nitrates W-NO3-SPC mg/L0.27 <0.270.38----2.00 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 <0.0600.086± 20.0%0.452 ----± 20.0%

Nitrites W-NO2-SPC mg/L0.0050 0.0146<0.0050----<0.0050 ± 15.0%----

Orthophosphate W-PO4O-SPC mg/L0.040 <0.0400.597± 20.0%0.248 ----± 20.0%

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 <0.1200.474± 20.0%0.153 ----± 20.0%

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 13.0124----<5.00 ± 15.0%± 15.0%

Total Phosphorus as P W-PTOT-SPC mg/L0.050 <0.0500.207± 20.0%0.067 ----± 20.0%

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 <0.1500.635± 20.0%0.205 ----± 20.0%

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 22.152.9± 20.0%50.4 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 63.6135± 12.0%36.5 ± 12.0%± 12.0%

Nitrate as N W-NO3-SPC mg/L0.060 <0.0600.086----0.452 --------

Nitrite as N W-NO2-SPC mg/L0.0020 0.0044<0.0020----<0.0020 ± 15.0%----

Orthophosphate as P W-PO4O-SPC mg/L0.010 <0.0100.195± 20.0%0.081 ----± 20.0%

Oxygen Saturation W-O2D-ELE %1 5960± 30.0%114 ± 30.0%± 30.0%

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 22.654.3----51.8 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 45.997.7± 12.0%26.3 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0 00----0 --------

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 5.5<5.0----<5.0 ± 12.7%----

Aggressive CO2 W-CO2F-CC2 mg/L0 00----0 --------

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 1.042.22± 12.0%0.598 ± 12.0%± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Radiological Parameters
Gross alpha activity W-GAA-SCI Bq/L0.04 ------------<0.04 --------

Right Solutions • Right Partner www.alsglobal.eu
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:Issue Date

3 of 27:Page

Work Order :

:Customer

PR1765044  Amendment 1

Lydian CJSC

07-Nov-2017 

AWJ5AWJ6AW052Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-001 PR1765044-002 PR1765044-003

27-Sep-2017 00:0027-Sep-2017 00:0027-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Radiological Parameters - Continued

Gross beta activity W-GBA-PRO Bq/L0.10 --------± 31.6%0.12 --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 37.262.2± 10.0%14.4 ± 10.0%± 10.0%

Antimony W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Arsenic W-METMSFX1 µg/L1.0 10.67.0----<1.0 ± 10.0%± 10.0%

Barium W-METMSFX2 µg/L1.0 15.020.3± 10.0%1.3 ± 10.0%± 10.0%

Beryllium W-METMSFX1 µg/L0.20 <0.20<0.20----<0.20 --------

Bismuth W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Boron W-METAXFX1 mg/L0.010 0.0560.072----<0.010 ± 10.0%± 10.0%

Cadmium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Calcium W-METAXFX1 mg/L0.0050 11.459.2± 10.0%5.48 ± 10.0%± 10.0%

Chromium W-METMSFX1 µg/L5.0 <5.0<5.0----<5.0 --------

Cobalt W-METMSFX2 µg/L0.50 <0.50<0.50----<0.50 --------

Copper W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Iron W-METAXFX1 mg/L0.0020 0.2010.387± 10.0%0.0202 ± 10.0%± 10.0%

Lead W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Lithium W-METMSFX2 µg/L1.0 12.34.7----<1.0 ± 10.0%± 10.0%

Magnesium W-METMSFX2 µg/L10 42009050± 10.0%2410 ± 10.0%± 10.0%

Manganese W-METMSFX2 µg/L0.50 24.034.6± 10.0%1.47 ± 10.0%± 10.0%

Mercury W-HG-AFSFX µg/L0.010 <0.010<0.010----<0.010 --------

Molybdenum W-METMSFX1 µg/L1.0 <1.02.9----<1.0 ----± 10.0%

Nickel W-METMSFX1 µg/L3.0 <3.0<3.0----<3.0 --------

Phosphorus W-METAXFX1 mg/L0.050 <0.0500.232± 10.0%0.086 ----± 10.0%

Potassium W-METAXFX1 mg/L0.015 2.743.72± 10.0%2.26 ± 10.0%± 10.0%

Selenium W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Silver W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Sodium W-METAXFX1 mg/L0.030 10.822.2± 10.0%3.38 ± 10.0%± 10.0%

Strontium W-METMSFX2 µg/L1.0 119498± 10.0%57.0 ± 10.0%± 10.0%

Tellurium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Thallium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Tin W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Titanium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Uranium W-METMSFX3 µg/L0.10 0.100.51----<0.10 ± 10.0%± 10.0%

Vanadium W-METMSFX2 µg/L5.0 5.310.0± 10.0%7.8 ± 10.0%± 10.0%

Zinc W-METMSFX2 µg/L2.0 16.615.0± 10.0%11.8 ± 10.0%± 10.0%

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 <0.0100.014----<0.010 ----± 10.0%

Antimony W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.01360.0211± 10.0%0.00137 ± 10.0%± 10.0%

Beryllium W-METAXFL1 mg/L0.00020 <0.00020<0.00020----<0.00020 --------

Boron W-METAXFL1 mg/L0.010 0.0560.072----<0.010 ± 10.0%± 10.0%

Cadmium W-METAXFL1 mg/L0.00040 <0.00040<0.00040----<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 10.753.4± 10.0%5.14 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Copper W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<0.40----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 0.01510.0053----<0.0020 ± 10.0%± 10.0%

Lead W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Lithium W-METAXFL1 mg/L0.0010 0.01150.0055----<0.0010 ± 10.0%± 10.0%

Magnesium W-METAXFL1 mg/L0.0030 3.629.23± 10.0%2.31 ± 10.0%± 10.0%

Manganese W-METAXFL1 mg/L0.00050 <0.00050<0.00050----<0.00050 --------

Molybdenum W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Nickel W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Phosphorus W-METAXFL1 mg/L0.050 <0.0500.176± 10.0%0.076 ----± 10.0%

Potassium W-METAXFL1 mg/L0.015 2.513.40± 10.0%2.12 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------
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Work Order :

:Customer

PR1765044  Amendment 1

Lydian CJSC

07-Nov-2017 

AWJ5AWJ6AW052Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-001 PR1765044-002 PR1765044-003

27-Sep-2017 00:0027-Sep-2017 00:0027-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Dissolved Metals / Major Cations - Continued

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 9.2518.8± 10.0%2.90 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Vanadium W-METAXFL1 mg/L0.0010 0.00300.0090± 10.0%0.0066 ± 10.0%± 10.0%

Zinc W-METAXFL1 mg/L0.0020 <0.0020<0.0020± 10.0%0.0078 --------

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

AW041SP83FM10Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-004 PR1765044-005 PR1765044-006

27-Sep-2017 00:0027-Sep-2017 00:0027-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 2.8<2.0± 30.0%5.8 ± 30.0%----

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 37.812.8± 10.0%12.0 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 7.717.73± 1.0%8.00 ± 1.0%± 1.0%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 <0.005<0.005----<0.005 --------

Hardness W-HARD-FX mmol/L0.00020 1.610.532----0.489 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 1.180.359----0.340 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 42.817.2----14.9 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 16153.2----48.9 --------

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 <0.040<0.040----<0.040 --------

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 <0.050<0.050----<0.050 --------

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 <1.0<1.0----<1.0 --------

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 13.0<5.0± 22.1%7.0 ± 18.8%----

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 <0.50<0.50± 30.0%2.32 --------

Chloride W-CL-IC mg/L1.00 1.09<1.00----<1.00 ± 15.0%----

Dissolved Oxygen W-O2D-ELE mg/L0.20 8.128.80± 30.0%5.01 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 25.137.6± 20.0%36.0 ± 20.0%± 20.0%

Inorganic Nitrogen as N W-NING-CC mg/L0.500 <0.5000.728----<0.500 --------

Nitrates W-NO3-SPC mg/L0.27 <0.273.22----1.88 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 <0.0600.728± 20.0%0.428 ----± 20.0%

Nitrites W-NO2-SPC mg/L0.0050 <0.0050<0.0050± 15.0%0.0089 --------

Orthophosphate W-PO4O-SPC mg/L0.040 <0.0400.368± 20.0%0.234 ----± 20.0%

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 <0.1200.268± 20.0%0.209 ----± 20.0%

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 1779.85± 15.0%7.46 ± 15.0%± 15.0%

Total Phosphorus as P W-PTOT-SPC mg/L0.050 <0.0500.117± 20.0%0.091 ----± 20.0%

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 <0.1500.359± 20.0%0.279 ----± 20.0%

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 31.847.6± 20.0%45.5 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 17.061.8± 12.0%60.1 ± 12.0%± 12.0%

Nitrate as N W-NO3-SPC mg/L0.060 <0.0600.728----0.425 --------

Nitrite as N W-NO2-SPC mg/L0.0020 <0.0020<0.0020± 15.0%0.0027 --------

Orthophosphate as P W-PO4O-SPC mg/L0.010 <0.0100.120± 20.0%0.076 ----± 20.0%

Oxygen Saturation W-O2D-ELE %1 95103± 30.0%60 ± 30.0%± 30.0%
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Laboratory sample ID PR1765044-004 PR1765044-005 PR1765044-006

27-Sep-2017 00:0027-Sep-2017 00:0027-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters - Continued

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 32.748.8----46.8 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 12.347.1± 12.0%43.3 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0 0--------0 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 ----2.51-------- ----± 12.0%

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 <5.0<5.0± 11.3%11.5 --------

Aggressive CO2 W-CO2F-CC2 mg/L0 0--------0 --------

Aggressive CO2 W-CO2F-CC2 mg/L0.00 ----2.18-------- ----± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 0.2791.01± 12.0%0.984 ± 12.0%± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Radiological Parameters
Gross alpha activity W-GAA-SCI Bq/L0.04 ----<0.04-------- --------

Gross beta activity W-GBA-PRO Bq/L0.10 ----<0.10-------- --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 53.476.2± 10.0%243 ± 10.0%± 10.0%

Antimony W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Arsenic W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Barium W-METMSFX2 µg/L1.0 11.64.4± 10.0%11.3 ± 10.0%± 10.0%

Beryllium W-METMSFX1 µg/L0.20 <0.20<0.20----<0.20 --------

Bismuth W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Boron W-METAXFX1 mg/L0.010 0.0170.011± 10.0%0.011 ± 10.0%± 10.0%

Cadmium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Calcium W-METAXFX1 mg/L0.0050 47.214.4± 10.0%13.6 ± 10.0%± 10.0%

Chromium W-METMSFX1 µg/L5.0 <5.0<5.0----<5.0 --------

Cobalt W-METMSFX2 µg/L0.50 0.52<0.50----<0.50 ± 10.0%----

Copper W-METMSFX2 µg/L1.0 1.71.2± 10.0%1.2 ± 10.0%± 10.0%

Iron W-METAXFX1 mg/L0.0020 0.06830.0470± 10.0%0.249 ± 10.0%± 10.0%

Lead W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Lithium W-METMSFX2 µg/L1.0 <1.0<1.0± 10.0%1.2 --------

Magnesium W-METMSFX2 µg/L10 91003600± 10.0%3680 ± 10.0%± 10.0%

Manganese W-METMSFX2 µg/L0.50 61.40.88± 10.0%34.6 ± 10.0%± 10.0%

Mercury W-HG-AFSFX µg/L0.010 <0.010<0.010----<0.010 --------

Molybdenum W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Nickel W-METMSFX1 µg/L3.0 <3.0<3.0----<3.0 --------

Phosphorus W-METAXFX1 mg/L0.050 <0.0500.136± 10.0%0.097 ----± 10.0%

Potassium W-METAXFX1 mg/L0.015 0.6522.58± 10.0%2.48 ± 10.0%± 10.0%

Selenium W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Silver W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Sodium W-METAXFX1 mg/L0.030 9.805.27± 10.0%4.99 ± 10.0%± 10.0%

Strontium W-METMSFX2 µg/L1.0 26799.2± 10.0%104 ± 10.0%± 10.0%

Tellurium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Thallium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Tin W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Titanium W-METMSFX2 µg/L5.0 <5.0<5.0± 10.0%20.5 --------

Uranium W-METMSFX3 µg/L0.10 <0.100.16± 10.0%0.15 ----± 10.0%

Vanadium W-METMSFX2 µg/L5.0 <5.011.6± 10.0%9.9 ----± 10.0%

Zinc W-METMSFX2 µg/L2.0 18.111.1± 10.0%15.5 ± 10.0%± 10.0%

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 0.043<0.010----<0.010 ± 10.0%----

Antimony W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.01240.00408± 10.0%0.00822 ± 10.0%± 10.0%

Beryllium W-METAXFL1 mg/L0.00020 <0.00020<0.00020----<0.00020 --------

Boron W-METAXFL1 mg/L0.010 0.0170.010± 10.0%0.010 ± 10.0%± 10.0%
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Laboratory sample ID PR1765044-004 PR1765044-005 PR1765044-006

27-Sep-2017 00:0027-Sep-2017 00:0027-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Dissolved Metals / Major Cations - Continued

Cadmium W-METAXFL1 mg/L0.00040 <0.00040<0.00040----<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 44.212.9± 10.0%12.5 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Copper W-METAXFL1 mg/L0.0010 0.0015<0.0010----<0.0010 ± 10.0%----

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<0.40----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 0.0104<0.0020± 10.0%0.0020 ± 10.0%----

Lead W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Lithium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Magnesium W-METAXFL1 mg/L0.0030 9.203.63± 10.0%3.14 ± 10.0%± 10.0%

Manganese W-METAXFL1 mg/L0.00050 0.0531<0.00050----<0.00050 ± 10.0%----

Molybdenum W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Nickel W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Phosphorus W-METAXFL1 mg/L0.050 <0.0500.123± 10.0%0.078 ----± 10.0%

Potassium W-METAXFL1 mg/L0.015 0.5592.32± 10.0%2.23 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 8.324.44± 10.0%4.26 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Vanadium W-METAXFL1 mg/L0.0010 <0.00100.0110± 10.0%0.0071 ----± 10.0%

Zinc W-METAXFL1 mg/L0.0020 0.0029<0.0020----<0.0020 ± 10.0%----

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

AW027AW026AW001Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-007 PR1765044-008 PR1765044-009

28-Sep-2017 00:0028-Sep-2017 00:0028-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 <2.0<2.0± 30.0%8.3 --------

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 16.610.0± 10.0%5.88 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 4.444.29± 1.0%8.04 ± 1.8%± 1.9%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 <0.0052.11----<0.005 ----± 20.0%

Hardness W-HARD-FX mmol/L0.00020 0.3860.177----0.203 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 0.2510.123----0.119 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 13.45.39----8.35 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 38.617.7----20.3 --------

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 <0.040<0.040----<0.040 --------

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 <0.050<0.050----<0.050 --------

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 <1.0<1.0----<1.0 --------

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 <5.0<5.0± 19.2%12.0 --------

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 <0.50<0.50± 30.0%0.78 --------

Chloride W-CL-IC mg/L1.00 <1.00<1.00----<1.00 --------

Dissolved Oxygen W-O2D-ELE mg/L0.20 7.227.47± 30.0%7.50 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 34.218.6± 20.0%38.5 ± 20.0%± 20.0%

Inorganic Nitrogen as N W-NING-CC mg/L0.500 <0.500<0.500----<0.500 --------

Nitrates W-NO3-SPC mg/L0.27 <0.27<0.27----1.00 --------
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Nonmetallic Inorganic Parameters - Continued

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 <0.060<0.060± 20.0%0.229 --------

Nitrites W-NO2-SPC mg/L0.0050 <0.0050<0.0050± 15.0%0.0122 --------

Orthophosphate W-PO4O-SPC mg/L0.040 <0.040<0.040± 20.0%0.172 --------

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 <0.120<0.120----<0.120 --------

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 70.935.7----<5.00 ± 15.0%± 15.0%

Total Phosphorus as P W-PTOT-SPC mg/L0.050 <0.050<0.050± 20.0%0.050 --------

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 <0.150<0.150± 20.0%0.154 --------

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 0.3430.308----<0.150 ± 15.0%± 15.0%

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 43.323.5± 20.0%48.8 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0 00-------- --------

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 --------± 12.0%30.0 --------

Nitrate as N W-NO3-SPC mg/L0.060 <0.060<0.060----0.225 --------

Nitrite as N W-NO2-SPC mg/L0.0020 <0.0020<0.0020± 15.0%0.0037 --------

Orthophosphate as P W-PO4O-SPC mg/L0.010 <0.010<0.010± 20.0%0.056 --------

Oxygen Saturation W-O2D-ELE %1 8587± 30.0%88 ± 30.0%± 30.0%

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 44.424.1----50.1 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 15.113.6± 12.0%21.6 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0 ------------0 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 15.113.6-------- ± 12.0%± 12.0%

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 <5.0<5.0----<5.0 --------

Aggressive CO2 W-CO2F-CC2 mg/L0 ------------0 --------

Aggressive CO2 W-CO2F-CC2 mg/L0.00 15.013.5-------- ± 12.0%± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 <0.150<0.150± 12.0%0.491 --------

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 16001320± 10.0%24.1 ± 10.0%± 10.0%

Antimony W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Arsenic W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Barium W-METMSFX2 µg/L1.0 59.936.4± 10.0%4.0 ± 10.0%± 10.0%

Beryllium W-METMSFX1 µg/L0.20 0.54<0.20----<0.20 ± 10.0%----

Bismuth W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Boron W-METAXFX1 mg/L0.010 <0.010<0.010----<0.010 --------

Cadmium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Calcium W-METAXFX1 mg/L0.0050 10.14.92± 10.0%4.78 ± 10.0%± 10.0%

Chromium W-METMSFX1 µg/L5.0 <5.0<5.0----<5.0 --------

Cobalt W-METMSFX2 µg/L0.50 9.247.02----<0.50 ± 10.0%± 10.0%

Copper W-METMSFX2 µg/L1.0 <1.011.1----<1.0 ----± 10.0%

Iron W-METAXFX1 mg/L0.0020 0.2020.159± 10.0%0.0570 ± 10.0%± 10.0%

Lead W-METMSFX1 µg/L1.0 <1.03.1----<1.0 ----± 10.0%

Lithium W-METMSFX2 µg/L1.0 5.51.4± 10.0%2.1 ± 10.0%± 10.0%

Magnesium W-METMSFX2 µg/L10 26101060± 10.0%1720 ± 10.0%± 10.0%

Manganese W-METMSFX2 µg/L0.50 32358.2± 10.0%5.26 ± 10.0%± 10.0%

Mercury W-HG-AFSFX µg/L0.010 <0.010<0.010----<0.010 --------

Molybdenum W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Nickel W-METMSFX1 µg/L3.0 10.64.8----<3.0 ± 10.0%± 10.0%

Phosphorus W-METAXFX1 mg/L0.050 <0.050<0.050± 10.0%0.075 --------

Potassium W-METAXFX1 mg/L0.015 3.341.24± 10.0%2.15 ± 10.0%± 10.0%

Selenium W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Silver W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Sodium W-METAXFX1 mg/L0.030 5.071.71± 10.0%3.32 ± 10.0%± 10.0%

Strontium W-METMSFX2 µg/L1.0 56.431.9± 10.0%41.3 ± 10.0%± 10.0%
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07-Nov-2017 

AW027AW026AW001Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-007 PR1765044-008 PR1765044-009

28-Sep-2017 00:0028-Sep-2017 00:0028-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Total Metals / Major Cations - Continued

Tellurium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Thallium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Tin W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Titanium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Uranium W-METMSFX3 µg/L0.10 <0.100.12----<0.10 ----± 10.0%

Vanadium W-METMSFX2 µg/L5.0 <5.0<5.0± 10.0%7.2 --------

Zinc W-METMSFX2 µg/L2.0 69.559.8± 10.0%14.7 ± 10.0%± 10.0%

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 1.671.36----<0.010 ± 10.0%± 10.0%

Antimony W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.06550.0395± 10.0%0.00369 ± 10.0%± 10.0%

Beryllium W-METAXFL1 mg/L0.00020 0.00047<0.00020----<0.00020 ± 10.0%----

Boron W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Cadmium W-METAXFL1 mg/L0.00040 <0.00040<0.00040----<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 9.364.46± 10.0%4.37 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 0.00960.0081----<0.0020 ± 10.0%± 10.0%

Copper W-METAXFL1 mg/L0.0010 <0.00100.0114----<0.0010 ----± 10.0%

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<0.40----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 0.06900.145± 10.0%0.0133 ± 10.0%± 10.0%

Lead W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Lithium W-METAXFL1 mg/L0.0010 0.0050<0.0010± 10.0%0.0018 ± 10.0%----

Magnesium W-METAXFL1 mg/L0.0030 2.861.13± 10.0%1.79 ± 10.0%± 10.0%

Manganese W-METAXFL1 mg/L0.00050 0.3700.0666----<0.00050 ± 10.0%± 10.0%

Molybdenum W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Nickel W-METAXFL1 mg/L0.0020 0.0069<0.0020----<0.0020 ± 10.0%----

Phosphorus W-METAXFL1 mg/L0.050 <0.050<0.050± 10.0%0.057 --------

Potassium W-METAXFL1 mg/L0.015 3.001.10± 10.0%1.99 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 4.281.42± 10.0%2.83 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Vanadium W-METAXFL1 mg/L0.0010 <0.0010<0.0010± 10.0%0.0063 --------

Zinc W-METAXFL1 mg/L0.0020 0.06090.0420----<0.0020 ± 10.0%± 10.0%

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 <0.100.10----<0.10 ----± 40.0%

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

AW070AW003AW030AClient sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-010 PR1765044-011 PR1765044-012

28-Sep-2017 00:0028-Sep-2017 00:0028-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 <2.013.1± 30.0%19.1 ----± 30.0%

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 7.936.64± 10.0%12.5 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 7.837.96± 1.0%7.62 ± 1.0%± 1.0%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 1.14<0.005----<0.005 ± 20.0%----

Hardness W-HARD-FX mmol/L0.00020 0.3020.236----0.461 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 0.1910.142----0.304 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 11.09.43----15.7 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 30.223.6----46.1 --------

Nonmetallic Inorganic Parameters
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Work Order :
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PR1765044  Amendment 1

Lydian CJSC

07-Nov-2017 

AW070AW003AW030AClient sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-010 PR1765044-011 PR1765044-012

28-Sep-2017 00:0028-Sep-2017 00:0028-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters - Continued

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 <0.040<0.040----<0.040 --------

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 <0.050<0.050----<0.050 --------

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 2.8<1.0----<1.0 ± 22.0%----

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 <5.0<5.0± 20.6%9.0 --------

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 0.780.95± 30.0%1.97 ± 30.0%± 30.0%

Chloride W-CL-IC mg/L1.00 <1.00<1.00± 15.0%1.02 --------

Dissolved Oxygen W-O2D-ELE mg/L0.20 6.887.04± 30.0%6.23 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 46.836.0± 20.0%23.1 ± 20.0%± 20.0%

Inorganic Nitrogen as N W-NING-CC mg/L0.500 <0.500<0.500----<0.500 --------

Nitrates W-NO3-SPC mg/L0.27 2.080.65----<0.27 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 0.4700.152----<0.060 ± 20.0%± 20.0%

Nitrites W-NO2-SPC mg/L0.0050 <0.00500.0163----<0.0050 ----± 15.0%

Orthophosphate W-PO4O-SPC mg/L0.040 0.1310.153± 20.0%0.056 ± 20.0%± 20.0%

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 <0.1200.146----<0.120 ----± 20.0%

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 <5.00<5.00± 15.0%28.2 --------

Total Phosphorus as P W-PTOT-SPC mg/L0.050 <0.0500.064----<0.050 ----± 20.0%

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 <0.1500.195----<0.150 ----± 20.0%

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 59.245.5± 20.0%29.2 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 43.831.9± 12.0%36.0 ± 12.0%± 12.0%

Nitrate as N W-NO3-SPC mg/L0.060 0.4700.147----<0.060 --------

Nitrite as N W-NO2-SPC mg/L0.0020 <0.00200.0050----<0.0020 ----± 15.0%

Orthophosphate as P W-PO4O-SPC mg/L0.010 0.0430.050± 20.0%0.018 ± 20.0%± 20.0%

Oxygen Saturation W-O2D-ELE %1 8381± 30.0%74 ± 30.0%± 30.0%

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 60.846.8----30.0 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 33.423.0± 12.0%27.9 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0 ----0-------- --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 1.80----± 12.0%1.94 ± 12.0%----

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 <5.0<5.0----<5.0 --------

Aggressive CO2 W-CO2F-CC2 mg/L0 ----0-------- --------

Aggressive CO2 W-CO2F-CC2 mg/L0.00 1.72----± 12.0%1.90 ± 12.0%----

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 0.7170.522± 12.0%0.590 ± 12.0%± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Radiological Parameters
Gross alpha activity W-GAA-SCI Bq/L0.04 <0.04------------ --------

Gross beta activity W-GBA-PRO Bq/L0.10 <0.10------------ --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 12.079.4± 10.0%67.5 ± 10.0%± 10.0%

Antimony W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Arsenic W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Barium W-METMSFX2 µg/L1.0 8.14.8± 10.0%10.0 ± 10.0%± 10.0%

Beryllium W-METMSFX1 µg/L0.20 <0.20<0.20----<0.20 --------

Bismuth W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Boron W-METAXFX1 mg/L0.010 0.010<0.010----<0.010 ± 10.0%----

Cadmium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Right Solutions • Right Partner www.alsglobal.eu

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



:Issue Date

10 of 27:Page

Work Order :
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AW070AW003AW030AClient sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-010 PR1765044-011 PR1765044-012

28-Sep-2017 00:0028-Sep-2017 00:0028-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Total Metals / Major Cations - Continued

Calcium W-METAXFX1 mg/L0.0050 7.675.69± 10.0%12.2 ± 10.0%± 10.0%

Chromium W-METMSFX1 µg/L5.0 <5.0<5.0----<5.0 --------

Cobalt W-METMSFX2 µg/L0.50 <0.50<0.50----<0.50 --------

Copper W-METMSFX2 µg/L1.0 <1.01.3± 10.0%1.7 ----± 10.0%

Iron W-METAXFX1 mg/L0.0020 0.01110.164± 10.0%0.715 ± 10.0%± 10.0%

Lead W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Lithium W-METMSFX2 µg/L1.0 <1.02.1----<1.0 ----± 10.0%

Magnesium W-METMSFX2 µg/L10 22501960± 10.0%3250 ± 10.0%± 10.0%

Manganese W-METMSFX2 µg/L0.50 0.6915.3± 10.0%26.8 ± 10.0%± 10.0%

Mercury W-HG-AFSFX µg/L0.010 <0.010<0.010----<0.010 --------

Molybdenum W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Nickel W-METMSFX1 µg/L3.0 <3.0<3.0----<3.0 --------

Phosphorus W-METAXFX1 mg/L0.050 0.0530.070----<0.050 ± 10.0%± 10.0%

Potassium W-METAXFX1 mg/L0.015 2.222.33± 10.0%1.85 ± 10.0%± 10.0%

Selenium W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Silver W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Sodium W-METAXFX1 mg/L0.030 3.653.70± 10.0%5.61 ± 10.0%± 10.0%

Strontium W-METMSFX2 µg/L1.0 54.441.6± 10.0%99.6 ± 10.0%± 10.0%

Tellurium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Thallium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Tin W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Titanium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Uranium W-METMSFX3 µg/L0.10 0.16<0.10± 10.0%0.11 ± 10.0%----

Vanadium W-METMSFX2 µg/L5.0 <5.07.5----<5.0 ----± 10.0%

Zinc W-METMSFX2 µg/L2.0 72.266.4± 10.0%66.3 ± 10.0%± 10.0%

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 <0.0100.017----<0.010 ----± 10.0%

Antimony W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.008470.00386± 10.0%0.00985 ± 10.0%± 10.0%

Beryllium W-METAXFL1 mg/L0.00020 <0.00020<0.00020----<0.00020 --------

Boron W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Cadmium W-METAXFL1 mg/L0.00040 <0.00040<0.00040----<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 7.245.14± 10.0%11.6 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Copper W-METAXFL1 mg/L0.0010 <0.0010<0.0010± 10.0%0.0014 --------

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<0.40----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 <0.00200.0369± 10.0%0.249 ----± 10.0%

Lead W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Lithium W-METAXFL1 mg/L0.0010 <0.00100.0013----<0.0010 ----± 10.0%

Magnesium W-METAXFL1 mg/L0.0030 2.421.94± 10.0%3.42 ± 10.0%± 10.0%

Manganese W-METAXFL1 mg/L0.00050 <0.00050<0.00050----<0.00050 --------

Molybdenum W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Nickel W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Phosphorus W-METAXFL1 mg/L0.050 <0.0500.052----<0.050 ----± 10.0%

Potassium W-METAXFL1 mg/L0.015 2.042.04± 10.0%1.69 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 3.103.03± 10.0%4.88 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Vanadium W-METAXFL1 mg/L0.0010 0.00370.0063----<0.0010 ± 10.0%± 10.0%

Zinc W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------
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AW010AW009AW021Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-013 PR1765044-014 PR1765044-015

28-Sep-2017 00:0028-Sep-2017 00:0028-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 6.47.6± 30.0%2.7 ± 30.0%± 30.0%

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 17.120.0± 10.0%44.1 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 8.027.92± 2.3%3.42 ± 1.0%± 1.0%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 <0.005<0.005± 21.0%0.054 --------

Hardness W-HARD-FX mmol/L0.00020 0.5840.705----0.717 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 0.3770.462----0.456 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 20.724.3----26.0 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 58.470.5----71.7 --------

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 <0.040<0.040----<0.040 --------

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 <0.050<0.050----<0.050 --------

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 <1.0<1.0----<1.0 --------

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 <5.0<5.0----<5.0 --------

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 0.780.99----<0.50 ± 30.0%± 30.0%

Chloride W-CL-IC mg/L1.00 4.624.70----<1.00 ± 15.0%± 15.0%

Dissolved Oxygen W-O2D-ELE mg/L0.20 8.535.71± 30.0%4.23 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 24.624.9± 20.0%48.9 ± 20.0%± 20.0%

Inorganic Nitrogen as N W-NING-CC mg/L0.500 0.6610.786----<0.500 --------

Nitrates W-NO3-SPC mg/L0.27 2.883.45----<0.27 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 0.6610.786----<0.060 ± 20.0%± 20.0%

Nitrites W-NO2-SPC mg/L0.0050 0.03030.0266----<0.0050 ± 15.0%± 15.0%

Orthophosphate W-PO4O-SPC mg/L0.040 0.1060.124----<0.040 ± 20.0%± 20.0%

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 <0.120<0.120----<0.120 --------

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 14.020.6± 15.0%143 ± 15.0%± 15.0%

Total Phosphorus as P W-PTOT-SPC mg/L0.050 <0.050<0.050----<0.050 --------

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 <0.150<0.150----<0.150 --------

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 <0.150<0.150± 15.0%1.61 --------

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 31.131.5± 20.0%61.9 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0 ------------0 --------

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 75.889.7-------- ± 12.0%± 12.0%

Nitrate as N W-NO3-SPC mg/L0.060 0.6510.778----<0.060 --------

Nitrite as N W-NO2-SPC mg/L0.0020 0.00920.0081----<0.0020 ± 15.0%± 15.0%

Orthophosphate as P W-PO4O-SPC mg/L0.010 0.0340.040----<0.010 ± 20.0%± 20.0%

Oxygen Saturation W-O2D-ELE %1 10567± 30.0%51 ± 30.0%± 30.0%

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 31.932.4----63.6 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 54.666.7± 12.0%70.9 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 <0.150<0.150± 15.0%0.667 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0 0------------ --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 ----2.07± 12.0%70.9 ----± 12.0%

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 <5.0<5.0----<5.0 --------

Aggressive CO2 W-CO2F-CC2 mg/L0 0------------ --------

Aggressive CO2 W-CO2F-CC2 mg/L0.00 ----1.14± 12.0%64.2 ----± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 1.241.47----<0.150 ± 12.0%± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 50.548.9± 10.0%6710 ± 10.0%± 10.0%
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Total Metals / Major Cations - Continued

Antimony W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Arsenic W-METMSFX1 µg/L1.0 10.49.6----<1.0 ± 10.0%± 10.0%

Barium W-METMSFX2 µg/L1.0 14.614.3± 10.0%26.9 ± 10.0%± 10.0%

Beryllium W-METMSFX1 µg/L0.20 <0.20<0.20± 10.0%0.62 --------

Bismuth W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Boron W-METAXFX1 mg/L0.010 0.0630.080± 10.0%0.011 ± 10.0%± 10.0%

Cadmium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Calcium W-METAXFX1 mg/L0.0050 15.118.5± 10.0%18.3 ± 10.0%± 10.0%

Chromium W-METMSFX1 µg/L5.0 <5.0<5.0----<5.0 --------

Cobalt W-METMSFX2 µg/L0.50 <0.50<0.50± 10.0%19.6 --------

Copper W-METMSFX2 µg/L1.0 <1.0<1.0± 10.0%22.8 --------

Iron W-METAXFX1 mg/L0.0020 0.2450.211± 10.0%5.08 ± 10.0%± 10.0%

Lead W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Lithium W-METMSFX2 µg/L1.0 10.012.0± 10.0%4.9 ± 10.0%± 10.0%

Magnesium W-METMSFX2 µg/L10 43605270± 10.0%5280 ± 10.0%± 10.0%

Manganese W-METMSFX2 µg/L0.50 79.848.9± 10.0%1620 ± 10.0%± 10.0%

Mercury W-HG-AFSFX µg/L0.010 <0.010<0.010----<0.010 --------

Molybdenum W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Nickel W-METMSFX1 µg/L3.0 <3.0<3.0± 10.0%12.9 --------

Phosphorus W-METAXFX1 mg/L0.050 0.0620.059----<0.050 ± 10.0%± 10.0%

Potassium W-METAXFX1 mg/L0.015 2.982.90± 10.0%2.83 ± 10.0%± 10.0%

Selenium W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Silver W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Sodium W-METAXFX1 mg/L0.030 12.313.6± 10.0%6.08 ± 10.0%± 10.0%

Strontium W-METMSFX2 µg/L1.0 130148± 10.0%107 ± 10.0%± 10.0%

Tellurium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Thallium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Tin W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Titanium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Uranium W-METMSFX3 µg/L0.10 0.340.50± 10.0%0.31 ± 10.0%± 10.0%

Vanadium W-METMSFX2 µg/L5.0 5.96.5----<5.0 ± 10.0%± 10.0%

Zinc W-METMSFX2 µg/L2.0 71.373.7± 10.0%111 ± 10.0%± 10.0%

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 <0.010<0.010± 10.0%6.87 --------

Antimony W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.01240.0130± 10.0%0.0277 ± 10.0%± 10.0%

Beryllium W-METAXFL1 mg/L0.00020 <0.00020<0.00020± 10.0%0.00071 --------

Boron W-METAXFL1 mg/L0.010 0.0630.081± 10.0%0.010 ± 10.0%± 10.0%

Cadmium W-METAXFL1 mg/L0.00040 <0.00040<0.00040----<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 14.017.0± 10.0%16.4 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 <0.0020<0.0020± 10.0%0.0204 --------

Copper W-METAXFL1 mg/L0.0010 <0.0010<0.0010± 10.0%0.0245 --------

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<0.40----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 0.02610.0172± 10.0%2.26 ± 10.0%± 10.0%

Lead W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Lithium W-METAXFL1 mg/L0.0010 0.01200.0126± 10.0%0.0051 ± 10.0%± 10.0%

Magnesium W-METAXFL1 mg/L0.0030 4.425.25± 10.0%5.52 ± 10.0%± 10.0%

Manganese W-METAXFL1 mg/L0.00050 <0.00050<0.00050± 10.0%1.74 --------

Molybdenum W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Nickel W-METAXFL1 mg/L0.0020 <0.0020<0.0020± 10.0%0.0082 --------

Phosphorus W-METAXFL1 mg/L0.050 <0.050<0.050----<0.050 --------

Potassium W-METAXFL1 mg/L0.015 2.742.67± 10.0%2.52 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 10.411.6± 10.0%5.04 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------
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ResultUnitLORParameter MU Result MU Result MUMethod

Dissolved Metals / Major Cations - Continued

Vanadium W-METAXFL1 mg/L0.0010 0.00410.0048----<0.0010 ± 10.0%± 10.0%

Zinc W-METAXFL1 mg/L0.0020 <0.0020<0.0020± 10.0%0.0449 --------

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

AW056DF1BJ1Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-016 PR1765044-017 PR1765044-018

29-Sep-2017 00:0029-Sep-2017 00:0029-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Microbiological Parameters
Coliform Bacteria W-COLIF CFU/100mL- ------------288 --------

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 6.03380± 30.0%218 ± 30.0%± 30.0%

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 13.8310± 10.0%107 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 7.827.71± 1.0%8.20 ± 1.0%± 1.0%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 <0.0050.262----<0.005 ----± 20.0%

Sum of calcium and magnesium W-HARD-DG mmol/L0.0020 ----7.50-------- --------

Hardness W-HARD-FX mmol/L0.00020 0.438--------0.626 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 0.275--------0.382 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 16.2--------24.4 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 43.8--------62.6 --------

Calcium (Ca) W-HARD-DG mmol/L0.0020 ----4.57-------- --------

Magnesium (Mg) W-HARD-DG mmol/L0.00040 ----2.93-------- --------

Sum of Calcium and Magnesium 

as CaCO3

W-HARD-DG mg CaCO3/L0.20 ----750-------- --------

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 <0.04072.1± 15.0%67.8 ----± 15.0%

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 <0.05092.9± 15.0%87.4 ----± 15.0%

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 <1.0295± 15.7%29.8 ----± 15.1%

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 5.03370± 15.3%153 ± 25.0%± 15.0%

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 0.68----± 30.0%23.2 ± 30.0%----

Chloride W-CL-IC mg/L1.00 3.42160± 15.0%54.5 ± 15.0%± 15.0%

Dissolved Oxygen W-O2D-ELE mg/L0.20 6.980.33± 30.0%0.43 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 19.767.5± 20.0%28.8 ± 20.0%± 20.0%

Inorganic Nitrogen as N W-NING-CC mg/L0.500 <0.50072.1----67.8 --------

Nitrates W-NO3-SPC mg/L0.27 0.54<1.32----<0.27 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 0.133<0.300----<0.060 ± 20.0%----

Nitrites W-NO2-SPC mg/L0.0050 0.0338<0.0656± 15.0%0.0060 ± 15.0%----

Orthophosphate W-PO4O-SPC mg/L0.040 <0.04055.7± 20.0%19.1 ----± 20.0%

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 <0.120102± 20.0%18.0 ----± 20.0%

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 13.2<5.00± 15.0%60.4 ± 15.0%----

Total Kjeldahl Nitrogen as N W-NKJ-PHO mg/L0.50 --------± 20.0%77.9 --------

Total Nitrogen as N W-NTOT-CC mg/L1.0 ------------77.9 --------

Total Phosphorus as P W-PTOT-SPC mg/L0.050 <0.05044.5± 20.0%7.88 ----± 20.0%

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 <0.150136± 20.0%24.2 ----± 20.0%

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 <0.1501.87----<0.150 ----± 15.0%
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Nonmetallic Inorganic Parameters - Continued

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 24.985.4± 20.0%36.4 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 62.11730± 12.0%406 ± 12.0%± 12.0%

Nitrate as N W-NO3-SPC mg/L0.060 0.122<0.300----<0.060 --------

Nitrite as N W-NO2-SPC mg/L0.0020 0.0103<0.0200----<0.0020 ± 15.0%----

Orthophosphate as P W-PO4O-SPC mg/L0.010 <0.01018.2± 20.0%6.23 ----± 20.0%

Oxygen Saturation W-O2D-ELE %1 863± 30.0%5 ± 30.0%± 30.0%

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 25.687.7----37.4 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 46.71330± 12.0%299 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 1.8982.2± 12.0%5.81 ± 12.0%± 12.0%

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 <5.0727± 11.1%14.0 ----± 10.0%

Aggressive CO2 W-CO2F-CC2 mg/L0 ----0----0 --------

Aggressive CO2 W-CO2F-CC2 mg/L0.00 1.59------------ ± 12.0%----

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 1.0228.3± 12.0%6.66 ± 12.0%± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Total Metals / Major Cations
Aluminium W-METMSDG2 µg/L5.0 ----944-------- ----± 10.0%

Aluminium W-METMSFX2 µg/L5.0 33.2----± 10.0%45.5 ± 10.0%----

Antimony W-METMSDG1 µg/L1.0 ----<1.0-------- --------

Antimony W-METMSFX1 µg/L1.0 <1.0--------<2.0 --------

Arsenic W-METMSDG1 µg/L1.0 ----6.7-------- ----± 10.0%

Arsenic W-METMSFX1 µg/L1.0 9.3----± 10.0%7.0 ± 10.0%----

Barium W-METMSDG2 µg/L1.0 ----515-------- ----± 10.0%

Barium W-METMSFX2 µg/L1.0 12.3----± 10.0%15.1 ± 10.0%----

Beryllium W-METMSDG1 µg/L0.20 ----<0.20-------- --------

Beryllium W-METMSFX1 µg/L0.20 <0.20--------<0.40 --------

Bismuth W-METMSDG2 µg/L1.0 ----<1.0-------- --------

Bismuth W-METMSFX2 µg/L1.0 <1.0--------<2.0 --------

Boron W-METAXDG1 mg/L0.010 ----0.258-------- ----± 10.0%

Boron W-METAXFX1 mg/L0.010 0.054----± 10.0%0.120 ± 10.0%----

Cadmium W-METMSDG1 µg/L0.20 ----1.21-------- ----± 10.0%

Cadmium W-METMSFX1 µg/L0.50 <0.50--------<1.00 --------

Calcium W-METAXFX1 mg/L0.0050 11.0----± 10.0%15.3 ± 10.0%----

Calcium W-METAXDG1 mg/L0.050 ----183-------- ----± 10.0%

Chromium W-METMSDG1 µg/L5.0 ----8.9-------- ----± 10.0%

Chromium W-METMSFX1 µg/L5.0 <5.0--------<10.0 --------

Cobalt W-METMSDG2 µg/L0.50 ----7.20-------- ----± 10.0%

Cobalt W-METMSFX2 µg/L0.50 <0.50--------<1.00 --------

Copper W-METMSDG2 µg/L1.0 ----291-------- ----± 10.0%

Copper W-METMSFX2 µg/L1.0 <1.0----± 10.0%5.8 --------

Iron W-METAXFX1 mg/L0.0020 0.232----± 10.0%0.350 ± 10.0%----

Iron W-METAXDG1 mg/L0.0050 ----4.17-------- ----± 10.0%

Lead W-METMSDG1 µg/L1.0 ----3.0-------- ----± 10.0%

Lead W-METMSFX1 µg/L1.0 <1.0--------<2.0 --------

Lithium W-METMSDG2 µg/L1.0 ----9.2-------- ----± 10.0%

Lithium W-METMSFX2 µg/L1.0 9.4----± 10.0%9.9 ± 10.0%----

Magnesium W-METMSDG2 µg/L10 ----72700-------- ----± 10.0%

Magnesium W-METMSFX2 µg/L10 3640----± 10.0%5610 ± 10.0%----

Magnesium W-METAXDG1 mg/L0.020 ----71.2-------- ----± 10.0%

Manganese W-METMSDG2 µg/L0.50 ----1640-------- ----± 10.0%

Manganese W-METMSFX2 µg/L0.50 63.7----± 10.0%37.8 ± 10.0%----

Mercury W-HG-AFSFX µg/L0.010 <0.010--------<0.010 --------

Mercury W-HG-AFSDG µg/L0.020 ----0.086-------- ----± 10.0%

Molybdenum W-METMSDG1 µg/L1.0 ----74.5-------- ----± 10.0%
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Total Metals / Major Cations - Continued

Molybdenum W-METMSFX1 µg/L1.0 <1.0--------<2.0 --------

Nickel W-METMSDG1 µg/L3.0 ----22.5-------- ----± 10.0%

Nickel W-METMSFX1 µg/L3.0 <3.0--------<6.0 --------

Phosphorus W-METAXDG1 mg/L0.050 ----50.5-------- ----± 10.0%

Phosphorus W-METAXFX1 mg/L0.050 <0.050----± 10.0%7.49 --------

Potassium W-METAXDG1 mg/L0.015 ----489-------- ----± 10.0%

Potassium W-METAXFX1 mg/L0.015 2.65----± 10.0%27.7 ± 10.0%----

Selenium W-METMSFX1 µg/L1.0 <1.0--------<2.0 --------

Selenium W-METMSDG1 µg/L5.0 ----<5.0-------- --------

Silver W-METMSDG2 µg/L1.0 ----<1.0-------- --------

Silver W-METMSFX2 µg/L1.0 <1.0--------<2.0 --------

Sodium W-METAXDG1 mg/L0.030 ----51.5-------- ----± 10.0%

Sodium W-METAXFX1 mg/L0.030 10.4----± 10.0%85.2 ± 10.0%----

Strontium W-METMSDG2 µg/L1.0 ----1120-------- ----± 10.0%

Strontium W-METMSFX2 µg/L1.0 102----± 10.0%122 ± 10.0%----

Tellurium W-METMSDG2 µg/L5.0 ----<5.0-------- --------

Tellurium W-METMSFX2 µg/L5.0 <5.0--------<10.0 --------

Thallium W-METMSDG1 µg/L0.50 ----<0.50-------- --------

Thallium W-METMSFX1 µg/L0.50 <0.50--------<1.00 --------

Tin W-METMSDG2 µg/L1.0 ----<1.0-------- --------

Tin W-METMSFX2 µg/L1.0 <1.0--------<2.0 --------

Titanium W-METMSDG2 µg/L5.0 ----61.0-------- ----± 10.0%

Titanium W-METMSFX2 µg/L5.0 <5.0--------<10.0 --------

Uranium W-METMSDG3 µg/L0.10 ----0.30-------- ----± 10.0%

Uranium W-METMSFX3 µg/L0.10 <0.10--------<0.20 --------

Vanadium W-METMSDG2 µg/L5.0 ----15.5-------- ----± 10.0%

Vanadium W-METMSFX2 µg/L5.0 <5.0--------<10.0 --------

Zinc W-METMSDG2 µg/L2.0 ----390-------- ----± 10.0%

Zinc W-METMSFX2 µg/L2.0 65.2----± 10.0%175 ± 10.0%----

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 <0.0100.373± 10.0%0.030 ----± 10.0%

Antimony W-METAXFL1 mg/L0.010 <0.010<0.020----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0100----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.01220.607± 10.0%0.0156 ± 10.0%± 10.0%

Beryllium W-METAXFL1 mg/L0.00020 <0.00020<0.00040----<0.00020 --------

Boron W-METAXFL1 mg/L0.010 0.0530.256± 10.0%0.111 ± 10.0%± 10.0%

Cadmium W-METAXFL1 mg/L0.00040 <0.00040<0.00080----<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 10.3167± 10.0%15.4 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0020± 10.0%0.0012 --------

Cobalt W-METAXFL1 mg/L0.0020 <0.0020<0.0040----<0.0020 --------

Copper W-METAXFL1 mg/L0.0010 <0.00100.103± 10.0%0.0046 ----± 10.0%

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<2.00----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 0.01223.25± 10.0%0.344 ± 10.0%± 10.0%

Lead W-METAXFL1 mg/L0.0050 <0.0050<0.0100----<0.0050 --------

Lithium W-METAXFL1 mg/L0.0010 0.01040.0188± 10.0%0.0158 ± 10.0%± 10.0%

Magnesium W-METAXFL1 mg/L0.0030 3.5268.7± 10.0%6.06 ± 10.0%± 10.0%

Manganese W-METAXFL1 mg/L0.00050 <0.000501.67± 10.0%0.0384 ----± 10.0%

Molybdenum W-METAXFL1 mg/L0.0020 <0.0020<0.0040----<0.0020 --------

Nickel W-METAXFL1 mg/L0.0020 <0.0020<0.0040----<0.0020 --------

Phosphorus W-METAXFL1 mg/L0.050 <0.05038.5± 10.0%7.35 ----± 10.0%

Potassium W-METAXFL1 mg/L0.015 2.43490± 10.0%30.4 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.020----<0.010 --------

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0020----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 8.8752.3± 10.0%86.0 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.020----<0.010 --------

Vanadium W-METAXFL1 mg/L0.0010 0.00240.0098----<0.0010 ± 10.0%± 10.0%

Zinc W-METAXFL1 mg/L0.0020 <0.00200.349± 10.0%0.0600 ----± 10.0%

Petroleum Hydrocarbons - FTIR
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Petroleum Hydrocarbons - FTIR - Continued

Total extractable aliphates W-OIL-IR mg/L0.10 <0.103.20± 40.0%0.67 ----± 40.0%

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 <0.100.26----<0.10 ----± 40.0%

DDGW028DDGW027DDGW026Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-019 PR1765044-020 PR1765044-021

30-Sep-2017 00:0030-Sep-2017 00:0030-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 11.856.5± 30.0%25.0 ± 30.0%± 30.0%

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 50.145.3± 10.0%56.1 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 8.108.25± 1.0%8.00 ± 1.0%± 1.0%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 <0.005<0.005± 29.2%0.016 --------

Hardness W-HARD-FX mmol/L0.00020 2.461.70----2.25 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 1.761.14----1.63 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 70.255.7----62.6 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 246170----225 --------

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 0.2050.810± 15.0%0.823 ± 15.0%± 15.0%

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 0.2641.04± 15.0%1.06 ± 15.0%± 15.0%

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 <1.02.3± 23.6%2.3 ----± 23.6%

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 39.0103± 15.4%128 ± 16.3%± 15.5%

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 1.095.38± 30.0%3.85 ± 30.0%± 30.0%

Chloride W-CL-IC mg/L1.00 6.5014.9± 15.0%10.2 ± 15.0%± 15.0%

Dissolved Oxygen W-O2D-ELE mg/L0.20 4.732.19± 30.0%0.89 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 23.525.7± 20.0%25.6 ± 20.0%± 20.0%

Inorganic Nitrogen as N W-NING-CC mg/L0.500 2.182.10----0.823 --------

Nitrates W-NO3-SPC mg/L0.27 8.345.22----<0.27 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 1.971.29----<0.060 ± 20.0%± 20.0%

Nitrites W-NO2-SPC mg/L0.0050 0.2900.376± 15.0%0.0119 ± 15.0%± 15.0%

Orthophosphate W-PO4O-SPC mg/L0.040 0.1010.181± 20.0%0.338 ± 20.0%± 20.0%

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 0.1360.144± 20.0%0.340 ± 20.0%± 20.0%

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 25.946.2± 15.0%36.5 ± 15.0%± 15.0%

Total Phosphorus as P W-PTOT-SPC mg/L0.050 0.0590.063± 20.0%0.148 ± 20.0%± 20.0%

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 0.1820.192± 20.0%0.455 ± 20.0%± 20.0%

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 29.832.6± 20.0%32.4 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 277205± 12.0%317 ± 12.0%± 12.0%

Nitrate as N W-NO3-SPC mg/L0.060 1.881.18----<0.060 --------

Nitrite as N W-NO2-SPC mg/L0.0020 0.08820.114± 15.0%0.0036 ± 15.0%± 15.0%

Orthophosphate as P W-PO4O-SPC mg/L0.010 0.0330.059± 20.0%0.110 ± 20.0%± 20.0%

Oxygen Saturation W-O2D-ELE %1 5625± 30.0%11 ± 30.0%± 30.0%

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 30.633.4----33.3 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 203148± 12.0%234 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0 ----0-------- --------
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ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters - Continued

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 3.17----± 12.0%4.75 ± 12.0%----

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 12.915.3± 10.5%32.2 ± 11.2%± 11.0%

Aggressive CO2 W-CO2F-CC2 mg/L0 00----0 --------

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 4.543.37± 12.0%5.20 ± 12.0%± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 9.622.6± 10.0%29.0 ± 10.0%± 10.0%

Antimony W-METMSFX1 µg/L1.0 <1.01.8----<2.0 ----± 10.0%

Arsenic W-METMSFX1 µg/L1.0 3.510.9± 10.0%3.3 ± 10.0%± 10.0%

Barium W-METMSFX2 µg/L1.0 26.221.2± 10.0%55.0 ± 10.0%± 10.0%

Beryllium W-METMSFX1 µg/L0.20 <0.20<0.20----<0.40 --------

Bismuth W-METMSFX2 µg/L1.0 <1.0<1.0----<2.0 --------

Boron W-METAXFX1 mg/L0.010 0.1090.147± 10.0%0.136 ± 10.0%± 10.0%

Cadmium W-METMSFX1 µg/L0.50 <0.50<0.50----<1.00 --------

Calcium W-METAXFX1 mg/L0.0050 70.645.7± 10.0%65.2 ± 10.0%± 10.0%

Chromium W-METMSFX1 µg/L5.0 <5.0<5.0----<10.0 --------

Cobalt W-METMSFX2 µg/L0.50 <0.50<0.50± 10.0%1.23 --------

Copper W-METMSFX2 µg/L1.0 1.55.0± 10.0%2.8 ± 10.0%± 10.0%

Iron W-METAXFX1 mg/L0.0020 0.4351.37± 10.0%0.455 ± 10.0%± 10.0%

Lead W-METMSFX1 µg/L1.0 14.258.4± 10.0%18.7 ± 10.0%± 10.0%

Lithium W-METMSFX2 µg/L1.0 2.33.7----<2.0 ± 10.0%± 10.0%

Magnesium W-METMSFX2 µg/L10 1390011700± 10.0%13400 ± 10.0%± 10.0%

Manganese W-METMSFX2 µg/L0.50 35.824.0± 10.0%236 ± 10.0%± 10.0%

Mercury W-HG-AFSFX µg/L0.010 <0.010<0.010----<0.010 --------

Molybdenum W-METMSFX1 µg/L1.0 4.720.0± 10.0%14.2 ± 10.0%± 10.0%

Nickel W-METMSFX1 µg/L3.0 <3.05.7± 10.0%7.7 ----± 10.0%

Phosphorus W-METAXFX1 mg/L0.050 <0.0500.060± 10.0%0.089 ----± 10.0%

Potassium W-METAXFX1 mg/L0.015 1.581.92± 10.0%6.63 ± 10.0%± 10.0%

Selenium W-METMSFX1 µg/L1.0 <1.0<1.0----<2.0 --------

Silver W-METMSFX2 µg/L1.0 <1.0<1.0----<2.0 --------

Sodium W-METAXFX1 mg/L0.030 28.738.2± 10.0%45.6 ± 10.0%± 10.0%

Strontium W-METMSFX2 µg/L1.0 414318± 10.0%440 ± 10.0%± 10.0%

Tellurium W-METMSFX2 µg/L5.0 <5.0<5.0----<10.0 --------

Thallium W-METMSFX1 µg/L0.50 <0.50<0.50----<1.00 --------

Tin W-METMSFX2 µg/L1.0 <1.0<1.0----<2.0 --------

Titanium W-METMSFX2 µg/L5.0 <5.0<5.0----<10.0 --------

Uranium W-METMSFX3 µg/L0.10 4.882.72± 10.0%2.47 ± 10.0%± 10.0%

Vanadium W-METMSFX2 µg/L5.0 7.912.3----<10.0 ± 10.0%± 10.0%

Zinc W-METMSFX2 µg/L2.0 50.062.1± 10.0%55.8 ± 10.0%± 10.0%

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 0.0120.018± 10.0%0.021 ± 10.0%± 10.0%

Antimony W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.02830.0223± 10.0%0.0639 ± 10.0%± 10.0%

Beryllium W-METAXFL1 mg/L0.00020 <0.00020<0.00020----<0.00020 --------

Boron W-METAXFL1 mg/L0.010 0.1020.149± 10.0%0.150 ± 10.0%± 10.0%

Cadmium W-METAXFL1 mg/L0.00040 <0.00040<0.00040----<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 61.742.4± 10.0%66.4 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Copper W-METAXFL1 mg/L0.0010 0.00260.0028± 10.0%0.0112 ± 10.0%± 10.0%

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<0.40----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 0.1230.737± 10.0%0.307 ± 10.0%± 10.0%

Lead W-METAXFL1 mg/L0.0050 <0.00500.0249----<0.0050 ----± 10.0%

Lithium W-METAXFL1 mg/L0.0010 0.00240.0050± 10.0%0.0026 ± 10.0%± 10.0%

Magnesium W-METAXFL1 mg/L0.0030 14.112.0± 10.0%14.7 ± 10.0%± 10.0%
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ResultUnitLORParameter MU Result MU Result MUMethod

Dissolved Metals / Major Cations - Continued

Manganese W-METAXFL1 mg/L0.00050 0.004930.00208± 10.0%0.264 ± 10.0%± 10.0%

Molybdenum W-METAXFL1 mg/L0.0020 0.00480.0204± 10.0%0.0139 ± 10.0%± 10.0%

Nickel W-METAXFL1 mg/L0.0020 <0.0020<0.0020± 10.0%0.0021 --------

Phosphorus W-METAXFL1 mg/L0.050 <0.0500.055± 10.0%0.077 ----± 10.0%

Potassium W-METAXFL1 mg/L0.015 1.231.65± 10.0%6.42 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 21.932.0± 10.0%42.0 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Vanadium W-METAXFL1 mg/L0.0010 0.00620.0088± 10.0%0.0037 ± 10.0%± 10.0%

Zinc W-METAXFL1 mg/L0.0020 <0.00200.0048----<0.0020 ----± 10.0%

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 0.230.46± 40.0%0.35 ± 40.0%± 40.0%

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 0.120.12± 40.0%0.12 ± 40.0%± 40.0%

AFF1GGDW012GGDW011Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-022 PR1765044-023 PR1765044-024

30-Sep-2017 00:0030-Sep-2017 00:0030-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 <2.04.8± 30.0%3.4 ----± 30.0%

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 31.550.6± 10.0%44.8 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 8.268.06± 1.0%8.25 ± 1.0%± 1.0%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 <0.005<0.005----<0.005 --------

Hardness W-HARD-FX mmol/L0.00020 1.452.49----1.83 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 0.9701.46----1.36 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 48.4102----46.5 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 145249----183 --------

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 <0.040<0.040----<0.040 --------

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 <0.050<0.050----<0.050 --------

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 <1.0<1.0----<1.0 --------

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 <5.0<5.0± 21.2%8.0 --------

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 <0.50<0.50± 30.0%1.80 --------

Chloride W-CL-IC mg/L1.00 3.314.97± 15.0%2.67 ± 15.0%± 15.0%

Dissolved Oxygen W-O2D-ELE mg/L0.20 8.263.56± 30.0%2.90 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 39.417.8± 20.0%18.1 ± 20.0%± 20.0%

Inorganic Nitrogen as N W-NING-CC mg/L0.500 2.82<0.500----1.62 --------

Nitrates W-NO3-SPC mg/L0.27 12.51.37----7.17 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 2.820.309± 20.0%1.62 ± 20.0%± 20.0%

Nitrites W-NO2-SPC mg/L0.0050 <0.0050<0.0050± 15.0%0.0069 --------

Orthophosphate W-PO4O-SPC mg/L0.040 0.1600.127----<0.040 ± 20.0%± 20.0%

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 <0.120<0.120----<0.120 --------

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 17.414.7± 15.0%12.7 ± 15.0%± 15.0%

Total Phosphorus as P W-PTOT-SPC mg/L0.050 <0.050<0.050----<0.050 --------

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 <0.150<0.150----<0.150 --------

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------
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ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters - Continued

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 49.822.5± 20.0%23.0 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 159315± 12.0%264 ± 12.0%± 12.0%

Nitrate as N W-NO3-SPC mg/L0.060 2.820.309----1.62 --------

Nitrite as N W-NO2-SPC mg/L0.0020 <0.0020<0.0020± 15.0%0.0021 --------

Orthophosphate as P W-PO4O-SPC mg/L0.010 0.0520.041----<0.010 ± 20.0%± 20.0%

Oxygen Saturation W-O2D-ELE %1 9442± 30.0%32 ± 30.0%± 30.0%

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 51.223.1----23.6 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 114231± 12.0%190 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0 0--------0 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 ----3.92-------- ----± 12.0%

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 <5.0<5.0± 11.2%12.5 --------

Aggressive CO2 W-CO2F-CC2 mg/L0 00----0 --------

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 2.605.16± 12.0%4.32 ± 12.0%± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 6.87.6± 10.0%89.7 ± 10.0%± 10.0%

Antimony W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Arsenic W-METMSFX1 µg/L1.0 2.6<1.0± 10.0%1.0 ± 10.0%----

Barium W-METMSFX2 µg/L1.0 6.9174± 10.0%12.4 ± 10.0%± 10.0%

Beryllium W-METMSFX1 µg/L0.20 <0.20<0.20----<0.20 --------

Bismuth W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Boron W-METAXFX1 mg/L0.010 0.0500.072± 10.0%0.050 ± 10.0%± 10.0%

Cadmium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Calcium W-METAXFX1 mg/L0.0050 38.958.7± 10.0%54.7 ± 10.0%± 10.0%

Chromium W-METMSFX1 µg/L5.0 <5.0<5.0----<5.0 --------

Cobalt W-METMSFX2 µg/L0.50 <0.50<0.50----<0.50 --------

Copper W-METMSFX2 µg/L1.0 <1.01.2± 10.0%9.4 ----± 10.0%

Iron W-METAXFX1 mg/L0.0020 0.00890.0130± 10.0%0.339 ± 10.0%± 10.0%

Lead W-METMSFX1 µg/L1.0 <1.045.4± 10.0%48.1 ----± 10.0%

Lithium W-METMSFX2 µg/L1.0 5.53.6± 10.0%3.2 ± 10.0%± 10.0%

Magnesium W-METMSFX2 µg/L10 1020021400± 10.0%11400 ± 10.0%± 10.0%

Manganese W-METMSFX2 µg/L0.50 <0.500.86± 10.0%19.2 ----± 10.0%

Mercury W-HG-AFSFX µg/L0.010 <0.010<0.010----<0.010 --------

Molybdenum W-METMSFX1 µg/L1.0 1.14.7± 10.0%4.6 ± 10.0%± 10.0%

Nickel W-METMSFX1 µg/L3.0 <3.0<3.0----<3.0 --------

Phosphorus W-METAXFX1 mg/L0.050 0.0720.054----<0.050 ± 10.0%± 10.0%

Potassium W-METAXFX1 mg/L0.015 1.910.972± 10.0%0.280 ± 10.0%± 10.0%

Selenium W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Silver W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Sodium W-METAXFX1 mg/L0.030 10.516.5± 10.0%32.5 ± 10.0%± 10.0%

Strontium W-METMSFX2 µg/L1.0 260822± 10.0%763 ± 10.0%± 10.0%

Tellurium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Thallium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Tin W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Titanium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Uranium W-METMSFX3 µg/L0.10 2.461.64± 10.0%2.20 ± 10.0%± 10.0%

Vanadium W-METMSFX2 µg/L5.0 24.5<5.0----<5.0 ± 10.0%----

Zinc W-METMSFX2 µg/L2.0 52.258.4± 10.0%3.5 ± 10.0%± 10.0%

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 <0.0100.011± 10.0%0.011 ----± 10.0%

Antimony W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.007300.201± 10.0%0.0119 ± 10.0%± 10.0%
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Laboratory sample ID PR1765044-022 PR1765044-023 PR1765044-024

30-Sep-2017 00:0030-Sep-2017 00:0030-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Dissolved Metals / Major Cations - Continued

Beryllium W-METAXFL1 mg/L0.00020 <0.00020<0.00020----<0.00020 --------

Boron W-METAXFL1 mg/L0.010 0.0500.073± 10.0%0.049 ± 10.0%± 10.0%

Cadmium W-METAXFL1 mg/L0.00040 <0.00040<0.00040----<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 35.654.1± 10.0%51.3 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Copper W-METAXFL1 mg/L0.0010 <0.0010<0.0010± 10.0%0.0018 --------

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<0.40----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 <0.00200.0043----<0.0020 ----± 10.0%

Lead W-METAXFL1 mg/L0.0050 <0.00500.0412----<0.0050 ----± 10.0%

Lithium W-METAXFL1 mg/L0.0010 0.00520.0048± 10.0%0.0029 ± 10.0%± 10.0%

Magnesium W-METAXFL1 mg/L0.0030 10.322.6± 10.0%10.1 ± 10.0%± 10.0%

Manganese W-METAXFL1 mg/L0.00050 <0.00050<0.00050----<0.00050 --------

Molybdenum W-METAXFL1 mg/L0.0020 <0.00200.0038± 10.0%0.0028 ----± 10.0%

Nickel W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Phosphorus W-METAXFL1 mg/L0.050 <0.050<0.050----<0.050 --------

Potassium W-METAXFL1 mg/L0.015 1.710.885± 10.0%0.251 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 8.7114.3± 10.0%27.4 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Vanadium W-METAXFL1 mg/L0.0010 0.02380.0026± 10.0%0.0010 ± 10.0%± 10.0%

Zinc W-METAXFL1 mg/L0.0020 <0.00200.0045± 10.0%0.0025 ----± 10.0%

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

DDAW007RCAW408DDAW009Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-025 PR1765044-026 PR1765044-027

30-Sep-2017 00:0030-Sep-2017 00:0030-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 <2.0<2.0----<2.0 --------

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 44.83.36± 10.0%14.7 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 3.467.27± 1.3%6.10 ± 2.3%± 1.1%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 <0.005<0.005----<0.005 --------

Hardness W-HARD-FX mmol/L0.00020 0.3430.134----0.370 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 0.2240.0951----0.225 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 11.93.86----14.5 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 34.313.4----37.0 --------

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 0.0460.081----<0.040 ± 15.0%± 15.0%

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 0.0590.105----<0.050 ± 15.0%± 15.0%

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 <1.01.1----<1.0 ----± 33.2%

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 8.0<5.0± 22.1%7.0 ± 21.2%----

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 1.442.69± 30.0%1.50 ± 30.0%± 30.0%

Chloride W-CL-IC mg/L1.00 1.29<1.00± 15.0%1.67 ± 15.0%----

Dissolved Oxygen W-O2D-ELE mg/L0.20 0.251.83± 30.0%1.98 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 67.03.76± 20.0%60.3 ± 20.0%± 20.0%
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DDAW007RCAW408DDAW009Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-025 PR1765044-026 PR1765044-027

30-Sep-2017 00:0030-Sep-2017 00:0030-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters - Continued

Inorganic Nitrogen as N W-NING-CC mg/L0.500 <0.500<0.500----<0.500 --------

Nitrates W-NO3-SPC mg/L0.27 <0.271.35----0.33 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 <0.0600.307± 20.0%0.074 ----± 20.0%

Nitrites W-NO2-SPC mg/L0.0050 <0.00500.0057----<0.0050 ----± 15.0%

Orthophosphate W-PO4O-SPC mg/L0.040 <0.040<0.040± 20.0%0.125 --------

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 0.525<0.120± 20.0%1.01 ± 20.0%----

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 192<5.00± 15.0%54.9 ± 15.0%----

Total Phosphorus as P W-PTOT-SPC mg/L0.050 0.229<0.050± 20.0%0.440 ± 20.0%----

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 0.702<0.150± 20.0%1.35 ± 20.0%----

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 3.08<0.150± 15.0%0.234 ± 15.0%----

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 84.84.77± 20.0%76.4 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0 0------------ --------

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 ----8.04± 12.0%5.57 ----± 12.0%

Nitrate as N W-NO3-SPC mg/L0.060 <0.0600.305----0.074 --------

Nitrite as N W-NO2-SPC mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Orthophosphate as P W-PO4O-SPC mg/L0.010 <0.010<0.010± 20.0%0.041 --------

Oxygen Saturation W-O2D-ELE %1 322± 30.0%26 ± 30.0%± 30.0%

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 87.14.89----78.4 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 1358.44± 12.0%14.3 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 0.797<0.150----<0.150 ± 15.0%----

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 1352.64± 12.0%10.3 ± 12.0%± 12.0%

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 19.1244± 12.3%6.5 ± 10.8%± 10.1%

Aggressive CO2 W-CO2F-CC2 mg/L0.00 1062.64± 12.0%10.3 ± 12.0%± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 184006.4± 10.0%136 ± 10.0%± 10.0%

Antimony W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Arsenic W-METMSFX1 µg/L1.0 3.3<1.0----<1.0 ± 10.0%----

Barium W-METMSFX2 µg/L1.0 17.525.5± 10.0%16.2 ± 10.0%± 10.0%

Beryllium W-METMSFX1 µg/L0.20 1.76<0.20----<0.20 ± 10.0%----

Bismuth W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Boron W-METAXFX1 mg/L0.010 <0.010<0.010± 10.0%0.016 --------

Cadmium W-METMSFX1 µg/L0.50 3.28<0.50----<0.50 ± 10.0%----

Calcium W-METAXFX1 mg/L0.0050 8.983.81± 10.0%9.01 ± 10.0%± 10.0%

Chromium W-METMSFX1 µg/L5.0 <5.0<5.0----<5.0 --------

Cobalt W-METMSFX2 µg/L0.50 83.2<0.50± 10.0%2.16 ± 10.0%----

Copper W-METMSFX2 µg/L1.0 51.2<1.0----<1.0 ± 10.0%----

Iron W-METAXFX1 mg/L0.0020 6.450.536± 10.0%0.0202 ± 10.0%± 10.0%

Lead W-METMSFX1 µg/L1.0 36.0<1.0± 10.0%10.9 ± 10.0%----

Lithium W-METMSFX2 µg/L1.0 3.6<1.0± 10.0%1.0 ± 10.0%----

Magnesium W-METMSFX2 µg/L10 2640753± 10.0%3200 ± 10.0%± 10.0%

Manganese W-METMSFX2 µg/L0.50 94.176.2± 10.0%114 ± 10.0%± 10.0%

Mercury W-HG-AFSFX µg/L0.010 <0.010<0.010----<0.010 --------

Molybdenum W-METMSFX1 µg/L1.0 <1.0<1.0----<1.0 --------

Nickel W-METMSFX1 µg/L3.0 50.6<3.0----<3.0 ± 10.0%----

Phosphorus W-METAXFX1 mg/L0.050 0.060<0.050± 10.0%0.059 ± 10.0%----

Potassium W-METAXFX1 mg/L0.015 2.830.286± 10.0%1.66 ± 10.0%± 10.0%

Selenium W-METMSFX1 µg/L1.0 <1.0<1.0± 10.0%1.3 --------

Silver W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Sodium W-METAXFX1 mg/L0.030 10.41.05± 10.0%11.8 ± 10.0%± 10.0%

Strontium W-METMSFX2 µg/L1.0 36.923.6± 10.0%36.2 ± 10.0%± 10.0%
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DDAW007RCAW408DDAW009Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-025 PR1765044-026 PR1765044-027

30-Sep-2017 00:0030-Sep-2017 00:0030-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Total Metals / Major Cations - Continued

Tellurium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Thallium W-METMSFX1 µg/L0.50 <0.50<0.50----<0.50 --------

Tin W-METMSFX2 µg/L1.0 <1.0<1.0----<1.0 --------

Titanium W-METMSFX2 µg/L5.0 <5.0<5.0----<5.0 --------

Uranium W-METMSFX3 µg/L0.10 0.83<0.10----<0.10 ± 10.0%----

Vanadium W-METMSFX2 µg/L5.0 8.8<5.0----<5.0 ± 10.0%----

Zinc W-METMSFX2 µg/L2.0 16251.3± 10.0%66.6 ± 10.0%± 10.0%

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 20.2<0.010± 10.0%0.114 ± 10.0%----

Antimony W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.01970.0281± 10.0%0.0170 ± 10.0%± 10.0%

Beryllium W-METAXFL1 mg/L0.00020 0.00139<0.00020----<0.00020 ± 10.0%----

Boron W-METAXFL1 mg/L0.010 <0.010<0.010± 10.0%0.016 --------

Cadmium W-METAXFL1 mg/L0.00040 0.00218<0.00040----<0.00040 ± 10.0%----

Calcium W-METAXFL1 mg/L0.0050 8.633.41± 10.0%7.94 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 0.0934<0.0020----<0.0020 ± 10.0%----

Copper W-METAXFL1 mg/L0.0010 0.0550<0.0010----<0.0010 ± 10.0%----

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<0.40----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 0.9370.0059----<0.0020 ± 10.0%± 10.0%

Lead W-METAXFL1 mg/L0.0050 0.0339<0.0050----<0.0050 ± 10.0%----

Lithium W-METAXFL1 mg/L0.0010 0.0036<0.0010----<0.0010 ± 10.0%----

Magnesium W-METAXFL1 mg/L0.0030 2.690.799± 10.0%3.03 ± 10.0%± 10.0%

Manganese W-METAXFL1 mg/L0.00050 0.1060.0870± 10.0%0.119 ± 10.0%± 10.0%

Molybdenum W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Nickel W-METAXFL1 mg/L0.0020 0.0491<0.0020----<0.0020 ± 10.0%----

Phosphorus W-METAXFL1 mg/L0.050 <0.050<0.050----<0.050 --------

Potassium W-METAXFL1 mg/L0.015 2.740.236± 10.0%1.47 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 9.380.793± 10.0%9.77 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Vanadium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Zinc W-METAXFL1 mg/L0.0020 0.117<0.0020± 10.0%0.0160 ± 10.0%----

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

GL-1DDGW029DDGW031Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-028 PR1765044-029 PR1765044-030

30-Sep-2017 00:0030-Sep-2017 00:0030-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Microbiological Parameters
Coliform Bacteria W-COLIF CFU/100mL- 136------------ --------

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 <2.05.9± 30.0%178 ----± 30.0%

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 33.438.3± 10.0%43.2 ± 10.0%± 10.0%

pH Value W-PH-PCT -1.00 3.907.68± 1.0%8.06 ± 2.0%± 1.0%

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 <0.005<0.005----<0.005 --------

Hardness W-HARD-FX mmol/L0.00020 0.5302.10----1.23 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 0.2101.53----0.748 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 31.957.3----48.0 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 53.0210----123 --------
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GL-1DDGW029DDGW031Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-028 PR1765044-029 PR1765044-030

30-Sep-2017 00:0030-Sep-2017 00:0030-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 <0.040<0.040± 15.0%0.752 --------

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 <0.050<0.050± 15.0%0.969 --------

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 <1.02.6± 19.9%4.0 ----± 22.8%

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 00----0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 <5.0245± 15.2%266 ----± 15.2%

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 <0.501.26± 30.0%7.66 ----± 30.0%

Chloride W-CL-IC mg/L1.00 1.055.32± 15.0%16.3 ± 15.0%± 15.0%

Dissolved Oxygen W-O2D-ELE mg/L0.20 5.701.55± 30.0%2.38 ± 30.0%± 30.0%

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 46.427.1± 20.0%18.9 ± 20.0%± 20.0%

Inorganic Nitrogen as N W-NING-CC mg/L0.500 11.95.31----1.55 --------

Nitrates W-NO3-SPC mg/L0.27 52.723.2----2.45 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 11.95.31± 20.0%0.826 ± 20.0%± 20.0%

Nitrites W-NO2-SPC mg/L0.0050 <0.00500.209± 15.0%0.894 ----± 15.0%

Orthophosphate W-PO4O-SPC mg/L0.040 <0.040<0.040± 20.0%0.152 --------

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 <0.1200.220± 20.0%0.246 ----± 20.0%

Sulfides as H2S W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 89.410.5± 15.0%53.0 ± 15.0%± 15.0%

Total Kjeldahl Nitrogen as N W-NKJ-PHO mg/L0.50 0.98------------ ± 39.4%----

Total Nitrogen as N W-NTOT-CC mg/L1.0 12.9------------ --------

Total Phosphorus as P W-PTOT-SPC mg/L0.050 <0.0500.096± 20.0%0.108 ----± 20.0%

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 <0.1500.294± 20.0%0.330 ----± 20.0%

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 0.3970.162----<0.150 ± 15.0%± 15.0%

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 58.834.3± 20.0%24.0 ± 20.0%± 20.0%

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0 0------------ --------

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 ----233± 12.0%208 ----± 12.0%

Nitrate as N W-NO3-SPC mg/L0.060 11.95.25----0.554 --------

Nitrite as N W-NO2-SPC mg/L0.0020 <0.00200.0637± 15.0%0.272 ----± 15.0%

Orthophosphate as P W-PO4O-SPC mg/L0.010 <0.010<0.010± 20.0%0.050 --------

Oxygen Saturation W-O2D-ELE %1 7020± 30.0%28 ± 30.0%± 30.0%

Sulfide as S2- W-H2S-PHO mg/L0.050 <0.050<0.050----<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 60.435.2----24.6 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 17.5175± 12.0%153 ± 12.0%± 12.0%

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 17.57.13± 12.0%2.64 ± 12.0%± 12.0%

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 <5.0130± 10.1%125 ----± 10.1%

Aggressive CO2 W-CO2F-CC2 mg/L0 ----0----0 --------

Aggressive CO2 W-CO2F-CC2 mg/L0.00 17.4------------ ± 12.0%----

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 <0.1503.82± 12.0%3.41 ----± 12.0%

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 <0.150<0.150----<0.150 --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 122013.3± 10.0%147 ± 10.0%± 10.0%

Antimony W-METMSFX1 µg/L1.0 <1.0<1.0----<2.0 --------

Arsenic W-METMSFX1 µg/L1.0 <1.03.4± 10.0%9.4 ----± 10.0%

Barium W-METMSFX2 µg/L1.0 8.930.2± 10.0%51.4 ± 10.0%± 10.0%

Beryllium W-METMSFX1 µg/L0.20 <0.20<0.20----<0.40 --------

Bismuth W-METMSFX2 µg/L1.0 <1.0<1.0----<2.0 --------

Boron W-METAXFX1 mg/L0.010 0.0120.043± 10.0%0.108 ± 10.0%± 10.0%

Cadmium W-METMSFX1 µg/L0.50 <0.50<0.50----<1.00 --------

Calcium W-METAXFX1 mg/L0.0050 8.4261.4± 10.0%30.0 ± 10.0%± 10.0%
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GL-1DDGW029DDGW031Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1765044-028 PR1765044-029 PR1765044-030

30-Sep-2017 00:0030-Sep-2017 00:0030-Sep-2017 00:00Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Total Metals / Major Cations - Continued

Chromium W-METMSFX1 µg/L5.0 <5.0<5.0----<10.0 --------

Cobalt W-METMSFX2 µg/L0.50 <0.50<0.50± 10.0%1.25 --------

Copper W-METMSFX2 µg/L1.0 1.39.2± 10.0%9.9 ± 10.0%± 10.0%

Iron W-METAXFX1 mg/L0.0020 1.100.0456± 10.0%5.13 ± 10.0%± 10.0%

Lead W-METMSFX1 µg/L1.0 <1.0<1.0± 10.0%84.2 --------

Lithium W-METMSFX2 µg/L1.0 <1.02.4± 10.0%4.9 ----± 10.0%

Magnesium W-METMSFX2 µg/L10 773011800± 10.0%9860 ± 10.0%± 10.0%

Manganese W-METMSFX2 µg/L0.50 4.869.84± 10.0%26.0 ± 10.0%± 10.0%

Mercury W-HG-AFSFX µg/L0.010 <0.010<0.010----<0.010 --------

Molybdenum W-METMSFX1 µg/L1.0 <1.05.4± 10.0%12.1 ----± 10.0%

Nickel W-METMSFX1 µg/L3.0 <3.0<3.0± 10.0%8.2 --------

Phosphorus W-METAXFX1 mg/L0.050 <0.050<0.050± 10.0%0.076 --------

Potassium W-METAXFX1 mg/L0.015 33.20.988± 10.0%3.73 ± 10.0%± 10.0%

Selenium W-METMSFX1 µg/L1.0 <1.0<1.0± 10.0%6.3 --------

Silver W-METMSFX2 µg/L1.0 <1.0<1.0----<2.0 --------

Sodium W-METAXFX1 mg/L0.030 3.8517.9± 10.0%65.5 ± 10.0%± 10.0%

Strontium W-METMSFX2 µg/L1.0 59.8545± 10.0%221 ± 10.0%± 10.0%

Tellurium W-METMSFX2 µg/L5.0 <5.0<5.0----<10.0 --------

Thallium W-METMSFX1 µg/L0.50 <0.50<0.50----<1.00 --------

Tin W-METMSFX2 µg/L1.0 1.2<1.0----<2.0 ± 10.0%----

Titanium W-METMSFX2 µg/L5.0 <5.0<5.0----<10.0 --------

Uranium W-METMSFX3 µg/L0.10 0.181.02± 10.0%0.98 ± 10.0%± 10.0%

Vanadium W-METMSFX2 µg/L5.0 <5.010.8----<10.0 ----± 10.0%

Zinc W-METMSFX2 µg/L2.0 65.157.6± 10.0%66.1 ± 10.0%± 10.0%

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 1.250.020± 10.0%0.085 ± 10.0%± 10.0%

Antimony W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 <0.0050<0.0050----<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 0.009430.0326± 10.0%0.0546 ± 10.0%± 10.0%

Beryllium W-METAXFL1 mg/L0.00020 <0.00020<0.00020----<0.00020 --------

Boron W-METAXFL1 mg/L0.010 0.0110.045± 10.0%0.107 ± 10.0%± 10.0%

Cadmium W-METAXFL1 mg/L0.00040 <0.00040<0.00040----<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 8.1557.9± 10.0%27.1 ± 10.0%± 10.0%

Chromium W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 <0.0020<0.0020----<0.0020 --------

Copper W-METAXFL1 mg/L0.0010 0.00120.0092± 10.0%0.0113 ± 10.0%± 10.0%

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 <0.40<0.40----<0.40 --------

Iron W-METAXFL1 mg/L0.0020 0.2260.0419± 10.0%5.58 ± 10.0%± 10.0%

Lead W-METAXFL1 mg/L0.0050 <0.0050<0.0050± 10.0%0.0762 --------

Lithium W-METAXFL1 mg/L0.0010 <0.00100.0026± 10.0%0.0070 ----± 10.0%

Magnesium W-METAXFL1 mg/L0.0030 7.6312.4± 10.0%9.87 ± 10.0%± 10.0%

Manganese W-METAXFL1 mg/L0.00050 0.004590.0103± 10.0%0.0122 ± 10.0%± 10.0%

Molybdenum W-METAXFL1 mg/L0.0020 <0.00200.0049± 10.0%0.0118 ----± 10.0%

Nickel W-METAXFL1 mg/L0.0020 <0.0020<0.0020± 10.0%0.0020 --------

Phosphorus W-METAXFL1 mg/L0.050 <0.050<0.050± 10.0%0.082 --------

Potassium W-METAXFL1 mg/L0.015 35.30.841± 10.0%3.14 ± 10.0%± 10.0%

Selenium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Silver W-METAXFL1 mg/L0.0010 <0.0010<0.0010----<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 3.7314.6± 10.0%52.0 ± 10.0%± 10.0%

Thallium W-METAXFL1 mg/L0.010 <0.010<0.010----<0.010 --------

Vanadium W-METAXFL1 mg/L0.0010 <0.00100.0103± 10.0%0.0052 ----± 10.0%

Zinc W-METAXFL1 mg/L0.0020 0.00240.0600± 10.0%0.0117 ± 10.0%± 10.0%

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 <0.10<0.10± 40.0%0.75 --------

Total extractable aromatics W-OIL-IR mg/L0.10 <0.10<0.10----<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 <0.10<0.10± 40.0%0.25 --------

If no sampling time is provided, the sampling time will default 00:00 on the date of sampling. If no sampling date is provided, delivery date in brackets 
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without a time component will be displayed instead. Measurement uncertainty is expressed as expanded measurement uncertainty with coverage 

factor k = 2, representing 95% confidence level.

Key: LOR = Limit of reporting;  MU = Measurement Uncertainty

The end of result part of the certificate of analysis

Brief Method Summaries

Analytical Methods Method Descriptions

Location of test performance: Bendlova 1687/7 Ceska Lipa  Czech Republic 470 01

CSN 75 7611 chapter 4  Determination of gross alpha activity by measuring of evaporated residue in a mixture with ZnS (Ag) 

scintillator.

W-GAA-SCI

CZ_SOP_D06_07_361 (CSN 75 7612; Recommendation of SÚJB ¿Measurement and assessment of the content of natural 

radionuclides in drinking water from public sources Rev. 1, SUJB 2012). Determination of gross beta activity by measuring of 

evaporated residue by means of proportional detector and determination of gross beta activity corrected for potassium 40 

by calculation from measured values.

W-GBA-PRO

CZ_SOP_D06_07_015.A (CSN 83 0520:1978-part 16, CSN 83 0530:1980-part 31, SM 4500-S2- D) Determination of sum of 

sulfan and sulfide by spectrophotometry and determination of free sulfan by calculation from measured values.

W-H2S-PHO

CZ_SOP_D06_07_007.A (CSN EN 25663, CSN ISO 7150-1) Determination of Kjeldahl nitrogen by spectrophotometry.W-NKJ-PHO

CZ_SOP_D06_07_030 (CSN ISO 6439, CSN EN 16192) Determination of phenol index by spectrophotometric method after 

distillation.

W-PHI-PHO

Location of test performance: Na Harfe 336/9 Prague 9 - Vysocany  Czech Republic 190 00

CZ_SOP_D06_02_073 (CSN 75 73 72) Determination of base neutralizing capacity (acidity) by potentiometric titration.W-ACID-PCT

CZ_SOP_D06_02_072 (CSN EN ISO 9963-1,CSN EN ISO 9963-2, CSN 75 7373, SM2320) Determination of acid neutralizing 

capacity (alkalinity) by potentiometric titration and determination of the carbonate hardness and determination of CO 2 forms 

by calculation from measured values including the calculation of total mineralization.

W-ALK-PCT

CZ_SOP_D06_02_077/CZ_SOP_D06_07_042 Determination of biochemical oxygen demand after n days (BODn)-by dilution 

method with allylthiourea addition (based on CSN EN 1899-1). CZ_SOP_D06_02_078/CZ_SOP_D06_07_043 Determination of 

biochemical oxygen demand after n days (BODn) by method for undiluted samples (based on CSN EN 1899-2).

W-BOD5-OXY

CZ_SOP_D06_02_068 (CSN ISO 10304-1, CSN EN 16192) Determination of dissolved fluoride, chloride, nitrite, bromide, 

nitrate and sulphate by ion liquid chromatography and determination of nitrite nitrogen and nitrate nitrogen and sulfate sulfur 

by calculation from measured values including the calculation of total mineralization.

W-CL-IC

CZ_SOP_D06_02_072 (CSN EN ISO 9963-1, CSN 75 7373) Determination of acid neutralizing capacity (alkalinity) by 

potentiometric titration and determination of the carbonate hardness and determination of CO 2 forms by calculation from 

measured values including the calculation of total mineralization.

W-CO2F-CC2

CZ_SOP_D06_02_092 Determination of chemical oxygen demand using permanganate (CODMn) by titration (based on CSN 

ISO 8467, Z1).

W-CODMN-SPC

CZ_SOP_D06_02_076 Determination of chemical oxygen demand using dichromate (COD-Cr) by photometry (based on CSN 

ISO 15705) / CZ_SOP_D06_02_076.A / CZ_SOP_D06_07_040 Determination of chemical oxygen demand using dichromate 

(COD-Cr) by titration (based on CSN ISO 6060,  CSN ISO 15705) .

W-COD-SPC

CSN 75 7837.  Enumeration of Coliform bacteria by membrane filtration.W-COLIF

CZ_SOP_D06_02_079 Determination of colour by spectrometry (based on CSN EN ISO 7887).W-COL-SPC

CZ_SOP_D06_02_075 Determination of electrical conductivity (based on CSN EN 27 888, SM 2520 B, CSN EN 16192).W-CON-PCT

CZ_SOP_D06_02_122 except chap. 10.2; 11.3.2; 11.5; 12.2.2; 15.5 (CSN EN 16192, EPA 7199, SM 3500-Cr) Determination 

of hexavalent chromium by ion chromatography with spectrophotometric detection and trivalent chromium determination by 

calculation from measured values.

W-CR6-IC

CZ_SOP_D06_02_001 (US EPA 200.7, ISO 11885, CSN EN 16192, US EPA 6010, SM 3120, CSN 75 7358 samples prepared 

as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by atomic emission spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca +Mg. Sample was homogenized and mineralized by nitric acid 

in autoclave under high pressure and temperature prior to analysis.

W-HARD-DG

CZ_SOP_D06_02_001 (US EPA 200.7, ISO 11885, CSN EN 16192, US EPA 6010, SM 3120, CSN 75 7358 samples prepared 

as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by atomic emission spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-HARD-FX

CZ_SOP_D06_02_096 (US EPA 245.7, CSN EN ISO 178  52, CSN EN 16192, samples prepared as per CZ_SOP_D06_02_J02 

chap. 10.1 and 10.2.) Determination of Mercury by Fluorescence Spectrometry. Sample was homogenized and mineralized 

by nitric acid in autoclave under high pressure and temperature prior to analysis.

W-HG-AFSDG

CZ_SOP_D06_02_096 (US EPA 245.7, CSN EN ISO 178 52, CSN EN 16192, samples prepared as per CZ_SOP_D06_02_J02 

chap. 10.1 and 10.2.) Determination of Mercury by Fluorescence Spectrometry. Sample was fixed by nitric acid addition prior 

to analysis.

W-HG-AFSFX

CZ_SOP_D06_02_001 (US EPA 200.7, ISO 11885, CSN EN 16192, US EPA 6010, SM 3120, CSN 75 7358 samples prepared 

as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by atomic emission spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca +Mg. Sample was homogenized and mineralized by nitric acid 

in autoclave under high pressure and temperature prior to analysis.

W-METAXDG1
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Analytical Methods Method Descriptions

CZ_SOP_D06_02_001 (US EPA 200.7, ISO 11885, CSN EN 16192, US EPA 6010, SM 3120, CSN 75 7358 samples prepared 

as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by atomic emission spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca +Mg. Sample was filtered by microfilter with porosity 0.45 µm 

followed by nitric acid addition prior to analysis.

W-METAXFL1

CZ_SOP_D06_02_001 (US EPA 200.7, ISO 11885, CSN EN 16192, US EPA 6010, SM 3120, CSN 75 7358 samples prepared 

as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by atomic emission spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-METAXFX1

CZ_SOP_D06_02_002 (US EPA 200.8,  CSN EN ISO 17294-2, US EPA 6020A, CSN EN 16192, CSN 75 7358 samples 

prepared as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by mass spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca +Mg. Sample was homogenized and mineralized by nitric acid 

in autoclave under high pressure and temperature prior to analysis.

W-METMSDG1

CZ_SOP_D06_02_002 (US EPA 200.8,  CSN EN ISO 17294-2, US EPA 6020A, CSN EN 16192, CSN 75 7358 samples 

prepared as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by mass spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca +Mg. Sample was homogenized and mineralized by nitric acid 

in autoclave under high pressure and temperature prior to analysis.

W-METMSDG2

CZ_SOP_D06_02_002 (US EPA 200.8,  CSN EN ISO 17294-2, US EPA 6020A, CSN EN 16192, CSN 75 7358 samples 

prepared as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by mass spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca +Mg. Sample was homogenized and mineralized by nitric acid 

in autoclave under high pressure and temperature prior to analysis.

W-METMSDG3

CZ_SOP_D06_02_002 (US EPA 200.8,  CSN EN ISO 17294-2, US EPA 6020A, CSN EN 16192, CSN 75 7358 samples 

prepared as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by mass spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-METMSFX1

CZ_SOP_D06_02_002 (US EPA 200.8,  CSN EN ISO 17294-2, US EPA 6020A, CSN EN 16192, CSN 75 7358 samples 

prepared as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by mass spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-METMSFX2

CZ_SOP_D06_02_002 (US EPA 200.8,  CSN EN ISO 17294-2, US EPA 6020A, CSN EN 16192, CSN 75 7358 samples 

prepared as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by mass spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-METMSFX3

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NH4-SPC

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NING-CC

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NNO-SPC

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NO2-SPC

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NO3-SPC

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NTOT-CC

CZ_SOP_D06_07_044 (CSN EN ISO 5814) Determination of dissolved oxygen by electrochemical method.W-O2D-ELE

Determination of total extractable aliphates (accredited analyte), total extractable aromatic hydrocarbons (not accredited 

analyte), unpolar aliphates (accredited analyte) and unpolar aromatics (accredited analyte) by FTIR in water and leach 

according to internal instructions.

W-OIL-IR

CZ_SOP_D06_02_105  Determination of pH by potentiometry (based on CSN ISO 10523, US EPA 150.1, CSN EN 16192, SM 

4500-H(+) B).

W-PH-PCT

Right Solutions • Right Partner www.alsglobal.eu

LYDIAN AMULSAR PROJECT  
“ORIGINAL COPY” Rec'd by nz Apr 30, 2018 Doc # 0-00-RPT-ENV-82196



:Issue Date

27 of 27:Page

Work Order :

:Customer

PR1765044  Amendment 1

Lydian CJSC

07-Nov-2017 

Analytical Methods Method Descriptions

CZ_SOP_D06_02_022 (CSN EN ISO 6878 SM 4500-P) Determination of orthophosphate by discrete spectrophotometry and 

determination of orthophosphate's phosphorus by calculation from measured values including the calculation of total 

mineralization.

W-PO4O-SPC

CZ_SOP_D06_02_080 Determination of total phosphorus by discrete spectrophotometry and determination of phosphorus as 

P2O5 and PO4 3- by calculation from measured values (based on CSN EN ISO 6878 and CSN ISO 15681-1).

W-PTOT-SPC

CZ_SOP_D06_02_109 Determination of dissolved silicates by discrete spectrophotometry and determination of H 2SiO3 and 

total mineralization by calculation from measured values (CSN EN ISO 16264, EPA 370.1).

W-SIO3-SPC

CZ_SOP_D06_02_068 (CSN ISO 10304-1, CSN EN 16192) Determination of dissolved fluoride, chloride, nitrite, bromide, 

nitrate and sulphate by ion liquid chromatography and determination of nitrite nitrogen and nitrate nitrogen and sulfate sulfur 

by calculation from measured values including the calculation of total mineralization.

W-SO4-IC

CZ_SOP_D06_02_070 Determination of dry suspended solids and annealed suspended solids by gravimetry and 

determination of loos of ignition of suspended solids and total solids by calculation from measured values (glass microfibre 

filter of porosity 1,5 µm - Environmental Express) (based on CSN EN 872, CSN 757350)

W-TSS-GR

A `*` symbol preceding any method indicates laboratory or subcontractor non-accredited test. In the case when a procedure 

belonging to an accredited method was used for non-accredited matrix, would apply that the reported results are non-accredited. 

Please refer to General Comment section on front page for information. If the report contains subcontracted analysis, those are made 

in a subcontracted laboratory outside the laboratories ALS Czech Republic, s.r.o.

The calculation methods of summation parameters are available on request in the client service.
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CERTIFICATE OF ANALYSIS

Work Order Issue Date: :PR1768924 26-Oct-2017 

:: LaboratoryCustomer ALS Czech Republic, s.r.o.Lydian CJSC

: :ContactContact Client ServiceArmen Stepanyan

:: AddressAddress Na Harfe 336/9 Prague 9 - Vysocany

190 00  Czech Republic

V. Sargsyan str. 26/1

0010 Yerevan Armenia

:: E-mailE-mail armen@lydianinternational.co.uk customer.support@alsglobal.com

:: TelephoneTelephone ---- +420 226 226 228

:: FacsimileFacsimile ---- +420 284 081 635

::Project Page 1 of 5 19.10.-27/10

:Order number ---- :Date Samples 

Received

19-Oct-2017

::C-O-C number ---- Quote number PR2015GEOAM-AM0291 

(CZ-200-15-0357)
Site : ---- :Date of test 19-Oct-2017 - 26-Oct-2017

::Sampled by Client QC Level ALS CR Standard Quality Control 

Schedule

General Comments

This report shall not be reproduced except in full, without prior written approval from the laboratory.

The laboratory declares that the test results relate only to the listed samples.

Sample(s) PR1765606/001, method W-O2D-ELE was determinated in laboratory.

Sample(s) PR1768924/001, method W-O2D-ELE was determinated in laboratory.

Responsible for accuracy Testing Laboratory  No. 1163 

Accredited by CAI according to 

CSN EN ISO/IEC 17025:2005

Signatories Position

Zdeněk Jirák Environmental Business Unit 

Manager
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Analytical Results

--------DDGW030Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1768924-001 ---- ----

--------[19-Oct-2017]Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Physical Parameters
Colour (True) W-COL-SPC mgPt/l2.0 --------± 30.0%11.8 --------

Electrical Conductivity @ 25°C W-CON-PCT mS/m0.10 --------± 10.0%64.8 --------

pH Value W-PH-PCT -1.00 --------± 1.1%7.12 --------

Agregate Parameters
Phenol Index W-PHI-PHO mg/L0.005 ------------<0.005 --------

Hardness W-HARD-FX mmol/L0.00020 ------------2.41 --------

Calcium Hardness W-HARD-FX mmol/L0.00020 ------------1.91 --------

Magnesium Hardness W-HARD-FX mg CaCO3/L0.020 ------------50.0 --------

Hardness as CaCO3 W-HARD-FX mg CaCO3/L0.020 ------------241 --------

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions 

as N

W-NH4-SPC mg/L0.040 --------± 15.0%0.096 --------

Ammonia and ammonium ions 

as NH4

W-NH4-SPC mg/L0.050 --------± 15.0%0.124 --------

Biochemical Oxygen Demand 

(BOD 5)

W-BOD5-OXY mg/L1.0 ------------<1.0 --------

Carbonates (CO3 2-) W-CO2F-CC2 mg/L0 ------------0 --------

Chemical Oxygen Demand 

(COD-Cr)

W-COD-SPC mg/L5.0 --------± 15.9%56.0 --------

Chemical Oxygen Demand 

(COD-Mn)

W-CODMN-SPC mg/L0.50 --------± 30.0%1.44 --------

Chloride W-CL-IC mg/L1.00 --------± 15.0%8.16 --------

Dissolved Oxygen W-O2D-ELE mg/L0.20 --------± 30.0%3.92 --------

Dissolved silicate as SiO2 W-SIO3-SPC mg/L0.080 --------± 20.0%26.8 --------

Inorganic Nitrogen as N W-NING-CC mg/L0.500 ------------1.19 --------

Nitrates W-NO3-SPC mg/L0.27 ------------4.53 --------

Nitrite + Nitrate as N W-NNO-SPC mg/L0.060 --------± 20.0%1.09 --------

Nitrites W-NO2-SPC mg/L0.0050 --------± 15.0%0.219 --------

Orthophosphate W-PO4O-SPC mg/L0.040 ------------<0.040 --------

Phosphorus (as P2O5) W-PTOT-SPC mg/L0.120 ------------<0.120 --------

Sulfides as H2S W-H2S-PHO mg/L0.050 ------------<0.050 --------

Sulphate as SO4 2- W-SO4-IC mg/L5.00 --------± 15.0%16.7 --------

Total Phosphorus as P W-PTOT-SPC mg/L0.050 ------------<0.050 --------

Total Phosphorus as PO4 3- W-PTOT-SPC mg/L0.150 ------------<0.150 --------

Base neutralizing capacity 

(acidity) pH 8.3

W-ACID-PCT mmol/L0.150 --------± 15.0%1.72 --------

Dissolved silicate as SiO3 W-SIO3-SPC mg/L0.100 --------± 20.0%34.0 --------

Hydrogen carbonates (HCO3-) W-CO2F-CC2 mg/L0.00 --------± 12.0%333 --------

Nitrate as N W-NO3-SPC mg/L0.060 ------------1.02 --------

Nitrite as N W-NO2-SPC mg/L0.0020 --------± 15.0%0.0666 --------

Orthophosphate as P W-PO4O-SPC mg/L0.010 ------------<0.010 --------

Oxygen Saturation W-O2D-ELE %1 --------± 30.0%47 --------

Sulfide as S2- W-H2S-PHO mg/L0.050 ------------<0.050 --------

Dissolved silicate as H2SiO3 W-SIO3-SPC mg/L0.100 ------------34.9 --------

Total Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 --------± 12.0%316 --------

Base neutralizing capacity 

(acidity) pH 4.5

W-ACID-PCT mmol/L0.150 ------------<0.150 --------

Free Carbon Dioxide as CO2 W-CO2F-CC2 mg/L0.00 --------± 12.0%75.9 --------

Suspended solids dried at 105 °C W-TSS-GR mg/L5.0 --------± 10.0%325 --------

Aggressive CO2 W-CO2F-CC2 mg/L0.00 --------± 12.0%14.5 --------

Acid neutralizing capacity 

(alkalinity) pH 4.5

W-ALK-PCT mmol/L0.150 --------± 12.0%5.46 --------

Acid neutralizing capacity 

(alkalinity) pH 8.3

W-ALK-PCT mmol/L0.150 ------------<0.150 --------

Total Metals / Major Cations
Aluminium W-METMSFX2 µg/L5.0 --------± 10.0%15.2 --------
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--------DDGW030Client sample IDSub-Matrix: WATER

Laboratory sample ID PR1768924-001 ---- ----

--------[19-Oct-2017]Client sampling date / time

ResultUnitLORParameter MU Result MU Result MUMethod

Total Metals / Major Cations - Continued

Antimony W-METMSFX1 µg/L1.0 ------------<1.0 --------

Arsenic W-METMSFX1 µg/L1.0 --------± 10.0%2.9 --------

Barium W-METMSFX2 µg/L1.0 --------± 10.0%62.7 --------

Beryllium W-METMSFX1 µg/L0.20 ------------<0.20 --------

Bismuth W-METMSFX2 µg/L1.0 ------------<1.0 --------

Boron W-METAXFX1 mg/L0.010 --------± 10.0%0.050 --------

Cadmium W-METMSFX1 µg/L0.50 ------------<0.50 --------

Calcium W-METAXFX1 mg/L0.0050 --------± 10.0%76.6 --------

Chromium W-METMSFX1 µg/L5.0 ------------<5.0 --------

Cobalt W-METMSFX2 µg/L0.50 ------------<0.50 --------

Copper W-METMSFX2 µg/L1.0 --------± 10.0%3.1 --------

Iron W-METAXFX1 mg/L0.0020 --------± 10.0%0.0244 --------

Lead W-METMSFX1 µg/L1.0 --------± 10.0%2.0 --------

Lithium W-METMSFX2 µg/L1.0 --------± 10.0%3.0 --------

Magnesium W-METMSFX2 µg/L10 --------± 10.0%15700 --------

Manganese W-METMSFX2 µg/L0.50 --------± 10.0%22.7 --------

Mercury W-HG-AFSFX µg/L0.010 --------± 10.0%0.013 --------

Molybdenum W-METMSFX1 µg/L1.0 --------± 10.0%3.0 --------

Nickel W-METMSFX1 µg/L3.0 ------------<3.0 --------

Phosphorus W-METAXFX1 mg/L0.050 ------------<0.050 --------

Potassium W-METAXFX1 mg/L0.015 --------± 10.0%0.976 --------

Selenium W-METMSFX1 µg/L1.0 ------------<1.0 --------

Silver W-METMSFX2 µg/L1.0 ------------<1.0 --------

Sodium W-METAXFX1 mg/L0.030 --------± 10.0%17.8 --------

Strontium W-METMSFX2 µg/L1.0 --------± 10.0%686 --------

Tellurium W-METMSFX2 µg/L5.0 ------------<5.0 --------

Thallium W-METMSFX1 µg/L0.50 ------------<0.50 --------

Tin W-METMSFX2 µg/L1.0 ------------<1.0 --------

Titanium W-METMSFX2 µg/L5.0 ------------<5.0 --------

Uranium W-METMSFX3 µg/L0.10 --------± 10.0%1.56 --------

Vanadium W-METMSFX2 µg/L5.0 --------± 10.0%10.0 --------

Zinc W-METMSFX2 µg/L2.0 --------± 10.0%52.0 --------

Dissolved Metals / Major Cations
Aluminium W-METAXFL1 mg/L0.010 --------± 10.0%0.011 --------

Antimony W-METAXFL1 mg/L0.010 ------------<0.010 --------

Arsenic W-METAXFL1 mg/L0.0050 ------------<0.0050 --------

Barium W-METAXFL1 mg/L0.00050 --------± 10.0%0.0683 --------

Beryllium W-METAXFL1 mg/L0.00020 ------------<0.00020 --------

Boron W-METAXFL1 mg/L0.010 --------± 10.0%0.051 --------

Cadmium W-METAXFL1 mg/L0.00040 ------------<0.00040 --------

Calcium W-METAXFL1 mg/L0.0050 --------± 10.0%75.7 --------

Chromium W-METAXFL1 mg/L0.0010 ------------<0.0010 --------

Cobalt W-METAXFL1 mg/L0.0020 ------------<0.0020 --------

Copper W-METAXFL1 mg/L0.0010 --------± 10.0%0.0031 --------

Hexavalent Chromium - Soluble W-CR6-IC µg/L0.40 ------------<0.40 --------

Iron W-METAXFL1 mg/L0.0020 ------------<0.0020 --------

Lead W-METAXFL1 mg/L0.0050 ------------<0.0050 --------

Lithium W-METAXFL1 mg/L0.0010 --------± 10.0%0.0042 --------

Magnesium W-METAXFL1 mg/L0.0030 --------± 10.0%12.7 --------

Manganese W-METAXFL1 mg/L0.00050 --------± 10.0%0.0137 --------

Molybdenum W-METAXFL1 mg/L0.0020 ------------<0.0020 --------

Nickel W-METAXFL1 mg/L0.0020 ------------<0.0020 --------

Phosphorus W-METAXFL1 mg/L0.050 ------------<0.050 --------

Potassium W-METAXFL1 mg/L0.015 --------± 10.0%1.01 --------

Selenium W-METAXFL1 mg/L0.010 ------------<0.010 --------

Silver W-METAXFL1 mg/L0.0010 ------------<0.0010 --------

Sodium W-METAXFL1 mg/L0.030 --------± 10.0%18.7 --------

Thallium W-METAXFL1 mg/L0.010 ------------<0.010 --------
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--------DDGW030Client sample IDSub-Matrix: WATER
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ResultUnitLORParameter MU Result MU Result MUMethod

Dissolved Metals / Major Cations - Continued

Vanadium W-METAXFL1 mg/L0.0010 --------± 10.0%0.0090 --------

Zinc W-METAXFL1 mg/L0.0020 ------------<0.0020 --------

Petroleum Hydrocarbons - FTIR
Total extractable aliphates W-OIL-IR mg/L0.10 --------± 40.0%0.23 --------

Total extractable aromatics W-OIL-IR mg/L0.10 ------------<0.10 --------

Unpolar Aliphates W-OIL-IR mg/L0.10 --------± 40.0%0.13 --------

If no sampling time is provided, the sampling time will default 00:00 on the date of sampling. If no sampling date is provided, delivery date in brackets 

without a time component will be displayed instead. Measurement uncertainty is expressed as expanded measurement uncertainty with coverage 

factor k = 2, representing 95% confidence level.

Key: LOR = Limit of reporting;  MU = Measurement Uncertainty

The end of result part of the certificate of analysis

Brief Method Summaries

Analytical Methods Method Descriptions

Location of test performance: Bendlova 1687/7 Ceska Lipa  Czech Republic 470 01

CZ_SOP_D06_07_015.A (CSN 83 0520:1978-part 16, CSN 83 0530:1980-part 31, SM 4500-S2- D) Determination of sum of 

sulfan and sulfide by spectrophotometry and determination of free sulfan by calculation from measured values.

W-H2S-PHO

CZ_SOP_D06_07_030 (CSN ISO 6439, CSN EN 16192) Determination of phenol index by spectrophotometric method after 

distillation.

W-PHI-PHO

Location of test performance: Na Harfe 336/9 Prague 9 - Vysocany  Czech Republic 190 00

CZ_SOP_D06_02_073 (CSN 75 73 72) Determination of base neutralizing capacity (acidity) by potentiometric titration.W-ACID-PCT

CZ_SOP_D06_02_072 (CSN EN ISO 9963-1,CSN EN ISO 9963-2, CSN 75 7373, SM2320) Determination of acid neutralizing 

capacity (alkalinity) by potentiometric titration and determination of the carbonate hardness and determination of CO 2 forms 

by calculation from measured values including the calculation of total mineralization.

W-ALK-PCT

CZ_SOP_D06_02_077/CZ_SOP_D06_07_042 Determination of biochemical oxygen demand after n days (BODn)-by dilution 

method with allylthiourea addition (based on CSN EN 1899-1). CZ_SOP_D06_02_078/CZ_SOP_D06_07_043 Determination of 

biochemical oxygen demand after n days (BODn) by method for undiluted samples (based on CSN EN 1899-2).

W-BOD5-OXY

CZ_SOP_D06_02_068 (CSN ISO 10304-1, CSN EN 16192) Determination of dissolved fluoride, chloride, nitrite, bromide, 

nitrate and sulphate by ion liquid chromatography and determination of nitrite nitrogen and nitrate nitrogen and sulfate sulfur 

by calculation from measured values including the calculation of total mineralization.

W-CL-IC

CZ_SOP_D06_02_072 (CSN EN ISO 9963-1, CSN 75 7373) Determination of acid neutralizing capacity (alkalinity) by 

potentiometric titration and determination of the carbonate hardness and determination of CO 2 forms by calculation from 

measured values including the calculation of total mineralization.

W-CO2F-CC2

CZ_SOP_D06_02_092 Determination of chemical oxygen demand using permanganate (CODMn) by titration (based on CSN 

ISO 8467, Z1).

W-CODMN-SPC

CZ_SOP_D06_02_076 Determination of chemical oxygen demand using dichromate (COD-Cr) by photometry (based on CSN 

ISO 15705) / CZ_SOP_D06_02_076.A / CZ_SOP_D06_07_040 Determination of chemical oxygen demand using dichromate 

(COD-Cr) by titration (based on CSN ISO 6060,  CSN ISO 15705) .

W-COD-SPC

CZ_SOP_D06_02_079 Determination of colour by spectrometry (based on CSN EN ISO 7887).W-COL-SPC

CZ_SOP_D06_02_075 Determination of electrical conductivity (based on CSN EN 27 888, SM 2520 B, CSN EN 16192).W-CON-PCT

CZ_SOP_D06_02_122 except chap. 10.2; 11.3.2; 11.5; 12.2.2; 15.5 (CSN EN 16192, EPA 7199, SM 3500-Cr) Determination 

of hexavalent chromium by ion chromatography with spectrophotometric detection and trivalent chromium determination by 

calculation from measured values.

W-CR6-IC

CZ_SOP_D06_02_001 (US EPA 200.7, ISO 11885, CSN EN 16192, US EPA 6010, SM 3120, CSN 75 7358 samples prepared 

as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by atomic emission spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-HARD-FX

CZ_SOP_D06_02_096 (US EPA 245.7, CSN EN ISO 178 52, CSN EN 16192, samples prepared as per CZ_SOP_D06_02_J02 

chap. 10.1 and 10.2.) Determination of Mercury by Fluorescence Spectrometry. Sample was fixed by nitric acid addition prior 

to analysis.

W-HG-AFSFX

CZ_SOP_D06_02_001 (US EPA 200.7, ISO 11885, CSN EN 16192, US EPA 6010, SM 3120, CSN 75 7358 samples prepared 

as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by atomic emission spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca +Mg. Sample was filtered by microfilter with porosity 0.45 µm 

followed by nitric acid addition prior to analysis.

W-METAXFL1
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Analytical Methods Method Descriptions

CZ_SOP_D06_02_001 (US EPA 200.7, ISO 11885, CSN EN 16192, US EPA 6010, SM 3120, CSN 75 7358 samples prepared 

as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by atomic emission spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-METAXFX1

CZ_SOP_D06_02_002 (US EPA 200.8,  CSN EN ISO 17294-2, US EPA 6020A, CSN EN 16192, CSN 75 7358 samples 

prepared as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by mass spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-METMSFX1

CZ_SOP_D06_02_002 (US EPA 200.8,  CSN EN ISO 17294-2, US EPA 6020A, CSN EN 16192, CSN 75 7358 samples 

prepared as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by mass spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-METMSFX2

CZ_SOP_D06_02_002 (US EPA 200.8,  CSN EN ISO 17294-2, US EPA 6020A, CSN EN 16192, CSN 75 7358 samples 

prepared as per CZ_SOP_D06_02_J02 chap. 10.1 and 10.2) Determination of elements by mass spectrometry with 

inductively coupled plasma and stoichiometric calculations of compounds concentration from measured values including the 

calculation of total mineralization and calculating the sum of Ca+Mg. Sample was fixed by nitric acid addition prior to analysis.

W-METMSFX3

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NH4-SPC

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NING-CC

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NNO-SPC

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NO2-SPC

CZ_SOP_D06_02_019 (CSN EN ISO 11732, CSN EN ISO 13395, CSN EN 16192, SM 4500-NO2(-), SM 4500-NO3(-)) 

Determination of sum of ammonium and ammonium ions, nitrite and the sum of nitrite and nitrate ions by discrete 

spectrophotometry and  determination of nitrite, nitrate, ammonia, inorganic, organic, total nitrogen, free ammonia and 

dissociated ammonium ions by calculation from measured values including the calculation of total mineralization.

W-NO3-SPC

CZ_SOP_D06_07_044 (CSN EN ISO 5814) Determination of dissolved oxygen by electrochemical method.W-O2D-ELE

Determination of total extractable aliphates (accredited analyte), total extractable aromatic hydrocarbons (not accredited 

analyte), unpolar aliphates (accredited analyte) and unpolar aromatics (accredited analyte) by FTIR in water and leach 

according to internal instructions.

W-OIL-IR

CZ_SOP_D06_02_105  Determination of pH by potentiometry (based on CSN ISO 10523, US EPA 150.1, CSN EN 16192, SM 

4500-H(+) B).

W-PH-PCT

CZ_SOP_D06_02_022 (CSN EN ISO 6878 SM 4500-P) Determination of orthophosphate by discrete spectrophotometry and 

determination of orthophosphate's phosphorus by calculation from measured values including the calculation of total 

mineralization.

W-PO4O-SPC

CZ_SOP_D06_02_080 Determination of total phosphorus by discrete spectrophotometry and determination of phosphorus as 

P2O5 and PO4 3- by calculation from measured values (based on CSN EN ISO 6878 and CSN ISO 15681-1).

W-PTOT-SPC

CZ_SOP_D06_02_109 Determination of dissolved silicates by discrete spectrophotometry and determination of H 2SiO3 and 

total mineralization by calculation from measured values (CSN EN ISO 16264, EPA 370.1).

W-SIO3-SPC

CZ_SOP_D06_02_068 (CSN ISO 10304-1, CSN EN 16192) Determination of dissolved fluoride, chloride, nitrite, bromide, 

nitrate and sulphate by ion liquid chromatography and determination of nitrite nitrogen and nitrate nitrogen and sulfate sulfur 

by calculation from measured values including the calculation of total mineralization.

W-SO4-IC

CZ_SOP_D06_02_070 Determination of dry suspended solids and annealed suspended solids by gravimetry and 

determination of loos of ignition of suspended solids and total solids by calculation from measured values (glass microfibre 

filter of porosity 1,5 µm - Environmental Express) (based on CSN EN 872, CSN 757350)

W-TSS-GR

A `*` symbol preceding any method indicates laboratory or subcontractor non-accredited test. In the case when a procedure 

belonging to an accredited method was used for non-accredited matrix, would apply that the reported results are non-accredited. 

Please refer to General Comment section on front page for information. If the report contains subcontracted analysis, those are made 

in a subcontracted laboratory outside the laboratories ALS Czech Republic, s.r.o.

The calculation methods of summation parameters are available on request in the client service.
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